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Rockwell Automation Power Device Library Reference Manual

Important User Information

Read this document and the documents listed in the additional resources section about installation, configuration, and
operation of this equipment before you install, configure, operate, or maintain this product. Users are required to familiarize
themselves with installation and wiring instructions in addition to requirements of all applicable codes, laws, and standards.

Activities including installation, adjustments, putting into service, use, assembly, disassembly, and maintenance are required to
be carried out by suitably trained personnel in accordance with applicable code of practice.

If this equipment is used in a manner not specified by the manufacturer, the protection provided by the equipment may be
impaired.

In no event will Rockwell Automation, Inc. be responsible or liable for indirect or consequential damages resulting from the use
or application of this equipment.

The examples and diagrams in this manual are included solely for illustrative purposes. Because of the many variables and
requirements associated with any particular installation, Rockwell Automation, Inc. cannot assume responsibility or liability for
actual use based on the examples and diagrams.

No patent liability is assumed by Rockwell Automation, Inc. with respect to use of information, circuits, equipment, or software
described in this manual.

Reproduction of the contents of this manual, in whole or in part, without written permission of Rockwell Automation, Inc., is
prohibited.

Throughout this manual, when necessary, we use notes to make you aware of safety considerations.

WARNING: |dentifies information about practices or circumstances that can cause an explosion in a hazardous environment,
which may lead to personal injury or death, property damage, or economic loss.

ATTENTION: Identifies information about practices or circumstances that can lead to personal injury or death, property
damage, or economic loss. Attentions help you identify a hazard, avoid a hazard, and recognize the consequence.

> P

IMPORTANT Identifies information that is critical for successful application and understanding of the product.

These labels may also be on or inside the equipment to provide specific precautions.

SHOCK HAZARD: Labels may be on or inside the equipment, for example, a drive or motor, to alert people that dangerous
voltage may be present.

BURN HAZARD: Labels may be on or inside the equipment, for example, a drive or motor, to alert people that surfaces may
reach dangerous temperatures.

ARC FLASH HAZARD: Labels may be on or inside the equipment, for example, a motor control center, to alert people to
potential Arc Flash. Arc Flash will cause severe injury or death. Wear proper Personal Protective Equipment (PPE). Follow ALL
Regulatory requirements for safe work practices and for Personal Protective Equipment (PPE).

B> > >

The following icon may appear in the text of this document.

Identifies information that is useful and can help to make a process easier to do or easier to understand.

©
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Preface

Device Object Libraries
Overview

Application Code Manager

Our Device Object Libraries enable you to easily interface with Rockwell
Automation® intelligent devices like drives, motion, network switches,
sensors, IO and more. The libraries contain tested, documented, and life-cycle
managed objects which can be used with machine builder, process, and
packaged libraries or as standalone components. Device objects include HMI
faceplates for FactoryTalk® View ME/SE, FactoryTalk® Optix and Studio 5000
View Designer® software and provide a user interface that seamlessly
integrates with the products.

HMI faceplates are standard display files that provide a common user
interface. These are HMI pop-up screens used to display detailed information
related to a specific instruction or device. In systems that follow ISA 101.1
design guidelines, faceplates are often referred to as Level 4 displays.

Pre-configured Device Objects include an Add-On Instruction Rung and an
HMI Faceplate providing the following benefits:

« Collect, Process and Deliver Data between Smart Devices and
Application Logic

« Detailed Device Data Collection and Delivery
«  Enhanced Device Status and Diagnostics

« Common Control Interfaces maximizing Flexible Automation Device
Selection & Application Code Reuse

Device Object Use Cases:
«  Basic Device Maintenance and Diagnostics
«  Virtual Device Operations for Startup and Commissioning

«  Operator and Program Control for Velocity Machine and Process
Applications

Device Object Libraries may be downloaded from the Product Compatibility
and Download Center. Search for “Library”.

Studio 5000® Application Code Manager is a tool that can be used with Device
Object Libraries to streamline project and machine development. This bulk
coding tool allows you to easily design and standardize functionality with
reusable application code.

Enable more efficient project development with reusable libraries of code:

«  Quickly create and deploy projects through our Application Content
Libraries

« Import Rockwell provided application content libraries to expedite
system development
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Preface

Other Application Code
Libraries

«  Build your own reusable code that can be managed and deployed across
your entire enterprise

«  Easily configure objects in bulk with reusable code to increase
application development, no additional programming is necessary

« Consolidate content for Studio 5000® Logix Designer, FactoryTalk®
View Studio, FactoryTalk® Alarms & Events, FactoryTalk® Historian to
configure an object a single time and generate content for each of those
software packages.

See the section on Using the Library with Application Code Manager for more
details.

This Device Object Library may be used in harmony with other Application
Code Libraries including other Device Object Libraries (Network, 10, I0-Link,
Safety Device Libraries) or Application Libraries (PlantPAx® Process Objects
library, Machine Builder Libraries). All libraries are intended to follow similar
design philosophies to provide a consistent experience for operators and
maintenance staff.

A complete list of Application Code Libraries from Rockwell Automation®
follows.

Item

Description

PlantPAx® Process Library

Rockwell Automation® Library of Process Objects provides application templates, Endress + Hauser library objects,
Application Code Manager library objects, and tools and utilities for PlantPAx® DCS applications.

Includes the following:

Graphics for built-in instructions

HMI images and Help files

Logix diagnostic objects

Process objects

Control strategies

Sequencer objects

PlantPAx® Configuration Tools for Tags, Alarms and Historian
Color Change

Historian -- Asset Framework template and objects

Machine Builder Libraries

Tested, documented and life-cycle managed library objects and faceplates for use with Studio 5000° Application Code
Manager for use primarily with OEM and discrete machine applications.

Common Application Libraries

Commonly used application library objects and faceplates for use with Studio 5000° Application Code Manager
including basic functions like unit conversion and data collection.

Independent Cart Technology Libraries

ICT Libraries for iTRAK® and MagneMotion® including MagneMover LITE® and QuickStick® for Studio 5000° Application
Code Manager

1/0 Device Library

Provides objects for Rockwell Automation® 1756, 1769, 1734, 1794, 1738, 1732E, 1719, 5069, 50941/0 modules
including pre-configured status and diagnostic faceplates

10-Link Device Library

Provides 10-Link master and sensor objects including pre-configured status and diagnostic faceplates

Network Device Library

Provides objects for Stratix® switch and Device Level Ring network objects

Power Device Library

Provides objects for discrete, velocity, motion, and PowerMonitor™ devices

Safety Device Library

Provides safety objects to interface with safety /0

Condition Monitoring Device Library

Provides Dynamix™ -1444 module and machinery Condition Monitoring applications such as motors and pumps. This
includes FactoryTalk View® SE HMI faceplates and Studio 5000° Application Code Manager implementations.

Electrical Protection Device Library

Provides a standard to represent protection devices within your electrical distribution system

14
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Software and Firmware
Upgrades

Rockwell Automation®
Services and Support

When you update software or firmware revisions, we recommend that you
verify the impact on performance and memory utilization before
implementing the upgrade on the production system. For FactoryTalk® View
or ControlLogix® platforms, we recommend that you review the release notes
and verify the impact of the upgrade on performance and memory utilization.

You can also verify the compatibility of the upgrade with the installed software
and operating systems in use on your system. See the Product Compatibility
and Download Center.

System Support offers technical assistance that is tailored for control systems.
Some of the features include the following:

o Highly experienced team of engineers with training and
systems experience

e Use of online remote diagnostic tools
e Access to otherwise restricted TechConnect™ Knowledgebase content

e 24-hour, 7 days per week, 365 days per year of phone-support coverage upgrade

option

For more information, contact your local distributor or Rockwell Automation®

representative or see http://www.rockwellautomation.com/support.

You can view or download publications at

http://www.rockwellautomation.com/literature. To order paper copies of

technical documentation, contact your local Allen-Bradley® distributor or
Rockwell Automation® sales representative.
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Chapter ]

Compatibility
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Rockwell Automation® Power Device Library

The Power Device Library is a tested, documented, and life cycle managed
object library. The Device Library provides pre-configured status and
diagnostic faceplates and AOI sets for Rockwell Automation® discrete, velocity,
and motion automation devices. The Power Device Objects may be used with
Machine Builder, Process, and Packaged Libraries or as standalone
components. Power Device Library add-on instructions objects collect,
process, and deliver data between hardware devices and application logic.

The Power Device Library includes Add-On Instructions (AOIs) and HMI
Faceplates for Allen-Bradley® Power products including E300™ Electronic
Overload Relay, SMC™-50 Soft Starters, ArmorStart®, PowerFlex® Drives,
Kinetix® Servo Drives, PowerMonitor™ and Contactor Predictive
Maintenance.

This document includes the functional requirements of the Power Discrete,
PowerVelocity, PowerMotion, Kinetix5100, and PowerMonitor device objects.

The Power Device Library may be downloaded from the Product
Compatibility and Download Center. Search for Power Device Library.

Compatible Software

«  Studio 5000 Logix Designer® for PAC Application Development

- E300, K350/5500/5700/6500, PF527/755CM, PF6000T/7000, PM500/
1000/5000 requires v30.01.00 and later

- AS280E/281E/290E/291E/284E/294E, SMC50, PF525/753/755/755T,
requires v31.00.00 and later

- Ks100 requires v32.00.00 or later
- K5300 requires v33.00.00 or later

« Studio 5000® Application Code Manager and later for bulk code
configuration

- E300, K350/5300/5500/5700/6500, PF525/753/755/755T/527/755CM,
PM500/1000/5000, AS2.80E/281E/290E/291E/2.84E/294E/SMC50,
SMC Flex requires v4.0 or later

- K5100, PF6000T/7000 requires v4.01 or later

« Studio 5000 View Designer® vs.02 and later for PanelView™ 5000
Application Development

«  Studio 5000 View Designer® v8.02 and later for all Velocity Group.
«  KNZXs100C Software for Kinetix 5100 configuration
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«  FactoryTalk® View Studio vio and later for PanelView™ Plus Application
Development

«  FactoryTalk® Optix 1.4.0 or later

“Feature Preview” must be enabled in settings if any extended tag properties
Q (@.Description) is used.

Compatible Hardware

«  PanelView™ 5500 with vs or later firmware
«  PanelView™ Plus with vio or later firmware
«  FactoryTalk® Optix Panel

«  ControlLogix® 5570/5580 controller or CompactLogix™ 5370/5380
Controller

- E300, PM500/1000/5000,PF6000T/7000 requires v30.011 or later
firmware

- AS280E/281E/290E/291E/284E/294E, PF525/753/755/755T/527/755CM,
K350/5100/5300/5500/5700/6500/SMC50, SMC Flex requires v31.011
or later firmware

- Ks100 requires v32.00 or later firmware
- Ks300, APF35 requires v33.00 or later firmware
«  E300™ Electronic Overload Relay with vs5.117 or later firmware
«  SMC™-50 Soft Starter with vs.001 or later firmware
«  SMC™-Flex Soft Starter with v5.001 or later firmware
« ArmorStart® 280E/281E/284E with v2.003 or later firmware
« ArmorStart® 290E/291E/294E with v1.013 or later firmware
«  PowerFlex® 755 drive with v13.002 or later firmware
« PowerFlex® 753 drive with v13.002 or later firmware

«  PowerFlex® 523 drive with vs.001 or later firmware and 25-COMM-E2P
installed (use with PF525 device object)

«  PowerFlex® 525 drive with v5.001 or later firmware

«  PowerFlex® 755T drive with v5.002 or later firmware; for PF755T PM
Predictive Maintenance object use v6.xx or vi1.xx or later firmware

«  Armor PowerFlex® 35E/35S with v1.003 or later firmware
«  PowerFlex® 527 drive with v1.08 or later firmware

+  PowerFlex® 755CM drive with v13.002 or later firmware
«  PowerFlex® 6000T drive with v8.001 or later firmware

«  PowerFlex® 7000 drive with v10.002 or later firmware

«  Kinetix® 5300 drive with v13.001 or later firmware and Logix controller
V33 or later firmware

+  Kinetix® 5500 drive with v7.001 or later firmware
. Kinetix® 5700 drive with v7.003 or later firmware
- For Energy Extension use v11.001 or later firmware
« Kinetix® 6500 drive with v3.001 or later firmware
+  Kinetix® 350 drive with v2.002 or later firmware
« Kinetix® 5100 drive with v2.001 or later firmware
«  PowerMonitor™ 500 with vs.001 or later firmware
« PowerMonitor™ 1000 with v4.019 or later firmware
«  PowerMonitor™ 5000 with v4.010 or later firmware
« 100-E09 ... E750 series Contactors
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IMPORTANT  FactoryTalk View HMI faceplates are not compatibile with FactoryTalk® ViewPoint

Compatible Application Code Libraries

«  PlantPAx® Process Objects Library v5.00.00 or later. V5.00.04
recommended if using control strategies.

«  Machine Builder Libraries v2.00 or later

sllmmary of Changes This publication contains the following new or updated information. This list
includes substantive updates only and is not intended to reflect all changes.
Topic Page
Added new Device AK5700 173
Added FactoryTalk Optix Faceplates for all devices All
Anomaly Fixes for State Monitor 279
Anomaly Fixes for PF527 Energy object 267
Anomaly Fixes for all Motion devices 173
Anomaly Fixes for Power Monitor 5000 245
Footprint Each instruction requires memory footprint within the Logix controller. The

following characteristics apply:

« Definition: Estimated memory required to store the object definition,
including all dependents

« Instance: Estimated memory required per object instantiated.

«  Execution (L85): Estimated execution time / scan footprint evaluated in
1756-L85 PAC

Device Object Footprint

Device Object Defintion (kB) | Instance (kB) | Execution (ps)
raC_Dvc_AS280E 127000 4000 10
raC_Dvc_AS281E 127000 4000 10
raC_Dvc_AS290E 127000 4000 10
raC_Dvc_AS291E 127000 4000 10
raC_Dvc_E300 50.784 1720 95
raC_Opr_E300_Energy 53.748 2.400 95
raC_Dvec_SMC50 46.416 1512 134
raC_Opr_SMC50_Energy 53.748 2.400 95
raC_Dvc_SMCFlex 49.620 8.800 140
raC_Opr_SMCFlex_Energy 17400 1.360 40
raC_Tec_PwrDiscreteStateMonitor 0.100 0.140 150
raC_Dvc_APF35 68.160 3000 62
raC_Dvc_AS284E 173.000 18.000 9%
raC_Dvc_AS294E 173.000 18.000 9%
raC_Dvc_PF525 78.960 1496 95
raC_Opr_PF525_Energy 53.748 2.400 95
raC_Dvc_PF753 78.960 1.496 95
raC_Dvc_PF755 78.960 1496 95
raC_Opr_PF755_Energy 53.748 2.400 95
raC_Dvc_PF755T 78.960 1496 95
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Device Object Footprint

Device Object Defintion (kB) | Instance (kB) | Execution (ps)
raC_Opr_PF755T_PM 202.884 30.320 69
raC_Opr_PF755T_PMv1l 488.044 .46 18
raC_Dvc_PF6000T 183.00 2192 102
raC_Dvc_PF7000 95.092 14.484 80
raC_Tec_PwrVeclocityStateMonitor 0.100 0.140 150
raC_Dvc_K350 93.020 1.584 106
raC_Dvc_K5300 93.020 1.584 106
raC_Dvc_K5500 93.020 1.584 106
raC_Opr_K5500_Energy 53.748 2.400 95
raC_Dvc_K5700 93.020 1.584 106
raC_0Opr_K5700_Energy 53.748 2.400 95
raC_Dvc_K6500 93.020 1.584 106
raC_Dvc_PF527 93.020 1.584 106
raC_Opr_PF527_Energy 53.748 2.400 95
raC_Dvc_PF755CM 93.020 1.584 106
raC_Tec_PwrMotionStateMonitor 0.100 0140 150
raC_Dvc_K5100 166.000 3.000 230
raC_Dvc_PM500 43.224 6.169 87
raC_Dvc_PM1000 50.704 1.861 91
raC_Dvc_PM5000 69.080 7524 95
raC_Opr_Contactor_PM 17534 2,540 0.042

These documents contain additional information concerning related products
from Rockwell Automation.

Additional Resources

Resource

Description

Rockwell Automation Library of Process Objects Reference Manual PROCES-
RM200

Describes the Add-On Instructions, PlantPAx instructions, and associated faceplates
that are available to develop applications.

PowerFlex Low Voltage Drives Selection Guide PFLEX-SG002

The Allen-Bradley® PowerFlex® family of AC and DC drives provide the benefits that
matter most to you. Our focus on delivering a flexible portfolio designed to keep you
connected to your operations and ultimately help improve productivity, helps you
achieve the positive impact to be successful.

Power Quality and Energy Management Selection Guide 1400-SG001

Which PowerMonitor product suits your application? Are you interested in energy
management, power quality management, or both?

Application Code Manager User Manual LOGIX-UM003

Studio 5000® Application Code Manager user manual.

PowerMonitor 500 Unit User Manual, publication 1420-UMO001

Provides installation instructions, wiring diagrams, configuration, and specifications
for PowerMonitor 500 units

PowerMonitor 1000 Unit User Manual, publication 1408-UM002

Provides installation instructions, wiring diagrams, configuration, and specifications
for PowerMonitor 1000 units with catalog numbers 1408-BC3A-485, 1408-BC3A-ENT,
1408-TS3A-485, 1408-TSIA-ENT, 1408-EM3A-485, 1408-EM3A-ENT.

PowerMonitor 5000 Unit User Manual, publication 1426-UM001

Provides installation instructions, wiring diagrams, configuration, and specifications
for PowerMonitor 5000 units.

PowerFlex 523 and 525 AC Drives Technical Data, publication 520-TD001

Provides full product selection, accessories, dimensions, and specifications.

PowerFlex 527 AC Drives Technical Data, publication 520-TD002

Provides full product selection, accessories, dimensions, and specifications.

PowerFlex 753 AC Drive Technical Data, publication 750-TD001P

Provides full product selection, accessories, dimensions, and specifications.

PowerFlex 755TL/TR/TM AC Drive Technical Data, publication 750-T0100

Provides full product selection, accessories, dimensions, and specifications.

PowerFlex 755TS AC Drive Technical Data, publication 750-TD104

Provides full product selection, accessories, dimensions, and specifications.

PowerFlex 6000T AC Drives User Manual 6000-um001

This manual describes PowerFlex® 6000T AC drives with EtherNet/IP®. It includes
information on installation, configuration, programming, and use.

PowerFlex 7000 AC Drives Technical Data, publication 7000-td002

Provides full product selection, accessories, dimensions, and specifications.

EtherNet/IP Network Devices User Manual, publication ENET-UMO06

Describes how to configure and use EtherNet/IP devices to communicate on the
EtherNet/IP network.
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Resource

Description

Kinetix Motion Control Selection Guide KNX-SGOO1

Use this publication to help make decisions selecting the mation control products that
are best suited for your system requirements.

Kinetix 5700, 5500, 5300, 5100 Servo Drives Specifications, publication KNX-
10003

Provides product specifications for Kinetix Integrated Motion over the EtherNet/IP
network and EtherNet/IP networking servo drive families.

Kinetix 5700 Drive Systems Design Guide, publication KNX-RMO10

Kinetix 5500 Drive Systems Design Guide, publication KNX-RM009

Kinetix 5300 Drive Systems Design Guide, publication KNX-RMQ12

Kinetix 5100 Drive Systems Design Guide, publication KNX-RMOTI

Kinetix 6000 and Kinetix 6200/6500 Drive Systems Design Guide, publication
KNX-RM003

Provides system design guide to determine and select the required (drive specific)
drive module, power accessory, connector kit, motor cable, and interface cable catalog
numbers for your drive and mator/ actuator motion control system. Included are
system performance specifications and torque/speed curves (rotary motion) and
force/velocity curves (linear motion) for your motion application.

E300 Electronic Overload Relay User Manual 193-UM015

This manual describes how to install, configure, operate, and troubleshoot the E300™
Electronic Overload Relay.

SMC-50 Soft Starters User Manual 150-UMOTI

This user manual provides you with the information that is required to program and
operate your SMC-50™ soft starter.

SMC-Flex Soft Starters User Manual 150-UM008

This user manual provides you with the information that is required to program and
operate your SMC-Flex™ soft starter.

ArmorStart Distributed Motor Controller with EtherNet/IP User Manual 280E-
UMO01

This manual provides you with information that is required to program and operate
ArmorStart® EtherNet/Industrial Protocol (IP) Distributed Motor Controllers, Bulletin
280E, 281E, and 284E.

ArmorStart® LT Distributed Motor Controller User Manual 290E-UMO01

This manual provides you with information that is required to program and operate
ArmorStart® LT Discributed Motor Controllers Bulletin 290E, 291E, and 294E.

Armor PowerFlex AC Drives User Manual 35-UM001

This manual describes Armor™ PowerFlex® AC drives with EtherNet/IP® and Armor
PowerFlex drives with Integrated Safety via EtherNet/IP. It includes information on
installation, configuration, programming, and use.
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Chapter 2

Power Device Instructions

Library Components

The Power Device Library is a tested, documented, and life cycle managed
object library. The Device Library provides pre-configured status and
diagnostic faceplates and AOI sets for Rockwell Automation® discrete, velocity,
and motion automation devices. The Power Device Objects may be used with
Machine Builder, Process, and Packaged Libraries or as standalone
components. Power Device Library add-on instructions objects collect,
process, and deliver data between hardware devices and application logic.

The Power Device Library includes instructions to interface with power control
devices such as drives, starters, and power monitors. The instructions are
categorized into groups:

«  Power Discrete: For use with single-speed starters

«  Power Velocity: For use with variable speed drives

«  Power Motion: For use with CIP motion drives

«  Kinetixs100: For use with Kinetix® 5100 drive

«  Power Monitor: For use with Power Monitors

In addition to the base device objects, there are optional extension objects.
These extension objects may be added to the base objects to expand
functionality and information. The following extension objects are provided:

«  Energy Extension: Energy monitoring of real, reactive and apparent
energy information, power factor, and voltage/current/frequency data.

« State Monitor Extension: Device activation/run status and network
connection counters and accumulators

«  Predictive Maintenance Extension (PF755T): Monitoring and
configuration of predictive maintenance parameters related to drive
components such as IGBTSs, fans, capacitors, filters, and temperatures.

There are three types of instructions:

«  Device (Dvc): instruction used for devices. The device can be logical
(e.g. conveyor) or physical (e.g. PowerFlex® Drive).

«  Operation (Opr): instructions used for operation or applied code such
as sequencing, operational execution, and general application
functions.

«  Technology (Tec): Technology objects perform specific algorithms or
calculations
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Power Device Instructions

Instruction Version Category Instruction Description
raC_Dvc_AS280E 3.03 Power Discrete ArmorStart® 280E
raC_Dvc_AS281E 3.03 Power Discrete ArmorStart® 281E
raC_Dvc_AS290E 3.03 Power Discrete ArmorStart® 290E
raC_Dvc_AS291E 3.03 Power Discrete ArmorStart® 291E
raC_Dvc_E300 3.03 Power Discrete £300™ Electronic Overload Relay
raC_Opr_E300_Energy 3.03 Power Discrete £300™ Electronic Overload Relay Energy Monitor Extension
raC_Dvc_SMC50 3.03 Power Discrete SMC™-50 Soft Starter
raC_Opr_SMC50_Energy 3.03 Power Discrete SMC™-50 Soft Starter Energy Monitor Extension
raC_Dvc_SMCFlex 3.04 Power Discrete SMC™-Flex Soft Starter
raC_Opr_SMCFlex_Energy 3.04 Power Discrete SMC™-Flex Soft Starter Energy Monitor Extension
raC_Tec_PwrDiscreteStateMonitor 3.03 Power Discrete Power Discrete State Monitor Extension (all devices)
raC_Dvc_APF35 3.03 Power Velocity Armor PowerFlex® 35
raC_Dvc_AS284E 3.03 Power Velocity ArmorStart® 284E
raC_Dvc_AS294F 3.03 Power Velocity ArmorStart® 294E
raC_Dvc_PF525 3.03 Power Velocity PowerFlex® 525
raC_Opr_PF525_Energy 3.03 Power Velocity PowerFlex® 525 Energy Monitor Extension
raC_Dvc_PF753 3.03 Power Velocity PowerFlex® 753
raC_Dvc_PF755 3.03 Power Velocity PowerFlex® 755
raC_Opr_PF755_Energy 3.03 Power Velocity PowerFlex® 755 Energy Monitor Extension
raC_Dvc_PF755T 3.03 Power Velocity PowerFlex® 755T
raC_Dvc_PF6000T 3.03 Power Velocity PowerFlex® 6000T
raC_Dvc_PF7000 3.03 Power Velocity PowerFlex® 7000
raC_Tec_PwrVeclocityStateMonitor 3.03 Power Velocity Power Velocity State Monitor Extension (all devices)
raC_Opr_PF755T_PM 3.03 Power Velocity PowerFlex® 755T Predictive Maintenance Extension for device firmware v6.xx
raC_Opr_PF755T PMyTl 303 Power Velocity \F:ﬁvgls[zﬁlilex@’ 755T Predictive Maintenance Extension for device firmware
raC_Opr_Contactor_PM 3.04 - Contactor Predictive Maintenance
raC_Dvc_K350 3.03 Power Motion Kinetix® 350
raC_Dvc_K5300 3.03 Power Motion Kinetix® 5300
raC_Dvc_K5500 3.03 Power Motion Kinetix® 5500
raC_0pr_K5500_Energy 3.03 Power Motion Kinetix® 5500 Energy Monitor Extension
raC_Dvc_K5700 3.03 Power Motion Kinetix® 5700
raC_Opr_K5700_Energy 3.03 Power Motion Kinetix® 5700 Energy Monitor Extension
raC_Dvc_K6500 3.03 Power Motion Kinetix® 6500
raC_Dvc_PF527 3.03 Power Motion PowerFlex® 527
raC_Opr_PF527_Energy 3.03 Power Motion PowerFlex® 527 Energy Monitor Extension
raC_Dvc_PF755CM 3.03 Power Motion PowerFlex® 755CM (CIP Motion)
raC_Tec_PwrMotionStateManitor 3.03 Power Motion Power Motion State Monitor Extension (all devices)
raC_Dvc_K5100 3.03 Kinetix® 5100 Kinetix® 5100
raC_Opr_K5100_MAFR 3.03 Kinetix® 5100 Kinetix® 5100 Motion Axis Fault Reset
raC_0pr_K5100_MAG 3.03 Kinetix® 5100 Kinetix® 5100 Motion Axis Gear
raC_0pr_K5100_MAH 3.03 Kinetix® 5100 Kinetix® 5100 Motion Axis Home
raC_Opr_K5100_MAI 3.03 Kinetix® 5100 Kinetix® 5100 Motion Axis Index
raC_Opr_K5100_MAJ 3.03 Kinetix® 5100 Kinetix® 5100 Motion Axis Jog
raC_Opr_K5100_MAM 3.03 Kinetix® 5100 Kinetix® 5100 Motion Axis Move
raC_Opr_K5100_MAS 3.03 Kinetix® 5100 Kinetix® 5100 Motion Axis Stop
raC_Opr_K5100_MAT 3.03 Kinetix® 5100 Kinetix® 5100 Motion Axis Torque
raC_0pr_K5100_MSF 3.03 Kinetix® 5100 Kinetix® 5100 Motion Servo Off
raC_Opr_K5100_MSO 3.03 Kinetix® 5100 Kinetix® 5100 Motion Servo On
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Power Device Instructions

Instruction Version Category Instruction Description
raC_Dvc_PM500 3.03 Power Monitor PowerMonitor™ 500
raC_Dvc_PM1000 3.03 Power Monitor PowerMonitor™ 1000
raC_Dvc_PM5000 3.03 Power Monitor PowerMonitor™ 5000

Library Folders and Files

When you extract the library from the downloaded .zip folder, you will find the

following folder and file structure. Note that some items are generalized with
GROUP (e.g. PowerDiscrete, PowerMotion, etc), TYPE (e.g. Dvc, Opr, Tec) and
OBJECT (e.g. PF755, E300, etc). The major and minor versions are represented

by X and Y respectively.
Level 1 Level 2 | Level 3 File Type Description
Application Example Folder Application Example Files
- Application Code Manager
PowerApplication_ACM.xlsx XLSX Project
Project_PowerApplication.ACD ACD Logix Designer Example Project
PowerApplication_SE.apa APA FT View SE Project Archive
PowerApplication_ME.apa APA FT View ME Project Archive
PowerApplication_VD.vpd VPD View Designer Project File
Power_Application.optix.z L FT Optix Project File
ApplicationCodeManagerLibraries Application Code Manager
Folder files
Attachments (.HZ1 and .txt files) Folder ACM Object Attachments
(RA-LIB)_Device_Asset-Control_GROUP_raC_Dvc_OBJECT_(X.Y).HSL4 HSL4 ACM Asset-Control Object
(RA-LIB)_Device_Device_GROUP_raC_Dvc_0BJECT_(X.Y).HSL4 HSL4 ACM Device Object
HMI - FactoryTalk View ME Folder FactoryTalk® View ME files
Displays - gfx Folder FT View ME display files
(raC-X_YY-ME) raC_TYPE_OBJECT-faceplate.gfx |GFX Object Faceplate display
Global Objects - ggfx Folder FT View ME Global Object files
Ly . B Graphic Symbol/Launch Button
(raC-X-ME) Graphic Symbols - LIBRARY.ggfx GGFX global objects
(raC-X-ME) Toolbox - LIBRARY.ggfx GGFX Toolbox global objects
HMI - FactoryTalk View SE Folder FactoryTalk® View SE Files
Displays - gfx Folder FT View SE display files
(raC-X_YY-SE) raC_TYPE_OBJECT-faceplate.gfx |GFX Object Faceplate display
Global Objects - ggfx Folder FT View SE Global Object files
" . ) Graphic Symbol/Launch Button
(raC-X-SE) Graphic Symbols - LIBRARY.ggfx GGFX global objects
(raC-X-SE) Toolbox - LIBRARY.ggfx GGFX Toolbox global objects
HMI - ViewDesigner - vpd Folder }s'itll:;m 5000 View Designer®
-2 05- i Object faceplate and graphic
(raC-3_05-VD) raC_Dvc_PowerDiscrete.vpd VPD symbol/launch buttons
2z : Object faceplate and graphic
(raC-3_03-VD) raC_Dvc_PowerVelocity.vpd VPD symbol/launch buttons
2 7 ; Object faceplate and graphic
(raC-3-03-VD) raC_Dvc_PowerMotion.vpd VPD symbol/launch buttans
-3 04 i Object faceplate and graphic
(raC-3_04-VD) raC_Dvc_PowerMonitor.vpd VPD symbol/launch buttons
(raC-3_04-VD) raC_0Opr_Contactor_PM.vpd VPD Object faceplate and graphic

symbol/launch buttons
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FactoryTalkOptixLibraries Folder FactoryTalk® Optix Library

Files
PowerDevice_vXR Folder Library Folder
PowerDevice_vXR.optix FT Optix Library Application
HMI FactoryTalk View Images - Folder FT View ME/SE image files
png images.png | PNG FTView ME/SE images
Reference Manuals Folder Manuals
DEVICE-RM100x-EN-P.pdf | PDF Reference manual
Studio 5000 Logix Designer Files - Folder Studio 5000° AOI and RUNG
L5X import files
5x80v33 Files - Use with PlantPAx L5X files used with PlantPAx®
Folder 5.x systems of 5x80 controllers
v33+ firmware
raC_TYPE_OBJECT_X.YY_RUNG.L5X L5X Object rung import
raC_TYPE_OBJECT_X.YY_AQI.L6X L5X Object AOI import
Standard Files Folder L5X files used for applications
that are not PlantPAx® 5.x+
raC_TYPE_OBJECT_X.YY_RUNG.L5X L5X Object rung import
raC_TYPE_OBJECT_X.YY_AQI.L6X L5X Object AOI import
ReadMe.txt T Explanation of standard vs

PlantPAx® files

Videos Folder gs:lr-\:il:a :ln‘(’iigzg;ational
How_To_Import_and_Configure_TYPE_Objects_in_FTViewME.mp4 MP4 How-to Video
How_To_Import_and_Configure_TYPE_Objects_in_FTViewSE.mp4 MP4 How-to Video
How_To_Import_and_Configure_TYPE_Objects_in_LogixDesigner.mp4 MP4 How-to Video
How_To_Configure_TYPE_Objects_in_ViewDesigner.mp4 MP4 How-to Video
How_To_Interface_with_Power_Device_Logix.mp4 MP4 How-to Video
How to Import and Configure Device Objects in FTOptix MP4 How-to Video
Operational_Overview_of _0BJECT _Faceplate.mp4 MP4 Operational Overview video

LIBRARYDevicelLibrary_ReleaseNotes_vX.YY.pdf PDF Release Notes

ReadMe.txt TXT Explanation of setup.cmd

Application Code Manager and

SetUp.cmd CMD FTOptix setup script to register

library

See the files in the Application Example folder to see a functional application that

O uses all of the Power Device Library instructions. These files are referenced in
the Programming ExamFIes for each instruction. The files include a Studio 5000
Logix Designer® controller file, a Studio 5000 Application Code Manager project
back-up, and an HMI projects for Studio 5000 View Designer®, FactoryTalk® View
ME, FactoryTalk® View SE, and FactoryTalk® Optix.
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Visualization Files

Each Add-On Instruction has associated visualization files that provide a
common user interface. The Power Device Library supports four HMI options
each with their own files supplied:

«  FactoryTalk® View ME (Machine Edition)
«  FactoryTalk® View SE (Site Edition)

«  Studio 5000 View Designer®

«  FactoryTalk® Optix

FactoryTalk® View Visualization Files

You must import these files in the following order:
« Images (.png files)
«  Global Objects(.ggfx file type)
«  HMI faceplates (.gfx file type)

File Type . . —
Abbreviations FactoryTalk® View SE FactoryTalk® View ME Description
All .png files in the HMI FactoryTalk® View Images - png folder. Common icons that are used in the Glabal
Images (.png) IMPORTANT: FactoryTalk® View application renames PNG files when they are imported with a.bmp file | Objects and standard displays for all

extension, but the files retain a .png format. objects.

Global objects (.ggfx) displays.
(raC-3-SE) Toolbox - Power Device.ggfx (raC-3-ME) Toolbox - Power Device.ggfx ggwggfgggé?gtt:;fsed across multiple
Standard displays (.gfx) |(raC-3_03-SE) precedes name of the display. (raC-3_03-ME) precedes name of the display. Eagcéﬁgtgagfsﬂ raC_Dve_PF755-

Global object files contain Graphic Symbols that are created once and
referenced multiple times on multiple displays in an application. When
changes are made to a global object, all instances in the application are
automatically updated.

Global objects serve two purposes:

«  Toolbox files contain common elements that are used to build faceplate
displays.

«  Graphic Symbols files contain device symbols or launch buttons that
you can use to build your application displays. Select the symbol to
open the corresponding faceplate display.

Standard display files, commonly called faceplates, provide a common user
interface.

Studio 5000 View Designer® Visualization Files

Studio 5000 View Designer® project files are supplied that contain faceplates
and launch buttons for the Power Device Library. The devices are distributed
over multiple Studio 5000 View Designer® Project files grouped by category for
PowerDiscrete, PowerVelocity, PowerMotion, and PowerMonitor devices.
These files are found in the HMI - ViewDesigner - vpd folder. Inside of the VPD
file you will find a the required display files inside of the User-Defined Screens
folder.
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Display Type View Designer Screen Description
Screen Toolbox gir:&giycssymbols or launch buttons used to open faceplate/pop-up displays from other
Pop-Up raC_Dvc_ precedes name of the pop-up. Faceplate display for specific device. e.g. raC_Dvc_PF755_FP

FactoryTalk® Optix Library Objects Visualization Files

Once the library files have been added to the standard library location
(C:\Users\Username\Documents\Rockwell Automation\FactoryTalk
Optix\Libraries\) using the Setup.cmd script, the following library objects will
be available in the PowerDevice_v3R Library:

Note: xx may be replaced with the current minor version.

Library Object Description
raC_3_xx_raC_Dvc_DeviceName_Ul |Power Device faceplate user interface components and graphic symbols

raC_3_xx_raC_Dvc_DeviceName_UI

The User Interface (UI) library object folder contains all graphical components
for raC_Dvc_DeviceName_UI. This includes:

Level 1 Level 2 | Level 3 Type Description
raC_3_xx_raC_Dvc_Dev Folder User interface files
iceName_UI - - -
raC_1_xx_raC_Dvc_DeviceName_Faceplate Dialog Box jFaceplate for Safety Device
Graphic Symbols Folder Graphic symbol launch buttons
raC_3_xx_raC_Dvc_DeviceName_ Button Graphic symbol launch button used to navigate to
GS raC_3_xx_raC_Dvc_DeviceName_Faceplate.
. Private elements used in faceplate design. These do not need
<FrivatoElements> Folder to be accessed or modified by library users.
PanelsFaceplate Folder Panels used in faceplates
Widgets Folder Widgets used in faceplates

Basic Faceplate Attributes  Faceplates consist of tabs, and each tab consists of one or more pages. The
Home tab is displayed when the faceplate is initially opened. The faceplate
provides the means for operators, maintenance personnel, engineers, and
others to interact with a device or instruction instance, which includes a view
ofits status and values. Faceplates may also manipulate an instruction through
its commands and settings. Select the appropriate icon on the left of the
faceplate to access a specific tab. This section provides an overview of the
faceplate attributes that are common across the objects. More details are
supplied in the individual section for each object.
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5 —  p» B Ready

Bl Not Ready EN Network Loss

Status Banner for FactoryTalk® View ME/SE and Studio 5000 View
Designer®

At the top of all device object faceplates there is a common status banner which
provides the following information:

« Ready (green LED icon) or Not Ready (yellow LED icon) status

«  Faulted (banner will show Not Ready with fault message)

« Virtualized

« Communication Loss

A fault status may be reset using the Reset button on the right side of the
banner if the condition has been cleared.

Item |Description

1 Ready state displays green LED icon and grey background.

Faulted state shows yellow LED icon and Not Ready status.

Fault message for latest fault present. Will also display “Virtual” if virtual mode is enabled.

Faulted state shows yellow border around banner.

gl NN

Fault reset button.

Status Banner for FactoryTalk® Optix

At the top of all device object faceplates in FactoryTalk Optix there is a common
status banner which provides the following information:

«  Ready or Not Ready Status

«  Faulted (banner will show Not Ready with fault message)

« Virtualized

« Communication Loss

A fault status may be reset using the Reset button on the right side of the
banner if the condition has been cleared.
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t — g Ready

2 (3 [<] Not Ready Net 10 Fault

Item |Description

1 Ready state displays Ready Status

Faulted state shows Fault and Not Ready status.

Fault message for latest fault present. Will also display “Virtual” if virtual mode is enabled.

Faulted state shows Black background.

(S B I = PR B )

Fault reset button.

Faceplate Navigation

All device object faceplates have navigation tabs on the left side of the
faceplate. Navigation tabs may vary based on device type. The active tab will
show as a light grey, while an inactive tab will show as a dark grey.

i 0

Active Tab Inactive Tab

The common tabs are shown below.

ﬁ Home Tab "| 1/0Tab
9.

,-/ Trend Tab @ Power Tab
p Configuration Tab @ VIF Tab
| Fault Tab (b PhaseTab

u Extensions Tab
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By clicking on the open space near the bottom left corner of the faceplate you
can momentarily view revision notes and details of the active faceplate. This
may be useful in troubleshooting or when communicating with Rockwell
Automation® Tech Support.

Faceplate Revision Notes

ArmorStart 284E

@ Bl Ready

X

Speed (Hz)

. Forward

H
[

Current (Amps)

Predictive Maintenancea
2 — p Revision 3.01

3 (raC-3_01-ME)
> raC_Opr_PF755T_PM-Faceplate

. Commanded 33.0 Hz

Jog setpoint 33

4

Copyright © Rockwell Automation, Inc. All
Rights Reserved

ltem

Description

Click near the bottom right corner to temporarily open up the revision notes dialogue

Revision number

Faceplate display name
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Additionally, The Optix Faceplates are provided with the Help Button for each
faceplates. Help Button is located on the upper right corner of Faceplate frame

as shown in image below,

AS280E X

When user click on the Help Button it will open a pop-up display which
includes a Help Document and Accordian which contains web browser to
access Reference manual from web. See in Image provided below

2

Power

@)

Navigation

{n

™1 X

——— - Power Device Library - Faceplate Help

Commands

| 2
4

Jog Forward — Commands the drive forward while the bution is held. This button may
be disabled if commands are inhibited from the HMI or controlled by other means (e.qg.
Motor Control instruction). Commanded to setpoint value{s) where available.

Jog Reverse - Commands the drive reverse while the bution is held. This button may
be disabled if commands are inhibited from the HMI or controlled by other means (e.g.
Motor Control instruction). Commanded to setpoint value{s) where available.

Powaer - Enables the output power for motion drives. Enabled when toggled to the
right.

Resat Wamning/Fault - Resets any latched wamings or faults after the issue has been
cleared.

Home Tab - Primary faceplate tab

_}| WO Tab — Embedded device /O status
5 — DEVICE - RM100 | v I
ower Discrete Dievice Faceplate Help
4 —pkaC Dvc AS2B0E | Revision: 3.03 Copyright © Rockwell Automation, Inc. All Rights Reserved

32

Item |Description

1 Help Pop-Up window with Close button

Help Document

Accordion which contains Reference Manual web browser (Status: - Not Expanded)

S~ aN N

Revision Information

5 Accordion which contains Reference Manual web browser (Status: - Expanded) shown in image below.
Note: Active Internet connection is required to see Reference Manual.
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DEVICE - RM100

|4
n |}

DEVICE-RM10... E axx FOF E] &

Power Discrete Device Faceplate Help
raC_Dwc_ASZ80E | Revision: 3.03 Copyright © Rockwell Automation, Inc. All Rights Reserved

Launch Buttons Launch buttons are provided in Global Display (GGFX) files for FactoryTalk
View® ME/SE as well as in Studio 5000 View Designer® projects. These are
used to open HMI faceplate displays or pop-ups. Two types of launch buttons
are provided:
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Laun;thyreutton Image Examples Usage
Basic Text Simple launch button with diagnostic
Button Device Label information.
Graphic button can be used in
SMCED PF755 k700 schematic style displays where a
Graphical [ ] @ | system/network diagram is shown.
Button When available, basic module
%) 5] ) 5] ) = diagnostics and a live value is
00%rs 610 0.0 displayed.
BE?;;E iTrsthT g Simple launch button with diagnostic
Optix Dve_AS280E 5 information.
] u
Dve_SMC50 Dvc_PF755 Dvc_K5700 Graphic button can be used in
Graphical (B | @ D ® - schematic style displays where a
Bu[iton | u L =1 system/network diagram is shown.
in FT Ootix o 1" m @ u m e When available, basic module
p 0.0 0.0 diagnostics and a live value is
- : displayed.
Diagnostic Icons

Diagnostic icons may be displayed on the graphic buttons for compatible
modules. Safety modules are designated with a small guard icon.

Icon Image Visible Condition
Communications Failure o Connection Faulted
Fault Any device fault active
x| (module hardware issue)
Any device warning
Warning active (maintenance
require
A ired)
Not Read Device Not Read
y ® Y
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Icon Image Visible Condition
. Device in virtual mode
Virtual b (not physical)
Stopped m Device inactive/stopped
Runnin Device active/runnin
g @) g
1, E30-
Overload Relay
2 [ x | E 9 5
3 OrlE 6
4 20%FLa
Item Description Options

1 Device label. Set to tag.@Description by default. Set to Global Parameter #104 for custom label.
Device Fault/Warning Status

Warnin
2 ’ A
Fault
]
Device communication failure/Virtual Mode status
Communication Failure
3 [ x]
Virtual Mode Active
LS

- Power Discrete: Motor % FLA
4 Device live data variable - Power Velocity: Motor Speed (Hz)

- Power Motion: Configurable as Motor Speed (Hz) or Position
- Power Monitor: N/A

5 Device not ready status

@
Device running (active)/stopped (inactive) status
St inacti
opped (inactive) -
6
Running (active) o)
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Schematic Display Configuration

These icons can be used together to allow users to build schematic diagrams.
The Power Device Library graphics can also be used along with similar buttons
available in the Network Device Library viz.o1 and IO Device Library vs.01.

It is recommended set the Grid Snap ON with settings z = 4; y =4 when using
the graphic symbols in FactoryTalk View® ME/SE. This will make it easier to
align modules in a chassis configuration.

Alegend is provided in the FactoryTalk View® ME/SE global object displays
(raC-3-ME) Graphic Symbols - Power Device and (raC-3-SE) Graphic Symbols - Power
Device.

LEGEND .

= DC: Direct Current i _ij lSafetty Class Module

= AT Alternating Current e (?)E?put

= Al Analog Input : _— .

> AQ: Analog Output ; H: Eur?tmunlcatluns Failure
> SPEC: Specialty Module “A V\?:mmg

= CPU: Central Processing Unit

> COM: Communications Module @ ot Ready

= b Virtual Mode
= (O RunningiActive
= @ Stopped

An example of a complete system is shown below. This system includes objects
from the IO Device Library, Network Device Library and Power Device Library.

E300 - Armor
Overload Relay Puowerflex 35E ° PF755 AS294E
H O '
E : I F %_: g E -
‘5@’ 1 ° - - . g@; E O 9 Y= .
2.0 3% FLa 10.0 Hz 0.0 -z 0.0 Hz

A
V VA V

Fress Stratix 5700 SMCED PI1000
' e B 7@
olim mi| omm ol
0.0 Hz 0.0%Fa
FLEX 5000
5069 10 Stratix 5700 CIE0 > Olmm O @[55 O
| SPEC

0 | | | o | o 5] " DCIN ACIN DCoOUT
DS—D—O—DC—:C—b G @ r - ]
1 pclac|al|oclacfao o
(8 [@00000 m 8 e

Redundant 110

| sepec

fcom |
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Library Versions

Each library object has a revision x.yy where: x is the Major Revision number
and yy is the Minor Revision number. Each release of the library comes with
release notes that describe the changes that were made since the last release.
You can find the revision number of the object in a number of locations as

shown below.

Component Example
Class Standard
Description E300 Owverload Relay Device Object
Revision +3.1.00
Rewision Note Anornaly fix
The Add—.Un Instructiqn ir] Logix Dgsigner \é:: ?;,pe Size ?;g t"::e”fummatm
application has revision information Created 22472017 T:A1:25 AM
visible when the instruction is selected Eeeted By Mot Available
in the Controller Organizer. Edited 3/2/2022 11:01:39 PM
Edited By Mot Available
Signature (D <hones
Protection Type Source Key

Protection Marne Unknowen Protection

Pratection Permissions +Wiewy, Use

The Add-On Instruction Definition
General tab shows the revision number
along with basic revision notes. Refer to
the release notes for complete revision
notes.

{F add-0n Instruction Definition - raC_[wc_E300+w3.1.00

General | Parameters  Local Tags  Scan Modes  Signature  Change History  Hel)

Name: ral_Dve_E300

Descriptior: E 300 Overload Relay Device Object

Standard

Type: B Ladder Diagram Change Type...
heajor beirar Extended Text

Revizion: = | oo

Fievision Note: | Anamaly fix

Wendar: Rockwell Automation

Copy all default values of parameters and local tags whoze values were modified to 2

Cancel

Logic Data Type Size: 528 byte (3]

The faceplate in FactoryTalk® View
software has revision information
visible when the pointer is clicked just
inside the lower left corner of the
faceplate.

E300

Revision 3.01.00

(ra-3_01-ME) raC_Cwc_E300-Faceplate
Copyright @ Rockwsll Automation, Inc. All
Rights Resened
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Component

Example

The revision number is shown in the file
names for GFX, VPD, ACM.HSL4, AOL.L5X,
and RUNG.L5X files.

| | iraC-3_01-ME) raC_Dwe_E300-Faceplate.gfx

| ] {raC-3_01-SE) raC_Dwe_E300-Faceplate.gfx

® (raC-3_01-YD) raC_Dwe_E300wpd

| | {RA-LIBY_Device_Asset-Control_PowerDiscrete_raC_Dwe_E300_(3.13.H5L4
| | {RA-LIB)_Device_Dewvice_PowerDiscrete_raC_LD Dwe_E300_(3.13.HSLA

| ] raC_Dwe_E300 3.01_&01L5X

| ] raC_Dwe_E300 3.01_RUNGLSX

Library object folder where the major (x)
and minor (y) versions are used in the
folder name e.g.
raC_x_yy_raC_Dvc_DeviceName_UI

¥ m raC_3_03_raC_Dvc_AS2ZBOE_UI (raC_Dvc_AS280E)

The major (x) revision number is used in
the Library folder and file name

e.g. PowerDevice_vxR

Note that only major versions are used
at the library level and a library may
contain multiple minor versions of
different objects.

» Im PowerDevice_v3R
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State Model

Interfaces

The following section will discuss the state model for Device Object. The figure
below shows the core logic states.

By default, each state is active for a minimum of 256us to allow for evaluation
of state outside of the ADO instance in the user program

Configure

Configuring

entry /
do
exit

Configure

Disconnect

Disconnecting

Y

Initialize

Device object interfaces are intended to provide the application programmer a
class based harmonized interface for interacting with the device object from
user code. Standard control interfaces are used for passing Information (Inf),
Settings (Set), Commands (Cmd) and Status (Sts).

Operational Overview Videos which walk step-by-step through each process. You
can refer to the following videos for this section:

“How_To_Interface_with_Power_Device_Logix ”

Q In the Library there is a folder named Videos which contains many How-To and

These interfaces are commonly used when interfacing with other Rockwell
Automation® application code libraries such as the PlantPAx® Process Objects
Library or the Machine Builder Library. Note that when using with PlantPAx®
5.x applications predefined data-type (PDT) interfaces are used and required
to interact with firmware based instructions (e.g. PMTR, PVSD). PDT
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interfaces are only available in 5x80 Logix controllers with firmware v33+. Both
UDT and PDT variations are shown below.
For detailed information on specific interfaces, please refer to the appropriate
section in this manual.
Interface Class |Object Class Object Sub-Class |Interface Type Interface Name (UDT) Interface Name (PDT)
Information raC_UDT_ItfAD_PwrDiscrete_Inf
i Setting raC_UDT_ItfAD_PwrDiscrete_Set RAC_ITF_DVC_PWRDISCRETE_SET
Power Discrete -
Command raC_UDT_ItfAD_PwrDiscrete_Cmd RAC_ITF_DVC_PWRDISCRETE_CMD
Status raC_UDT_ItfAD_PwrDiscrete_Sts RAC_ITF_DVC_PWRDISCRETE_STS
Information raC_UDT_ItfAD_PwrVelocity_Inf
Power Velocity Setting raC_UDT_ItfAD_PwrVelocity_Set RAC_ITF_DVC_PWRVELQCITY_SET
Command raC_UDT_ItfAD_PwrVelocity_Cmd RAC_ITF_DVC_PWRVELQCITY_CMD
Status raC_UDT_ItfAD_PwrVelocity_Sts RAC_ITF_DVC_PWRVELQCITY_STS
Information raC_UDT_ItfAD_PwrMotion_Inf
. . Setting raC_UDT_ItfAD_PwrMotion_Set
Control Power Automation | Power Mation Command 20 UDT_ItAD_PwiitotionCrmd
Status raC_UDT_ItfAD_PwrMotion_Sts
Information raC_UDT_ItfAD_K5100_Inf
Kinetix® 5100 Setting raC_UDT_ItfAD_K5100_Set
Command raC_UDT_ItfAD_K5100_Cmd
Status raC_UDT_ItfAD_K5100_Sts
Information raC_UDT_ItfAD_PwrMonitor_Inf
Power Monitor Setting raC_UDT_ItfAD_PwrMonitor_Set
Command raC_UDT_ItfAD_PwrMonitor_Cmd
Status raC_UDT_ItfAD_PwrMonitor_Sts

Application Code Manager  Architectural Overview

Device libraries, as with most Application Code Libraries are divided into 2
logical groups: either Asset-Control Object or Device Implement Object.

Asset-Control Objects contain the asset definition of an object and any
associated content which belongs to the asset. This includes controller tags,
add-on instructions, data types, and attachments such as HMI content and
documentation. These are found under the (RA-LIB) Device > Asset-Control
folder and have names like raC_Dvc_xxxx where xxxx is the device name.

Device Implement Objects contain an instance of an asset-control object and
provide all related configuration of the asset. The Device implement type is the
application code (e.g. programming rung). This includes the required
controller tags, programs, modules, and FactoryTalk® View ME/SE symbols.
These are found under the (RA-LIB) Device > Device folder and have names like
raC_LD_Dvc_xxxx where xxxx is the device name. LD stands for ladder logic.
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Device DEV'CT b
Implement Object Asset-Control Object
L Linked Library «  AOI Definition
. Rung with instance > N
. Tags "o Interface Definitions
. Modules . Fault Lookup Table

e.g. raC_LD_Dvc_DCS e.g. rac_Dvc_DCS

It is common for Application Implement Objects to be developed which
connect to the interfaces of a Device Object. Examples of Application Objects
may include motor or VSD instructions from other application code libraries
such as PMTR or PVSD in the PlantPAx® Process Objects Library (RA-LIB)
Process 5 or raM_Dvc_Motor_Disc or raM_Dvc_Motor_VSD in the Machine Builder
Library (RA-LIB) Machine. In this case the same schema applies and it becomes
necessary to provide data via the interface to the upstream library object. Note
that for the Process Library the Implementation and Asset-Control objects are
combined into Control Strategies.

Application

) Application
Implement Object

Asset-Control Object

Linked Library
. Rung with instance
. Tags
e.g.
raC_LD Dve Motor V5D

F Y

. AQI Definition

e.g. raC_Dvc_Motor_VSD

/ Device \

Implement Object

Device
Asset-Control Object

*  Rung with instance
U Tags
. Modules

Linked Library

Linked Library
AOI Definition

Interface Definitions

Output Interf H
utputintertace Fault Lookup Table

Output Interface . Program Name
. Instance Name
. Module Name

\e, g. raC_LD Dvec PF525 /

e.g. raC_Dvec_PF525
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Install the Library

FIND DOWNLOADS @

Device Library

10 Device Library

10-Link Device Library

Network Device Library

Power Device Library

Safety Device Library

Chapter 3

Using the Library

Download the Library

For the latest compatible software information and to download the Rockwell

Automation® Library, see the Product Compatibility and Download Center.

Search “Device Library” or filter on Application Content to quickly find the

library.

All Categories v All Families v n ﬂ ﬂ COMPARE DOWNLOADS

Tested, documented and life-cycle managed library objects for @ Power Device Library 3.01.00
Rockwell Automation 1756, 1769, 1734, 1794, 1738, 1732E,

1719, 509 (Application Content/Engineering Libraries) @ 10 Device Library 5.00

Tested, documented and life-cycle managed IO-Link Master @ I0-Link Device Library 2.2.00
and Sensor Library Objects. (Application Content/Engineering

Libranies) (Application Content/Engineening Libraries) @ Network Device Library 1.04.00
Tested, documented and life-cycle managed library objects for @ Safety Device Library 1.01.00

Stratix Switch and Device Level Ring DLR network objects
(Application Content/Engineering Libranes)

Tested, documented and life-cycle managed Power Device
Library Objects for E300, ArmorStart, SMC50, PowerFlex, and
Kinetix. (Application Content/Engineenng Libraries)

Tested, documented and life-cycle managed library objects for

Rockwell Automation Safety Instructions. (Application
Content/Engineering Libraries)

Download & Install Studio 5000® Application Code Manager

Studio 5000® Application Code Manager is free to install from Rockwell

Automation’s Product Compatibility and Download Center.

Search “Application Code Manager” and select the item to download.
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FIND DOWNLOADS @

Application Code Manager All Categories ~ Al Families v n ﬂ n COMPARE DOWNLOADS

(Application Content/Engineering Libraries)

@ Studio 5000 Application Code Manager 4.02.00

Independent Cart Technology Libraries
ICT Libranes for ITRAK and MagneMotion including
MagneMover LITE, QuickStick for Application Code Manager
(ACM) (Application Content/Engineenng Libraries)

Machine Builder Libraries Tested, documented and life-cycle managed library objects
and faceplates for use with Studio 5000 Application Code
Manager (ACM) (Application Content/Engineering Libraries)

Process Library RA Library of Process Objects, Application Tempiates,
Application Code Manager Library, Tools & Utilities, and
Integration with Endress+Hauser Devices (pre-5.00) (Process
Solutions/PlantPAx)

Studio 5000 Application Code Manager
Engineering design productivity tool focused on rapid
automation application development leveraging (ACM)
(Software/Software)

5 items found 1 selection COMPARE DOWNLOADS

Extract the downloaded .zip file by running the 4.xx.00-Studios000_ACM-
DVD.exe executable file. This will extract a new folder containing a Setup.exe file
which can be run to begin product installation.

Follow the prompts from the splash screen until installation is complete. Note
that a SQL server is required for Application Code Manager. SQL Server
Express is offered for free and is included in the Application Code Manager
installer.

Register Libraries in Studio 5000° Application Code Manager

It is recommended that you use Studio 5000® Application Code Manager or
the Studio 5000® “Import Library Objects” Plug-In Wizard to import device
library objects into a Logix 5000 controller project. To use the library in
Application Code Manager you must first register the libraries.

UsinF Studio 5000® Application Code Manager is not mandatory although it is

@ high ?/ recommended to reduce the likelihood of configuration errors and
simp ifgf the workflow. Alternatively, you can import the RUNG.L5X files directly
into a Studio 5000® project.

The Lite version of Studio 5000® Application Code Mana%er is free of charge and

@ can be downloaded from the Product Compatibility and Download Centre. None
of the features included in the Standard (paid) version are required to use Device
Object Libraries.
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Register Complete Library Automatically

To automatically register the entire library, find and run the setup.cmd file in
the root folder of the library files. You will see a windows console appear as the
script runs. When it is complete it will display “Deployment Complete”. Enter
“Y” to exist the console.

lon] CAWINDOWS\system32\cmd.exe

-- Be patient, the duration of this proce
-- Script Complete

-- Be patient, the duration of this process varies based on library size
-- Registration Complete

Exit deployment? [Y]?

Register Individual Library Objects Manually

As an alternative to registering the entire library using the setup.cmd script,
you can manually register one or multiple library objects in Studio 5000®
Application Code Manager. Open up Application Code Manager and view the
Registered Libraries panel on the right. Right-click on Registered Libraries and
select Register. Browse to the ApplicationCodeManagerLibraries folder within the
library files and select any HSL4 files that you would like to register. Note you
may select more than one at a time. Once you complete registering the desired
objects they will be shown under the (RA-LIB) Device solution folder.

Registered Libraries X _

bl "] Beqistered Libgari-- |

5 [RA-LIBJAC Register |
[Ra-LIB) De :

+#
(F&-LIE) Ma R '
[R&-LIB) Pro Werify Signatures
[R&-LIB) Pro

’ Export

Extract Attached Files

Reconstitute ACD

Delete all unused

Refresh
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Importing Logic into Studio
5000° Projects

O

46

There are multiple methods to using the logic in a Studio 5000® application.
For projects that are being developed from scratch using Application Code
Manager along with other Application Code Libraries such as the PlantPAx®

Process Objects Library or the Machine Builder Library, you can continue to
use the Device Object Libraries in Application Code Manager. For existing
applications where devices are being added, it is recommended to use the
Studio 5000® Plug-In “Import Library Objects” Wizard. Alternatively you can
import the RUNG.L5X files into your program and configure them manually.

In the Library there is a folder named Videos which contains many How-To and Operational Overview Videos which walk step-
by-step through each process. You can refer to the following videos for this section:
"How_To_Import_and_Configure_AS_Starter_Objects_in_LogixDesigner”

“How_To_Import_and_Configure_AS_VFD_Objects_in_LogixDesigner"
“How_To_Import_and_Configure_CIP_Motion_Objects_in_LogixDesigner”
“How_To_Import_and_Configure_E300_0bjects_in_LogixDesigner”
"How_To_Import_and_Configure_Energy_Extensions_in_LogixDesigner”

"How_To_Import_and_Configure_Kinetix5100_Device_and Operation_Objects_in_LogixDesigner”

“How_To_Import_and_Configure_PF_Objects_in_LogixDesigner”
“How_To_Import_and_Configure_PF755T_Objects_in_LogixDesigner”
“How_To_Import_and_Configure_PowerMonitor_Device_Objects_ in_LogixDesigner”
“How_To_Import_and_Configure_PowerMonitor_Device_0Objects_in_LogixDesigner_Using_ACM_Plug-Ins”
"How_To_Import_and_Configure_Predictive_Maintenance_in_LogixDesigner”
"How_To_Import_and_Configure_SMC50_0bjects_in_LogixDesigner”

O

It is not recommended to simply import the AOL.L5X files and attempt to build
your own logic rung. Doing so will increase the likelihood of configuration errors

and likely miss logic that is required outside of the Add-On Instruction.
AQI files should onIP/ be imported when updating an existing application from a

previous version o

a Device Object Library to a newer one.

Below is a table to capture recommendations on when to use which tool or
workflow when importing and configuring device objects.

Tool/Workflow

Description of when to use

Software Requirements

Application Code Manager
(full application)

Project is developped from scratch
using Application Code Manager along
with PlantPAx® or Machine Builder
libraries.

Studio 5000 Logix Designer®
EStud;o 5000° Application Code Manager
Lite

Studio 5000® Plug-In “Import
Library Objects” Wizard

Application Code Manager is installed
but not required for the entire project.
Application has already been developed
but some Device Objects need to be
added.

Studio 5000 Logix Designer®
Studio 5000° Application Code Manager
(Lite)

Import RUNG.L5X File

Application Code Manager is not
installed.

Application has already been developed
but some Device Objects need to be
added.

Familiar with rung import workflow.

Studio 5000 Logix Designer®

Import AOIL5X File

Updating existing application that
contains an older version of a Device
Object AQL.

Studio 5000 Logix Designer®
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Search Logic Communications Tools Window Help

% (@ Library
o]
\I FILE EDIT VIEW OPTIONS HELP

offin R

 #f Registered Libraries
(RA-LIB) ACM 2.00 (279)
(RA-LIB) CCA Development (9)
—— v < (RA-LIB) Device (61)
0_Bxa 3 Asset-Control (34)
ags & Device (27)
aultH vl
tandid raC_LD_Dve_AS280E (1.1)
LD_Dvc_AS281E (1.1)
raC_LD_Dve_AS290E (1.1)
raC_LD_Dve_AS291E (1.1)
gram & - E300 (1.1)
d [Bl:=C LD Dvc E300 (3.0)
N ] raC_LD_Dve_SMC50 (1.1)
: |4 raC_LD_Dve_SMC50 (3.0)
Axes % PowerMotion (12)
i PowerVelocity (7)
(RA-LIB) Process 4.0 (16)
tructid (RA-LIB) RAMS 2,50 (37)
(SSB) Process 35 (17)
DRVS (10)
ined GEMS_D4 (37)
Defin|
=d
Defind
ion
lane, 1
L85k |
5E E30)

Import Library Objects Wizard

The most simple way to import a Device Object into an existing application is

to use the Studio 5000® Plug-In “Import Library Objects” wizard. This plug-in

requires Application Code Manager to be installed but does not require it to be
open or have a project created.

Right click on an item (e.g. Controller, Task, Program, etc) in the Controller
Organizer and select Plug-Ins > Import Library Objects...

§ Lo Desigrer - E300_Exampie_Project [1756-LB3E 33,111

Fle Eon WVew Sesrch  legic Communicstions  Tool  Window Help

LMW e 1 i | T iR
LR

ot 1 Dol rands

= Energy Somge —

=10 il s Forges o o [des P

2

nnercisr Ongan

o Comtroser Tag B
Controller Fau
Porwer-Up Har

Gererate Report,

& o Tasks el L4
& (% Mainlask Properties A Entas
¥ b MainProgrs
Unscheduled Plug-ial L} Inpar Library Dbt

# = Mation Groups

Lrurrs e Ao

Library Detgres

This will launch a small wizard version of Application Code Manager inside of
your Studio 5000 Logix Designer® Project. In the Registered Libraries panel on
the left, find your desired object under Registered Libraries > (RA-LIB) Device >
Device and drag it into the Library Object(s) list in the Object Configuration

Tab.

Library Object(s)
@ raC_LD_Dvc_E300

Name: Taskis not specified.
Catalog Number:  1aC_LD_Dvc_E300 (3.0) - Pending
(RA-LIB) Device

Solution: B Program

Parameters Linked Libraries

B4 =l a | &

~ 00 General
RoutineName raC_LD_Dve_E300
TagName raC_LD_Dve_E300
TagDescription raC_Dve_E300 Device Object and Extensions implementation
TagScope Progiam

ObjectinterfaceDatatype UserDefinedDatatype

~ 01 Module
ModuleName
IncludeHW Tue
ModuleType ECM_ETR
IPAddress 192.168.10
ParentModule &) Local

~ 02Extensions
IncludeEnergy False
IncludeStateMonitor False

~ HMI Configuration
SEAssocDisplay
MEAssocDisplay

Mod_raC_LD_Dve_E300

RoutineName
Enter Routine name. Routine will be crested and Object implement rung(s) inserted. A JSR will be inserted in MainRoutine. If routine name already exists
then abject will be inserted into existing routine. By default, parameter is set to Object Name.

Perform the following configuration:
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« Enter a name and description. Maximum name length can be 22
characters. Note that other parameters such as the RoutineName,
TagName, etc will auto-complete based on these fields.

«  Assign the Task and Program.
«  Choose the TagScope:
« Program Scoped Tags
« Controller Scoped Tags
«  Choose the ObjectInterfaceDatatype:

« UserDefinedDatatype: Use with standard applications (not
PlantPAx® 5.xx)

« PreDefinedDatatype: Use with PlantPAx® 5.xx applications.
Selecting this option will use Revision 10.xx Power Device Library
object instructions which reference pre-defined datatypes that are
only available in 5580 ControlLogix® and 5380/5480 CompactLogix
controllers with firmware version 33+. These pre-defined datatypes
are references by PlantPAx® 5.xx instructions such as PVSD and
PMTR.

«  Assign the Module (associated hardware e.g. PowerFlex® drive)

+ SetIncludeHW to True if you would like the wizard to add a new
module (e.g. PowerFlex® Drive) to your hardware tree. Set this to
False if you already have the module pre-existing in your hardware
tree.

+ Setthe ModuleName. If IncludeHW is false, set this to the name of
the existing module. If IncludeHW is true, set this to the desired
name of the module that will be created.

« Select the ModuleType and DriveRating (if applicable) to the desired
model that matches the installed device.

« Set the IPAddress to the IP Address of the device.

« Set the ParentModule to name of the network card that the device is
connected to. If using the embedded Ethernet port of the processor
module, leave as Local.

«  Configure the desired extensions:

« IfIncludeEnergy is set to True, the raC_Opr_xxx_Energy object will
be added and configured.

+ If IncludeStateMonitor is set to True, the
raC_Tec_Powerxxx_StateMonitor object will be added and
configured. Note that PlantPAx® users should set this to False and
instead refer to the PRT (process run time and start counter)
instruction.

«  The HMI Configuration options are not used in the Plug-In Wizard and
can be ignored.

«  Click next or click on the Linked Libraries tab. Click the Auto Create
button to automatically create all of the required linked libraries.

You can manually create new linked libraries or point to existing linked libraries
Q if necessary. You may need to do this if you would like to use an older version of
library objects when multiple versions are installed in Application Code Manager.

«  On the following screen you can select the desired Merge Actions.
Generally these can be left with the default actions.

« Add: used when AOIs don’t previously exist in application

« Overwrite: usually preferred. Used when AOIs previously exist but
may or may not be the same revision.

« Use Existing: used when AOIs previously exist in the application and
you do not wish to overwrite the existing items.
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[Name:

‘Conveycr | ]

Description:

Catalog Number:

Solution:

‘Infeed Conveyor |

raC LD Dwve E300 (3.0) - Pending

(RA-LIB) Device Task:  MainTask

e

Program: | MainProgram

Parameters  Linked Libraries

4] a

~ 00 General

RoutineName Conveyar
Taghame Conveyor
TagDescription Infeed Conveyor
TagScope Program
ObjectinterfaceDatatype UserDefinedDatatype

~ 01 Module
ModuleMName Mod_Conveyor
IncludeHVY True
ModuleType ECM_ETR
IPAddress 192.168.1.0
ParentModule @] Local

+ 02 Extensions
IncludeEnergy False
IncludeStateMonitor False

~ HMI Configuration
SEAssocDisplay
MEAssocDisplay

IncludeEnergy

Include the energy extension object

«  Click next and you can now see any new logic and modules that will be

created.

«  Click Finish to complete the import.

Import Rung Logic

An Add-On Instruction is defined once in each controller project, and can be
instantiated multiple times in your application code. To use pre-engineered

logic, import each desired RUNG.LsX file into a controller project.

1. Inthe Studio 5000 Logix Designer® application, open a new or

existing project.

IMPORTANT  Add-On Instruction definitions can be imported, but not updated, online.

2. Choose or create a new ladder routine to open. Right-click in the
routine ladder and choose Import Rungs...
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Cut Rung
Copy Rung

Paste

Delete Rung
"% Add Rung
Edit Rung

Edit Rung Comment

Import Rungs...

Export Rungs..,

3. Select the desired RUNG and Select Import. The file will have a name
like raC_Dvc_PF525 3.01_ RUNG.L5X.

ﬁ Import Rung

Lok, in: |

*

Quick access

Desktop
™
Libraries

2

This PC

=g

Meturork

>
Statidard Files ~ | @ ? ® [
Mame - ~  Date modified Size ™
1 ral_Dwc_PF525_3.00_A01L5x 726,202 4:03 Akd i
raC_Cwe PF325_3.01_RUMG.L5X A726/202¢ 403 Ahd :
raC_Chwe PFS27_3.01_ACI| w3105 7262022 4:00 Abkd i
raC_Cwe PFS27_3.01_ACI w3205 A726/202¢ 4:09 Ahd :
raC_Chwe PFS27_3.01_RUMG_w31.L5% A726/2022 4:09 Ak 4
raC_Chwe PF327_3.01_RUMG_ w32 L5% A726/202¢ 4:09 Ahd [
raC_Chwe PFTR3_3.01_ACILLSX 4726/2022 4:03 Ak :
raC_Chwe PF7FS3_3.01_RUMG.L5X A726/202¢ 403 Ak :
1 ralC_Dwc_PF755_3.00_801L5x 4726/2022 4:04 Ak :
raC_Dwe PF7S5_3.01_RUMG.LSX 472672027 404 AhA :
raC_Chwe PRFFSSCR_3.01_801 w31.L5X 4726/2022 4:00 Ak F"
<! >
File niame: ralc_Dwe PFRZE 01 _RUMGLE- - | Open
Files of type: Logix Designer =ML Files [* L&) ~ Cancel
Help

O

Both “RUNG" and “AQI" .L5X files are provided. Import the
RUNG file to get all required additional tags, data types, and
message configurations.

4. An Import Configuration dialogue window will open and display generic
Import names which include “_InstanceName”. Click the Find/Replace...
button and replace all instances of “_InstanceName” with your desired
device name (e.g. “Motor1io1”).
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B Irmport Configuration - raC_Dweo PR325_3.01_RUMG.LEX x
z '5 Find: ‘ v| ﬁﬁ. ﬂgs’ FindiReplace. .. Current Import Documentation Language:
Find within: Iport Mame, Final Mare, Description, Parameter |ﬁ§'E”'J|i5h {United States) il
Irnpoart Content:
Pragrams Configure Tag References
_ E:‘ Pragram Impart Mame Operation | g2 Final Name
=2 ‘B raC_LD_Dwc_PF525 {Ru —_——
Create [ | _InstanceMame
- References
Y - Tags Create [ |_InstanceM ame_ChiCmd
=l A& add-0n Instruction: _InstanceM ame_Ctillnf Create [ |_InstanceM ame_Chllnf
¢ -0 Data Types _InstanceMame_ChiSet Create [ | _InstanceMame_ChiSet
Y = - a-W Other Components _InstanceM ame_ChilSts Create [ | _InstanceMame_ChlSts
B E Warni
@ ErvarsfWarnings _InstanceMame_lnp Create [ |_InstanceMame_[np
Y B Mod_InstanceMame: Undefined |4 |Mod_InstanceMame:|
Y il Mod InstanceM ame: 0 Indefined [ [Mod_InstanceMame:0
B raC_Dwe PFS25_InfT able Create [ |raC_Dwe_PF525_InfTable
Find / Replace x
Find What: |_InstanceName v| I Find Mext |
£ >
Replace With: | Motor101] V| Replace
[Tuse wildcards | Replace Al
[J5earch current visw anly
Close
Direction: CJup (@) Dawn
Find ¥ithin: el
Irnpoart Mame Final Marne [Descripkion
< z |:| Alias Faor |:| Data Type Parameter
v L } ) .
Preserve existing tag values in offline project or Cancel Help

Ready

5. You will need to point the new object to the correct module in your
project. You can type in or browse for the correct input (:I) and Output

(:0) tags in your project. In this example our module is called

Mod_Motor1ol.

“onfigure Tag References

Impork Mame Operation | ST
T A Mod_lnstancetame: Uze Eisting tMod_Motarl 01:
i Nl tod_Instancet ame: 0 Uze Euisting tod_tMotor107:0
i _InstanceMame Create O Seiemamir
i _InztanceMame_CtrlCrd Create [ [Mater101_ChiCmd
i _InstanceM ame_Ctrlin Create [ [Motor101_Crelln
i _InztanceMame_ClrlSet Create (1 [Mater101_ChiSet
i _InstanceM ame_ClrlSts Create [ |Motar 01 _ChriSts
i _InztanceMame_lnp Create [ [Mater101_Inp
B| raC_Dwc_PF525_InfT able Create [ |raC_Dwe_PFS25_InfT able

6. Click on the Other Components section and type or browse to the name of
the module. In this example our module is called Mod_Motor101.
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Using Studio 5000 View

B Import Configuration - raC_Dwec PF325_3.01_RUMG.LEX X
Find: |_Instancelanne v| B8 crgreplace... Current Impart Documentation Language:
Find within: Iport Mame, Final Mare, Description, Parameter |H§.E”'§|“5h {United States) il
Impoart Content:
Pragrams Configure Component References
& ;:‘ F‘rogra:':n LD_Dve_PFS525 (R Impart M arne Dperation Final Marme a|LCl
3 -~ ral v u = oo
- . T Mod_|nstanceM ame| Use Existing | Mod_Mator 01 ﬂ I
- References
=2l e Tags
=2l &dd-on Inskruckion:
=g i ) Data Tvpes
I ‘a0 Other Components I
--r'@ Errorsfwarnings

7. The rung will now be imported into your ladder routine.

Studio 5000 View Designer® may be used for HMI development for

Using View Designer Project Files

PanelView™ sooo applications. Open up your Studio 5000 View Designer®
project alongside a second application instance running the required VPD file

In the Library there is a folder named Videos which contains many How-To and
Q Operational Overview Videos which walk step-by-step through each process. You

“How_To_Import_and_Configure_AS_Starter_Objects_in_ViewDesigner”
“How_To_Import_and_Configure_AS_VFD_0Objects_in_ViewDesigner”
“How_To_Import_and_Configure_CIP_Motion_Objects_in_ViewDesigner”
“How_To_Import_and_Configure_E300_Objects_in_ViewDesigner”

“How_To_Import_and_Configure_PF_Objects_in_ViewDesigner”
“How_To_Import_and_Configure_PowerMonitor_Device_Objects_in_View_Design

“How_To_Import_and_Configure_SMC50_0bjects_in_ViewDesigner”

You will notice there are two screens available under the User-Defined Screens

«  Toolbox: This has the graphic symbol launch buttons for the faceplate.
« raC_Dvc_xxxxx_FP: This is a faceplate pop-up screen.

BB raC_Cwc PFTSS

Mavigation kenu

User-Defined Screens

=/ Toolbox
B raC_[wc PF7S5_FP

Designer®
in the library folder HMI - ViewDesigner - vpd.
can refer to the following videos for this section:
er’
folder:
Project Explorer
| »
F |
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To include these files in your project, perform the following steps:

«  Copy the entire faceplate _FP screen from the supplied VPD project to
your project application.

«  Open the Toolbox screen and copy the desired graphic symbol and
paste it into a screen in your project application.

Launch Faceplate

Configuring View Designer Objects

To link the launch button to the faceplate, highlight the button and view the
Events tab of within the Properties pane. Set an Event to Open popup on release
with the following settings:

«  Key: Touch Only

«  Popup: Select desired faceplate screen

« AOI_Tag: Browse to AOI backing tag for the device object in your
controller file

« InitialTab: 11 (note, faceplate will also function if you leave this as the
default of 0)

= 100% + [ _

Mame: Launch

J Type:  Button
= I 4
i Fhd Properties | Animations | Events
1111971 i
%  Button Behavior X
|Open popup on release kit |

Key: |Touch Only =~

Requires Focus

[ ]
. PF755 N [] Always Trigger Release Event
L}

Popup:

| User-Defined Screens\Power_Device_Librany\Power_Velocity\raC_Cwc_PF735_F =

L] L]

Property Configuration:
AO|_Tag &4 :DeviceObjectsLib
- “Power_Program.raC_LD_Dvec PF7535
AS294E - 2 Program.raC_LD Dve_
InitialTab €3 4 1

Using FactoryTalk® View Import FactoryTalk® View Visualization Files
Studio

There are several components to import for the visualization files. You import
files from the downloaded Rockwell Automation® library files via FactoryTalk®
View SE/ME. The workflow is the same for both FactorTalk® View ME and SE.
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In the Library there is a folder named Videos which contains many How-To and
Q Operational Overview Videos which walk step-by-step through each process. You
can refer to the following videos for this section:

“How_To_Import_and_Configure_AS_Starter_Objects_in_FTViewME"
“How_To_Import_and_Configure_AS_Starter_Objects_in_FTViewSE"
“How_To_Import_and_Configure_AS_VFD_Objects_in_FTViewME"
“How_To_Import_and_Configure_AS_VFD_Objects_in_FTViewSE"
“How_To_Import_and_Configure_CIP_Motion_Objects_in_F TViewME"
“How_To_Import_and_Configure_CIP_Motion_Objects_in_FTViewSE"
“How_To_Import_and_Configure_E300_0bject_in_FTViewME"
“How_To_Import_and_Configure_E300_0bjects_in_FTViewSE”
“How_To_Import_and_Configure_Energy_Extensions_in_F TViewME"
“How_To_Import_and_Configure_Energy_Extensions_in_FTViewSE"
“How_To_Import_and_Configure_PF_Objects_in_FTViewME"
“How_To_Import_and_Configure_PF_Objects_in_FTViewSE"
“How_To_Import_and_Configure_PowerMonitor_Device_Objects_in_FTViewME"
“How_To_Import_and_Configure_PowerMonitor_Device_Objects_in_FTViewSE"
“How_To_Import_and_Configure_Predictive_Maintenance_in_FTViewME"
“How_To_Import_and_Configure_SMC50_ Objects_in_FTViewME"
“How_To_Import_and_Configure_SMC50_0bjects_in_FTViewSE"

All image and display items can be imported either by right-clicking in
FactoryTalk® View on the Graphic sub-folder (e.g. Displays, Global Objects,
Images) or simply dragging and dropping the files into the application.

=] Graphics

+|;_| Displays

[ Global Objects
y..q Symbol Factory
+|;_| Libraries

+§I Images
+ [ Param Add Component Inta Application..,
S Legacy Delete

= Local b
B Trend
EZ Trend Snapshots
".E7 TrendPra Templates

Remowe

Import files in this order:

1. Import HMI Images files.

Select all the images in the \HMI FactoryTalk® View Images - png folder
and Open.

2. Import Global Object files

Select the global object (.ggfx) files from the \HMI - FactoryTalk® View
ME\Global Objects - ggfx or \HMI - FactoryTalk® View SE\Global Objects -

ggfx folder
3. Import HMI Faceplates

Select the faceplate (.gfx) files from the \HMI - FactoryTalk® View ME\Displays -
gfx or \HMI - FactoryTalk® View SE\Displays - gfx folder
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Configuring FactoryTalk® View Objects

Once the files have been imported into the FactoryTalk® View Studio project,
you can begin using them in your application. Open the Global Display (raC-3-
ME) Graphic Symbols - Power Device or (raC-3-SE) Graphic Symbols - Power Device.
Copy the desired launch button style and paste it into a display in your
application where you would like to open the faceplate. For more information
on graphic symbols, refer to the Graphic Symbols section of the specific device
type chapter in this manual.

Alternatively, faceplates may also be launch from related instructions such as

Q the navigate to device faceplate buttons in the Process Library PVSD faceplate
or the Machine Builder Library raM_Dvc_Motor_VSD faceplate. Refer to Using the
Power Device Library with PlantPAx® Applications or Using the Power Device
Library with Machine Builder Applications for more information.

To configure the graphic symbol launch button, right-click and select Global
Object Parameter Values. The Global Object Parameter values for the Backing
Tag (#102) and Navigation Button Label (#104) are mandatory while the display
position values (#120, #121) are optional. You can browse for the tag in your
controller project by clicking “...” or manually type them in. These parameters
may vary depending on the graphic symbol used, please refer to the Graphic
Symbols section of the device type for detailed information.

Mame Value Tag Descriptio
i #102 {::[PAC]Program:MainProgram. _InstanceMame} e Backing Tag
2 #104 {::[PAC]Program:MainProgram. _InstanceMame. @Description} e Mavigation Button Label
3 #120 0 e Display's left position (e.g. 100} (of
4 | #121 0 e Display's top position (e.g. 100) (of
< >
QK. Cancel Help

These Global Object Parameter Values are automatically configured when you

Q use Studio 5000° Application Code Mana?er to design and configure your
project. Refer to Usin i ication Manager for more
information.
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Using FactoryTalk® Optix ~ Download the Library

For the latest compatible software information and to download the Rockwell
Automation® Library, see the Product Compatibility and Download Center.

Search “Power Device Library” or filter on Application Content to quickly find
the library.

Register FactoryTalk Optix Library

1. Runthe provided Setup.cmd script or extract the downloaded zip file to
the Windows user’s FactoryTalk Optix library directory, which by
default is C:\Users\<UserName>\Documents\Rockwell
Automation\FactoryTalk Optix\Libraries.

2. Ifyou have FactoryTalk Optix Studio open on your computer, please
close the application and reopen to ensure the library will be visible.

Import Library Objects in FactoryTalk Optix Project

1. Dragand drop the “raC_3_xx_raC_Dvc_ObjectName_UI”" object to the
UI folder of your project. Shown as (1) below.

ilmy 9C D%E’ A v  Emulator v P

i Project view <y o=l 4, Dashboard Libraries X
Q, Search Y ]

Drag an object onto your canvas or into a library.

~ 3% Power_ApplicationExample
‘ @ Libraries created in previous versions must be upgraded before use. Upgrade al ‘

» ul H H
Get started with wizar
Model Q, Search... + 6 He
Converters
Misc
Alarms c\i 0 ®
Recipes
Loggers
DataStores Ganfigure communications » R PowerDevice v3R
Reports 1o devices
OPC-UA
Commbrivers Components It |
NetLogic
6 ] | m = ] ] | ] = ] |
4 Security (0] raC_3.01ra | raC_3.01ra raC3.01ra raC301ra raC301ra raC3.02ra raC3.03ra raC3.03ra raC303ra raC303ra raC_3.03ra
I CDvcKS.. | CDve PM. CDvcPM.. COprBas. COprEne. COprPF. CDvcAP. CDvcAS. CDvcAS. CDvcAS. CODvcAS.
System L)
[ B anetons ] ] ] ] ] ] ] ] ] ] ]
} [ Retentivity raC303ra raC303ra raC303ra raC303sa raC303ra raC303sa raC303ra raC303ra raC303ra raC303ra raC303sa
Manage users and groups CDvc AS.. CDvcAS. CDvcK3. CDveK5. CDveK5. CDveK5. CDvcK6. CDvcPF. CDvePF. CDvcPF. C.DvcPF.
raC303ra raC303ra raC303ra raC303ra raC303ra raC304ra raC304ra raC304ra raC304ra raC3 04ra raC304ra
C_Dvc_P C_Dvc_PF_ C_Dvc_PF. C_Dvc_SM. C_Tec_Pw._ C_Dvc E3. CDvc PF. CDvcPM.. C_Dvc_SM. C_Opr_PF. C_Opr_SMm.
raC_3.05_ra
Using Style Sheets

FactoryTalk Optix allows users to define custom style sheets or use ones
provided in the Factoryalk Optix Libraries. It is recommended to use the
provided “ISA Style Sheet” for a consistent look and feel across all FactoryTalk
Optix libraries and displays. All screenshots of faceplates in FactoryTalk Optix
contained in this manual use the ISA Style Sheet. Other style sheets may be
applied; however, this will cause faceplates to appear differently and usability
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can be hindered in some cases for example where low-contrast colors or

different sizes are chosen.

Use the following steps to import and set the ISA Style Sheet which comes with

FactoryTalk Optix Studio in the StyleSheets library.

1. In FactoryTalk Optix Studio, drag and drop the “ISA Style Sheet”
component from StyleSheets library to a location in your project.

~ 3¢ power_ApplicationExample

@ Libraries created in previous versions must be upgraded

~ Eu
Bg DefaultStyleSheet Q, Search...
Ax NativePresentationEngine
B0 MainWindow (type) B » R raSDK1_Lib
I™ screens R SafetyDeviceviR

I Stylesheets _ R Scripts
C_3_01_raC_Dvc_K5100_UT 5100
» Bm raC_3_01_raC_Dvc_ | ('ra@glygg{x) B StyleSheets
@ raSDK1_DialogBoxFPBase (type) TT— . A B
= raSDK1_DialogBoxBase TaE
g (type) aEN -
[3 raSDK1_Nav_LbL_ByTag (type) 8 e S
b 3 raSDK1_NavUsingTag (type) ® B B | B
H i = Friendly dark Friendly light | ISA Style
II* raSDK1_ND_ValUnit_Stack (type) a = St
[ raSDKO01_Btn_Momentary_lcon (type) 8
I} raSDK1_ND_LbIValUnit (type) a =

B

Material
dark

2. Inthe PresentationEngine used in the Optix project (e.g.
NativePresentationEngine), point the Style sheet property to the
ISAStylesheet just imported. Update the Style Sheet’s Font size and

other settings accordingly.

~ 5% Power_ApplicationExample s

Name NativePresentationEngine
-mu > :

%, DefaultStyleSheet Type Native presentation engine

T Dynamic variables polling ... 0000:00:00.100

B3 Mainwindow (type) B Text render type Auto
I= Screens Enable virtual keyboard False
~ Do Stylesheets LoginWindow
Bo ISAStyleSheet1 (1SA Style Sheet) Start window & MainWindow (type)
Starting user G Anonymous

b B raC_3_01_raC_Dvc_K5100_Ul (raC_Dvc_K5100)

=) ISAStyleSheet
= raSDK1_DialogBoxFPBase (type) a = i = i
& raSDK1_DialogBoxBase (type) a8 = Sesslon /
[3] raSDK1_Nav_LbL_ByTag (type) 8
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Configuring FactoryTalk Optix Objects

Once the Objects have been imported into the FactoryTalk® Optix Studio
project, you can begin using them in your application. To add a new Launch
Button to a Main window, navigate to raC_3_xx_raC_Dvc_ObjectName_UI >
Graphic Symbols > raC_3_xx_raC_Dvc_ObjectName_GS_NavText Button to
insert a navigation launch button with a text label.

After placing the graphic symbol on a Ul panel, link the “Ref_Tag” property to
the targeted Asset under Asset tag.

Text label shown on button can be configured using “cfg_Label” property, If it
is not configured then description of the asset will be shown on the button

face.
: Properties
N Name K5100TextButtonl (K5100 Text Button)
oI § ent
Type K5100 Text Button
Cfg_CloseCurrentDisplay False
a o &
A 1 Cfg_DisplayType Faceplate
] O | Ref_Tag ¢ Dvc_K5100
Cfg_Label

This is the only step needed to link the UT to the asset data model. For more
information on graphic symbols, refer to the Graphic Symbols section of the
respective device type in this manual.
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Library Upgrades

Add-On Instruction Upgrades

There are two methods to upgrading existing device object add-on
instructions in a project. You can do this either by using the Studio 5000® Plug-
In Import Library Objects Wizard or by importing individual add-on instruction
AOILL5X files. Using the Studio 5000® Plug-In Import Library Objects Wizard is
the preferred method to reduce the risk of errors or compatibility issues. Both
methods are described in the following sections.

Note that all updates to Add-On Instructions must be done with Studio 5000
Logix Designer® in OFFLINE mode and a download to the controller is
required.

Upgrades Using Studio 5000° Plug-In to Import Library Objects

If Studio 5000® Application Code Manager is installed, you can use the Studio
5000® Plug-In Import Library Objects Wizard to update existing Add-On
Instructions. For complete information on Studio 5000® Application Code

Manager, refer to the section Using Application Code Manager.

Right-click in your controller organizer or within a routine to access Plug-Ins >
Import Library Objects...

Open ]
¥ Cut Ctrl=+¥
[N Copy Ctrl=C
Paste Ctrl=\
Delete Delete
[‘@ Verify
Cross Reference Ctrl+E
Browse Logic... Ctrl=L
Find in Logical Organizer
Print L4
Export Routine...
Lock Routine
Unlock Routine
Properties Alt+Enter
|
Plug-Ins r Impaort Library Objects...

Library Designer...

The Library Object Import Wizard dialogue window will open. Under Registered
Libraries expend (RA-LIB) Device > Asset-Control and find the desired object and
version. Drag the object into the Object Configuration window on the right.
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Note for PlantPAx® 5.xx systems, ensure that ObjectInterfaceDatatype is set to
PreDefinedDatatype, otherwise leave as UserDefined Datatype. Click Next to

continue.

(i@ Library Object Import Wizard (JocalhosthSOLACKACK)

FILE  EDIT  WIEW  OPTIOMS  HELP

Registered Libraries
~ [l Beaqistered Libraries
(R IRTACK 2 [ (R0
v L, [RA-LIB) Device [201)
) Aszet-Contral [120)
> 1 10-Link (28]
Kinetix5100 (22
A PowerDizcrete [18)
| =] raC_Dwe_AS5280E [3.0)
| raC_Dwe ASZB0E [31)
=] raC_Dwe AS5281E [3.0)
| raC_Dwe ASZETE [31)
ralC_[iwve AS230E (3.0
=] raC_Dvc AS230E [3.7)
1 raC_Dwe ASZS1E [30]
ralC_[ve A5291E (37
raC Dve E300 | 3.0
D [
TaC_OVE_ofCa0 [S.0]
= raC_Dve SMCS0 (3.7
| ral_Opr_E300 Energy [3.0]
ralC_Opr E300 Energy [37]
= raC_Opr_SMCE0_Erergy (3.0
| raC_Opr_SMC50_Energy [3.7)
ral_Tec_PurDizcreteStatetonitor
| ral_Tec_PwiDiscreteStateMonitor
Pawertdonitar (5]
Powertdobion [22]
Pawerselocity [20]
Safety (E]
» Device [78]
2 Module 2]
Operation (1]
[Rs-LIB] Machine [354]
[RA-LIB] Process 4.1 17]
» (RALIB) Process 5 [32)

Ohject Configuration

Library Object{s
ralC_Dive E300_Copy

< |

BT T T

Hame: | raC_Dwe E300_Copy |
Description: |ESDD Owerload Relay Device Object - Asset Definiti[|
Catalog Humber raC_Dwve E300 [ 3.1] - Published

S olution: [R&-LIB] Device

Parameters

144 |[8a] a |
v Misc
ObjectinterfaceD atatype UzerDefinedD atatype

ObjectinterfaceDatatype
Determine the interface datatype of the object. Mote: if uzing with the Procesz object libram, se
FreDefinedDatatype selection can be used with LB ar 50E9 controllers in W33 and later. Userl

In the Merge Actions window, select the Action for the AddOnIntructionDefinition
to Overwrite. This will update any existing instance of the object to the newer
version. You may also choose to overwrite any other DataTypes or Tags. Review
the release notes of the latest library release to understand what may be
impacted. Click next and finish to complete the process.
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[i7 Library Object Import fizard (localhostySOLAC K ACK)

FILE

W

Registered Libraries

“ [If Beaistered Libraries

EDIT  VIEWS  OQPTIONS  HELP

>< |

Merge Actions

/\

4 [R&-LIB1ACM 2.00 (B09) Category Mame Action T
¢ [RA-LIB] Device (201) AddOnlnstructionDefinition
¥ iy AssetLonhol [120] AddOninstructionDefirition 1aC_Dwe £300 £ etz
2 10-Link. [26) DataT
KinetixB100 [22] ataType
A FowerDizcrete (18] DataType raC_UDT_Ewvent Use Existing
|4 raC_Dwo_ASZ80E [30] DataType ral_UDT_IHAD_E300_Analog_Stuct Ise Existing
|| raC_Dve AS250E [31) DataType 15C_UDT_I6AD_E300 Inp Use Esisting
= rag_gVC—iggglg g?} DataType raC_UDT_IAD_E300_Protection Use Existing
| raC_Dwc ) .
'::_I raC_Dvc_AS2SDE [20] DataType raC_UDT_ItHAD_PwiDiscrete_Cnd Uze Existing
:;l raC_Dvc_.-’-‘«S2SUE [3:1 ] DataType raC_UDT_ItfaD_Pwibiscrate_[nf Use Existing
;=| raC:Dvc:AS2S‘IE [30] DataType raC_UDT_ItfaD_Pwibiscrete_Set Usze Exizting
|| raC_Drvc_&S291E [31) DataType raC_UDT_ItaD_PwrDiscrete Sts Use Existing
| raC_Dve ES00 [3.0) DataType 1aC_UDT_Lockuphember_STRO0S2 B Use Existing
: AN DataType STROOTE Use Existing
DataType 5TRO032 Use Existing
2] raC_Opr_E300_Energy [ 30 Tag
[ raC_Opr_E300_Energy [3.1] Tag ral_Diwe E300_InfT able Use Existing

| =] raC_Dpr_SMCS0_Energy [3.0]
| = raC_Opr_SMCE0_Energy (3.7]
|| raC_Tec PwiDiscrateStateboritor
|+ raC_Tec PwDiscreteStatebonitor
Fowerbdonitor [B]
Powerkiotion [22]
FPowetfelocity [20]
Safety (6]
» Device [78]
» Module (2]
Operation (1]
[Ra-LIB] Machine [354]
[Ra-LIB] Procesz 4.1 [17]
» [RA-LIB] Process 5 [32)

Upgrades by Importing AOLL5X Files

To upgrade or migrate a project that uses a previous library version to a newer
one, the add-on instruction LsX files are supplied.

IMPORTANT  In newly released versions of this library, it is possible that modifications or improvements have been made to items such as
tags, faults tables, etc that are outside of the Add-On Instruction. To ensure all items are updated use the Studio 5000° Import
Library Objects plug-in method or import RUNG.L5X files. Read the library release notes to understand what has been updated
in the latest version of the library.

To perform an upgrade to an object perform the following steps:

«  Open the controller file. Note changes must be done offline.

« In the Controller Organizer pane right-click on Assets > Add-On Instructions
and select Import Add-On Instruction. Navigate to the AOI.LsX file in the
Studio 5000 Logix Designer Files - LsX and Open.
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Controller Organizer + 0 X

a5

4 Controller Power w3_00

4 Tazks
b Maotion Groups
b Alarm Manager
- Azzets
- Idl Mew Add-On Instruction... _
Pe Nt Import Add-On Instruction...
- ll - Ctrl=X
:E'I 7 Ctrl+C
b B racg ol Pt Ctrl=v
b EraCc_(  Faste With Configuration.. Ctrl=+Shift=V

P15t rall Ovr PFFSS Eneraw

«  Youwill be prompted that there is an existing version of the instruction
that is different. Choose Overwrite as the operation and select OK once
you have read and understood the warnings. Your existing logic will be
updated with the new add-on instruction. Verify that your code
compiles and test adequately.
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B Import Configuration - raC_Dwc_E300 3.07_8001L5X

& B Find:‘

Irnpoart Content:

Add-On Instructions

Wendor:

v 2%

Find Within: Impart Mame, Final Mame, Description, Parameter

T GalC [DSE [EFTT Irnpoark Mame:
=2} -4 Parameters and Local Tags
3 Routines Operation:
- References
=2l o W1 Data Tvpes
[3 Errorsf\warnings Final Name:
Descripkion:
Class:
Revision:

Revision Nake:

Find{Replace. .. Current Import Documentation Language:

|LE.English {Urited Skakes) ~

Configure Add-On Instruction Properties

raic_Dec_E300

Owverwrite | g
) References will be imported as
configured in the References Folders

ra_[rec_E300 Callision Dekails. ..

E300 Overload Relay Device Object

Y ‘ral_Dwe_E300" already exists in -
project and is different. Existing
references to the instruction type
may be affected including:

Standard - logic that calls instruction

- kags of this instruction type
w3,1.00 - add-on instructions and user- W
Anomaly Fix

R.ockwell Automation

‘raC_Dwec_E300" already exists in project and is different, Existing references may be affected,

Calls to this instruction will be edited ko maintain arguments passed to existing parameters, Check all calls ko
instruckion to ensure they will execute correckly with updates,

If the data lavout is different, data wvalues For tags using this bype will be converted iF possible and some walues
may be lost, Check any tags using this type to ensure tag data converts as expected,

o] 4 Cancel Help

Add-on instruction definition ‘raC_Dwe_E300" already exists in project. Existing references may be affected.

In order to ensure the HMI faceplate still works properly you will need
to update the object’s library information stored in the Inf_Lib tag. In
the Controller Organizer pane under Assets > Add-On Instructions expend
the device object that was updated. Double-click on Parameters and Local
Tags to open up the instructions tags.

Controller Crganizer + 0 X

ST

[ Controller Power_w3_00
Tasks
Motion Groups
Alarrm Manager
Bzzets
F Add-0n Instructions

|

= Prescan

1T EnablelnFalse

In the Add-On Instruction Parameters and Local Tags window, you may
notice that the Inf_Lib tag in the add-on instruction definition matches
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the new library revision number. Click on the down-arrow to the right
of the copy button and select Copy Specified Values...

<! Add-On Instruction Parameters and Local Tags - raC_Dvec_E300 _

Scope: ‘raE D E300 v| Show: ‘AlITags

% Kl

Data Context: ‘.raE D E300 «definition: v|

Mame Copy All Values

b _RawPath Copy Specified Values..,

Copy Default Walues - 'raC_Dwc_E300° >
Default values of selected parameters and local tags in'ralC_Dwe B 300" will be copied to specified tags of this type.
1
. Specify which values to copy to which tags:
Drefault Walues: Tags of twpe ral_Dwo E300%
E Parameter ==| = Default Tag Container Routine 4 Location
Enableln 1 M raE_LD_Dw:_EEDD L Program raC_LD_Cwe . Rung O
|| Enableut I
L | Inp_MotorFLA 0.0
L raC_[rec_ E300 0
L Stz_Active I
| | Sts_Available I
|| Sts_bMotReady 2R0000_00..
Stz Crnnerted M e
E Local Tag =2| = Default
] HMi_Tab L ~
| | HMI \-"ersmn
7 W
| Inf  Tyupe
L | Sta_ActDir EI
L | Stz bDewviceStatusd 2H0000_00.
| Stz_bDeviceStatus] I
[+ Stz BEwpansionBus ] h
Cancel Help

In the Copy Default Values window, be sure to first uncheck all
Parameters and Local Tags by clicking the +/- box in the top right.
Failure to do so may result in overwriting settings in the existing
objects.

Check only Inf Libin the Local Tag area. On the right, all affected objects
should be selected. Click OK.

You can now confirm that the Inf Lib tag has been updated to the
current library (e.g. ‘raC-3_o1) by changing the Data Context drop-down
to a specific device object.
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<! Add-On Instruction Parameters and Local Tags - raC_Dvc_E300 % _

Scope: |E|'ral3 Dy E300 vl Show: ‘AlITags

Data Context ‘0 raC_LD_Dive_E 300 [Progra v| oy

Mame =3| ~ Value # Description
.‘b Inf_Lib 'raC-3_01" Display Library for Faceplate call-up
B Inf_Lookup torcode S Description List Entry
b Inf_Type "ral’_Dwe_E300" Type identifier for HhAl navigation
P Ref Ctrl_Inf {..} Power Discrete Device Inforrmatian Interface

FactoryTalk® View Upgrades

To upgrade a device object in a FactoryTalk® View ME/SE application, simply
import the new faceplate .gfx display file into the application. If any global
objects or images have been added or modified, you may need to import these
as well. Any unused displays from previous versions may be removed or
deleted from the application.

Note that the reference to the faceplate version is set in the Add-On
Instruction Local Tag Inf _Lib so there does not need to be other modifications
to the HMI application.

Studio 5000 View Designer® Upgrades

To upgrade a device object in a Studio 5000 View Designer® application,
simply import the open the new View Designer .vpd file and copy the
raC_Dvc_xxxxx_FP pop-up screen into the existing application. Find any
graphic symbol launch buttons in the application that open the faceplate, and
update the Action to open the new pop-up screen. Any unused pop-up screens
from previous versions may be removed or deleted from the application.

FactoryTalk® Optix Library Upgrades

To upgrade a library object in a FactoryTalk® Optix application, simply import
the new version of the library objects into the application from the template
library. In the event that library objects or sub-components (such as used
Types) are imported with the same name, choose “Replace All” during the
import process to ensure you are using the most current versions of all types.

In the event that library objects are updated with a new version number, for
example a graphic symbol launch button is updated from
raC_3_o1_raC_Dvc_ObjectName_GS to raC_3_o02_raC_Dvc_ObjectName_GS,
then existing instances of the graphic symbol will not be updated by default.
Both versions of the object can exist simultaneously in the same application.

To update an object to a new version, you can use the refactor function. In
order to use the refactor function, you must be running FactoryTalk Optix
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Studio in “Advanced Mode”. This can be enabled in FactoryTalk Optix Stuio
Options and requires an application restart to take effect.

With Advanced Mode enabled, you can right-click on an object and select
Refactor > Change Type. Select the new version of the desired type. Note that
this function cannot be undone and should be handled with caution. This
process is shown in the following screenshot.

ATTENTION: Refactoring types is irreversible can in some cases can lead to unex-
pected results. Ensure you create a back-up of your project prior to performing
refactoring.

A\

—

w @ raC_3_01_raC_Dvc_K5100_Ul (raC_Dvc_K5100)

-

E! raC_3_01_raC_Dvc_K5100_Faceplate (type) a8
« [m GraphicSymbols

] rac_3_01_raC_Dvc_K5100_GS_NavText (K5100 Text B o .
Edit with Ul editor

] raC_3_01_raC_Dvc_K5100_GS_NavGraphical (K5100 €

New 4
» [m <PrivateElements=
Copy
& raSDK1_DialogBoxFPBase (type)
Paste
= raSDK1_DialogBoxBase
g (type) Delete
] raSDK1_Nav_LbL_ByTag (type)
Rename
Ly raSDK1_NavUsingTag (type)
Copy path to node

II* raSDK1_ND_ValUnit_Stack (type)

] raSDKO1_Btn_Momentary_lcon (type)
I} raSDK1_ND_Lblvalunit (type)

I} raSDK1_sprk_Lblsprk (type)

= raSDK1_Tgl_2Cmd_Statel abels (type)
= raSDK1_NI_LblValUnits (type)

=] raSDK1_PanelBase (type)

= raSDK1_BSD_IndLbl (type)

Show References
Show Instances
Password protection »
Refactor b Change supertype |}
Model analysis »

Add custom behavior

NodeSet b
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Using Active/Passive Mode Power devices objects (discrete, velocity, motion) by default operate in Active
Mode where they directly control the device module’s activation and
deactivation.

In some cases, users may want to alternatively use the power device object
Add-On Instruction in a Passive Mode; exclusively monitoring the device
status without writing to the device module’s output tags and controlling the
device.

Active Mode Configuration

Active Mode represents the standard operating mode for devices and objects
within the system. In Active Mode, users have full control over the device's
behavior and functionality. This includes the ability to jog the power device
from the HMI faceplate, or activate the power device through the

Ref Ctrl_Cmd interface.

This default configuration is done by connecting the device Add-On
Instruction’s output tags (e.g. Out_LogicCommand, etc) to the device module
output tags (e.g. O.CommandData, O.LogicCommand, O.FreqCommand, etc). This
connection is done automatically when using Studio s000 Application Code
Manager, the Import Device Objects plug-in, or when importing the rung .LsX
files. An example is shown below.

raC_Dve_PF525 Device

Object and
Extensions
Dve_PF525 Input implementation -
Interface PF525
coP raC_Dve_PF525
Source Mod_Dve_PF525:1 raC_Dve_PF525 Dve_PF25 [...
Dest Dve_PF525 Inp Ref Module Mod_Dvc_PF525
Length 1 Ref_Ctrl_Inf Dve_PF525_Crlinf
Ref Ctrl_Set Dve_PF525_CtrlSet
Ref Ctrl_Cmd Dve_PF525_CtriCmd
Ref_Ctrl_Sts Dve_PF525_CtrlSts
Inp_| Dvc_PF525 Inp
Inp_MotorFLA 1.0
Inf_Lookup raC_Dvc_PF525 InfTable
Out_LogicCommand Mod_Dvc_PF525:0 LogicCommand
Out_FreqCommand Mod_Dve_PF525:0.FreqCommand
Val_FreqActual 0.0«
Val_OutputCurrent 0.0«

Sts_bllatReady 240000_0000_0000_0000_0000_0000_0000_0000«
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Passive Mode Configuration

Passive Mode is a configuration option designed to allow users to monitor the
status and diagnostic information of a device without affecting its operation.
This is particularly useful for situations where control is retained by existing
systems: Users can leverage existing control strategies while still accessing
valuable monitoring data.

In Passive Mode, the object will not actively control any output tags related to
its in-out parameters. Instead, unused Placeholder Tags are used in place of
the actual output control tags. This effectively removes the Device Object's
ability to control the device behavior through these tags.

To configure Passive Mode, users can manually replacing the actual output
control tags with unused Placeholder tags in the instance of the Add-on
instruction. The following table shows the tags to be replaced for passive mode
selection. It is recommended to use a meaningful tag name such as
“PassiveMode_NotUsed” as shown in the following example to clarify to future
programmers the purpose of the tag.

Tag to be Replaced for Passive Mode

Device Seiection Placeholder Tag

AS280E, AS281E Out_LogicCommand PassiveMode_NotUsed
Out_LogicCommand_Run_Fwd .

AS290E Out_LogicCommand_ResetFault Passivettode_NotUsed
Out_LogicCommand_Run_Fwd

AS291E, E300 Out_LogicCommand_Run_Rev PassiveMode_NotUsed
Out_LogicCommand_ResetFault

SMC-50, SMC-Flex Out_LogicCommand PassiveMode_NotUsed

Out_SlowSpeed

AS284E, APF35, PowerFlex®

525/523"), PowerFlex® 753,
PowerFlex® 755, PowerFlex®
755T, PowerFlex® 6000T,

Out_LogicCommand

Out_FreqCommand PassiveMode_NotUsed

PowerFlex® 7000
Out_Run_Fwd
AS294E gﬂﬁggﬂgfévun PassiveMode_NotUsed
Out_FreqCommand
raC Dve PF525 Device
Object and
Extensions
Dve_PF525 Input implementation -
Interface PF525

COoP raC_Dvc_PF525

Source Mod Dve PF52511 raC Dvc PF525 Dvc PF525 |...

Dest Dvc_PF525 Inp Ref Module Mod Dve PF525

Length 1 Ref Ctrl_Inf Dvc_PF525 Crilnf
Ref Ctrl_Set Dvec PF525 CirSet
Ref Ctrl_Crd Dvc_PF525 CtriCmd
Ref Ctrl_Sts Dve_PF525 CiriSts
Inp_| Dvc_PF525 Inp
Inp_MotorFLA 1.0
lof Lookun I
Out_LogicCommand PassiveMode_Notused
QOut_FreqCommand PassiveMode_Notused
val_FregActual Ule
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Passive Mode restricts user interaction with the device module’s

output tags.

It is also recommended to set the bit Inp_Ctrl_Sts.InhibitCmd to ‘U’ when using

passive mode. This disables the Jog command button from the home tab of the
faceplate to ensure there is no confusion created by configuring passive mode.
An example of this is shown below.

4 Dvc PF525_CtriSet 4
b Dvc_PF325_CtriSet.binhibit 1
Dvc_PF325_CtriSet.InhibitCmd 1
Dve_PF525_CtriSet.InhibitSet 0
Dve_PF525_CtriSet.InhibitCfg 0
Dvc_PF325_CtriSet.Speed 0.0
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Overview of Application
Code Manager

Creating a New Project
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Using Application Code Manager

Studio 5000® Application Code Manager is a tool that enables more efficient
project development with libraries of reusable code. Application Code
Manager creates modular objects with customizable configuration parameters
using the reusable content. Application Code Manager can also create the
associated visualization, historical and alarming elements for a project.

Studio 5000® Application Code Manager can be easily used along with
Rockwell Automation® application code libraries such as the PlantPAx®
Process Objects Library, Machine Builder Library, and Device Object Libraries.
For more information on Studio 5000® Application Code Manager, refer to the
Application Code Manager User Manual.

Begin by opening Application Code Manager.

e

113|3||.'. =18 [

ijEf= '||':l'l".-l:l.:_i,il'
Note: the last project (if any) is opened by default; otherwise a blank screen is
displayed.

Create a New Project or open an existing project. Navigate to File > New >
Project.

6% Application Code Manager (localhost\SQLACM.ACM)
EILE | EDIT TOOLS VIEW HELP

Connect
|1 New » | Project |ﬁ|
[ Open » Project from Existing Project...

Delete 3

Recent Projects  »

Exit



https://literature.rockwellautomation.com/idc/groups/literature/documents/um/logix-um003_-en-p.pdf
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Select the desired project type (e.g. (RA-LIB) ACM 2.00 Project - Basic_Project)
and fill in the Name and Description.

To add a new controller to a project, in the Controller Preview window, right-
click on Controllers and select Add New...

Controller Preview X

lass View

ODNIroHers

=] Generate Controllers

Add New...

Add New from ACD/LSX

Controllers

Select the desired controller type (e.g. ControlLogix_Controller or
Process_Controller). Enter a Name and Description for the controller. Select the
appropriate Chassis and Processor configurations.

You can also configure the HMI AreaPath and.or AreaPathME parameters which
will be referenced if you use Application Code Manager to generate
FactoryTalk® View ME/SE displays with graphic symbol launch buttons.

Object Configuration Wizard ~ ——

Name: Power_Device

Description: ControlLogix Controller

Catalog Number: ControlLogix_Controller (2.1) - Publi:

I Solution: (RA-LIB) ACM 2.00

Parameters

£ |

“ 01 - Controller

ChassisName
Slot

Size
SoftwareRevision
ProcessorType

Local

o

17

31
1756-L85E

S

02 - HMI
AreaPath
AreaPathME

“ 03 - Historian
HistorianPath
FTLDInterfaceNo
Motion
ConfigureMotion

S

SoftwareRevision

[Area:[shortcut]
[shortcut]

Application/Area:RSLinx Enterprise:[shortcut]
f

False

Cancel ] [ << Previous

You can now add in any desired tasks and programs to your controller. Right-
Click on the Tasks folder underneath your controller in the Controller Preview
and Add New Task. Similarly, right-click on any Task and select Add New
Program. Note that if the controller type selected was Process_Controller then
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your project will start with the standard PlantPAx® task model. Complete the
desired parameters for Tasks and Programs such as name, type, period, etc.

Controller Preview X

Controller Preview X

Controllers |
4 [@ Power_Device P
: Controller Fault Handler (|
Power-Up Handler

Controllers
a @ Power Device

. Controller Fault Handler
Power-Up Handler

A Tasks
(O Power |
Add New.., : 4 &l Unsche Add New...
| Add New Task ] . Unsq  Add New Program
h | Motion Groops
: n Refresh . 1] Assets

; I M | » IfO Configuration

Adding & COnﬁguring Prio; to gdding din any Device Ofbjects, ensure you h;ve r'egi'stered(.i Fhe libre;ry in
: . Application Code Manager. Refer to Registering Libraries in Studio 5000
Device Objects PP g

Application Code Manager for details.

To add a Device Object into a project, right-click on a Program and Add New...

Controller Preview X Class View
a Controllers A Controllers
4 [ Power_Device 4 [@ Power_Device
Controller Fault Handler 4 =] Program ({1.0)
Power-Up Handler i
4 Tasks 4 | Task (1.0)
4 (D) Power_Discrete = Power_Discrete
« 1
o 1% Generate Partial Program
Unsch
TN Add New. |
n
Mation Gr Refresh
Assets
IO Config Move Up
Move Down

Select the Device Object that you wish to import. Note that you should select
the Device library type rather than the Asset - Control library type (e.g.
raC_LD_ArmorState281E) where LD stands for Ladder Logic.

Fill in all of the required configuration parameters for the device object. The
following example shows a configuration of the raC_LD_Dvc_PF755 object.

General instructions for power device objects may include:

« Enter a name and description. Maximum name length can be 22
characters. Note that other parameters such as the RoutineName,
TagName, etc will auto-complete based on these fields.

«  Assign the Task and Program.
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)

L
Object Configuration Wizard — Sm— - — -
Select a library [ | Show All Revisions Shaw All Libraries
Solution LibraryType Category Y CatalogNumber Family ContentType Class Status q
* Discrete (2 items)
* DvcHdIr - Lanquage (2 items)
* 10 Processing (4 items)
* Motors (6 items)
- _Power Discrete (7 items)
(RA-LIB) Device Asset - Control ~ Power Discrete raC_Dvc_AS281E (1,0) Logix Task Standard Published 2
(RA-LIB) Device Asset - Control  Power Discrete raC_Dvc_AS291E (1,0) Logix Task standard Pendng 2
(RA-LIB) Device Asset - Control ~ Power Discrete raC_Dvc_E300 (1,0) Logix Task Standard Pending 2
Power Discrete raC_LD_ArmorStart281E ( 1,0) 2
(RA-LIB)DeviceObjects Device Power Discrete raC_LD_ArmorStart281E (1,0) Logix Routine Standard Published 2
(RA-LIB) Device Device Power Discrete raC_LD_ArmorStart291E (1,0) Logix Routine Standard Pending 2
(RA-LIB) Device Device Power Discrete raC_LD_ElectronicOverloadRelay300 ( 1,0) Logix Routine Standard Pending 2
*_Regulatory Control (1 item)
* Speciali 1 item)
* Valve (1 item)
* Valves (3 items)
< | [T 8
Library Description:
raC_Dwvc_AS281E - Implement
Name: raC_LD_Dwe_PFYER
Description: | ral_[Diwe_ PF7E5 Device Object and Extenzions implemantati
Catalog Number: raC_LD_Dwc_PF/S5 [ 3.1] - Published
Solution: i, i
[Ra-LIB) Device Tazk: | Taszk ~ | Program; | Power_Program ~
Farameters  |Linked Libraries
A
2B R| =
v 00 General
FioutineM ame raC_LD_Dwe_PFYE5
TagMame ralC_LD_Dwvc_PFY55
TagDescription ral>_Dwe PFVEG Device Object and Extensions implementation
TagScope Prograr
ObjectinterfaceD atatype JserDefinedD atatype
v 01 Module
ModuleM ame Mod_raC_LD_Dwe PF7PES
IncludeHw True
ModuleT vpe Powerfles_7RE_EEMET
IPéddress 192.168.1.25
Farenthd odule [€3] Local
DiriveR ating 208 11AHD] Compact
v D2 Extensions
IncludeE nergy Tiue
IncludeStatebd onitor True

w 11 Energy Parameters

Energyk=gT ag ral_Dve_PF7E5_Energy Msg
E nergybd=gChl ral_Dwe_ PFPR5_Enengy_tegChl
Energybdzalata ralC_Dwe_PF7E5_Energy_MsgData
v HMI Configuration
SEfzzocDizplay FT%iewSE_Server GraphicDizplays Power SE10
MEAzzocDizplay FTiemE_Panel GraphicDizplays. Power_MEw10

«  Choose the TagScope:
« Program Scoped Tags
« Controller Scoped Tags
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«  Choose the ObjectInterfaceDatatype:

« UserDefinedDatatype: Use with standard applications (not
PlantPAx® 5.xx)

« PreDefinedDatatype: Use with PlantPAx® 5.xx applications.
Selecting this option will use Revision 10.xx Power Device Library
object instructions which reference pre-defined datatypes that are
only available in 5580 ControlLogix® and 5380/5480 CompactLogix
controllers with firmware version 33+. These pre-defined datatypes
are references by PlantPAx® 5.xx instructions such as PVSD and
PMTR.

«  Assign the Module (associated hardware e.g. PowerFlex® drive)

« Set IncludeHW to True if you would like the wizard to add a new
module (e.g. PowerFlex® Drive) to your hardware tree. Set this to
False if you already have the module pre-existing in your hardware
tree.

« Set the ModuleName. If IncludeHW is false, set this to the name of
the existing module. If IncludeHW is true, set this to the desired
name of the module that will be created.

+ Select the ModuleType and DriveRating (if applicable) to the desired
model that matches the installed device.

« Setthe IPAddress to the IP Address of the device.

«+ Set the ParentModule to name of the network card that the device is
connected to. If using the embedded Ethernet port of the processor
module, leave as Local.

« Configure the desired extensions:

« IfIncludeEnergy is set to True, the raC_Opr_xxx_Energy object will
be added and configured.

« If IncludeStateMonitor is set to True, the
raC_Tec_Powerxxx_StateMonitor object will be added and
configured. Note that PlantPAx® users should set this to False and
instead refer to the PRT (process run time and start counter)
instruction.

« For HMI Configuration refer to Configuring Displays.

Mame: 1aC_LD_Dwvec_PFYES

Description: |raE_Dvc_F'F.7"55 Device Object and Extenzions implementati
Catalog Number: raC_LD_Dwe_PFYE5 [ 31] - Published

Solution: [Ra&-LIB) Device

Task: | Task ~ | Program; | Power_Program

Parameters  Linked Libraries

g: ‘.:‘:vlr | Auto Create
+ Linked Libraries

1alC_Dve_PF7Bh * [#e] raC_Dwc_PF755

1al>_Opr PFY5R _Energy E ral>_Opr_PFYE5_Energy

1al_Tec_PwrvelocityS tatebd onitor [2e] ral_Tec_PwrdelociyStatetd anitor

«  Click on the Linked Libraries tab. Click the Auto Create button to
automatically create all of the required linked libraries.

«  Click Finish to complete the import.

For specific devices details, refer to the appropriate chapter in this manual.
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[:onfiguring Disp|ays Application Code Manager can be used to automatically configure graphic
symbol launch buttons for device objects In FactoryTalk® View ME or SE. Note
that Application Code Manager is not compatible with Studio 5000 View
Designer® applications.

First you must add Displays to your project. Under the System View panel
expand HMI and right-click on Displays to select Add. Choose the type of
display (e.g. FTViewME or FTViewSE depending on your project requirements.

£ Historian
v [ HMI

FT%iewbdE_Panel

FTWiewSE_Server
A Alams

B Used Libraries

I Chject Configuration Wizard

Select a library

Filter: | | [ Show Al Revisions

Solution LibraryType Category Y Cataloghumber Family ContentType Class Status SchemaVversion Owner

E pisplay (4 items)

(RA-LIEY ACM 2,00 HMI Display FTWiewME (2,23 Project Standard  Published 2.0.0 Rockwell Aut

{RA-LIEY ACM 2,00 HMI Nisplay Wigws ] Project Standard  Published =

(RA-LIE) Machine  HMI Display FukB_DisplayME (1.3 ) Logix Task Standard  Published 2.0.0 Rackwellaute
I (RA-LIE) Machine  HMI Display FwkB_DisplaySE (1,30 Logix Task Standard  Published 2.0.0 Rockwell Aut

In the display object parameter configuration, you must select the
DisplayTemplate type to match the version of FactoryTalk® View application
that you are using.

Hame: FTiewE_Panel
Description: |FactoryT alk View ME Display
Catalog Number: FTWiewtE [22] - Publizhed
Solution: [Ra-LIE] ACK 2.00

Parameters  Displays

= | Elw | =
% 01 - HHI Configuration

DizplayT emplate [RA-TPLLACK_2.00 HMI_Display_FTWigwtE_10.0[1.0).xml w
B atchimport T emplate [Ré-TPLLACKM_2 00_HMI_Display_FTViewtE_7.0_[1.0).5ml
b @S prbofaidth [FA-TPL)_ACH_2.00_HMI_Display_FTViewME_81_(1.0).xml
b S probolH sight [RA-TPLL_ACK_200 HMI_Display_ FTViewE_8.2_[1.0) xml

RA-TPL) ACM_2.00 HMI_Display FTWiewtE 9.0 [1.0).5ml
[R&-TPLL_ACM_2.00_HMI_Dizplay_FTWiewtE_11.0_(1.0).xml
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Navigate to the Displays tab where you can right-click and Add New display.

Object Configuration Wizard

Name: [FTviewsE |
Description: |Factnr_l.JTaIk Wiew SE Dizplay |
Catalog Number: FTWiewSE [22] - Published

Solution: [Ra-LIB] ACM 2.00

Parameters  Displays

Mame  SubObject Description

Add Mew

Copy
Paste

Delete

Reset Grouping..

Set the desired name and display parameters. Generally all display parameters
aside from Name can be left as default since this will often be used as a
temporary display where object launch buttons are copied from.

Hame: FT*iewbE_Panel
Description: |FactoryT alk View ME Display
Catalog Humber: FTWiembE [22] - Publizhed
Solution: [Ra-LIB] ACM 2.00

]
Parameters  Displays

Mame DisplayTitle DisplayLeft DisplayTop DisplayWidth
= 0 {1item)
Power _MEw10 il 1] 00

Return to your device object configuration and view the HMI Configuration
section of the parameters. You can browse or type in the
HMI_Server_Name.HMI_Display_Name.

v HMI Configuration
SEAzzocDizplay

FTWiewSE_Server GraphicDizplags. Power SEw10
MEAzzocDisplay

FTviewhE_Panel GraphicDizplays. Power_MEw10
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6% Select a Reference

a x

+ It Project - Power Device Lit
“g Historian
w [ HHI
A Alams
v [ Displays

Controller Type Object Name  Object i Object Feferences  Parameters  Displays

HrMI FT¥iewME_Panel FactoryTaliReELTS DisplayTitle Di ™

= 0 (1item)

FTWiewSE_Server

< >

SubObject References  SybParameters

Cancel ¢ Previous Mext > Finizh

Generating Displays

Importing Displays into

FactoryTalk® View Studio

If you browse for the display, select the desired display server in the left panel,
then click on the Display tab in the right panel and select the specific display.
Click finish.

This workflow can be followed for either FactoryTalk® View ME or SE
depending on the project requirements.

Once you have assigned displays to all of the device objects, you can generate
the displays. In the System View highlight the desired display server under HMI
> Display and right-click to select Generate Displays > All Displays or select
individual displays. Choose a place to save the generated files and take note of
It.

System Wiewy o x
v 3% Project - Power Device Lib v3 01 Demo

4§ Histarian

v [ HMI
v [ Dizplays
FTViewSE_S I_ Generate Displays 3 Al Displays
A Alamz | Wiewy 3 .
A Generate Power_MEW10 display

To import the configured displays, open your FactoryTalk® View ME/SE
project in FactoryTalk® View Studio. Right-click on Graphic > Displays and
select Import and Export...

BS Graphics
i} Displ
W Glob:  TEW
i Sk Add Cornponent [nto Application..,
wial Libra Delete
il Imag Remove
-[#] Parar
B Local Irmport and Export...

Follow the required prompts:
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« Import graphic information into displays
«  Choose whether or not to backup displays

«  Choose either a Single display import file (must have an existing or blank
display to import into) or Multiple displays batch import file if All Displays
was used to Generate Displays.

« Ifthisis the first time it is recommended to import Multiple displays
batch import file and then Create new objects on the display.

« Ifyou have done this before and are updating the imported display
after modifying your Application Code Manager project, you can
choose Update existing objects on the display.

«  Browse for the BatchImport.xml file or individual display.xml file.

Open up the newly imported display. Notice that there are graphic symbol
launch buttons labeled and configured for each item that was configured in
Application Code Manager.

ra_LD Dic PFTS

Right-click on the object and select Global Object Parameters to view that all of
the parameters have been pre-configured for you.

B Global Object Parameter Walues >
Marne Walue Tag Descripkion |
1 |#i02 4[shorkcut]Program:Power_Program.raC_LD_Dwe PFFSS} +++ | Backing Tag
Z #104 {[shortout JProgram:Power Program.raC LD Dwe PFFSS. @Description}t e Mavigakion Button Label
3 | #120 I +++ || Display's |eft position {e.q. 100) {optional)
4 | #121 0 +++ || Displav's bop position {e.q. 100% {optional)

Cancel Help

You may not copy and paste this graphic symbol onto any other display in your
application.
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Generating Controller Files

Once you have completed configuring your project in Studio 5000®
Application Code Manager, you can generate the controller file for use in
Studio 5000 Logix Designer®.

In the Controller Preview pane right-click on the controller name within the
Controllers folder and select Generate Controller.

Controller Preview

x
4 Controllers
PR Pover Devica. B [Power_Device|

4 Controllers
w

Cont||:=s Generate Controller 4 [ Program (1.0)
Powwe = Program
4 o TasK Update from ACD/L5X 4 [ raC_Dvc_AS281E  (1.0)
a@P Detach from ACD/L5X raC_Dvc_AS281E
- Merae Controller a4 |3 raC LD ArmorStart281E  (1.0)
e e raC_LD_ArmorStart281E
Refresh 4 [ Task (1.0)
“ u Power Discrete

In the Logix Code Generation dialogue window you will need to check Create
ACD. You ma also need to check Overwrite Existing if this is not the first time
generating the controller code.

[5 Logix Code Generation ® BY
Generate Name Save As Ovaerwme ACM Project Data Create ACD Status
isting
[ Power_Device Power_Device [#] [+ 3]
SavePath:  C\Users\PubliciD sl jon\Studio 5000 (]
Close Open Folder | [ Generate J
E

Exporting Attachments

Once the controller file is generated, you can navigate to the location set in
Save Path and open your file. Note that all of the configuration that was done in
Application Code Manager is now shown in your Studio 5000 Logix Designer®
ACD file.

Application Code Libraries not only contain Logix code, but also contain
Visualization collateral and associated documentation. Every Asset library
contains at least a reference manual (RM). Those libraries which have
associated Visualization content also have all required global objects (GO),
images, static displays and View Designer applications added as attachments.
In this manner the user can generate only the necessary visualization and
documentation for the objects included in the project.

In Application Code Manager, all of the attachments are associated with the
device objects in the (RA-LIB) Device > Asset-Control folder. These can be
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{12 Library Object Import Wizard (localhost\SQLACMACM)

FILE EDIT VIEW OPTIONS HELP

Registered Libraries

accessed both through the full Application Code Manager software, or via the
Studio 5000® Plug-In “Import Library Objects”.

To access the attached files, right click on the objects (e.g. raC_Dvc_E300) and
select Extract Attached Files.

7 x| Content Configuration %

(RA-LIB) ACM 2.00 (279)
(RA-LIB) CCA Development (9)
4 (RA-LIB) Device (61)
v &) Asset-Control (34)
4 PowerDiscrete (11)
2] raC_Dve_AS280E (1.1)
| raC_Dvc_AS281E (1.1)
|4 raC_Dve_AS290E (1.1)
| raC_Dve_AS291E (1.1)
4 raC_Dvc_E300 (1.1)
[BY:aC Dy E300 oy,

|3 raC_Tec_PwrDi
% PowerMotion (15)
PowerVelocity (8)
% Device (27)
(RA-LIB) Process 4.0 (16)
(RA-LIB) RAMS 2.50 (37)
(SSB) Process 35 (17)
DRVS (10)
GEMS_D4 (37)

| raC_Dve_SMC5( Register
j :g,g\;?,zzucus Extract Attached Files
[ raC_Opr_SMC5(  Refresh

|B Library Object(s)
| Name:
Description:

Catalog Number:

Solution:

Parameters

B[ a

Cancel

Select the destination folder on your computer, and select OK. An Extract
Attachments dialog will show the extraction status.

The extracted folder will contain the following:

«  Reference Manual

« Required Images

«  Studio 5000 View Designer® Faceplate Files

«  FactoryTalk® View Machine Edition Display

«  FactoryTalk® View Machine Edition Global Objects
«  FactoryTalk® View Site Edition Display

«  FactoryTalk® View Site Edition Global Objects.
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Using Power Device Objects
with PlantPAx® Process
Objects Library

Chapter 5

Using the Power Device Library with Other
Application Code Libraries

The Power Device Library is commonly used alongside other Application Code
Libraries. Commonly the Machine Builder Library and PlantPAx® Process
Object Library application-level library objects are used interact with the
device-level objects in the Power Device Library.

Other libraries utilize the common device interface UDTs to interact with
device level objects. This is covered in detail in Interfaces section of this
document.

The Power Device Library is compatible with PlantPAx® vs.xx. Power Discrete
and Power Velocity Objects are commonly paired with PMTR (Motor) and
PVSD (Variable Speed Drive) instructions respectively. This is beneficial when
a PlantPAx® system includes Allen-Bradley® power equipment such as
PowerFlex® drives and E300™ Electronic Overload Relays to easily integrate
devices and provide detailed device diagnostics to operators and maintenance
staff.

To easily integrate Power Device Objects with Process Object instructions you
can either use Application Code Manager or import Control Strategies from
the Process Library. Control Strategies containing Power Device Objects were
introduced in Process Library v5.00.04. Control Strategies are found in the
PlantPAx® Process Library under /Process Library/Control Strategies - LsX/ and
have folder nameslike CS_PVSD_PFs25. Inside of each Control Strategy folder
you will find two routine files:

«  FBD Routine for the process object PVSD/PMTR (e.g. (RA-
LIB)CS_PVSD_ PFs525 5 00-03_ROUTINE.L5X)

« LD Routine for the power device object (e.g. (RA-
LIB)CS_PVSD_PFs25_LD_raC_Dvc_PF525_5_00-03_ROUTINE.L5X)

PlantPAx Process Library v5.10.00 and earlier only support FactoryTalk View SE

Q as an HMI platform. PlantPAx® Process Library v5.10.01and later includes su Eport
for Studio 5000 View Designer®. Note that when using PlantPAx objects with the
Power Device Library in Studio 5000 View Designer you cannot navigate directly
from Process Library objects faceplates (PMTR, PVSD) to Power Device Library
object faceplates. At this time, the PlantPAx Process Library vb.xx is not
supported on FactoryTalk View ME or FactoryTalk Optix.

For previous versions of PlantPAx® (e.g. 4.xx) do not use the Power Device
Q Librarg. Instead use the included objects such as P_E3000vld, P_PF52x, P_PF753,
P_PF755, P_SMC50, etc.
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The following table shows the compatible PlantPAx® Process Objects and
Control Strategies with Power Device Objects.

Compatible Power
Device Object

Compatible Extension

Device Objects

Power Device Type Process Object Process Control Strategies

CS_PMTR_1S_E300
CS_PMTR_1S_E300_Energy

CS_PMTR_2S_E300 E300™ Electronic Overload

raC_Dvc_E300 raC_Opr_E300_Energy

CS_PMTR_2S_E300_Energy Relay
CS_PMTR_REV_E300
CS_PMTR_REV_E300_Energy
CS_PMTR_1S_SMC50
Power Discrete rljlrolltToRr CS_PMTR_1S_SMC50_Energy raC_Dvc_SMC50 SMC™-50 Soft Starter raC_Opr_SMC50_Energy
raC_Dvc_SMCFlex [ SMC™-Flex Soft Starter raC_Opr_SMCFlex_Energy

raC_Dvc_AS280E ArmorStart® 280E

raC_Dvc_AS281E ArmorStart® 281E

raC_Dvc_AS290E ArmorStart® 290E

raC_Dvc_AS291E ArmorStart® 291E

CS_PVSD_PF525
CS_PVSD_PF525_Energy raC_Dvc_PF525 PowerFlex® 525 raC_Opr_PF525_Energy
CS_PVSD_PF525_Hand

CS_PVSD_PF753

CS_PVSD_PF753_Hand raC_Dvc_PF753 PowerFlex® 753

CS_PVSD_PF755
CS_PVSD_PF755_Energy raC_Dvc_PF755 PowerFlex® 755 raC_Opr_PF755_Energy

Power Velocity PVSD CS_PVSD_PF755_Hand

Variable Speed Drive raC_Dvc_PF755T | PowerFlex® 755T raC_Opr_PF755T_PM

raC_Dvc_PF6000T  |PowerFlex® 6000T

raC_Dvc_PF7000 PowerFlex® 7000

raC_Dvc_APF35 Armor PowerFlex® 35

raC_Dvc_AS284E ArmorStart® 284E

raC_Dvc_AS294E ArmorStart® 294E

Interface UDTs

The common interfaces UDTs are commonly used when interfacing with other
Rockwell Automation® application code libraries such as the PlantPAx®
Process Objects Library. When using with PlantPAx® 5.x applications
predefined data-type (PDT) interfaces are used and required to interact with
firmware based instructions (e.g. PMTR, PVSD). PDT interfaces are only
available in 5x80 Logix controllers with firmware v33+. PDT variations are
shown below.

::l:;esrsface g:g::t Object Sub-Class |Interface Type Interface Name (PDT)
Setting RAC_ITF_DVC_PWRDISCRETE_SET
Power Discrete  |Command RAC_ITF_DVC_PWRDISCRETE_CMD
Control | POWEr Status RAC_ITF_DVC_PWRDISCRETE_STS
Automation Setting RAC_ITF_DVC_PWRVELOCITY_SET
Power Velocity Command RAC_ITF_DVC_PWRVELOCITY_CMD
Status RAC_ITF_DVC_PWRVELOCITY_STS
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Notes when using Application Code Manager

You can use Studio 5000® Application Code Manager to create both Power
Device Objects and Process Objects (PMTR/PVSD) and easily link them
together in an application. First create the power device object. Refer to the

Using Application Code Manager section of this manual for complete details.

When using Studio 5000® Application Code Manager or the Studio 5000®
Plug-In Import Library Objects Wizard, ensure that you set the
ObjectInterfaceDatatype to Predefined Datatype. This will enforce the use of Pre-
defined Datatype (PDT) interfaces which must be used with PMTR or PVSD
instructions. PDT variations are for use with PlantPAx® 5.xx applications.
Selecting this option will use Revision 10.xx Power Device Library object
instructions which reference pre-defined datatypes that are only available in
5580 ControlLogix® and 5380/5480 CompactLogix controllers with firmware
version 33+.

Name: raC_LD_Dwe E300

Description: | raC_[w_E 300 Device Object and Extenzions implemantatio

Catalog Number: raC_LD_Dwe E300 [30] - Published

Solution: [RA-LIB) Device Task: | Task v | Program: | Program ~

Farameters  Linked Libraries

=2l B S|

v 00 General
FioutineM arme ralC_LD_Dwe_E300
TagMame raC_LD_Dwc_E300
TagDescription raC_[we E300 Device Object and Estensions implementation
Frogram
FredefinedD atatype

ModuleM ame
IncludeHw
ModuleT ppe
IPAddress

Once your Power Discrete and/or Power Velocity objects have been created,
you can create the Process Objects (PMTR/PVSD) and link them to the device
objects. Configuration is done the same in both PMTR and PVSD objects.
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Solution:

Parameters  |nterocks  Pemmissive_1

rEE
v 00 - Selection

Cfg_DwvcTywpe
Cfg_HazDwelbj

Fef_Dwelb Mame

Hame: MT10
Description: |Description
Catalog Number: FMTR

[1.7] - Published

[Ré-LIE] Process 5

Permizsive_2

True

=]

Taszk: |Fast ~ | Program:

nan reversing

FastProgram w

Set Cfy_HasDvcObj to True. Click on the browse ... button for Ref_DvcObj.

8% Select a Reference

v 7t Project - Power ¥v3 01 PDT
€ Historian

[ HMI

b Controllers

v [@ Power_v3_01_FDT
v |Z PMTR [1.1]
= MT101

i=| Program [1.0]

|~ PSD 111
| raC_Dwe E300 [31)
| qal Dwe PEFRR 1311
w |E| raC_LD_Dwe E300 [371)
(=R AT101_Dvc
rd |g_=] (= [ iy P e e T I
= oAl Mo FAMN Frero 1371

Object Mame
MT101_Dwe

Object Description

rai”_Drvc_ES00 D

Object References  Par

Cancel

<< Previous

Mext »» Firish

AT10 _Dve:

In the Select a Reference dialogue browse to the Ladder (LD) instance of the
Power Device Object (e.g. raC_LD_Dvc_E300) and highlight it then click finish.

You will now see the Ref DvcObj and Ref_DvcObj_Name filled out back in the

process object configuration.

=4l | ElR | =

v 00 - Selection
Lo DaecTune

Parameters  |nterocks  Pemissive_1

Permizsive_2

Single speed non teyersing,

Cfg HazDweOb)

Fef_DvcObi
Ref_DwcObi Mame

MT101_Drve
MT100_Dwe?T agh ame
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This completes the link between Process Objects and Power Device Objects in
Application Code Manager.

Programming Example

In a PlantPAx® application you must link the Process Object instruction

(PMTR/PVSD) to the Power Device Object interface datatypes. This is done by
assigning the Ref parameters on the instruction block. The following table lists
the parameters to link between the process object and the power device object.

Process Object Linked Power Device -
Parameter Object Parameter Datatype Description
Commaon Control Setpoint Interface. Replace Object with the name of your device
Ref_Ctrl_Set Object Dve Curiset | pc TE-DUC-PMRVISCRETESET | object nstance. Use PWRDISCRETE with Power Discrete Objects (eg. E300/SHC-50)
- and PWRVELOCITY with Power Velocity Objects (e.g. PowerFlex)
Commaon Control Command Interface. Replace Object with the name of your device
Ref_Ctrl_Cmd Object_Dvc_CtriCmd Eﬁg‘:;F‘B%‘ms%sl_%%ﬂ%mg object instance. Use PWRDISCRETE with Power Discrete Objects (e.g. E300/SMC-50)
- and PWRVELOCITY with Power Velocity Objects (e.g. PowerFlex)
Common Control Status Interface. Replace Object with the name of your device
Ref_Ctrl_Sts Object_Dvc_CtrISts RAC_ITF_DVG_PWRDISCRE TESTS object instance. Use PWRDISCRETE with Power Discrete Objects (e.g. E300/SMC-50)

RAC_ITF_DVC_PWRVELOCITYSTS

and PWRVELOCITY with Power Velocity Objects (e.g. PowerFlex)

Ref_FaultCodeList

Object_Dvc_InfTable

RAC_CODE_DESCRIPTION[]

Device information table used for storing fault code descriptions. Replace Object
with the name of your device object instance.

The following images show the object configuration in Studio 5000 Logix
Designer® for both PMTR and PVSD. In this example we are using the
following variable names:

« PMTRinstance: MT101

«  E300 Power Discrete Object: MT101_Dvc

- PVSD instance: MT310

«  PF755 Power Velocity Object: MT310_Dvc
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o o o 0O = =2 =2 =2 = = =0 o o O

hctor 101
PRITF:
MT101
I e Cimed Ot _RunData ?
Inp_ 1 RunFokkData Ot _Rundats 0
Inp_2RunFobkDats Out_HorrDat 2 .
I IOFault Ot _Reset :
Irg 1 Permicik Ot _Owvrnersts S
I 1 MEPermOk Sts Stopped !
Inp 2P ermiik St Starting1 0
I 2MEPermOk Stz Starting2 !
Irug Ikl Ste Running1 E
Irng PEIRt Ik CH Stz Running2 a
I Irt ke ai shle Sts Stopping
I IrtIETriglni Sts Jooging 1 0
Inp RdyResa Stz Jogging2 D
Inp_Resst Sts_Hoarn E
PSet_Crvner Stz Byphctive a
Stz _Err
Sts_Hand .
Ste_Cos 0
St _Maint E
Stz Owrd 0
Sts_Exd
Stz Prog N
Stz _Oper !
Stz Proglperlock E
: By o |
Ref_Ctrl Set MT101 _Dve_ChrlSet
Ref_Ctr| Crmd MT1 _Dve_ChriCmd
Ref_Ctr| Sts MT101_Dwve_CiriSts
T T
BrsChi 1]

|
I Ref_FaultCodelist

!
MT1M _Dve_InfTable

ator 310
PYSD
MT310
a oo
I CrnemerCimed out_SpeedRefData
oo Inp_SpesdFcokDats ot _StopData 0
! Inp_LastFautCodeData Ot _StartDeta .
10 Inp ResdyDaa Out_CleatFaukDat 2 1D
i Inp_ RurningDats ot _FuvcData 0
Inp_CommardDirDa s out_RevDeta
! Inp_Act usiDiData Ot _HornDst = 0
! Inp_AcceleraingDats Cut_Reset B
a SEEO0E4E
0 Inp_Decelerdinobasa Cut_Chvvener St 00
0 Inp_atSpeedlata wWal_SpesdRef 00
Inp_AlsrmData Wal_SpeedFobk
! Inp_FautedDaa Stz _Stopped !
E I |OFsult Ste_ Startinofoed .
:]I Inp FuvciPermOl Ste StartincfRey E
i Inp_ P B PermC Sts RunningFaed 0
InpRePermok Stz RunnincRey
! Inp_ResBPermoK Ste_ StopaingFuaed 0
! Irg Ikl Ste StoppincRey D
:]I Irg PEIRd Ik C Ste_JoogingFaed E
0 InpInt k2 sl shle Stz Bypldive 0
I IntIkTrigink Ste Err
! Inp_RdyResa Sts_Hand 0
! PSat_Crvnier Sts_ QoS .
s _Mairt E
Ste_Onerd 0
Sts_Ext
St=_Prog 0
Sts_Oper !

: Stz Proocperl ok : !
Ref_Ctrl_Set MT310_Dwve_ClriSet
Ref_Ctr| Crod W31 0_Dve CHiCmd
Ref_Ctr| Sts MT310_Dwe_ClrlSts

T T
B0 i}

Ref_FautCodelist

WT31 0_Deec_InfTakle

Process Object Navigation Configuration

To enable navigation from the Process Object faceplate to the Power Device
Object faceplate, you must configure the HMI Navigation in the Process Object

instruction properties.

As shown in the following image, browse to the HMI > Navigation tab of the
PMTR/PVSD instance properties. Check the Allow navigation checkbox and
assign the Object tag name to the path of the Power Device Object. The path
should be from the perspective of the HMI server including the Area and
Controller Shortcut. e.g. [Area::[shortcut]Object_Dvc where:

o Area: HMI area name
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[shortcut]: HMI communications server controller shortcut name
Object_Dvc: Device Object name (e.g. MT101_Dvc where the base PMTR

object is named MT101)

@ PMTR Praperties - MT107

& |
Ener A-Iluu.r Object tag name
navigation
Command source
Advanced Start Permissive object ]
HMI Start reverse Permissive object ]
Mavigation
Interlock chject ]
Command configuration
Alarms Restart inhibit object ]
Parameters Run time abject ]
Tag
Device object |,"Area::[CLX]MT1 01_Dwe

HMI Faceplate Navigation

In the FactoryTalk® View SE HMI client you can navigate to the Power Device
Object faceplates from the Process Object Faceplate. From the maintenance
tab of the PMTR/PVSD faceplate you can navigate to the device by clicking on
the Open Device Object Faceplate icon in the top right.

Please refer to the PROCESS-RM200 manual (Chapter 20) for complete details

on the Process Objects Library.

1
|
MT121 - TagDescript - Two Speed MotLr

ol @ K

Interlocks and Permissives

Bypass Enabled Mo (EE Yes

? ® O ®

= Item

Description

Select to open the device object faceplate.
1 IMPORTANT: This option is only available if 'Enable navigation to device object on
the HMI Configuration tab is checked.
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The navigation configuration can also be seen and modified from the
Advanced Maintenance faceplate on page 2 of the HMI configuration tab.

MT121 - TagDescript - Two Speed Motor

£SO

Enable navigation to interlock object
Enable navigation to restart inhibit object
Enable navigation to run time object

1 —» [ Enable navigation to device ohject
[ControlStrategies]MT121_Dve

Alarm Configuration

Allow Operator to Shelve Alarm

Allow Maintenance to Disable Alarm

(AmE )

Enable navigation to Start speed 1 permissive object

Enable navigation to Start speed 2 permissive object

x

,) Item Description
1 Select to allow navigation to the device object.

Extended Properties

Some extended properties must be configured when used with PlantPAx®
applications to allow proper navigation from PVSD and PMTR objects. Note
that this is done automatically when using Process Library Control Strategy
ROUTINE.L5X files, Power Device Library RUNG.LsX import files or when
using Application Code Manager to import Power Device Library objects. In
the event that Add-On Instructions are imported on their own, these extended
properties will need to be manually filled out.

Use the Studio 5000® Plug-In Import Library Objects Wizard or import RUNG.L5X
or Process Control Strategy ROUTINE.LSX files to complete this step
automatically.

To verify Extended Properties, highlight the instance of the Power Device
Object in the Controller Tags or Program Parameters and Local Tags. The Properties
window will be visible on the left of the screen. Both the Instruction and Library
parameters must be filled out for the device object navigation to function
properly. See the following screenshot for reference.
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Scope: | [EPlantPiés_Paower v| Show: |A||Tags

v || T, MT101_Dve

MAT107 Do

ectand Ex.

{
b MAT101_Dwe_CtrlCmd {..} MT101_Dwe Command Interface RAC_|ITF_DWC_PWRDISCRETE_CMD
P MT107_Dovc_Ctrlin 1] MT10_Dve Information Interface raC_UDT_IHfAD_PuwrDiscrete_Inf
B WAT107 Do _CtrlSet {..} MT101_Dwe Setting Interface RAC_ITF_DWC_PUWRDISCRETE_SET
b MAT101 Do _CtrlSts {..} MT101_Dwe Status Interface RAC_ITF_DWC_PUWRDISCRETE_STS
B MTI01_Dwi_Inp {0} MT101_Dwe Input Interface raC_UDT_KFAD_E30Q Inp

=D :E:-:terded Properties...

4 General
Mame PAT101_Drrc
Description raC_Dwe_E300 Device Object and Extensions
Usage Zcontrallers
Type Base
Alias For
Base Tag
Data Type raC_Dwe_E300
Scope PlantPds_Power_ C3
External &iccess Read ifrite
Style
Constant Mo
Required
Wisible
Alarrms 0

4 Data
Walue
Instruction ralC_[Chec_E300
Label MT107_Drec E300
Librany raC-3_01
Force Mask

P Produced Connection

P Consumed Connection

b Parameter Connections {0:0}

« Instruction: Set to match the instruction Data Type (e.g.

raC_Dvc_AS280E)

« Library: Set to match the Library and version number of the
FactoryTalk® View SE faceplate gfx filename. (e.g. raC-3_o1) This is
shown in the following example in a selection of display files.

|| (raC-3_01-SE) raC_Dvc_PF325-Faceplate.gfx

|| (raC-3_01-SE) raC_Dvc_PF327-Faceplate.gfx

|| (raC-3_01-5E) raC_Dvc_PF733-Faceplate.gfx

|| (raC-3_01-5E) raC_Dvc_PF755CM-Faceplate.gfx
0O SE) raC_Dvc_PF755-Faceplate.gfx

|| (raC-3_01-SE) raC_Dvc_PF755T-Faceplate.gfx

Using Power Device []bjects The Power Device Library is compatible with Machine Builder Libraries. Power
Discrete, Power Velocity, and Power Motion Objects are commonly paired with
raM_Dvc_Motor and raM_Dvc_Conveyor objects. This is beneficial when an
application includes Allen-Bradley® power equipment such as PowerFlex/
Kinetix® drives and E300™ Electronic Overload Relays to easily integrate
devices and provide detailed device diagnostics to operators and maintenance

with Machine Builder
Library

staff.

The following table shows the compatible Machine Builder Objects with Power

Device Objects.
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Maching Builder Power Compgtible Power Device Compatiblp Energy & PM Compatible State Monitor Extension
Object Device Type Device Object Extension Objects Objects
raC_Dvc_E300 Egeg;rnglgc;g?ar;}c raC_Opr_E300_Energy
raC_Dvc_SMC50 SMC™-50 Soft Starter raC_Opr_SMC50_Energy
raM_Dvc_Motor_Disc Power raC_Dvc_SMCFlex | SMC™-Flex Soft Starter raC_Opr_SMCFlex_Energy ) )
raM_Dvc_anveyor_Dls Discrete raC_Dve_AS280F ArmorStart® 280F raC_Tec_PowerDiscreteStateMonitor
raC_Dvc_AS281E ArmorStart® 281E
raC_Dvc_AS290E ArmorStart® 290E
raC_Dvc_AS291E ArmorStart® 291E
raC_Dvc_PF525 PowerFlex® 525 raC_Opr_PF525_Energy
raC_Dvc_PF753 PowerFlex® 753
raC_Dvc_PF755 PowerFlex® 755 raC_Opr_PF755_Energy
raM_Dve_Motor_VSD b raC_Dvc_PF755T PowerFlex® 755T raC_Opr_PF755T_PM
raM_Dvc_Conveyor_VS Ve[I)gvc?try raC_Dvc_PF6000T PowerFlex® 6000T raC_Tec_PowerVelocityStateMonitor
D raC_Dvc_PF7000 PowerFlex® 7000
raC_Dvc_APF35 Armor PowerFlex® 35
raC_Dvc_AS284E ArmorStart® 284E
raC_Dvc_AS294E ArmorStart® 294E
raC_Dvc_PF527 PowerFlex® 527 raC_Opr_PF527_Energy
raC_Dvc_PF755CM PowerFlex® 755CM
raC_Dvc_K350 Kinetix® 350
raﬁ?ﬁyc\icfgliltg;af_%ﬂ qu‘tl\i’g:l raC_Dvc_K5300 Kinetix® 5300 raC_Tec_PowerMotionStateMonitor
raC_Dvc_K5500 Kinetix® 5500 raC_Opr_K5500_Energy
raC_Dvc_K5700 Kinetix® 5700 raC_Opr_K5700_Energy
raC_Dvc_K6500 Kinetix® 6500
Interface UDTs

92

The common interfaces UDTs are commonly used when interfacing with other
Rockwell Automation® application code libraries such as the Machine Builder
Library. When using with Machine Builder applications user data-type (UDT)
interfaces are used and required to interact with Machine Builder Library add-
on instructions (e.g. raM_Dvc_Motor). A list of interface UDTs used with the
Machine Builder Library are shown below.

::l:;esrsface g:::::t Object Sub-Class |Interface Type Interface Name (PDT)
Setting raC_UDT_ItfAD_PwrDiscrete_Set
Power Discrete Command raC_UDT_ItfAD_PwrDiscrete_Cmd
Status raC_UDT_ItfAD_PwrDiscrete_Sts
Setting raC_UDT_ItfAD_PwrVelocity_Set
Contral Kgn’)frr]aﬁon Power Velocity  |Command raC_UDT_ItfAD_PwrVelocity_Cmd
Status raC_UDT_ItfAD_PwrVelocity_Sts
Setting raC_UDT_ItfAD_PwrMotion_Set
Power Velocity Command raC_UDT_ItfAD_PwrMotion_Cmd
Status raC_UDT_ItfAD_PwrMotion_Sts
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Notes when using Application Code Manager

You can use Studio 5000® Application Code Manager to create both Power
Device Objects and Machine Builder Library objects and easily link them
together in an application. First create the power device object. Refer to the
Using Application Code Manager section of this manual for complete details.

You can run can either create the Machine Builder Library object first, or the
Power Device Library object first and then link them. The following two sub-
sections cover both orders of operation.

Creating the Machine Builder Library Object First

Create a new instance of the desired Machine Builder Library object (Motor/
Conveyor). In the example below we are using raM_LD_Motor_VSD. On the
Linked Libraries tab click on “..” in the DeviceObject parameter and choose either
to Create New Instance or Link to Existing Instance.

HName: rabd_LD_Mator WVSD

Description: |M0t0l -Wariable Speed Drive - Implement
Catalog Humber: ratd_LD_Motor VS0 [2.8) - Published
Solution: [RA-LIB) Machine

Tazk: Program;

Parameters  Linked Libraries  |nterface Links

: ‘El | Auta Create

. -

~ Linked Libraries
Devicelbject g
ratd_Dwe_Motar W50 [Create Mew nstance
Link ta Existing Instance...

The Object Configuration Wizard prompt will open and you can select the
appropriate Power Device Library object of your choice. Note that only
applicable device types will be shown. ie: when connecting a Power Device
Object to a VSD object, only PowerVelocity objects will be available.
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Object Configuration Wizard 7 x

Select a library

Filter: | | [ Show &ll Revisions

Solution LibraryType Category Y CatalogNumber Family ContentType Class Status SchemaYersion Owner

E Power¥elocity (6 items)

(RA-LIB) Device Device Powervelocity  raC_LD_Dwe_a5264E (3.1) Logix Routine Standard  Published 2.0.0 Rockwell Automation

(RA-LIB) Device Device Powervelocity  raC_LD_Dwe_AS294E (313 Logix Routine Standard  Published 0.0 Rockwell Automation

(RA-LIB) Device Device Powervelocity  raC_LD_Dwe PFSZ5 (313 Logix Routine Standard  Published 0.0 Rockwell Automation

(RA-LIE) Device Device Powervelocity  raC_LD_Dwe PFFS3 (313 Logix Routine Standard  Published Z.0.0 Rockwell Automation

(RA-LIE) Device Device Powervelocity  raC_LD_Dwe PFFSS (313 Logix Routine Standard  Published Z.0.0 Rockwell Automation

(RA-LIE) Device Device Powervelocity  raC_LD_Dwe PFFSST (3,10 Logix Routine Standard  Published Z.0.0 Rockwell Automation
Cancel << Previous Mest >3 Finish

Complete the device configuration as needed and ensure that you set the
ObjectInterfaceDatatype to UserDefined Datatype.

Hame: ralC_LD_Dwe_PF7EE

Deszcription: |laI:_Dvc:_F'F?55 Device Object and Extenzions implementati

Catalog Number: ralC_LD_Dwe_PFYE5 [ 31 - Published

Solution: (RA-LIB] Device Tazk: |Task ~ | Program: | Power_Program

Parameters  Linked Libraries

=4l E e
v 00 General
RoutineM ame raC_LD_Cwe PFYRGR
TagMame raC_LD_Dwe_PF7ER
TaagDescription raC_Dwve_PF755 Device Object and Extensions implementation

Lagh. Program

UszerDefinedD atatype v
UserDefinedD atatype
FredetinedD atatype

DbjectintertaceD atatype
¥ 0T moaue
tdoduleM ame
InciudeHw
toduleType
|IP&ddriess
Parentt odule
DriveR ating 208V 114[HD] Compact

Creating the Power Device Library Object First

When using Studio 5000® Application Code Manager or the Studio 5000°
Plug-In Import Library Objects Wizard, ensure that you set the
ObjectInterfaceDatatype to UserDefined Datatype. This will enforce the use of UDT
interfaces which must be used with raM_Dvc_Motor or raM_Dvc_Conveyor
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instructions. Selecting this option will use Revision 3.xx Power Device Library
object instructions.

Hame: ralC_LD_Dwe_PF7EE

Deszcription: |laI:_Dvc:_F'F?55 Device Object and Extenzions implementati

Catalog Number: raC_LD Dwe PFYES [ 31 - Published

Solution: (RA-LIB] Device Tazk: |Task ~ | Program: | Power_Program

Parameters  Linked Libraries

=l ElR | =

v 00 General

RoutineM ame raC_LD_Cwe PFYRGR
TagMame raC_LD_Dwe PFYER
TaagDescription raC_Dwve_PF755 Device Object and Extensions implementation

Lagieap Program
UszerDefinedD atatype

¥ Ul moadie finedD atatype
toduleM ame redetinedD atatype
IncludeHWw
toduleType
|IPAaddress
Parenttd odule
Driver ating 208 11A[HD] Compact
Once your Power Discrete and/or Power Velocity objects have been created,
you can create the Machine Builder Objects (raM_Dvc_Motor/
raM_Dvc_Conveyor) and link them to the device objects. Configuration is done
the same in both Motor and Conveyor objects and regardless of device type
(Discrete/Disc, Velocity/VSD, Motion/CD).
Hame: ratd_LD_Matar_WSD
Description: |Mutor -Wanable Speed Drive - Implement
Catalog Number: rab_LD_Mator_WSD [ 28] - Published
Solution: [Ré-LIE] Machine Task: |Task ~ | Program:; | Power_Program
Parameters| Linked Libraries  faterface Links
: 2! | =] Lt Create
w Linked Libraries A
D Ibject H I m
rabd_Dwe_baotar_WSD *iCreate New Instance
| Link to Existing Instance. . |

On the Linked Libraries tab of the Machine Builder object, click on the browse ...
button for DeviceObject and select Link to Existing Instance...
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8% Select a Reference O X
v I Pmie_cl . DeviceObjectlibrz | coneroller Type Object Name Object Description
% :lr:tlunan DeviceObjectLibraries. .. Device ral__LD_Dwe PF?55  raC_Dec_PF7SS Dewic...
Controllers DeviceObjectLibraries... Device raC_LD_Dwe_PFS25  raC_Dwe_PFS25 Devic...
DeviceObjectLibraries,.. Device raiC_LD D PF?PSST raC_Dwc_PFFSST Devi.
DeviceObjectLibraries. .. Device ralC_LD D AS204E  raC_Deec_ASZ294E Dewi...
DeviceObjectLibraries,.. Device ra__LD_Dwc_PF7S3  raC_Dwo_PF7S3 Devic..,
£ >
Cancel <4 Previous Mext => Firizh

In the Select a Reference dialogue browse to the Ladder (LD) instance of the
Power Device Object (e.g. raC_LD_Dvc_AS284E) and highlight it then click
finish.

Completing the Linked Libraries

You will now see the DeviceObject filled out on the Linked Libraries tab of the
Machine Builder object configuration. If you look at the Interface Links tab you
will see additional parameters that have been filled out automatically.

Fl=

Parameters  Linked Libraries

v Linked Libranes

rab_Dwe Mator _WSD

Interface Links

Auto Create

E raC_LD_Diwve_AS284E
e B LGP [l ] =1 )

Parameters  Linked Libraries

Interface Links

Devicelbject
=
¥ raC_ltF_Power¥elocity Interface
Reference ral_LD_Dwve AS284E raC_It_Poweryelocity
K.eying Exacthdatch
ITTHLAC TSI
PraM ame ral_LD_Dvwve AS284E raC_It_Poweryelocity$FProM ame
Tag ame ralC_LD_[Dvec AS284E . ralC_It_Powervelocityd T agh ame
b oduleM ame ralC_LD_Dwe_o5284E raC_It_Powervelocity$hodulet ame

This completes the link between Machine Builder Objects and Power Device
Objects in Application Code Manager.

Programming Example

In a Machine Builder application you must link the Machine Builder Object
instruction (raM_Dvc_Motor/raM_Dvc_Conveyor) to the Power Device Object
interface datatypes. This is done by assigning the Ref parameters on the
instruction block. The following table lists the parameters to link between the
Machine Builder object and the power device object.
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Process Object Linked Power Device -
Parameter Object Parameter Datatype Description
raC_UDT_ItfAD_PwrDiscrete_Set | Common Control Setpoint Interface. Replace Object with the name of your device
Ref_Ctrl_Set Object_Dvc_CtriSet raC_UDT_ItfAD_PwrVelocity_Set object instance. Use PWRDISCRETE with Power Discrete Objects (e.g. E300/SMC-50)
raC_UDT_ItfAD_PwrMotion_Set and PWRVELOCITY with Power Velocity Objects (e.g. PowerFlex)
raC_UDT_ItfAD_PwrDiscrete_.Cmd | Common Control Command Interface. Replace Object with the name of your device
Ref_Ctrl_Cmd Object_Dvc_CtriCmd raC_UDT_ItfAD_PwrVelocity_Cmd  |object instance. Use PWRDISCRETE with Power Discrete Objects (e.g. E300/SMC-50)
raC_UDT_ItfAD_PwrMotion_Cmd and PWRVELOCITY with Power Velocity Objects (e.g. PowerFlex)
raC_UDT_ItfAD_PwrDiscrete_Sts Common Control Status Interface. Replace Object with the name of your device
Ref_Ctrl_Sts Object_Dvc_CtrISts raC_UDT_ItfAD_PwrVelocity_Sts object instance. Use PWRDISCRETE with Power Discrete Objects (e.g. E300/SMC-50)

raC_UDT_ItfAD_PwrMotion_Sts

and PWRVELOCITY with Power Velocity Objects (e.g. PowerFlex)

The following image shows the object configuration in Studio 5000 Logix

Designer® for a raM_Dvc_Motor_VSD instruction. The same configuration is
done for any other Machine Builder Instruction. In this example we are using

the following variable names:

« raM_Dvc_Motor_VSD instance: raM_LD_Motor_VSD
«  AS294E Power Velocity Object: raC_LD_Dvc_AS294E

raid_Dwc_Motor_4SD

pabd LY = e L%

Matar - Wariakle
Speed Drive -
Implemerit

pabd |0 B At Lo

I Ref_Cirl_Set ral_LD_Dwc_AS294E_CirlSet
Ref_Cirl_Cmd raC_LD_Dwio_ AS294E_CtrlCrmd
Ref Cirl Sts ra’ LD Dwc AS294E CirlSts

Inp_ExternalReady 1@
Cty_ConversionConstant 1.0 4m
Ctg_SpeedTimeBaze 14m
Ctg_Profile 0 4m
Cfg_DirectionSource 0 dm
Cig_MotarkP_Hz E0.0 4m
Cig_MotortP_RPM 1800.0 4=
Set_Direction 0 4m
Set_Speed 0.0 dm
Set_AccelRate 0.0 4m
Set_DecelRate 004
Crmied _Start O
Cind_Stop O dm
Cincl_Reset 0 dm

St photReady 2#0000_0000_0000_0000_0000_0001_1000_0001 4a
Sts_pWVarning  2#0000_0000_0000_0000_0000_0000_0000_0000 4=

Val_SpeedFdbk
Val_SpeedFdbk _MatorRPM

hctor - wariahle
Speed Drive -
Implemernt Device
failed to activate
on Cmd Start or Cmd
JogFwed or Cmd JogRew
ramd_LD_Motor_WSD Sts_EWarning .14

hctor - wariahle
Speed Drive -

Implement Run Action
Interrupted. Device
deactivated by
externally while the
Motar wwas running
rabd_LD_Motor_WSED Sts_EWarning. 15
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00 4=

Uze this bit to
terminate user
seqguence as Device
Failed to &ctivate

rabd_LD_Motor _WvSD_AbortlzerSen
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HMI Faceplate Navigation

In the FactoryTalk® View ME/SE HMI client you can navigate to the Power
Device Object faceplates from the Machine Builder Object Faceplate. From the
any tab of the machine builder object faceplate you can navigate to the device
by clicking on the Open Device Object Faceplate icon on the second tab from
the bottom on the left side of the faceplate.

Please refer to the Machine Builder Libraries manuals downloaded in the
library for complete details on the Machine Builder Objects Library.

MTR100

P Virtual (%) Running

uu

- Speed Setpoint 50.00 Degrees /Min
Speed Feedback 50.00 Degrees /Min

- Speed Feedback Motor 500.00 RPM

. Direction Set Forward

. Direction Actual Forward

S
E’r'j tatus
@ AtSpeed
Zero Speed

Accelerating
Decelarating

Item

Description

Select to open the device object faceplate.

Rockwell Automation Publication DEVICE-RM100D-EN-P - May 2024



Chapter 6

Power Discrete Objects (raC_Dvc_E300,
raC_Dvc_AS280E, raC_Dvc_AS28IE,
raC_Dvc_AS290E, raC_Dvc_AS29iE,
raC_Dvc_SMC50, raC_Dvc_SMCFlex)

Overview The Power Discrete device objects are a group of objects that include the E300™
Electronic Overload Relay(raC_Dvc_E300), SMC™-50 Soft Starter
(raC_Dvc_SMC50), SMC™-Flex Soft Starter (raC_Dvc_SMCFlex) and
ArmorStart® (raC_Dvc_AS280E, raC_Dvc_AS290E) starters. In addition to the
base device objects, several extension objects are provided which provide
additional information as an option.
In the Library there is a folder named Videos which contains many How-To and
Q Operational Overview Videos which walk step-by-step through each process. You
can refer to the following videos for this section:
“Operational_Overview_of_AS_Starter_Faceplates_in_FTViewME_SE”
“Operational_Overview_of_AS_Starter_Faceplates_in_ViewDesigner”
“Operational_Overview_of_E300_Faceplates_in_FTViewME_SE”
“Operational_Overview_of_E300_Faceplates_in_ViewDesigner”
“Operational_Overview_of_SMC50_Faceplates_in_FTViewME_SE”
“Operational _Overview_of _SMC50_Faceplates_in_ViewDesigner”
Supported devices include:
Device Object Name State Monitor Extension |Energy Monitor Extension Predictive Maintenance Extension
AS280E raC_Dvc_AS280E Yes
AS281E raC_Dvc_AS281E Yes
AS290E raC_Dvc_AS290E Yes
AS291E raC_Dvc_AS291E Yes
E300 raC_Dvc_E300 Yes Yes
SMC-50 raC_Dvc_SMC50 Yes Yes
SMC-Flex raC_Dvc_SMCFlex Yes Yes

Functional Description

The E300™ Electronic Overload Relay, SMC™-50, SMC™-Flex Soft Starter and
ArmorStart® AS2x0E/2x1E pre-configured Device Objects:
« Collect, Process and Deliver Data between Smart Devices and
Application Logic
«  Provide Device Status & Diagnostics Faceplates for Machine Startup,
Commissioning, Operations, and Maintenance

« Include Common HMI Faceplate Components, Device States, and
Control Interfaces providing Application Development and Operation
Efficiency
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Required Files

Power Discrete Objects (raC_Dvc_E300, raC_Dvc_AS280E, raC_Dvc_AS281E, raC_Dvc_AS290E, raC_Dvc_AS291E, raC_Dvc_SMC50,

All these features provide quick feedback, shorten recovery time, and simplify

implementation.

Device Objects include Add-On Instructions (AOILs) and HMI faceplates. The
revision number (e.g. 3.01) used in filenames can change as new revisions are

created.

Controller Files

Add-On Instructions are reusable code objects that contain encapsulated logic
that can streamline implementing your system. This lets you create your own
instruction set for programming logic as a supplement to the instruction set
provided natively in the ControlLogix® firmware. An Add-On Instruction is
defined once in each controller project, and can be instantiated multiple times

in your application code as needed.

The Add-On Instruction must be imported into the controller project to be
used in the controller configuration. These can be imported as Add-On
Instruction files, or as part of the Rung Import or Import Library Objects

wizard.

Instructions that are supported by PlantPAx® 5.xx are supplied with two
versions of the same instruction. Version 3.xx instructions are for use with
standard applications while version 10.xx instructions are for use with
PlantPAx® 5.xx applications. These alternate PlantPAx® supported versions use
pre-defined data types which are available exclusively in 5x80 series Logix
5000 controllers with firmware v33 or greater. Refer to section Using Power
Device Objects with PlantPAx® for more information.

All Add-On Instruction and Rung Import files can be found in the /Studio 5000
Logix Designer Files - LsX/Standard Files/ and /Studio 5000 Logix Designer Files -
L5X/5x80v33 Files - Use with PlantPAx® 5.x/ folders in the library. Choose the /
5x80v33 Files - Use with PlantPAx® 5.x/ Folder for PlantPAx® 5.x applications;
otherwise choose the /Standard Files/ folder.

Device/ltem Application Add-0n Instruction Rung Import
ASO80E Standard raC_Dvc_AS280E_3.03_A0I.LEX raC_Dvc_AS280E_3.03_RUNG.L5X
PlantPAx®vbxx | raC_Dvc_AS280E_10.04_A0I_5x80v33.L5X raC_Dvc_AS280E_10.04_RUNG_5x80v33.L5X
ASOSIE Standard raC_Dvc_AS281E_3.03_AOI.L5X raC_Dvc_AS281E_3.03_RUNG.L5X
PlantPAx®vb.xx | raC_Dvc_AS281E_10.04_A0I_bx80v33.L5X raC_Dvc_AS281E_10.04_RUNG_5x80v33.L5X
ASO90F Standard raC_Dvc_AS290E_3.03_AOI.LEX raC_Dvc_AS290E_3.03_RUNG.L5X
PlantPAx®vb.xx | raC_Dvc_AS290E_10.04_A0I_5x80v33.L5X raC_Dvc_AS290E_10.04_RUNG_5x80v33.L5X
ASOOE Standard raC_Dvc_AS291E_3.03_A0I.L5X raC_Dvc_AS291E_3.03_RUNG.L5X
PlantPAx®vb.xx | raC_Dvc_AS291E_10.04_A0I_5x80v33.L5X raC_Dvc_AS291E_10.04_RUNG_5x80v33.L5X
£300 Standard raC_Dvc_E300_3.04_A0I.LEX raC_Dvc_E300_3.04_RUNG.L5X
PlantPAx®vb.xx  |raC_Dvc_E300_-10.05_A0I_bx80v33.L5X raC_Dvc_E300_10.05_RUNG_5x80v33.L5X
E300 Standard raC_Opr_E300_Energy_3.03_A0I.L5X raC_Opr_E300_Energy_3.03_RUNG.L5X
Energy Extension PlantPAx®vb.xx  |raC_Opr_E300_Energy_10.04_A0I_5x80v33.L5X raC_Opr_E300_Energy_10.04_RUNG_5x80v33.L5X
SHC50 Standard raC_Dvc_SMC50_3.05_A0I.L5X raC_Dvc_SMC50_3.05_RUNG.L5X
PlantPAx®vb.xx | raC_Dvc_SMC50-10.06_A0I_5x80v33.L5X raC_Dvc_SMC50-10.06_RUNG_5x80v33.L5X
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Device/ltem Application Add-On Instruction Rung Import
SMC50 Standard raC_Opr_SMC50_Energy_3.03_A0I.L6X raC_Opr_SMC50_Energy_3.03_RUNG.L5X

Energy Extension PlantPAx®vb.xx  |raC_Opr_SMC50_Energy_10.04_A0I_5x80v33.L5X raC_Opr_SMC50_Energy_10.04_RUNG_5x80v33.L5X
SHCFlex Standard raC_Dvc_SMCFlex_3.04_A0I.L5X raC_Dvc_SMCFlex_3.04_RUNG.L5X
PlantPAx®vb.xx | raC_Dvc_SMCFlex_10.05_A0I_5x80v33.L5X raC_Dvc_SMCFlex_10.05_RUNG_5x80v33.L5X
SMCFlex Standard raC_0pr_SMCFlex_Energy_3.04_A0L.L5X raC_0pr_SMCFlex_Energy_3.04_RUNG.L5X
Energy Extension PlantPAx®vBxx | raC_Opr_SMCFlex_Energy_10.05_A0I_5x80v33.L5X raC_0Opr_SMCFlex_Energy_10.05_RUNG_5x80v33.L5X
. . Standard raC_Tec_PwrDiscreteStateMonitor_3.04_A0I.L5X raC_Tec_PwrDiscreteStateMonitor_3.04_RUNG.L5X
State Monitor Extension - - - -
PlantPAx®vb.xx | raC_Tec_PwrDiscreteStateMonitor_10.05_A01_5x80v33.L6X |raC_Tec_PwrDiscreteStateMonitor_10.05_RUNG_5x80v33.L5X

FactoryTalk® View HMI Files
FactoryTalk® View ME or SE applications require importing the desired device
faceplates in addition to all Global Object (ggfx) files and all images located in
the /HMI FactoryTalk® View Images - png/ folder of the library. FactoryTalk®
View ME files are stored in the /HMI - FactoryTalk® View ME/ library folder and
FactoryTalk® View SE files are stored in the /HMI - FactoryTalk® View SE/ library
folder.

Device/Item Type ::gmﬂ:lk@ View ME F:gg;rg‘:‘:lk‘a View SE

AS280E Display (raC-3_03-ME) raC_Dvc_AS280E-Faceplate.gfx (raC-3_03-SE) raC_Dvc_AS280E-Faceplate.gfx

AS281E Display (raC-3_03-ME) raC_Dvc_AS281E-Faceplate.gfx (raC-3_03-SE) raC_Dvc_AS281E-Faceplate.gfx

AS290E Display (raC-3_03-ME) raC_Dvc_AS290E-Faceplate.gfx (raC-3_03-SE) raC_Dvc_AS290E-Faceplate.gfx

AS291E Display (raC-3_03-ME) raC_Dvc_AS291E-Faceplate.gfx (raC-3_03-SE) raC_Dvc_AS291E-Faceplate.gfx

E300 Display (raC-3_04-ME) raC_Dvc_E300-Faceplate.gfx (raC-3_04-SE) raC_Dvc_E300-Faceplate.gfx

SMC-50 Display (raC-3_03-ME) raC_Dvc_SMC50-Faceplate.gfx (raC-3_03-SE) raC_Dvc_SMC50-Faceplate.gfx

SMC-Flex Display (raC-3_04-ME) raC_Dvc_SMCFlex-Faceplate.gfx (raC-3_04-SE) raC_Dvc_SMCFlex-Faceplate.gfx

SMC-Flex Energy Electrical

(raC-3_04-ME) raC_Opr_SMCFlex_EnergyElectrical-

(raC-3_04-SE) raC_Opr_SMCFlex_EnergyElectrical-

Extension Display Faceplate.gfx Faceplate.gfx

Energy Base Extension Display (raC-3_01-ME) raC_Opr_EnergyBase-Faceplate.gfx (raC-3_01-SE) raC_Opr_EnergyBase-Faceplate.gfx

Energy Electrical Extension | Display (raC-3_01-ME) raC_Opr_EnergyElectrical-Faceplate.gfx (raC-3_01-SE) raC_Opr_EnergyElectrical-Faceplate.gfx
State Monitor Extension Display (raC-3_03-ME) raC_Tec_PwrDvcStateMonitor-Faceplate.gfx  |(raC-3_03-SE) raC_Tec_PwrDvcStateMonitor-Faceplate.gfx
Graphic Symbols Global Object  |(raC-3-ME) Graphic Symbols - Power Device (raC-3-SE) Graphic Symbols - Power Device.ggfx

Toolbox Global Object  |(raC-3-ME) Toolbox - Power Device.ggfx (raC-3-SE) Toolbox - Power Device.ggfx

Studio 5000 View Designer® HMI Files

All Studio 5000 View Designer® Files can be found in the /HMI - ViewDesigner -

vpd/ folder of the library.
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Power Discrete Objects (raC_Dvc_E300, raC_Dvc_AS280E, raC_Dvc_AS281E, raC_Dvc_AS290E, raC_Dvc_AS291E, raC_Dvc_SMC50,

Device/ltem

Studio 5000 View Designer® Faceplate

AS280E

AS281E

AS290E

AS291E

E300

SMC-50

SMC-Flex

(raC-3_05-VD) raC_Dvc_PowerDiscrete.vpd

FactoryTalk® Optix Library Files

FactoryTalk® View Optix applications require importing the desired library
objects located in the PowerDevice_v3R library folder.

Device/ltem

FactoryTalk® Optix Library Object

AS280E

raC_3_03_raC_Dvc_AS280E_UI

AS281E

raC_3_03_raC_Dvc_AS281E_UI

AS290E

raC_3_03_raC_Dvc_AS290E_UI

AS291E

raC_3_03_raC_Dvc_AS291E_UI

E300

raC_3_04_raC_Dvc_E300_UI

SMC-50

raC_3_03_raC_Dvc_SMC50_UI

raC_3_04_raC_Dvc_SMCFlex_Ul

SMC-Flex

Studio 5000° Application Code Manager Files

Studio 5000® Application Code Manager (ACM) can be optionally used if it is
installed. All devices can be easily registered in the ACM repositories by
running the setup.cmd file located in the root folder of the library.

Individual HSL4 files are provided as an alternative to running the setup.cmd
to allow users to manually register specific implementation objects. Each
object has two files - an Asset Control file and a Device file. The Asset Control
files include attachments of all required files for that object. The Device files
are used to actually add that device into a Studio 5000® project and these
reference the Asset Control files.

All Studio 5000® Application Code Manager files can be found in the /
ApplicationCodeManagerLibraries/ folder of the library. The files included are as
follows:

Implementation Object

Asset Control File (.HSL4)

Device File (.HSL4)

AS280E

(RA-LIB)_Device_Asset-Control_PowerDiscrete_raC_Dvc_AS280E_(3.3)

(RA-LIB)_Device_Device_PowerDiscrete_raC_LD_Dvc_AS280E_(3.4)

AS281E

(RA-LIB)_Device_Asset-Control_PowerDiscrete_raC_Dvc_AS281E_(3.3)

(RA-LIB)_Device_Device_PowerDiscrete_raC_LD_Dvc_AS281E_(3.4)

AS290E

(RA-LIB)_Device_Asset-Control_PowerDiscrete_raC_Dvc_AS290E_(3.3)

(RA-LIB)_Device_Device_PowerDiscrete_raC_LD_Dvc_AS290E_(3.4)

AS291E

(RA-LIB)_Device_Asset-Control_PowerDiscrete_raC_Dvc_AS291E_(3.3)

(RA-LIB)_Device_Device_PowerDiscrete_raC_LD_Dvc_AS291E_(3.4)

£300

(RA-LIB)_Device_Asset-Control_PowerDiscrete_raC_Dvc_E300_(3.4)

(RA-LIB)_Device_Device_PowerDiscrete_raC_LD_Dvc_E300_(3.4)

102

Rockwell Automation Publication DEVICE-RM100D-EN-P - May 2024



Chapter 6 Power Discrete Objects (raC_Dvc_E300, raC_Dvc_AS280E, raC_Dvc_AS281E, raC_Dvc_AS290E, raC_Dvc_AS291E, raC_Dvc_SMC50,
Implementation Object | Asset Control File (.HSL4) Device File (.HSL4)
SMC-50 (RA-LIB)_Device_Asset-Control_PowerDiscrete_raC_Dvc_SMC50_(3.5) (RA-LIB)_Device_Device_PowerDiscrete_raC_LD_Dvc_SMC50_(3.5)
SMC-Flex (RA-LIB)_Device_Asset-Control_PowerDiscrete_raC_Dvc_SMCFlex_(3.4) (RA-

LIB)_Device_Device_PowerDiscrete_raC_LD_Dvc_SMCFlex_(3.5)

E?]g?gy Extension (RA-LIB)_Device_Asset-Control_PowerDiscrete_raC_Opr_E300_Energy_(3.3)
grr:lgr_gyOExten sion (RA-LIB)_Device_Asset-Control_PowerDiscrete_raC_0pr_SMC50_Energy_(3.3)
SMC-Flex (RA-LIB)_Device_Asset-

Energy Extension

Control_PowerDiscrete_raC_Opr_SMCFlex_Energy_(3.4)

State Monitor Extension

(RA-LIB)_Device_Asset-

Control_PowerDiscrete_raC_Tec_PwrDiscreteStateMonitor_(3.4)

Device Definition

The device (ie: E300, SMC-50, SMC-Flex, ArmorStart) must be configured with
the correct device definition. Proper device configuration enables the required
datalinks to pass information from the device into the add-on instruction.

Note that this configuration is comFIeted automatically when usin? Application
Q Code Manager or the Studio 5000® Import Library Objects wizard plug-in.

To verify the device definition:

«  Find the device in the Controller Organizer pane in Studio 5000 Logix
Designer® and open the Module Properties by double-clicking or right-
click and select Properties.

B 193-ECM-ETRSA Mod_raC_LD_Dwc_E3 ui
Bh 1715-REMTR/A F_1715_Duplex CE L

£\ 1715-8EMTRA& R_1T15_Simplex Discover Modules...

w 280E-F127-108/8 bod_raC_LD_Dwe 2

E. 281E-F125-104/4 Mod_raC_LD_Dve_A! ¥ cut Crl-X
£ 200E-FAR/E Mod_raC_LD_Dve_aszope| O Copy FiE
B! 201E-FAP/E Mod_raC_LD_Dvc_AS291E Paste Cri+v
E. ShAC-50-E Mod_raC_LD_Dwc_SMACH0 Paste Special...

E. PowverFlex 525-E2P Mod_raC_LD_Dwe_f Delete Delate
E. 2BAE-FYDIPAZFA Mod_raC_LD_[he_ &3

Bl 204E-FD1PSP/E Mod_raC_LD_Dve_aS2 Cross Reference Ctri-E
E. PowverFlex 7A3-EMETR hMod_raC_LD_Dn Export Module..

E. PowverFlex T35-EEMET hdod_raC_LD_Dw

E. PowerFlex 75T Mod_raC_LD_Dwe PFT I Properties Alt+Enter I
A TANO M~ Auda w=™ 10 D= ORATAON

«  Refer to the following sections for specific device configuration.

E300 Definition

«  On the General tab click on the Change... button.
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|
o

-
{53y i}

Operating Mode:

2 [Overload)

- Gieneral General
- Connection
- Module Info
- Cantral Configuration X .
‘. Relay / Logic-Defined Date Type: 193-ECM-ETR ESQD Electronic Overload Relay, 2-Port
- Sensing Configuration Wendor: Fockwell Automationddllen-Bradley
- Owerlnad Pratection Parent: Local Ethernet Address
- Advanced Protection Mame: Mod_raC_LD_Dve_E300 (®) Private Metwork: 1921681, 102
- Expansion Modules z
- DeviceLagix Description: O IP Address: . . . |
- [nkerret Protocal
. Port Configuration () Host Mame:
- Metwork
- Time Syne Module Definition
Revision: £.001
Electronic Keying: Compatible Module Digital Module 1:  Undefined Analog Module 1: Undefined
Connection: Data Digital Module 2 Undefined Analog Module 2. Undefined
Configured By: This Contraller Digital Module 3. Undefined Analog Module 3 Undefined
Input D ata: Al Data Digital Module 3 Undefined Analog Module 41 Undefined
Senging Module; Fopd-ESM-1G-304
Control Module: 193-E10-43-120 Operator Station:  Undefined

«  Select the Input Data dialogue and add in any missing members by
clicking the Parameter drop-down menu and choosing the required

parameters.
Module Definition X
Upload Input Data |
Bl Mod_rac_LD_bve_E300
ods Ex.pfansmn Bus Datalink Parameter Tagname
igital Modules
nalog Modules o PO0Z: Overload Time to Trip ~ Ihod_raC_LD_Dwve E300 UserDefines
perator Station 1 POOZ: Overload Time to Reset ~ WMad_raC_LD_Dwve E300: UserDefines
ntrol Operating Mode - 1 -
2 PO2E: Operating Hours s~ Ood_raC_LD_ Do E300 | UserDefine:
3 P02 Auto Restart Tries Count s~ Ood_raC_LD_ Do E300 | UserDefine:
4 PO30: Auto Restart Tries Available ~Aod_raC_LD_Drvc_ E300:| UserDefines
a PO31: Auto Restart Time till Try ~Aod_raC_LD_Drvc_ E300:| UserDefines
6 PO35: Invalid Configuration Parameter s~ Aod_raC_LD_Drvc E300:| UserDefinec
T PO3S: Invalid Configuration Cause s~ AMod_ra_|LD_Drec_E300:] UserDefinec

The device’s connection format members must be configured as follows:

E300 Drive Configuration

DataLink

Parameter

Tagname

P002: Overload Time to Trip

ModuleTag:|.UserDefinedData[ 0]

P003: Overload Time to Reset

ModuleTag:|.UserDefinedData[1]

P028: Operating Hours

ModuleTag:|.UserDefinedData[ 2]

P029: Auto Restart Tries Count

ModuleTag:I.UserDefinedData[3]

P030: Auto Restart Tries Available

ModuleTag:|.UserDefinedData[ 4]

PO31: Auto Restart Time till Try

ModuleTag:|.UserDefinedData[5]

P038: Invalid Configuration Parameter

ModuleTag:|.UserDefinedData[ 6]

0
1
2
3
4
5
6
7

P039: Invalid Configuration Cause

ModuleTag:|.UserDefinedData[ 7]
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SMC™-50 Definition

«  On the Overview tab click on the Device Definition button.

| 8 ot rpertes: o .1, oveswcso s oo« [

Mod raC LD _Dvc SMC50
Overview
Connection @
Pairorm it Compare v Data Logger
Faults / Alarms
Device Info 8 Type: SMC-50 Standard Peripherals —
Devicelagix Name: Mod_raC_LD_Dve_SMC50 4 - 20-COMM-E
Wizards Drive Rating: Standard Edit peripherals...
Date/ Time Revision: 6.003
RElBress * Address: 192.168.1.19
] i log: patible Module
kt | [ Device Definition | I
«  Select the Connection Format tab and add in any missing members on
the Input and Output tabs by clicking the Parameter drop-down menu
and choosing the required parameters. Ensure Datalinks A, B, C are
enabled.
Device Definition X

1 Upload G Import € Export

|dentity i
Peripherals Connection Format
M Data Format Parameters
AB CD
Datalink Enable: R —
[l
Input m Qutput
Data Type Name:  AB:SMC_162D4AB41:2 Data Type Size: 32 Bytes
Members:
MName Data Type Parameter
¥ LogicStatus INT
Feedback INT
Fault1 DINT Port : Fault 1
Alarm1 DINT Port 0: Alarm 1
\oltageP_Phve DINT Port 0t Voltage P-P Ave
MtrThermUsage DINT Port 0: Mtr Therm Usage
LineVoltage DINT Port : Line Voltage
MotorFLC DINT Port 0: Motor FLC
0K | ‘ Cancel | | Help
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Device Definition X

1 Upload G Import 9 Export

Identity i
Perphersls Connection Format
Cannection Format
DCata Format Barameters
A B CD
Datalink Enable: e —
([l
Data Type Mame:  AB:SMC_80A387BF:0:2 Data Type Size: 28 Bytes
Members:
Name Data Type Parameter
¥ LogicCommand INT
Reference INT
SlowSpeed DINT Port 0: Slow Speed
Undefined_A2 DINT
Undefined_B1 DINT
Undefined B2 DINT
Undefined_C1 DINT
Undefined_C2 DINT

| 0K || Cancel H Help

The device’s connection format members must be configured as follows:
SMC™-50 Configuration

Type Name Data Type Parameter

Input LogicStatus INT

Input Feedback INT

Input Faultl DINT Port 0: Fault 1

Input MNarm1 DINT Port 0: Alarm 1

Input VoltageP_PAve DINT Port 0: Voltage P-P Ave
Input MtrThermUsage DINT Port 0: Mtr Therm Usage
Input LineVoltage DINT Port 0: Line Voltage
Input MotorFLC DINT Port 0: Motor FLC
Output LogicCommand INT

Output Reference INT

Output SlowSpeed DINT Port 0: Slow Speed
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SMC™-Flex Definition

«  On the Overview tab click on the Device Definition button.

Mod_Dvc_SMCFlex_E

Overview
Connection Q@ o
Parameters Compare v Data Logger
Faults / Alarms
Device Info B Type: SMC Flex Peripherals
Wizards Y Name: Mod _Dve_ SMCFlex_ E 5 - 20-COMM-E EtherNet/IP
Address Drive Rating: Std (5-135) Edit peripherals...
Revision: 6.008
Address; 192.168.1.1
«  Select the Connection Format tab and add in any missing members on
the Input and Output tabs by clicking the Parameter drop-down menu
and choosing the required parameters. Ensure Datalinks A, B are
enabled.
Device Definition X
t Upoad G Import % Export
Identity .
Berghers Connection Format
I Connection Format
Data Format Parameters
ABCD
Datalink Enable: —
v

Input | Output

Data Type Name:  AB:150SMCFlex_TA6BO49E10

Data Type Size: 16 Bytes

Members:
i Name Data Type Parameter
b LogicStatus ‘ INT

- PhaseACurrent ‘ INT |
Fault! INT Port 0: Fault 1
MtrThermUsage INT Port 0: Mtr Therm Usage
LineVoltage ‘ INT Port 0: Line Voltage
MatorFLC ‘ INT Port 0: Motor FLC

| o

H Cancel H Help |
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Operations

108

The device’s connection format members must be configured as follows:
SMC™-Flex Configuration

Type Name Data Type Parameter

Input LogicStatus INT

Input Feedback INT

Input Fault1 INT Port 0: Fault 1

Input MtrThermUsage INT Port 0: Mtr Therm Usage
Input LineVoltage INT Port 0: Line Voltage
Input MotorFLC INT Port 0: Motor FLC
Output LogicCommand INT

Output SlowSpeedSel INT Port 0: Slow Speed Sel

ArmorStart® 28xE Definition

«  On the Tag Configuration tab set the Input Tag drop-down selectors to
the required tags..

3 Mo roperies o ganerzz-ron 2000«

- Gieneral Tag Configuration

- Connection

- Module [nfo . Input Tag

- Motor Protection & Control

USE"’D - . LInk0ODeviceOut: | |Last Protection Trip ~

Tag Configuration
- raul -onigurEten LInt1DeviceOut: | | Trip Status ~
- Dievicelogix
[=)- Status .

f LIntOzDevicecut: Average Current o
- Fault Status

- Intermet Protocol
Memett 1etosy LInt03DeviceOut: | | Thermal Utiiztion (% TCU)

L

- Port Configuration
- Metwork

The device’s connection format members must be configured as follows:
ArmorStart® 280E, 281E Drive Configuration

Input Tag Parameter
.Int00DeviceOut Last Protection Trip
|.Int01DeviceOut Trip Status
|.Int02DeviceOut Average Current
|.Int03DeviceOut Thermal Utilization(% TCU)

ArmorStart® 291E Defintion

There is no special configuration required for the AS290E and AS291E.

The Power Discrete objects provide two modes of operation - physical and
virtual.
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Physical Device Operation
The following functions are applied when device object is selected as physical.

« Activate: Activate the device power structure. Device will follow the
direction from control interface.

« Deactivate: Deactivate the device power structure by issuing Stop
command. Reset active status.

« Jog: This function is possible from HMI faceplate only. When Jog
command is 1, Activate device power structure. Once the command is o,
deactivate the device power structure by issuing stop command.
Individual Jog forward and Jog reverse command are used to jog in
either direction. Unlike other command bits, this command should not
be unlatched by the device object.

« Fault Reset: Command to fault reset the device and also reset remove
this status bits in device object. Command can be initiated from control
interface and also HMI interface.

Virtual Device Operation
The following functions are applied when device object is selected as virtual.

« Activate: Set status to reflect successful activate command, Device
related signals like Logic command and Out Reference should not be
altered.

. Deactivate: Reset the active status.

«  Jog: This function is possible from HMI faceplate only. When Jog
command is 1, set status to reflect successful jog command. Once the
command is o, reset the active status. Individual Jog forward and Jog
reverse command are used to jog in either direction. Update the
direction status based on jog forward and jog reverse.

«  Fault Reset: Command to reset status bits in device object. Command
can be initiated from control interface and also HMI interface.

Faults & Warnings
«  First Warning: This function helps in capturing the first warning
triggered in the device. Display the respective description in faceplate.

«  First Fault: Capture the first fault from device. Display the respective
description in faceplate.

« Eventlog: Log Warning and Fault the last 4 events in a log queue. The
queue contains fault code, description, and time stamp. Display the
same in faceplate.
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Execution

The following table explains the handling of instruction execution conditions.

Condition Description

Enableln False (false rung) Processing for Enableln False (false rung) is handled the same as if the device were taken out
of service by Command. The device outputs are de-energized and the device is shown as
Program Out of Service on the HMI. All alarms are cleared.

Powerup (prescan, first scan) | On prescan, any commands that are received before first scan are discarded. The device is de-
energized. On first scan, the device is treated as if it were returning from Hand command
source: the instruction state is set based on the position feedback that is received from the
device. If the feedback is valid for one position, the device is set to that position. If the device
does not have position feedback or the position feedback is invalid, the device is set to the
‘unknown/powerup’state.

The command source is set to its default, either Operator or Program (unlocked).

Postscan No SFC Postscan logic is provided.

Add-0n Instruction 1/0 Data Add-On Instruction Ladder Implementation

| Instruction Backing Tag
| Reference Device Object |
| Device Obiject Information Interface \ raC_Pvc_EBﬂG

| Device Object Setting Interface Z
| Device Object Command Interface ;
| Device Object Status Interface 5 2
[ Device Obiject Inputs F——— I ?
| Motor Full Load Current ——TF Motad 93
| Information Lookup Table |”/ il il z
| Logical Run Forward Command )/ i— z
| Logical Run Reverse Command / _ i . 32
| Logical Reset Fault Command _-‘:‘"'_ NotF ??
| Qutput Current T/

| Thermal Capacity Used in Percentage

| Device Object Not Ready Status
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InOut Data

InOut Function / Description DataType

Ref_Module Reference to module in 1/0 tree MODULE

Ref_Ctrl_Cmd Power Discrete Device Command Interface |raC_UDT_ItfAD_PwrDiscrete_Cmd
Ref_Ctrl_Set Power Discrete Device Setting Interface | raC_UDT_ItfAD_PwrDiscrete_Set
Ref_Ctrl_Sts Power Discrete Device Status Interface | raC_UDT_ItfAD_PwrDiscrete_Sts
Ref_Ctrl_Inf If’nf;"evffzgiescmte Device Information raC_UDT_ItfAD_PwrDiscrete_Inf
Out_LogicCommand_Run_Rev | Device Run Reverse Output Command BOOL
Out_LogicCommand_Run_Fwd |Device Run Forward Output Command BOOL
?ut_LogicCommand_ResetFauI Device Clear Faults Output Command BOOL

Inp_l Input Interface - E300 raC_UDT_ItfAD_E300_Inp
Inf_Lookup Code / Description List Entry EaC_UDT_LookupMember_STRUUSZ[Z
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Input Data
Input Function/Description DataType
Inp_MotorFLA Motor full load current REAL
Enableln Enable Input - System Defined Parameter BOOL

. . Feedback Fail Delay Time in Miliseconds.
Cfg_FailDelayTime Default Value - 1000 DINT

Output Data
Output | Function/Description DataType
Val_PercentThermCapaci Thermal capacity used in percentage REAL
tyUsed
Val_OutputCurrent Device output current REAL
Val_MotorFLA Mator FLA Current (E300 only) REAL
Val_PercentFLA Motor % FLA Current (E300 only) REAL
Sts_Warnin Device warning status: 1= an active alarm or BOOL
- 9 warning exists
. Virtual device status: 1= Device is operating
Sts.Virtual as a 'virtual' device BOOL
Sts_Ready Device ready status: 1=ready to activate BOOL
power structure
Sts_Faulted Device faulted status: 1= an active fault BOOL
exists
Sts_Connected Device is connected to the Programmable BOOL
Contraoller
Bitwise device not ready' reason
0 = Reserved
1= Device not connected
Sts-bNotReady 2 = Device not available DINT
3 = Device Faulted
4 - 31 = Reserved
Sts_Available Ece);j/:ece is available for interaction with user  ggq
Sts_Active Device active status: 1= output power BOOL
structure is active
raC_Dvc_E300 Unique Parameter Name for auto - discovery | BOOL
EnableOut Enable OQutput - System Defined Parameter ~ BOOL
Data Types The following Power Discrete Common Control Interface tags are the primary

device program tags to read and write to when interfacing to power Discrete
devices. The value of using these tags in your specific application code is that
you may use a number of different power Discrete devices such as E300™
Electronic Overload Relays, SMC™-50 Soft Starters and ArmorStarts without
having to update your application device interface tags.

Refer to the Interfaces section for detailed information on interfaces. Refer to

the Using Power Device Objects with PlantPAx® or Using Power Device Objects
with Machine Builder Libraries for more information on interfacing with

other Rockwell Automation® application code libraries.
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For further information and examples on how to interface the power device
objects with your specific application code refer to the
“"How_To_Interface_with_Power_Device_Logix.mp4" video within the
Videos folder of the Power Device Library Download files.

raC_UDT_ItfAD_PwrDiscrete_Inf

Member Description Data Type
ModulePath Module CIP Path. STR0032

. Object extension is present in the controller.
bExtensionE nabled Bitwise representation: 0 = False, 1= True. DINT
bExtensionAlert Object extension alert/notification is present. DINT

Bitwise representation: 0 = False, 1= True.

raC_UDT_ItfAD_PwrDiscrete_Set

This is the Power Discrete Common Control Interface User-Defined Data Type
for device settings. Its members provide application program access to allow
or inhibit commands and settings from the device faceplate or other external
sources. The table below shows member names, descriptions, and tag data

types.

For example, to inhibit write commands from the device faceplate or other
external sources write a 1 to the ModuleName_AOI_CtlrSet.InhibitCmd
program tag from your application program. This would prevent a jog
command from the device faceplate. You may also set the speed for the device.

Member Description Data Type
binhibit Inhibits (Bit Overlay). DINT
InhibitCmd 1=Inhibit user Commands from external sources, 0 = Allow. BOOL
InhibitSet 1= Inhibit user Settings from external sources, 0 = Allow. BOOL
InhibitCfg 1=Inhibit user Configuration from external sources, 0 = Allow. BOOL

raC_UDT_ItfAD_ PwrDiscrete _Cmd

This is the Power Discrete Common Control Interface User-Defined Data Type
for device commands. Its members provide application program access to
common device commands.

Only write to these common command members to control the device. If you

write directly to the device’s output command tags directly unexpected device
operation could occur.
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For example, to start or activate the device write a 1 to the

ModuleName_AOI_CtlrCmd.Activate tag. Do not write to the
ModuleName:O.LogicCommand_Start tag. Although, you can write to the
uncommon command tags in the device’s output tag if a specific common
control interface tag does not exist.

Power Discrete Objects (raC_Dvc_E300, raC_Dvc_AS280E, raC_Dvc_AS281E, raC_Dvc_AS290E, raC_Dvc_AS291E, raC_Dvc_SMC50,

The table below shows member names, descriptions, and tag data types.

All the commands are available whether operating the device physically or
virtually. Virtual Operation allows you to test your application code without
activating the device’s physical outputs.

Member Description Data Type
bCmd Commands (Bit Overlay). DINT
Physical 1=Operate as Physical Device. BOOL
Virtual 1= Operate as Virtual Device. BOOL
ResetWarn 1= Reset device warning. BOOL
ResetFault 1=Reset device trip or fault. BOOL
Activate 1= Activate output power structure. BOOL
Deactivate 1= Deactivate output power structure. BOOL
CmdDir Command Direction: 0 = Forward, 1= Reverse. BOOL
Jog 1=Jog command. BOOL
Fast 1="Fast speed of a 2 speed device. BOOL
Slow 1=Slow Speed of a 2 speed device. BOOL

raC_UDT_ItfAD_PwrDiscrete_Sts

This is the Power Discrete Common Control Interface User-Defined Data Type
for device status. Its members provide application program access to device
states, status, and diagnostic data. The table below shows member names,
descriptions, and tag data types.

Input Description Data Type
Enumerated state value: 0 = Unused, 1= Initializing, 2 =

eState Disconnected, 3 = Disconnecting, 4 = Connecting, 5 = Idle, 6 = DINT
Configuring, 7 = Available.

FirstWarning First Warning. raC_UDT_Event

FirstFault First Fault. raC_UDT_Event
Enumerated command failure code. 0= No Command Failure, 1=

eCmdFail Virtual Command Fail, 2= Physical Command Fail, 3= Start DINT
Command Fail, 4= Stop Command Fail, 5= Fault Reset Command
Fail,6= Operator Start Command Fail.
Status (Bt Overlay). 0 = Connected, 1= Available, 2 = Warning, 3 =

bSts Faulted, 4 = Ready, 5 = Active. DINT

Physical 1=_Controlling physical device. BOOL

Virtual 1=_Controlling virtual device. BOOL

Connected 1="PAC to device connection has been established. BOOL

Available 1=The device is available for interaction with the user program. | BOOL

Warning 1=Awarning is active on the device. BOOL

Faulted 1= Afault is active on the device. BOOL
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Input Description Data Type
Ready 1=Device is ready to be activated. BOOL
Active 1= Device power structure is active. BOOL
CmdDir Command direction: 0 = Forward, 1= Reverse. BOOL
ActDir Actual direction: 0 = Forward, 1= Reverse. BOOL
Cmdspd Command speed: 0 = Slow, 1= Fast BOOL

Fast Fast speed selected (2-speed device) BOOL

Slow Slow speed selected (2-speed device) BOOL
raC_UDT_Event

An array of size 4 is to be used to log the FirstWarning and FirstFault capture.
The data should be FIFO order. The same should be displayed on the Faceplate.

Member Description Data Type
Type Event type: 1= Status, 2 = Warning, 3 = Fault, 4...n = User. DINT
ID User definable event ID. DINT

User definable category
Category (Electrical,Mechanical Materials, Utility etc.). DINT
Action User definable event action code. DINT
Value User definable event value or fault code. DINT
Message Event message text. STRING
EventTime_L Timestamp (Date/Time format). LINT
EventTime_D Timestamp (Y,M,D,h,m,s,us). DINT[7]
raC_UDT_LookupMember_STR0082
Member Description Data Type
Code Code DINT
Desc Code Description STRING
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Fully configured device on a rung is provided below for reference. The first
rung is required and the others are optional. This example includes the device
and extensions objects for a E300 (raC_Dvc_E300).

Programming Example

Note that this programming example is the same code that is imported when
either importing the supplied rung .LsX files or when using Application Code

Manager or the Studio 5000® Import Library Objects wizard plug-in.

abed 3T ab.. v ey

raC_LD Dwe E300
Input Interface

COoP

Source Mod_raC_LD_Dwc E300:0
Dest raC_LD_Dnc_E300_Inp
Length 1

raC_Dwc E300
raC_Dwe_E300
Ref_Module
Ref_Ctrl_Inf
Ref_Cirl_Set
Ref_Cirl_Cmd
Ref_Cirl_Sts
Inpa_l
Inpa_hctorFLA

Inf_Lookup

E300 - Overload
Relay

raC_LD_Dwe_E300
Mod_raC_LD_Dwe_E300
rac_LD_Dwe_E300_Ctriinf
rac_LD_Dwo E300_CtrlSet
raC_LD_Dwe E300_CHlCmed
ral_LD_Dwc_E300_CiriSts
raC_LD_Dwe_E300_Ingp
Mod_raC_LD_Dwe ES000C.FLAT
S04
ral_[rvo_E300_InfTable

Cut_LogicCommand_Fun_Fwe Mod_raC LD Dvc_ E300:0 LogicDefinedPtO0Dsata
Cut_LogicCommand_Run_Rey  Mod_raC_LD_Dwe E300:0 LogicDefinedPtO] Data

Out_LogicCommand_ResetFault
Wal_OutputCurrent

Wal_PercertThermCapacityllsed
Stz hMotResady

raic_Opr_E300_Eneroy
ral_Opr_E300_Energy

Mod_raC_LD_Dve E300:0 TripReset
0.0 4
0.0 4

2#0000_0000_0000_0000_0000_0000_0000_0110 4

E300 Eneroy

raC_LD_Dwe_E300_Energy

Ref_hzy_GetAHS_DstDINT raC_Dwe_E300_Energy_hsgl

Ref_mzgData_DIMNT

raC_Dwe_E300_Energy_MsgDatal

Fef_Mzg_Gettts DstResl raC_Dwe_E300_Energy_Msg2

Ref_MzgData_RESL
Ref_MzgCtriResource
Ref_Ctrl_Inf
Iripa_Crl_Sts
Out_EnergyBase

ralC_Dwo_E300_Energy_MsgData?
ra_Dweo_E300_Energy_MsgCtrl

raC_LD_Dwe_E300_Ctrlint

raC_LD_Dwe E300_CriSts
raC_LD_Dwe_E300_EnergyBase

Out_EnergyElectical  raC_LD_Dwe_E300_EnergyElectrical

Set_Samplelnterval
cmid_ResstOdometers
Sts_DatadcguistionDuration

3004
O
104

E300 State Monitor

ralC_Tec_PwiDiscreteStatetonitor
ral_Tec_PwiDizcrete=. . raC_LD_Dwc_E300_Statebon

Ref_Ctrl_Inf raC_LD_DCwe E300_Ctrlint

I _Ctrl_Set raC_LD_Dwe_E300_CirlSet

Inp_Ctrl_St= raC_LD_Dwe_E300_CirlSts

Inp_ImhibitC g raC_LD_Dve_E300_Inhibitcfg
Ot

Yal_Activations 44

1144444452003 4=
1.144444452-0035 4=

“al_CurfctiveHrs
“al_MaxActiveHrs

Yal_TotActiveHrs 004
Yal_Disconnections 124
“Wal_CurConnectedHrs 192 45734 4
Yal_MaxConnectedHrs 244 94667 4
Yal_TotConnectedHrs 437 .4 4m

The device (ie: E300) must also be configured with the correct device

definition. Note that this configuration is completed automatically when using
Application Code Manager or the Studio 5000® Import Library Objects wizard
plug-in. For details on setting up the device, refer to the Device Definition
section.
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Graphic Symbols Graphic Symbols are used as launch buttons within HMI applications to open
up faceplate displays. Alternatively, faceplates may also be launch from related
instructions such as the navigate to device faceplate buttons in the Process
Library PMTR faceplate or the Machine Builder Library raM_Dvc_Motor_Disc
faceplate.

All icons display the following information:

« - Device label (Tag.@Description or custom label entered in parameter
#104)

« -Motor % FLA

« - Connection Fault/Virtual Indication

« - Device Warning/Fault Indication

« - Device not ready indication

« - Device Active (running)/Inactive (stopped) indication

See Launch Buttons for more general information on launch button
diagnostics and usage.

FactoryTalk® View ME/SE Graphic Symbols

Graphic Symbol Name Graphic Symbol Description Global Object Parameter Values
Faceplate navigation button with string
tag label.
GOLaunchFP : This launch button graphic object allows
Device Label the user to navigate to the device object
faceplate.
E300 -
Overload Relay Use with E300 Overload Relays
60_LaunchE300_TagString - ]

Motor % FLA Shown as live value. #102: Backing Tag

(e.g. {=[PACIProgram::Program._InstanceName})
20%F2
#104: Custom button label. Leave blank to use
Tag.@Description
#120: Display's left position (e.g. 100, optional)
ShiCED )
Use with SMC-50, SMC-Flex Soft Starters | #121: Display's top position (e.g. 100, optional)
60_LaunchSMC50_TagString
Motor % FLA Shown as live value
0.0 = FLe
A52I0E Use with ArmorStart 280E/281E/ 290 /291E
G0_LaunchArmorStartDisc_TagStri - 1 Discrete Starters
ng anm
Motor % FLA Shown as live value
0.0 % FLa
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Studio 5000 View Designer® Graphic Symbols

All Studio 5000 View Designer® graphic symbols must be configured with an
Event to open up the appropriate Popup screen. Select the graphic symbol and
in the Properties window navigate to the Events tab. Assign a Button Behavior
event to Open popup on release. Assign the required Popup screen (e.g. User-
Defined Screens\raC_Dvc_E300_FP). The required Property Configurations are
found in the following table where you may assign the AOI_Tag to the object’s
Add-On Instruction tag.

ey . | F
Properties | Animations | Events
% Touch Press X
Open Popup: X
| User-Defined Screens\ralC_Dwe PF525_FP - A
Property Cenfiguration:
A0 Tag &4 sPAC
WMainProgram._InstanceMame
InitialTab 3 1
Graphic Symbol Name Graphic Symbol Description Property Configuration
Faceplate navigation button with string tag label. Use
Launch Properties > General > Text to modify the button label

. Launch Faceplate |

text.

60_LaunchE300_TagString

E300 -
Cwverload Relay

Use with E300 Overload Relays

Motor % FLA Shown as live value.

AOI_Tag: Object's Add-On Instruction
Tag

2.0 %FLa
ShCaD
Use with SMC-50, SMC-Flex Soft Starters
G0_LaunchSMC50_TagString

Motor % FLA Shown as live value

0.0 = FLa

AS2IE Use with ArmorStart 280E/281E/290E/291E Discrete
60_LaunchArmorStartDisc_TagString - ”,' Starters
omm
Motor % FLA Shown as live value
0.0 rLe

n8
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FactoryTalk® Optix Graphic Symbols

Graphic Symbols are used as launch buttons within HMI applications to open
up faceplate displays. All graphical symbols for Power Devices display the
following information:

« - Device label (Tag.@Description or custom label )

+ -Motor % FLA

« - Connection Fault/Virtual Indication

« - Device Warning/Fault Indication

« - Device not ready indication

« - Device Active (running)/Inactive (stopped) indication

See Basic Launch Button Attributes section for more general information on
launch button diagnostics and usage.

Once the Objects have been imported into the FactoryTalk® Optix Studio
project, you can begin using them in your application. To add a new Launch
Button to a Main window, navigate to raC_3_xx_raC_Dvc_ObjectName_UI >
Graphic Symbols > raC_3_xx_raC_Dvc_ObjectName_GS_NavText Button to
insert a navigation launch button with a text label.

i Projectview « > = 4+ @ =1 Maxivrgow (ype)
Q, Search... Base controls y |
e Zoa : ) e Y
~ o8 Power_ApplicationExample Containers 3
~ = u Contents 3
B, DefaultStyleSheet Data controls )
¢ NativePresentationEngine Drawings 3
raC_Dve_K5100 )
Edit with Ul editor
It Screens raC_Dvc_E300 3
New b
~ [ Styleshe raC_Dvc_SMC50 3
Copy
Be I1SASt raC_Dvc_AS290E 3 GraphicSymbols » 3] AS290E Text Button
Paste
P Brac 30 , Ax Native presentation engine <PrivateElements>= » [3] AS290E Graphical Button
Delete
= raSDK1. ¢ Web presentation engine
Rename
= raSDK1. B Style sheet
Copy path to node
[ rasDK1. B Ul Session

Show References

After placing the graphic symbol on a UI panel, link the “Ref_Tag” property to
the targeted Asset under Asset tag.

Text label shown on button can be configured using “cfg_Label” property, If it

is not configured then description of the asset will be shown on the button
face.
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QEoo/ ¥ o®n o

i Properties E Az 4+ @ 0O
Name TextButton1 (AS290E Text Button)

Type AS290E TextButton =
Cfg_CloseCurrentDisplay False
Cfg_DisplayType Faceplate
= | o % /
Cddd 0 Cfg_Label o
(] u} o — Appearance I
/ Basic Advanced Ul » MainWindow » AS290E Text Button » Ref_Tag
o Q, DvC AS290E e e oV
b U Attribute ()
~ = commDrivers | -

~ & RAEtherNet_IPDriver1
~ [#] RAEtherNet_IPStation1
~ [ Tags
» [m Controller Tags
+ [ Program:Program
» 2 Dvc_AS290E 4
» s Dvc_AS290E_CtriCmd
& Dvc_AS290E_Ctrlinf
£, DVe_AS290E_Ctriset
2 Dvc_AS290E_CtriSts
tag Dvc_AS290E_InhibitCfg
2 Dvc_AS290E_Inp_| o

A nu~ AS2QNE IR N
Cancel Select

Fr v w v w w

This is the only step needed to link the UI to the asset data model. For more
information on graphic symbols, refer to the Graphic Symbols section of the
Power Discrete device type in this manual.
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Graphic Symbol Name Graphic Symbol Description Property Configuration
. @ - .
raC_3_xx_raC_Dvc_Devicename_GS_Na Faceplate navigation button. Use Cfg_Label Variable to
vText Dvc AS290E > modify the button label text.
<) o
Dree B0 Cfg_CloseCl Display: S T
o : g-CloseCurrentDisplay: Set to ‘True’
raC_3_xx_raC_Dvc_Devicename_GS_Na |- ® Use with E300 Overload Relays to close the previously open display
vGraphical - Motor % FLA Shown as live value. when launching the object faceplate
® Cfg_DisplayType: Faceplate to be
0.0 opened on button click. This should
L not be modified.
Ref_Tag: Object’s Add-On Instruction
Dvc_SMC50 eg
= . Cfg_Label: Text label shown on the
raC_3_xx_raC_Dvc_ngicename_GS_Na j Use with SMC-50, SMC-Flex Soft Starters button face
veraphical o Motor % FLA Shown as live value
0.0
Dvc_AS290E ) .
e Use with ArmorStart 280E/281E/290E/291E Discrete
raC_3_xx_raC_Dvc_Devicename_GS_Na o | == Starters
vGraphical cuw
| Y Motor % FLA Shown as live value
- M)
0.0
Graphic Symbol Button Configuration Variables
Variable Name Description Default Value
Cfg_CloseCurrentDisplay Set to True' to close the previously open display when launching the object faceplate False
Cfg_DisplayType Faceplate to be opened on button click. This should not be modified. Faceplate

Ref_Tag

Link to instance of desired target Asset model found in Model > Asset folder.

N/A - User must configure

Cfg_Label

Text label shown on the button face. Defaults to the description of the asset but users may

replace in instances with other desired text.

..IRef_Tag@Description

Rockwell Automation Publication DEVICE-RM100D-EN-P - May 2024

121



Chapter 6 Power Discrete Objects (raC_Dvc_E300, raC_Dvc_AS280E, raC_Dvc_AS281E, raC_Dvc_AS290E, raC_Dvc_AS291E, raC_Dvc_SMC50,

Faceplates

122

There are basic faceplate attributes that are common across all instructions.
See Basic Faceplate Attributes on page 28.

The Home tab is the main tab of the faceplate. It contains small trends called
sparklines and ajog control object. Note that the SMC™-50 Home tab is slightly
different from the E300 and ArmorStart® 2xoE/2x1E faceplates.

On the top left is a Forward speed indicator that is a multi-state indicator and
changes text based on the device state. Other text for state changes includes,
“Reverse”, “Zero Speed”, and “Off”. The current, thermal capacity used and
average input voltage (SMC™-50 only) numeric displays are read-only. There
are spark lines for % FLA, % Thermal Capacity Used, and Average Input Voltage
(SMC™-50 only). There are two command buttons for Jog Forward and Jog
Reverse. The SMC™-50 also has a speed setpoint which can be modified from
the faceplate.
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E300 Electronic Overload Relay X

: 4@—.- Ready

2 J Forward

Current Thermal Capacity Used
0.9 Amps 25.0 %TCU

3
. 177.6 %FLA

FLA TRIP

4 I

SMC50
1 ‘ﬁ—’ Bm Ready
r — i or
. Current FLA ’
° Jog setpojnt
3 10.0 Amps 2R
0.0 =%ra

10.0 %

Thermal Capacity Used L ,

0.0 w%tcu {l IP

Average Input Voltage 4

101.2 %

Item Description

Banner

Device Action Forward/Reverse/Off

Device values: current, % FLA, Thermal Capacity Used
Jog reverse

Jog forward

%FLA sparkline trend

Thermal Capacity Used %TCU sparkline trend

Average Input Voltage % sparkline trend (SMC™-50 only)
Jog speed setpoint (SMC™-50 only)

—_

OVl |o| SN (N
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1/0 Tab

The I/O tab is available on the E300, AS280E, AS281E, AS290E, and AS291E
devices only. This tab shows the status of Inputs 0-5 and Outputs 0-2. LED
shows no color when they are in the OFF position and shows blue when they
are in the ON position.

E300 Electronic Overload Relay x

. B Ready
_)I_) Inputs Qutputs
. 0 0

1 1
H . :
B -

Trend Tab

Trends display values over time, often used to compare similar or related
values and to allow operators to predict future states to make control action
decisions. Two trends are displayed - Current and Thermal Capacity used. The
SMC™-50 device also has a trend for Average Input Voltage.

E300 Electronic Overload Relay ><

. B Ready
= Current 0.0 (%FLA)
100

L 50

3:36:35 PM 5:36:59 53723 53747 53eNM 5:38:35 PM

= Thermal Capacity Used 13.0(%)
100

50

5:36:35 PM 5:36:59 53723 53747 5:38:1 5:38:35 PM
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Configure Tab

The Configure tab contains configuration elements that a maintenance
technician would need to troubleshoot and adjust for an object on another tab,
i.e., numeric inputs to adjust trend min and max values.

|i Trend Limits
&
I

Current/Thermal Capacity Used  Average Input Voltage

Minimum = 0.00 Minimum @ 0.00
7

Maximum = 0.00 Maximum = 0.00
Diagnostics Tab

The device diagnostics tab includes a list of information available in the drive
for troubleshooting. This tab is available on E300 and SMCs0 devices only. The
amount and type of diagnostics included is dependent on the specific device
model. These diagnostics may include drive start inhibits and drive status.

22 raC_Dvc_E300 Device Object and Extensions implermentation - E300 ==

{‘.D B Ready Wirtual

-)l Device Configuration
>

3 raC_Duc_SMC50 Device Ohject and Extensions implementation - SMC50 ==

ﬁ B Ready Wirtual

f/ Device Status
@ Contral Power Ok
External Bypass Connect Enabled
Option 1 Input Active

_J\{_. Qption 2 Input Active

Fhase Order is Active

Devicelagix enabled
ld Emergency Start enabled

External Ground Fault Sensing enabled
_J\{_. Feedabck Timeout enabled

Ground Fault Current enabled

| Intenal Ground Fault Sensing installed | 3 - Phase is Walid
= Local Operator Station installed & Start/isolation Contactor Enabled
g PTCTem .
perature Sensing installed
i o

Woltage Sensing capability installed

(HEE )
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Diagnostic Type E300 SMC50 SMCFlex AS280E AS281E AS290E AS291E
DevicelLogix Device Yes
Enabled Configuration
Emergency Start | Device Yes
enabled Configuration
External Ground :
p Device
Fault Sensing : . Yes
enabled Configuration
Feedback Device Yes
Timeout Enabled |Configuration
Ground Fault Device Yes
Current Enabled |Configuration
Internal Ground .
h Device
Fault S : . Y
ir?sutalleednsmq Configuration es
Local Operator | Device Yes
Station installed | Configuration
PTC Temperature | Device Yes
Sensing installed | Configuration
Voltage Sensing Devi
bt A |
fnas[ignéhy Configuration es
Module 1- Input
0/01/2/% npu Inputs/Outputs | Yes
[r]'llo]dule 1- Output Inputs/Outputs | Yes
Module 2- Input
U/O] /g /% npu Inputs/Qutputs | Yes
Ello]dule 2- Output Inputs/Outputs | Yes
Module 3- Input
0/01/121/93 npu Inputs/Qutputs | Yes
E’I/rJ]duIe $- Output Inputs/Outputs | Yes
Module 4- Input
0/01%/% npu Inputs/Qutputs | Yes
g/o]dule & Output Inputs/Outputs | Yes
DeviceLogix - .
QOutput Status Bﬁ\t"fﬁ Ié?(?tll)js Yes
P00 - Pt5 P
Control Power OK | Device Status Yes Yes
External Bypass -
Connect Enabled Device Status Yes Yes
Option 1nput -
Active Device Status Yes Yes
Option 2 Input .
Active Device Status Yes Yes
Phase Order is -
Active Device Status Yes Yes
3-Phase is valid | Device Status Yes Yes
Start/Isolation
Contactor Device Status Yes Yes
Enabled
Note: additional diagnostics for the PF755T are available through the
Predictive Maintenance Extension object.
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Fault Warning Tab

The Fault Warning tab displays information for up to four faults for the device.
The fault table displays the Severity level (Fault, Warning or Active Fault), time
(and date) and a description of the fault.

Note, only row 1 will display the “Active Fault” in the severity column if there is
a current active fault, else it will display the last fault. Rows 2-4 only display
past faults and warnings, not an active fault.

E300 Electronic Overload Relay ><

L B Not Ready Motor Current Overload

Severity Time | Description

2
Active | 2021-08-11 . <
Mot t overload diti
3 n Fault 17:02:00 otor current overload condition
2021-08-11 B
Fault 16:17-36 Motor current overload condition
Warming 1996-01-02 Line to Line Under-Voltage condition detected
06:45:13
: 1998-01-02 )
Warnin Number of start warnin ;
91 055738 g ]
4 5 |
Item Description
1 Banner

Last fault is in first row and show in bold if active
Yellow border visible when a fault is active

Fault severity

Fault event time

4 most recent fault/warning event messages

|| | NN

Click on any row in the fault table to view fault details. The details window
provides a more detailed description and possible action steps to remedy
condition.
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E300 Electronic Overload Relay

. Bl Not Ready Motor Current Overload cj

- 2021-08-11 17:02:00

| | Description / Action

. Motor current overload condition

1. Check & correct source of overload (load, mechanical transmission
components, motor bearings).

2. Set parameter values to match the motor and application
requirements.”

Extension Tab

The Extension tab provides a navigation button to open Extension faceplates.
Extension faceplates are optional and may include:

« State Monitor Extension
«  Energy Extension
« Predictive Maintenance Extension

E300 Electronic Overload Relay ><

. B Ready
. State Monitor Energy

57"—"

Note that extensions are currently only available in FactoryTalk® View Studio
and are not supported in Studio 5000 View Designer®.

For complete details on extensions, refer to the related sections of this manual:

« State Monitor Extension
«  Energy Extension
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« Predictive Maintenance Extension
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Extensions will be enabled through the device object's Information interface.
The interface contains a DINT member entitled ExtensionEnabled. Each bit of
ExtensionEnabled represents an extension location, thus a device object can

theoretically support 32 extensions.

Currently, extension names are reserved for the following locations:

Extension Name Location Tag Suffix
State Monitor Bit 0 | StateMon
Energy Bit 1 | Energy
Predictive Maintenance Bit 2 | PredMaint
Reserved Bits3-31
b _InstanceMName_Ctrlinf.ModulePath '§01503512S0E10... {-} STRO032 Device Interface - Power Discrete Module CIP Path
4 _InstanceMame_Ctrlinf.ExtensionEnabled 2 Decimal DINT Device Interface - Power Discrete Object extension is present in the controller
_InstanceMame_CtrlInf.ExtensionEnabled 0 1 Decimal BOOL Device Interface - Power Discrete Object extension is present in the controller
_InstanceMame_Ctrlnf.ExtensionEnabled.1 1 Decimal BOOL Device Interface - Power Discrete Object extension is present in the controller
_InstanceMame_Ctrlinf.ExtensionEnabled.2 o Decimal BOOL Device Interface - Power Discrete Object extension is present in the controller
_InstanceMame_CtrlInf.ExtensionEnabled.3 ] Decimal BOOL Device Interface - Power Discrete Object extension is present in the controller
_InstanceMame_CtrlInf.ExtensionEnabled 4 0 Decimal BOOL Device Interface - Power Discrete Object extension is present in the controller
_InstanceMame_CtrlInf.ExtensionEnabled.5 0 Decimal BOOL Device Interface - Power Discrete Object extension is present in the controller
_InstanceMame_Ctrlinf.ExtensionEnabled .6 o Decimal BOOL Device Interface - Power Discrete Object extension is present in the controller
Extension Objects Energy Extension

Energy extension faceplates are available for compatible objects. Refer to the

raC_Opr_xxx_Ener

Resource Type

. Capabilities
Real Energy

Consumed
Generated
Net

Transfer Rate

E300 Electronic Overload Relay_Energy

ﬁ Bl Metering

Electrical

Measured

4304.818
0.000
4304.818
0.000

(Hz)

State Monitor Extension

section of this manual for more information.

X

State Monitor extension faceplates are available for all objects. Refer to the
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State Monitor >< State Monitor X
ﬁ Device Output Power Structure ﬁ Device Connection
Current active time Current connection time
0.0 Hours 0.3 Hours

Maximum continuous connection time
0.3 Hours

Maximum continuous active time
0.0 Hours

Total accumulated connected time
0.2 Hours

Total accumulated active time
0.0 Hours

Total number of device disconnections
1

Total number of device activations
0

(HEZ ) (Em >

App“cation Code "anager All Power Discrete device objects have similar configuration parameters in
Application Code Manager. The following section defines the common
parameters. “xxxxx” is used in place of the specific device name (e.g. E300).

Refer to the section Using Application Code Manager for complete details.

Definition Object: raC_Dvc_xxxxx

This object contains the AOI definition and used as linked library to
implement object. This gives flexibility to choose to instantiate only definition
and create custom implement code. User may also create their own implement
library and link with this definition library object.

Parameter Name Default Value Instance Name  Definition Description

Determine the interface datatype of the object.
Note: if using with the Pracess object library, select
PreDefinedDatatype.

ObjectinterfaceDatatype UserDefinedDatatype PreDefinedDatatype selection can be used with L8 or 5069
controllers in V33 and later.
UserDefinedDatatype selection can used in any application that
does not utilize the Process abject library.
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Parameter Name

RoutineName

TagName

TagDescription

TagScope

Power Discrete Objects (raC_Dvc_E300, raC_Dvc_AS280E, raC_Dvc_AS281E, raC_Dvc_AS290E, raC_Dvc_AS291E, raC_Dvc_SMC50,

Implementation Object: raC_LD_Dvc_xxxxx

Default Value Instance Name
{ObjectName} {RoutineName}
{ObjectName} {TagName}
{ObjectDescription} {TagDescription}
Program

ObjectinterfaceDatatype UserDefinedDatatype

ModuleName

ModuleType

MotorFLA

IncludeHW

IPAddress

ParentModule

ChassisName
IncludeEnergy

IncludeStateMonitor

EnergyMsgTag

Mod_{ObjectName} {ModuleName}

Device Dependent

10

192.168.1.1

Local

{ParentModule}
0
0

raC_Dvc_xxxxx_Energy_Msg {EnergyMsgTag}
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Definition

Routine

Backing Tag

Input Parameter

Input Parameter

Input Parameter

Input Parameter

Input Parameter

Input Parameter

Input Parameter

Description

Enter Routine name. Routine will be created and Object
implement rung(s) inserted.

A JSR will be inserted in MainRoutine.

If routine name already exists, then object will be inserted into
existing routine.

By default, parameter is set to Object Name.

Enter the backing tag of the main AQL.
This will serve as the base tag name for other tags in this object
that are derived from the base.

Tag Description of the main AOI backing tag

Tags will be created at the assigned scope

Determine the interface datatype of the object.

Note: if using with the Process object library, select
PreDefinedDatatype.

PreDefinedDatatype selection can be used with L8 or 5069
controllers in V33 and later. UserDefinedDatatype selection can
used in any application that does not utilize the Process object
library.

Enter the Module Name. This is the name for the module that
appears in the Controller Organizer tree.

Select hardware module type. e.g. ECM_ETR. See Module Options
for full details.

Applicable to ArmorStart® 280E/281E only. Enter motor full load
amps

Allow ACM to create the Hardware Module.
If the module already exists in the Controller Organizer, select
False or existing module properties will be overwritten.

Enter a valid network address for the hardware module. It must
be of form X.X.X.X

Select the Parent Module.

This represents the name of the communication adapter this
module will communicate through. If connecting to a non-library
object module, enter the name of the module only. If the module
is connected directly to the controller ethernet port, enter
"Local".

Note: entering non-library object modules will result in the
parameter displaying a red X. This will still generate praperly as
long as the entered name exists in the project.

Warning removal
Include the energy extension object

Include the State Monitor extension object

Enter Tag name for Msg Services. This tag should be unique for
Msg Service class. Multiple objects can share the tag.
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Parameter Name

EnergyMsqCtrl

EnergyMsgData

SymbolStyle

SEAssocDisplay

MEAssocDisplay

Link Name

132

Default Value Instance Name  Definition
{?IC_Dvc_xxxxx_Energy_MSqC {EnergyMsgCtrl}
;z:g_Dvc_xxxxx_Energy_MSgD {EnergyMsgData}
Icon
HMI Display
HMI Display
Module Options

Power Discrete Objects (raC_Dvc_E300, raC_Dvc_AS280E, raC_Dvc_AS281E, raC_Dvc_AS290E, raC_Dvc_AS291E, raC_Dvc_SMC50,

Description

Message Services Control Tag. This tag provides the control
interface for the messaging services. This should be unique per
class. Multiple objects can share the tag.

Data tag for Messaging Services. This tag should be unique per
class. Multiple objects can share the tag.

HMI launch button symbol style. Icon/Text

FactoryTalk View SE Display reference. Launch button will be
generated on this display.

FactoryTalk View ME Display reference. Launch button will be
generated on this display.

A detailed list of available DriveRatings and ModuleTypes is below:

Device

ModuleType Options

raC_Dvc_AS280E

280E-F12Z-10A
280E-F122-10B
280E-F12Z-10C
280E-F23Z-25D

raC_Dvc_AS281E

281E-F12S-10A
281E-F12S-10B
281E-F12S-10C
281E-F12Z-10A
281E-F12Z-10B
281E-F12Z-10C
281E-F23S-25D
281E-F232-25D

290E-FAP
290E-FAZ
290E-FBP
290E-FBZ

raC_Dvc_AS290E

291E-FAP
291E-FAZ
291E-FBP
291E-FBZ

raC_Dvc_AS291E

raC_Dvc_E300 ECM-ETR

SMC50-E

raC_Dvc_SMC50

SMC50-ER
SMC50-MV-E
SMC50-MV-ER
SMC50-MVSS-E
SMC50-MVSS-ER

SMCFlex-E
raC_Dvc_SMCFlex SMCFlex-ER
SMC Dialog Plus
Linked Libraries
Catalog Number Revision Solution Category
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raC_Dve_xxxxx

raC_Opr_xxxxx_Energy

raC_Tec_PwrDiscreteStateMonitor

HMI Content

Launch Button

Output Interface

raC_Itf_PowerDiscrete

Member Name
PrgName
TagName
ModuleName

TagScope

Name
V3_raC_Dvc_Global
V3_raC_Dvc_Global
V3_raC_Dvc_Global
V3_raC_Dvc_Global
V3_raC_Dve_xxxxx

V3_raC_Dve_xxxxx

raC_Dvc_xxxxx 3
raC_Opr_xxxxx_Energy 3
raC_Tec_PwrDiscreteStateMonitor 3

Configured HMI Content

Instance Name

{ObjectName}_G0_LaunchFP

Description

Output Interface
Linked Library Revision
- 10
raC_Itf_PowerDiscrete
Description
Program Name
Tag Name
Module Name
Tag Scope
Attachments
Description File Name
- (raC-3-SE) Graphic Symbols - Power
Graphic Symbols SE Device.ggfx ,
Graphic Symbols ME (raC-5-Mt) Graphic Symbols - Power
Device.ggfx
Toolbox SE (raC-3-SE) Toolbox - Power Device.ggfx
Toolbox ME (raC-3-ME) Toolbox - Power Device.ggfx
Faceplate SE (raC-3_xx-SE) raC_Dvc_xxxxx-Faceplate.gfx
Faceplate ME (raC-3_xx-ME) raC_Dvc_xxxxx-Faceplate.gfx

V3_raC_Dvc_PowerDiscrete View Designer

V3_Power_Manual

V3_Power_Images

Reference Manual

HMI Image Set

(raC-3_xx-VD) raC_Dvc_PowerDiscrete.vpd
DEVICE-RM100x-EN-P.pdf

Power_Images.zip

Power Discrete Objects (raC_Dvc_E300, raC_Dvc_AS280E, raC_Dvc_AS281E, raC_Dvc_AS290E, raC_Dvc_AS291E, raC_Dvc_SMC50,

(RA-LIB) Device PowerDiscrete

(RA-LIB) Device PowerDiscrete

(RA-LIB) Device PowerDiscrete

Global Object configured callout instance

Extraction Path
{ProjectName}\Visualization\FTViewSE\GlobalObjects
{ProjectName}\Visualization\FTViewME\GlobalObjects
{ProjectName}\Visualization\FTViewSE\GlobalObjects
{ProjectName}\Visualization\FTViewME\GlobalObjects
{ProjectName}\Visualization\F TViewSE\Displays
{ProjectName}\Visualization\FTViewME\Displays
{ProjectName}\Visualization\ViewDesigner

{ProjectName}\Documentation

{ProjectName}\Visualization\Images
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Power Velocity Objects (raC_Dvc_PFxxx,
raC_Dvc_AS2x4E, raC_Dvc_APF35)

Overview The Power Velocity device objects are a group of objects that include
PowerFlex® (raC_Dvc_PFxxx), Armor PowerFlex® (raC_Dvc_APF35), and
ArmorStart® variable speed drives (raC_Dvc_AS2x4E). In addition to the base
device objects, several extension objects are provided which provide additional
information as an option.
In the Library there is a folder named Videos which contains many How-To and
Q Operational Overview Videos which walk step-by-step through each process. You
can refer to the following videos for this section:
“Operational_Overview_of_AS_VFD_Faceplates_in_FTViewME_SE”
“Operational _Overview_of_AS_VFD_Faceplates_in_ViewDesigner”
“Operational_Overview_of _PF_Faceplates_in_FTViewME_SE”
“Operational_Overview_of _PF_Faceplates_in_ViewDesigner”
Supported devices include:
Device Object Name State Monitor Extension |Energy Monitor Extension Predictive Maintenance Extension
AS284E raC_Dvc_AS284E Yes
AS294E raC_Dvc_AS294E Yes
APF35 raC_Dvc_APF35 Yes
PowerFlex® 525/523"| raC_Dvc_PF525 Yes Yes
PowerFlex® 753 raC_Dvc_PF53 Yes
PowerFlex® 755 raC_Dvc_PF755 Yes Yes
PowerFlex® 755T raC_Dvc_PF755T Yes Yes
PowerFlex® 6000T | raC_Dvc_PF6000T Yes
PowerFlex® 7000 raC_Dvc_PF7000 Yes

Functional Description

[1] The raC_Dvc_PF525 object can also be used with a PowerFlex® 523 device which has a 25-COMM-E2P communications adapter
installed.

The PowerFlex® 755, 753, 525, 755T, 6000T, 7000, Armor PowerFlex® 35,
ArmorStart® 284E and 294E pre-configured Device Objects:
« Collect, Process and Deliver Data between Smart Devices and
Application Logic
«  Provide Device Status & Diagnostics Faceplates for Machine Startup,
Commissioning, Operations, and Maintenance

« Include Common HMI Faceplate Components, Device States, and
Control Interfaces providing Application Development and Operation
Efficiency
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Power Velocity Objects (raC_Dvc_PFxxx, raC_Dvc_AS2x4E, raC_Dvc_APF35)

Required Files

All these features provide quick feedback, shorten recovery time, and simplify

implementation.

Device Objects include Add-On Instructions (AOILs) and HMI faceplates. The
revision number (e.g. 3.01) used in filenames can change as new revisions are

created.

Controller Files

Add-On Instructions are reusable code objects that contain encapsulated logic
that can streamline implementing your system. This lets you create your own
instruction set for programming logic as a supplement to the instruction set
provided natively in the ControlLogix® firmware. An Add-On Instruction is
defined once in each controller project, and can be instantiated multiple times
in your application code as needed.

The Add-On Instruction must be imported into the controller project to be
used in the controller configuration. These can be imported as Add-On
Instruction files, or as part of the Rung Import or Import Library Objects

wizard.

Instructions that are supported by PlantPAx® 5.xx are supplied with two
versions of the same instruction. Version 3.xx instructions are for use with
standard applications while version 10.xx instructions are for use with
PlantPAx® 5.xx applications. These alternate PlantPAx® supported versions use
pre-defined data types which are available exclusively in 5x80 series Logix
5000 controllers with firmware v33 or greater. Refer to section Using Power
Device Objects with PlantPAx® for more information.

All Add-On Instruction and Rung Import files can be found in the /Studio 5000
Logix Designer Files - LsX/Standard Files/ and /Studio 5000 Logix Designer Files -
L5X/5x80v33 Files - Use with PlantPAx® 5.x/ folders in the library. Choose the /
5x80v33 Files - Use with PlantPAx® 5.x/ Folder for PlantPAx® 5.x applications;
otherwise choose the /Standard Files/ folder.

Device/ltem Application Add-On Instruction Rung Import

ASOBLE Standard raC_Dvc_AS284E_3.03_AO0I.LbX raC_Dvc_AS284E_3.03_RUNG.L5X
PlantPAx®vb.xx  [raC_Dvc_AS284E_10.04_A0I_5x80v33.L5X raC_Dvc_AS284E_10.04_RUNG_5x80v33.L5X

ASOULE Standard raC_Dvc_AS294E_3.03_A0I.L5X raC_Dvc_AS294E_3.03_RUNG.LEX
PlantPAx® v5.xx raC_Dvc_AS294E_10.04_A0I_bx80v33.L5X raC_Dvc_AS294E_10.04_RUNG_5x80v33.L5X
Standard raC_Dvc_APF35_3.03_A0I.L6X raC_Dvc_APF35_3.03_RUNG.L5X

Armor PowerFlex® 35
PlantPAx® v5.xx raC_Dvc_APF35_10.04_A0I_5x80v33.L5X raC_Dvc_APF35_10.04_RUNG_5x80v33.L5X

PowerFlex® 575 Standard raC_Dvc_PF525_3.03_A01.L5X raC_Dvc_PF525_3.03_RUNG.L5X
PlantPAx®vb.xx  [raC_Dvc_PF525.10.04_A01_5x80v33.L5X raC_Dvc_PF525_10.04_RUNG_5x80v33.L5X

PowerFlex® 753 Standard raC_Dvc_PF753_3.03_A0I.L5X raC_Dvc_PF753_3.03_RUNG.L5X
PlantPAx® v5.xx raC_Dvc_PF753_10.04_A0I_5x80v33.L5X raC_Dvc_PF753_10.04_RUNG_5x80v33.L5X
Standard raC_Dvc_PF755_3.03_A0I.LbX raC_Dvc_PF755_3.03_RUNG.L5X

PowerFlex® 755
PlantPAx® v5.xx raC_Dvc_PF755_10.04_A0I_5x80v33.L5X raC_Dvc_PF755_10.04_RUNG_5x80v33.L5X
Standard raC_Dvc_PF755T_3.04_A0I.L5X raC_Dvc_PF755T_3.04_RUNG.L5X

PowerFlex® 755T
PlantPAx®vb.xx  [raC_Dvc_PF755T_10.05_A0I_5x80v33.L5X raC_Dvc_PF755T_10.05_RUNG_5x80v33.L5X
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Device/ltem Application Add-On Instruction Rung Import
Standard raC_Dvc_PF6000T_3.03_A0I.L5X raC_Dvc_PF6000T_3.03_RUNG.L5X
PowerFlex® 6000T
PlantPAx®vb.xx | raC_Dvc_PF6000T_10.04_A0I_5x80v33.L5X raC_Dvc_PF6000T_10.04_RUNG_5x80v33.L5X
PowerFlex® 7000 Standard raC_Dvc_PF7000_3.03_A0I.L5X raC_Dvc_PF7000_3.03_RUNG.L5X
PlantPAx®vb.xx | raC_Dvc_PF7000.10.04_A0I_5x80v33.L5X raC_Dvc_PF7000_10.04_RUNG_5x80v33.L5X
PowerFlex® 525 Standard raC_Opr_PF525_Energy_3.03_A0L.L5X raC_Opr_PF525_Energy_3.03_RUNG.L5X
Energy Extension PlantPAx®vBxx | raC_Opr_PF525_Energy_10.04_A0I_5x80v33.L5X raC_0Opr_PF525_Energy_10.04_RUNG_5x80v33.L5X
PowerFlex® 755 Standard raC_Opr_PF755_Energy_3.03_AOL.L5X raC_Opr_PF755_Energy_3.03_RUNG.L5X
Energy Extension PlantPAx®vb.xx  |raC_Opr_PF755_Energy_10.04_A0I_5x80v33.L5X raC_Opr_PF755_Energy_10.04_RUNG_5x80v33.L5X
Pown?rF'Iex® 7§5T Standard raC_Opr_PF755T_PM_3.03_AOI.L5X raC_Opr_PF755T_PM_3.03_RUNG.L5X
redictive Haintenance | PAX® vExx | raC_Opr_PFTS5T_PH_10.04_ADI_x80v33.L5X raC_Opr_PF755T_PM_10.04_RUNG_5xB0v33.L5X
PowerFlex® 755T Standard raC_Opr_PF755T_PMv11_3.04_A0LL5X raC_Opr_PF755T_PMv11_3.04_RUNG.L5X
Predictive Maintenance
Extension V11 PlantPAx® v5.xx raC_Opr_PF755T_PMv11_10.05_A0I_bx80v33.L5X raC_Opr_PF755T_PMv11.10.05_RUNG_5x80v33.L5X
. . Standard raC_Tec_PwrVelocityStateMonitor_3.04_AOI.L5X raC_Tec_PwrVelocityStateMonitor_3.04_RUNG.L5X
State Monitor Extension - - - -
PlantPAx®vb.xx | raC_Tec_PwrVelocityStateMonitor_10.05_A0I_5x80v33.L5X |raC_Tec_PwrVelocityStateMonitor_10.05_RUNG_5x80v33.L5X
FactoryTalk® View HMI Files
FactoryTalk® View ME or SE applications require importing the desired device
faceplates in addition to all Global Object (ggfx) files and all images located in
the /HMI FactoryTalk® View Images - png/ folder of the library. FactoryTalk®
View ME files are stored in the /HMI - FactoryTalk® View ME/ library folder and
FactoryTalk® View SE files are stored in the /HMI - FactoryTalk® View SE/library
folder.
Device/ltem Type ::g:t:)rlgzlk@’ View ME F:gg;rlgzlk@ View SE
AS284E Display (raC-3_03-ME) raC_Dvc_AS284E-Faceplate.gfx (raC-3_03-SE) raC_Dvc_AS284E-Faceplate.gfx
AS294E Display (raC-3_03-ME) raC_Dvc_AS294E-Faceplate.gfx (raC-3_03-SE) raC_Dvc_AS294E-Faceplate.gfx
APF35 Display (raC-3_03-ME) raC_Dvc_APF35-Faceplate (raC-3_03-SE) raC_Dvc_APF35-Faceplate
PowerFlex® 525 Display (raC-3_03-ME) raC_Dvc_PF525-Faceplate.gfx (raC-3_03-SE) raC_Dvc_PF525-Faceplate.gfx
PowerFlex® 753 Display (raC-3_03-ME) raC_Dvc_PF753-Faceplate.gfx (raC-3_03-SE) raC_Dvc_PF753-Faceplate.gfx
PowerFlex® 755 Display (raC-3_03-ME) raC_Dvc_PF755-Faceplate.gfx (raC-3_03-SE) raC_Dvc_PF755-Faceplate.gfx
PowerFlex® 755T Display (raC-3_04-ME) raC_Dvc_PF755T-Faceplate.gfx (raC-3_04-SE) raC_Dvc_PF755T-Faceplate.gfx
PowerFlex® 6000T Display (raC-3_03-ME) raC_Dvc_PF6000T-Faceplate.gfx (raC-3_03-SE) raC_Dvc_PF6000T-Faceplate.gfx
PowerFlex® 7000 Display (raC-3_03-ME) raC_Dvc_PF7000-Faceplate.gfx (raC-3_03-SE) raC_Dvc_PF7000-Faceplate.gfx
PowerFlex® 755T PM Display (raC-3_02-ME) raC_Opr_PF755T_PM-Faceplate.gfx (raC-3_02-SE) raC_Opr_PF755T_PM-Faceplate.gfx
PowerFlex® 755T PMv1l Display (raC-3_04-ME) raC_Opr_PF755T_PMvTl-Faceplate.gfx (raC-3_04-SE) raC_Opr_PF755T_PMvTl-Faceplate.gfx
Energy Base Extension Display (raC-3_01-ME) raC_Opr_EnergyBase-Faceplate.gfx (raC-3_01-SE) raC_Opr_EnergyBase-Faceplate.gfx
Energy Electrical Extension | Display (raC-3_01-ME) raC_Opr_EnergyElectrical-Faceplate.gfx (raC-3_01-SE) raC_Opr_EnergyElectrical-Faceplate.gfx
State Monitor Extension Display (raC-3_03-ME) raC_Tec_PwrDvcStateMonitor-Faceplate.gfx  |(raC-3_03-SE) raC_Tec_PwrDvcStateMonitor-Faceplate.gfx
Graphic Symbols Global Object  |(raC-3-ME) Graphic Symbols - Power Device (raC-3-SE) Graphic Symbols - Power Device.ggfx
Toolbox Global Object  |(raC-3-ME) Toolbox - Power Device.ggfx (raC-3-SE) Toolbox - Power Device.ggfx

Studio 5000 View Designer® HMI Files

All Studio 5000 View Designer® Files can be found in the /HMI - ViewDesigner -

vpd/ folder of the library.
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Device/ltem Studio 5000 View Designer® Faceplate

AS284E

AS294E

APF35
PowerFlex® 525
PowerFlex® 753 (raC-3_03-VD) raC_Dvc_PowerVelocity.vpd
PowerFlex® 755
PowerFlex® 755T
PowerFlex® 6000T
PowerFlex® 7000

FactoryTalk® Optix Library Files

FactoryTalk® View Optix applications require importing the desired library
objects located in the PowerDevice_v3R library folder.

Device/ltem FactoryTalk® Optix Library Object
AS284E raC_3_03_raC_Dvc_AS284E_UI
AS294E raC_3_03_raC_Dvc_AS294E_UI
APF35 raC_3_03_raC_Dvc_APF35_UI
PowerFlex® 525 raC_3_03_raC_Dvc_PF525_UI
PowerFlex® 753 raC_3_03_raC_Dvc_PF753_UI
PowerFlex® 755 raC_3_03_raC_Dvc_PF755_UI
PowerFlex® 755T raC_3_04_raC_Dvc_PF755T_UI
PowerFlex® 6000T raC_3_03_raC_Dvc_PF6000T_UI
PowerFlex® 7000 raC_3_03_raC_Dvc_PF7000_UI

Studio 5000° Application Code Manager Files

Studio 5000® Application Code Manager (ACM) can be optionally used if it is
installed. All devices can be easily registered in the ACM repositories by
running the setup.cmd file located in the root folder of the library.

Individual HSL4 files are provided as an alternative to running the setup.cmd
to allow users to manually register specific implementation objects. Each
object has two files - an Asset Control file and a Device file. The Asset Control
files include attachments of all required files for that object. The Device files
are used to actually add that device into a Studio 5000 project and these
reference the Asset Control files.

All Studio 5000® Application Code Manager files can be found in the /

ApplicationCodeManagerLibraries/ folder of the library. The files included are as
follows:
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Implementation Object |Asset Control File (.HSL4) Device File (.HSL4)

AS284E (RA-LIB)_Device_Asset-Control_PowerVelocity_raC_Dvc_AS284E _(3.3) (RA-LIB)_Device_Device_PowerVelocity_raC_LD_Dvc_AS284E (3.4)
AS294E (RA-LIB)_Device_Asset-Control_PowerVelocity_raC_Dvc_AS294E (3.3) (RA-LIB)_Device_Device_PowerVelocity_raC_LD_Dvc_AS294E (3.4)
APF35E . . (RA-LIB)_Device_Device_PowerVelocity_raC_LD_Dvc_APF35E_(3.4)
APF35S (RA-LIB)_Device_Asset-Control_PowerVelocity_raC_Dvc_APF35_(3.3) (RA-LIB)_Device_Device _PowerVelocity_raC_LD_Dve_APF353(3.4)
PowerFlex® 525 (RA-LIB)_Device_Asset-Control_PowerVelocity_raC_Dvc_PF525_(3.3) (RA-LIB)_Device_Device_PowerVelocity_raC_LD_Dvc_PF525_(3.4)
PowerFlex® 753 (RA-LIB)_Device_Asset-Control_PowerVelocity_raC_Dvc_PF753_(3.3) (RA-LIB)_Device_Device_PowerVelocity_raC_LD_Dvc_PF753_(3.4)
PowerFlex® 755 (RA-LIB)_Device_Asset-Control_PowerVelocity_raC_Dvc_PF755_(3.3) (RA-LIB)_Device_Device_PowerVelocity_raC_LD_Dvc_PF755_(3.4)
PowerFlex® 755T (RA-LIB)_Device_Asset-Control_PowerVelocity_raC_Dvc_PF755T_(3.4) (RA-LIB)_Device_Device_PowerVelocity_raC_LD_Dvc_PF755T_(3.5)
PowerFlex® 6000T (RA-LIB)_Device_Asset-Control_PowerVelocity_raC_Dvc_PFB000T_(3.3) (RA-LIB)_Device_Device_PowerVelocity_raC_LD_Dvc_PF6000T_(3.5)
PowerFlex® 7000 (RA-LIB)_Device_Asset-Control_PowerVelocity_raC_Dvc_PF7000_(3.3) (RA-LIB)_Device_Device_PowerVelocity_raC_LD_Dvc_PF7000_(3.5)
PowerFlex® 525 (RA-LIB)_Device_Asset-

Energy Extension Control_PowerVelocity_raC_Opr_PF525_Energy_(3.3)

PowerFlex® 755 (RA-LIB)_Device_Asset-

Energy Extension Control_PowerVelocity_raC_Opr_PF755_Energy_(3.3)

PowerFlex® 755T

Predictive Maintenance
Extension

(RA-LIB)_Device_Asset-Control_PowerVelocity_raC_Opr_PF755T_PM_(3.4)

State Monitor Extension

(RA-LIB)_Device_Asset-
Control_PowerVelocity_raC_Tec_PwrVelocityStateMonitor_(3.4)

Device Definition

O

Note that when using the Armor PowerFlex® 35 the object supports both
standard (E) and safety (S) versions of the device. A single asset contral file is

provided; however, two unique device files are required to accommodate
differences between standard and safety class modules and tags. Use
raC_LD_Dvc_APF35S for safety modules and raC_LD_Dvc_APF35E for standard

modules.

The device (ie: PowerFlex® drive, ArmorStart) must be configured with the

correct device definition. Proper device configuration enables the required
datalinks to pass information from the device into the add-on instruction.

O

To verify the device definition:

Note that this configuration is comFIeted automatically when usin(i Application
Code Manager or the Studio 5000°®

mport Library Objects wizard plug-in.

«  Find the device in the Controller Organizer pane in Studio 5000 Logix
Designer® and open the Module Properties by double-clicking or right-
click and select Properties.
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c

o 25-E2P Mod_raC_LD_Dwe_PFS2

B 284E-FYD1PAZ/A Mod_raC_LD Dve_asasd| [ [ew Module.

fl 20E-FD1PSP/E Mod_raC_LD_Dwve_ 32 ME Discover Modules...

E. PowverFlex 753-EMETR Mod_raC_LD_Dwe Pl o Fife

B. PowerFlex 755-EEMET Mod_raC_LD_Dwec_PE

BL PowerFlex 755T Mad_raC_LD_Dwe_pFrssT | DY ©OPY ELL

T 1408 Madule_raC_LD_Dwe_PM1000 Paste Ctri=v

Flaaanm vin Fomva 1 ~ LYNLE.Y.Y Paste S|JECi3|...

tfined Tags Delete Delete

d_raC_LD_Dwee_PF525:0

d_raC_LD_Dwec PF525:0 Cross Reference Ctrl+E

Inhibited Export Module...

At Properties Alt+Enter
Print 4
Plug-Ins ]

Refer to the following sections for specific device configuration.

PowerFlex® Definition

«  On the Overview tab click on the Device Definition button.

B Module Properties: Mod_rac_LD_Dve_prs2s (PowerFlex 5252 6.001) [N

Mod_raC LD Dvc PF525

Overview

Connection i) Lo
Compare v Data

Parameters

Diagnostic ltems

Faults / Alarms Type: PowerFlex 525

Device Info Marne: Mod_raC_LD_Dwve PF525
Wizards Drive Rating: 1P 2400 .50HP
Address

Revision: 6.001
Address: 192.168.1.21
Electrenic Keying: Compatible Module

ADC Disa

I Device Definition I

«  Select the Connect Format dialogue and add in any missing members by
clicking the Parameter drop-down menu and choosing the required
parameters.
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S TR AR e ]

Device Definition X

1T Uplcad G Import 9 Export

Identity i
Connection Format

Connection Format

Automatic Device Configuration Mode REloobi

Input | Qutput

Data Type Mame: AB:PowerFlex5323V_E2P_2A5D8895::0 Data Type Size:

Members:
Name Data Type Parameter
¥ DriveStatus INT
QOutputFreq INT
Fault1Code INT Port 0: Fault 1 Code
¥ DriveStatus_param | INT Port 0: Drive Status
OutputCurrent INT i

0 - Disabled

4 All Parameters

1 - Qutput Freg

2 - Commanded Freq

C 3 - Output Current

4 - Qutput Voltage

[ CTCUCCCCTIIIRRRR,  5-DC Bus Voltage

The device’s connection format members must be configured as follows:
PowerFlex® 525/523 Drive Configuration

Name Data Type Parameter
DriveStatus INT

OutputFreq INT

FaultiCode INT Port 0: Fault 1 Code
DriveStatus_param INT Port 0: Drive Status
OutputCurrent INT Port 0: Output Current

PowerFlex® 753, 755, 755T Drive Configuration

Name Data Type Parameter
DriveStatus INT

Feedback REAL

LastFaultCode INT Port 0: Last Fault Code
StartInhibits DINT Port 0: Start Inhibits
OutputCurrent REAL Port 0: Qutput Current
MotorNPAmps REAL Port 0: Motor NP Amps
MarmStatusA DINT Port 0: Alarm Status A
MarmStatusB DINT Port 0: Alarm Status B
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PowerFlex® 6000T Drive Configuration

Name Data Type Parameter

DriveStatus INT

Feedback REAL

LastFaultCode INT Port 0: Last Fault Code
StartInhibits DINT Port 0: Start Inhibits
P10_OutputCurrent REAL Port 10: Output Current
P10_MotorNPAmps REAL Port 10: Motor NP Amps
P10_AlarmStatusA DINT Port 10: Alarm Status A
P10_AlarmStatusB DINT Port 10: Alarm Status B
P10_MotorNPPower REAL Port 10: Motor NP Power
P10_MotorNPVolts REAL Port 10: Motor NP Volts
DCBusVolts REAL Port 0: DC Bus Volts
ElapsedMWH DINT Port 0: Elapsed MWH
AveragePower REAL Port 0: Average Power
CtrlPodTemp REAL Port 0: Ctrl Pod Temp
P10_OutputFrequency REAL Port10: Output Frequency
P10_OutputVoltage REAL Port10: Output Voltage
P10_OutputPower REAL Port10: Output Power

PowerFlex® 7000 Drive Configuration

Name Data Type Parameter

LogicStatus INT

OutputFreq REAL

TorqueUnfiltered INT Port 0: TorqueUnfiltered
StatorCurrent INT Port 0: Stator Current
MotorSpeedRPM INT Port 0: Motor Speed RPM
MotorVoltage INT Port 0: Motor Voltage
MtrAirGapPower INT Port 0: Mtr AirGap Power
Unidentified C2 INT

ArmorStart® 284E Definition

«  On the Tag Configuration tab set the Input Tag drop-down selectors to

the required tags..
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Operations

3 Mo properies o se rvoraz oo [

- Gieneral Tag Configuration
- Connection
- Module [nfa . Input Tag
=1 Mator Protection & Contral
Stamn.g LIntD0Deviceout: ILast Protection Trip |
Stopping
 Speed Lanlrol LIntO1DeviceOut: Trip Status v
LInkDZDeviceOut: Oukput Current ~
- Dievicel ogix )
I.InkD3Deviceout; Torgue Current R
[=1- Status
i Fault Status
Output Ta
- |ntermet Pratocol b g
- Prort Configuration .
. O, Drivelnputl: Mo Action ~
- Metwork
. Drivelnput2: Mo Ackion L
0. DriveInput3: Mo Ackion ~
O, Drivelnputd: Mo Action ~

The device’s connection format members must be configured as follows:

ArmorStart® 284E Drive Configuration

Input Tag Parameter
.Int00DeviceOut Last Protection Trip
.Int01DeviceOut Trip Status
.Int02DeviceOut Output Current
.Int03DeviceOut Torque Current

ArmorStart® 284E Definition

There is no special configuration required for the AS294E device.

Armor PowerFlex® 35 Definition

There is no special configuration required for the APF35 device. Note that both
standard and safety versions of the product are supported. Safety modules
require safety rated GuardLogix or Compact GuardLogix controllers.

The Power Velocity objects provide two modes of operation - physical and

virtual.

Physical Device Operation

The following functions are applied when device object is selected as physical.

«  Activate: Activate the drive power structure. Drive will follow the speed
and direction set points from control interface.

« Deactivate: Deactivate the drive power structure by issuing Stop
command. Reset active status.
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Jog: This function is possible from HMI faceplate only. When Jog
command is 1, Activate drive power structure and speed reference will
follow Jog set point. Once the command is 0, deactivate the drive power
structure by issuing stop command. Individual Jog forward and Jog
reverse command are used to jog in either direction. Unlike other
c%mmand bits, this command should not be unlatched by the device
object.

Fault Reset: Command to fault reset the device and also reset remove
this status bits in device object. Command can be initiated from control
interface and also HMI interface.

Virtual Device Operation

The following functions are applied when drive object is selected as virtual.

Activate: Set status to reflect successful activate command. Set status
output to reflect frequency set point, drive related signals like Logic
command and Out Reference should not be altered.

Deactivate: Reset the active status and actual speed status.

Jog: This function is possible from HMI faceplate only. When Jog
command is 1, set status to reflect successful jog command. Set status
output to reflect jog speed set point. Once the command is o, reset the
active status and actual speed status. Individual Jog forward and Jog
reverse command are used to jog in either direction. Update the
direction status based on jog forward and jog reverse.

Fault Reset: Command to reset status bits in device object. Command
can be initiated from control interface and also HMI interface.

Faults & Warnings

First Warning: This function helps in capturing the first warning
triggered in the device. Display the respective description in faceplate.

First Fault: Capture the first fault from device. Display the respective
description in faceplate.

Eventlog: Log Warning and Fault the last 4 events in a log queue. The
queue contains fault code, description, and time stamp. Display the
same in faceplate.

Execution

The following table explains the handling of instruction execution conditions.

Condition Description

Enableln False (false rung) Processing for Enableln False (false rung) is handled the same as if the device were taken out

of service by Command. The device outputs are de-energized and the device is shown as
Program Out of Service on the HMI. All alarms are cleared.

Powerup (prescan, first scan) | On prescan, any commands that are received before first scan are discarded. The device is de-

energized. On first scan, the device is treated as if it were returning from Hand command
source: the instruction state is set based on the position feedback that is received from the
device. If the feedback is valid for one position, the device is set to that position. If the device
does not have position feedback or the position feedback is invalid, the device is set to the
‘unknown/powerup’state.

The command source is set to its default, either Operator or Program (unlocked).
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Condition Description
Postscan No SFC Postscan logic is provided.
Add-On Instruction I/0 Data InOut Data
InOut Function / Description DataType
Ref_Module Reference to module in 1/0 tree MODULE
Ref_Ctrl_Cmd Power Velocity Device Command Interface raC_UDT_ItfAD_PwrVelocity_Cmd
Ref_Ctrl_Set Power Velocity Device Setting Interface raC_UDT_ItfAD_PwrVelocity_Set
Ref_Ctrl_Sts Power Velocity Device Status Interface raC_UDT_ItfAD_PwrVelocity_Sts
Ref_Ctrl_Inf Power Velocity Device Information Interface |raC_UDT_ItfAD_PwrVelocity_Inf
Out_LogicCommand Output Interface - Drive logic command INT
Out_FreqgCommand Output Interface - Drive frequency command |INT

Inp_l Input Interface - PowerFlex525 raC_UDT_ItfAD_PF525_Inp
Inf_Lookup Code / Description List Entry raC_UDT_LookupMember_STR0082[2 ]
Ref_Msg_GetAttS_DstDINT | APF35 Only. Get Message data DINT. MESSAGE
Ref_MsgData_DINT APF35 Only. Message data DINT DINT[1]
Ref_GetParMSG PowerFlex6000T and PowerFlex7000 Only. MESSAGE
B Message to get drive parameters.
Ref_GetParDest PowerFlex6000T and PowerFlex7000 Only.. | pNT
B Message data destination.
Ref_GetParSrc PowerFlex7000T only. Source data to get DINT
B drive parameters.
Ref_GetFaultsMSG PowerFlex7000T only. Message to get drive | ygsSAGE
B Fault and warning data.
Ref_GetFaultsDest PowerFlex7000 Only.. Message data DINT
B destination.
Ref_GetRunTimeMSG PowerFlex7000T only. Message to get elapsed | ygssagE
B runtime data.
Ref_GetRunTimeDest PowerFlex7000 Only.. Message data DINT

destination.

Note that the APF35 device object has two unique InOut Parameters

Ref Msg_GetAttS_DstDINT and Ref MsgData_DINT which are required to
determine whether or not the device is a safety class device (e.g. Armor
PowerFlex® 35S). These controller scoped tags are automatically imported
when using Application Code Manager or importing the RUNG.L5X file. These
tags are shown in the following screenshot.
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Armar PoveerFles 35

ral_Dwe_APF35

— raC_Dwi APF3S ralc_LD [ec APF3IS
Ref_Module Mod_raC_LD_Dwvc_APF35 - —_
Ret_Ctrl_Inf rac_LD_Dwe_ APF3S_Cirlinf
Ref_Cirl_Set raC_LD_Dwo_ APF35_CirlSet - —
Ret_Ctrl_Cmd rac_LD_Dwo_ APF3S_CtriCmd
Ret_Ctrl_St= raZ_LD_Dwo APF3S_CirlSts i —
Inp_| rac_LD_Dwe_ APF35_Inp_d
Inp_ raC_LD_Dwe APF3S_Inp_O i —
Inp_MctorFLA oo

i —

Inf_Lookup raic_Dwve_APF3S_InfTable
ot LogicCommand Mod_raC LD Dwe APF3S0 LogicCommand i —
Ot _FregCommand  Mod_raC_LD_Dwe_APF35.0.Commandedyelocity
wal_Fregactual 00« | —
Yal_OutputCurrent 0.0 d4m
Lo _In.hl =] L ’haﬁﬁﬁﬁ_ﬁﬁi‘\ﬁ_ﬁﬁﬁﬁ_ﬁﬁﬁﬁ_ﬁﬁﬁﬁ_ﬁﬁﬁﬁ_ﬁﬁﬁﬁ_ﬁﬁﬁﬁA- }_
Ref_Msg_Getits D=tDIMT raC_LD_Dwc APF35 ProdCode Msg |
Ret_MzgData_DINT raC_LD_Dvc_APF35_ProdCode_MsgData

Note that the PowerFlex6000T device object has two unique InOut Parameters
& PowerFlex7000 has seven unique InOut Parameters Ref_GetParMSG (for
both PF6000T and PF7000), Ref_GetParDest (for both PF6000T and PF7000),
Ref GetParSrc, Ref GetFaultsMSG, Ref GetFaultsDest,
Ref_GetRunTimeMSG, Ref_GetRunTimeDest. All these parameters are
required to get Parameters, Fault and Runtime data of the device through CIP
messaging. These tags are shown in the following screenshot.

_InstanceDescription

_PF&O00T
raC_Dvc_PFB000T _InstanceMame | ...
Ref_Module Mod_Instancelame i —
Ref Ctrl_Inf _InstanceMame_Ctrlinf
Ref_Ctrl_Set _InstanceMame_CtrlSet i o—
cmd _InstanceMame_CtriCmd
i Insg . —
Ref GetParlMSG _InstanceMame_ParlMsg
Ref GetParDest InstanceMame Destn =t —
Inp_1 _InstanceMame_Inp
Inf_Lookup raC_Dvc_PFE000T_InfTable_UDT i —
Set_Samplelnterval 30
- —

Out_LogicCommand Mod_InstanceMame: O LogicCommand
Out_FreqCommand Mod_InstanceMame:0 Reference i —

0.0«
Val_FregActual 00w
Val_OutputCurrent 00w
Sts_bMotReady  2#0000_0000_0000_0000_0000_0000_0000_0000+
Sts_bStartinhibits  2#0000_0000_0000_0000_0000_0000_0000_0000
Sts_bAlarmA 2#0000_0000_0000_0000_0000_0000_0000_0000
Sts_bAlarmB 2#0000_0000 0000_0000 0000 _0000 0000 0000
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_InstanceDescription

_PF7000

raC_Dvc_PF7000 _InstanceMame
Ref Module _ModuleMName — —
Ref Ctrl_Inf _InstanceMame_Ctrlinf
Ref Ctrl_Set _InstanceMName_CtriSet — —
Ref Ctrl Cmd _InstanceMame_CtriCmd
Ref Ctrl Sts InstanceMame CtrlSts — —

e Gelaniee “Thetancellame Pamisg o |
Ref GetParDest _InstanceMame_ParDest i —
Ref GetParSrc _InstanceMame_ParSrc
Ref GetFaultsMSG _InstanceMame_FaultsMsg i —
Ref GetFaultsDest _InstanceMame FaultsDest
Ref GetRunTimeMSG _InstanceMame_RunTimeMsg i —
Ref RunTimeDest _InstanceMame_RunTimeDest

n - i 0 — —
Set_Samplelnterval 30
Sts_bMotReady  2#0000_0000_0000_0000_00Q0_0C0C_0000_000Q 4+
Sts_bStartinhibits  2#0000_0000_0000_0000_0000_0000_0000_000Q0
Out_LogicCommand _ModuleMame:O_LogicCommand
Out_FreqCommand _ModuleMame:0_CommandedFreq

77

Val_FregActual 0.0«
Val QutputCurrent 0.04
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Input Data
Input Function/Description DataType
Inp_MotorFLA Motor full load current REAL
Enableln Enable Input - System Defined Parameter BOOL
Input Data for PF6000T and PF7000
Input Function/Description DataType
Cmd_JogFwd Operator Command to jog drive forward BOOL
Cmd_JogRev Operator Command to jog drive reverse BOOL
Cmd_ResetFault Command to reset fault BOOL
Set_JogSpeed Operator Setting of Speed Reference (Hz) REAL
Set_Samplelnterval Set sampling interval (Sec) REAL
Cfg_PercentFLATrendMax | FLA Maximum for Trend Display REAL
Cfg_PercentFLATrendMin | FLA Minimum for Trend Display REAL
Cfg_SpeedTrendMax Speed Maximum for Trend Display REAL
Cfg_SpeedTrendMin Speed Minimum for Trend Display REAL
Output Data
Output | Function/Description DataType
Val_FregActual Device output frequency REAL
Val_OutputCurrent Device output current REAL
Device zero speed status: 1= device is within
Sts_ZeroSpeed zero speed tolerance BOOL
Sts_Warning Device warning status: 1= an active alarm or BOOL
warning exists
Sts_Virtual Virtual device status: 1= Device is operating  gggL
Sts_Ready Device ready status: 1=ready to activate BOOL
power structure
Sts_Faulted Device faulted status: 1= an active fault BOOL
exists
Sts_Connected Device is connected to the Programmable BOOL
Controller
Bitwise device 'not ready' reason
0 = Reserved
1= Device not connected
Sts-bNotReady 2 = Device not available DINT
3 = Device Faulted
4 - 31=Reserved
Sts_Available Es;:ace is available for interaction with user  ggq
Sts_Active Device active status: 1= output power BOOL
structure is active
raC_Dvc_PF525 Unique Parameter Name for auto - discovery | BOOL
EnableOut Enable Output - System Defined Parameter ~ |BOOL
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Output Data for PF7000

Output

Out_FreqgCommand
Sts_ActDir
Sts_bContactors
Sts_bDriveNotRdy1

Sts_bDriveNotRdy2
Sts_bDriveSts]

Sts_bDriveSts2
Sts_bHdwOpts
Sts_bSpecialFeatl

Sts_bStartInhibits

Sts_CmdDir

Sts_eDvcAction

Sts_eNotReady
Sts_ExtensionEnabled
Sts_InhibitCmd
Sts_InhibitSet
Sts_MsgErr

Val_CmdSpeed

Val_DataAcquisitionDuration

Val_DriveOvldPct
Val_InvTemp
Val_LineCurrent
Val_LineFreq
Val_LinePower
Val_LinePowerPct
Val_LineVolts
Val_LineVoltsPct
Val_MotorCurrent
Val_MotorCurrentPct
Val_MotorOvidPct
Val_MotorPower
Val_MotorPowerPct

Val_MotorTorquePct

| Function/Description

Output Interface - Drive frequency command
1=Drive Actual direction is Reverse, 0=Forward
Contactor Status (par 506)

Drive Not Ready Flag Word #1(par 262)

Drive Not Ready Flag Word #2 (par 699)
Drive Status Flag Word #1(par 569)

Drive Status Flag Word #2 (par 238)
Hardware Options (par 141)
Special Features 1(par 99)

Bitwise device Start Inhibits

Device Direction Command: 0 = Forward, 1= Reverse.

Device Action States Status

Device not ready status

Device Extension Enabled Status

Device Inhibit Command Status, 1= Inhibit user
Commands from external sources, 0 = Allow.

Device Inhibit Setting Status, 1= Inhibit user Settings
from external sources, 0 = Allow.

1=Message Error, unable to read at least one non-RPI
drive parameter

Commanded Speed Reference to drive (Hz)

Data Acquisition duration

Drive Qverload Count (%) (par 551)

Inverter Heatsink Temperature (C) (par 252)
Measured Drive Input Current (A) (par 500)

Line Frequency (Hz) (par 657)

Real Power Consumption by the Drive (kW) (par 753)

Real (Active) Power at Input of the Drive (%) (par 902)

Measured Voltage at Input of Rectifier Bridge (Volts)
(par 324)

Estimated Line Input Voltage (before inductor) (%) (par
135)

Mator Current (Amps) (par 361)

Motor Current (% FLA) (par 340)(datalink)
Motor Overload Count (%) (par 550)

Drive Output Power, filtered (kW) (par 364)
Motor Air-Gap Power (%) (par 346) (datalink)

Motor Torque (%) (par 345)
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DataType
REAL

BOOL
INT
INT

INT
INT

INT
INT
INT
DINT
BOOL

DINT

DINT
DINT
BOOL
BOOL
BOOL
REAL
DINT
REAL
REAL
REAL
REAL
REAL
REAL
REAL
REAL
REAL
REAL
REAL
REAL
REAL
REAL
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Output | Function/Description | DataType
Val_MotorVolts Motor Voltage, filtered (Volts) (par 362) (datalink) REAL
Val_MotorVoltsPct Motor Voltage (% of NP Volts) (par 344) REAL
Val_PercentFLA Percent FLA (%) REAL
Val_RectTemp Rectifier Heatsink Temperature (C)(par 254) REAL
Val_RectVoltsPct Eléag)sured Voltage at Input of Rectifier Bridge (%) (par  ppaL
Val_SpeedFdbkRPM Motor Speed Feedback (RPM) (par 363) (datalink) REAL
Val_TorquePctUnfilt Motor Torque Feedback, unfiltered (%) (par 489) REAL
(datalink)
Val_TotRunTime Total Drive Elapsed Run Time (hr) REAL
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Output Data for PF6000T

Output

Out_FreqgCommand
Sts_ActDir
Sts_bAlarmA
Sts_bAlarmB

Sts_bStartInhibits

Sts_CmdDir

Sts_eDvcAction

Sts_eNotReady

Sts_ExtensionEnabled

Sts_InhibitCmd

Sts_InhibitSet

Val_ACLineCurrent

Val_ACLineFreq

Val_ACLineKVA

Val_ACLineKVAR

Val_ACLineKW

Val_ACLineVoltage

Val_ActiveCurLim

Val_ActiveCurrent

Val_ActPowerCells

Val_AlarmStatusA

Val_AlarmStatusB

Val_ApparentPower

Val_AveragePower

Val_AverageTruePF

| Function/Description

Output Interface - Drive frequency command
1=Drive Actual direction is Reverse, 0=Forward
Bitwise device Alarm Status

Bitwise device Alarm Status

Bitwise device Start Inhibits

Device Direction Command: 0 = Forward, 1= Reverse.

Device Action States Status

Device not ready status

Device Extension Enabled Status

Device Inhibit Command Status, 1= Inhibit user
Commands from external sources, 0 = Allow.

Device Inhibit Setting Status, 1=Inhibit user Settings

from external sources, 0 = Allow.

AC Line Current (Amps),

Displays the average measured RMS AC phase
current.

AC Line Frequency (Hz), Displays the measured AC
line frequency.

Measured Apparent Power kVA.
Displays the measured apparent AC Line power.

Measured Reactive Power kVAR (kVAR),

Displays the measured reactive power. Negative
values display a leading power factor and positive
values display a lagging power factor.

Measured Real Power (kw), Displays the real total AC
line power. The value is positive for comsumed
power and a negative for produced power.

AC Line Voltage (VAC),

Displays total 3-phase average AC voltage.

Active Current Limit (A),

Displays the Active Current Limit.

Active Current (A),

Displays the active current.

The value is negative during regeneration or
producing current and positive during motoring or
consuming current.

Active Number of Power Cells,
Displays the total number of Power Cells detected
after login of Power Cell Control Boards (PCCBs).

Alarm Status A,

Displays the status of conditions that can be
configured.

Alarm Status B,

Displays the status of conditions that can be
configured.

Apparent Power (kVA),

Displays the instantaneous apparent power in kVA
measured using Line side voltage and current
feedbacks.

Average Power (kW),
Displays the Average Power in Kilowatts.

Average True Power Factor (%),
Displays the measured average true input power
factor.
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DataType
REAL

BOOL
DINT
DINT
DINT
BOOL

DINT

DINT
DINT

BOOL

BOOL

REAL

REAL

REAL

REAL

REAL

REAL
REAL

REAL

INT

DINT

INT

REAL

REAL

REAL
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Output | Function/Description DataType
Power Cell Bypass Enable.
Val_CellBypassEnable This parameter is used to Enable or Disable Cell DINT

Bypass feature in drives with a Cell Bypass Option.

Power Cell Bypass.

Hardware Option Indicates whether the Power Cell DINT
has been equipped with the hardware necessary for

Power Cell Bypass features.

Val_CellBypassQOption

Val_CmdSpeed Commanded Speed Reference to drive (Hz) REAL

Val_CommonLogicCmd Device Diagnostics Common Logic Command DINT

Val_CommonLogicSts Device Diagnostics Common Logic Satus DINT
Condition Status A,

Val_ConditionStsA Displays the status of conditions that can be DINT
configured.
DC Bus Voltage Phase U (VDC),

Val_DCBusPhaseU Displays total DC Bus Voltage from all Power Cells in  REAL
Phase U.
DC Bus Voltage Phase V(VDC),

Val_DCBusPhaseV Displays total DC Bus Voltage from all Power Cells in  REAL
Phase V.
DC Bus Voltage Phase W (VDC),

Val_DCBusPhaseW Displays total DC Bus Voltage from all Power Cells in  REAL
Phase W.

Val_DCBusVolts DC Bus Voltage (VDC), REAL

Displays the filtered measurement of DC bus voltage.

Demand Power Factor{%),
Val_DemandPF Displays the demand input power factor defined as  REAL
the ratio of active power over apparent power.

Val_DiagCtrlPodTemp Device Diagnostics Control Pod Temp (°C) REAL
Direction Mode,

Val_DirectionMode Enter a value to select the method used to change  INT
direction.
Drive Overload Count (%),

Val_DriveOLCount Displays the overload count for the motor side REAL

inverter in percentage.

Drive Power Configuration,

Displays the Power Configuration the drive is DINT
engineered with and the value is read from the Drive
Hardware Configuration File (DHCF).

Val_DSPTempC Device Diagnostics DSP Temperature C (°C). REAL

Val_DrivePowerCfg

Elapsed Megawatt Hours (MWh),
Val_ElapsedMWH Displays the accumulated measurement of Elapsed  DINT
energy in Megawatt Hours.

Elapsed Run Time (h),
Val_ElapsedRunTime Displays the accumulated measurement of Runtime  REAL
in Hours.

Fault Status A,
Val_FaultStatusA Displays the status of conditions that can be INT
configured.

Fault Status B,
Val_FaultStatusB Displays the status of conditions that can be DINT
configured.

Val_Feedback Device Diagnostics Feedback REAL

Filter Fan Temperature (°C),

Displays temperature feedback in the Filter cabinet REAL
and is used for Predicitive Life estimation of Fllter

cabinet fans.

Ground Current (A), REAL
Displays the sum of the AC phase currents.

Val_FilterCabTemp

Val_Ground_Current
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Output

Val_L1TruePF

Val_L2TruePF

Val_L3TruePF

Val_LineSideSts1

Val_LineSideSts2
Val_LineStatusl
Val_LineStatus2

Val_LogicCommand

Val_ModIndexPhaseU

Val_ModIndexPhaseV

Val_ModIndexPhaseW

Val_Motor_Voltage_Fb

Val_MotorCtriSel

Val_MotorCtriSelAct

Val_MotorNPPower

Val_MotorNPVoltage

Val_MotorSideSts1

Val_MotorSideSts2

Val_MotorVelFb

Val_MPUTempC

Val_MtrOLCounts

Val_MtrOLTripTime

Val_NumfFilterFans

Function/Description
Line 1 True Power Factor (%),

DataType

Displays the measured Line 1true input power factor REAL

defined as the product of Distortion Factor and
Displacement Power Factor.

Line 2 True Power Factor (%),

Displays the measured Line 2 true input power factor REAL

defined as the product of Distortion Factor and
Displacement Power Factor.

Line 3 True Power Factor (%),

Displays the measured Line 3 true input power factor REAL

defined as the product of Distortion Factor and
Displacement Power Factor.

Line Side Converter Status 1,
Displays the status of the line side converter.

Line Side Converter Status 2,
Displays the status of the line side converter.

Device Diagnostics Line Statusl
Device Diagnostics Line Status2

Device Diagnostics Logic Command

Modulation Index Phase U,
Displays the Modulation Index from the Phase U
Gating modulator.

Modulation Index Phase V,
Displays the Modulation Index from the Phase V
Gating modulator.

Modulation Index Phase W,
Displays the Modulation Index from the Phase W
Gating modulator.

Motor Voltage Feedback (VAC),
Displays the Motor Voltage that is measured by the
Voltage Sensing Board (VSB), in Volts RMS.

Motor Control Select,
Enter a value to switch between primary and
secondary motor control modes.

Motor Control Select Active,
Displays the active motor control mode selection.

Device Motor Name Plate Power (HP).

Device Motor Name Plate Voltage (Volts).

Motor Side Status 1,
Displays the operating condition of the motor side
inverter.

Motor Side Status 2,
Displays the operating condition of the motor side
inverter.

Motor Velocity Feedback (Hz),
Displays the active motor velocity feedback, filtered
for display.

Device Diagnostics MPU Temperature C (C)

Displays the Motor Overload count(%),
The Motor Overload counter increments if motor
current is above the threshold.

Motor Overload Trip Time (Secs),

Displays the time it will take to for the Motor Overload

count to reach 100% under the current operating
conditions.

Device Diagnostics Filter Fans Number.
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DINT

DINT

DINT

DINT

DINT

REAL

REAL

REAL

REAL

DINT

DINT

REAL

REAL

DINT

DINT

REAL

REAL

REAL

DINT

DINT
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Output | Function/Description DataType
Number of Power Cells,
Displays the total number of Power Cells in the drive,
Val_NumPowerCells as per design. This data is read from the Drive INT
Hardware Configuration File (DHCF).
Val_NumPwrCellFans Device Diagnostics Power Cell Fans Number. DINT
Number of Power Cells per Phase Bypassed,
Val_NumPwrCellsOnByp Displays the number of power cells per phase that | INT
have been successfully bypassed.
Number of Power Cells per Phase,
Displays the number of Power cells per phase in the
Val_NumPwrCellsPhs drive as per design and is read for the Drive INT
Hardware Configuration File (DHCF).
Val_NumVFDFans Device Diagnostics VFD Fans Number. DINT
Val_NumXfrmriFans Device Diagnostics Transformer1 Fans number. DINT
Val_NumXfrmr2Fans Device Diagnostics Transformer2 Fans number. DINT
Power Cell Online Status,
Val_OnlineStatus Displays the Login status of Power Cells in Phase U,V DINT
and W.
Output Power Factor (%),
Val_OutputPwrFactr Displays output power factor of the motor side REAL
inverter.
Port 10 Output Frequency (Hz),
Val_P10_Outputfrequency Displays output frequency of the motor side inverter. REAL
Port 10 Output Power (Kw),
Val_P10_OutputPower Displays output power of the motor side inverter. REAL
Port 10 Output Voltage (Hz),
Val_P10_OutputVoltage Displays the motor voltage at the motor side inverter REAL
terminals, in Volts RMS.
Control Pod Temperature (°C),
Displays the temperature
Val_ParCtriPodTemp measurement, from the Control Pad, in degrees REAL
Celsius.
Val_PercentFLA Percent FLA (%) REAL
Power Factor Lag Lead Indicator,
Val_PFLaglLead Displays whether the power factor is lagging or DINT
leading.
Val_Port10MotorStatusl Device Diagnostics Port10 Motor Status] DINT
Val_Port10MotorStatus2 Device Diagnostics Port10 Motor Status2 DINT
Val_Porti00utVitgCmdTrim %)rei\r/Ti]c(s\zl)Diagnostics Port10 Output Voltage Command REAL
Val_Port100utVitgTrimValue (Dozv)ice Diagnostics Port10 Output Voltage Trim Value REAL
Val_PortTIMotorStatusl Device Diagnostics Port11 Motor Status] DINT
Val_PortTIMotorStatus?2 Device Diagnostics Port11 Motor Status2 DINT
Val_Portf0utVitgCmdTrim %)rei\r/];c(e\zl)[)lagnostlcs Port1l Output Voltage Command REAL
Val_Portii0utVitgTrimValue (Doe\sice Diagnostics Port1l Output Voltage Trim Value REAL
Power Factor,
Val_PowerFactor Displays the measured input power factor defined as  REAL
the ratio of active power over apparent power.
Pre Charge Cycle Limit Timer (S),
. Displays the remaining time before the next
Val_PrehrgCycLimTmr precharge cycle can be initiated by the user. If this REAL
value is non-zero, the precharge function is inhibited.
Val_PrchrgDutyCycle Device Diagnostics Precharge Duty Cycle(S). DINT
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Output Function/Description | DataType
Val_PrchrgOpenLvlAct Device Diagnostics Pre charge Open Level Act (VDC). | REAL
Pre charge Option,
Val_PrchrgQption Indicates if the drive has been engineered with the  DINT
Precharge Option.
Primary Motor Control Mode Actual,
Val_PriMtrCtrlAct Displays the actual motor control mode in the DINT

primary motor control port.

Primary Motor Control Mode,
- Enter a value to select the mode for the primary
Val_PriMitrCtritfode motor side inverter control. DINT

Val_ProdLogicCmd Device Diagnostics Prod Logic Command. DINT

Val_ProdLogicSts Device Diagnostics Prod Logic Status. DINT

Power Cell Fan Temperature (°C),

Displays temperature feedback in the Power Cell
Val_PwrCellCabTemp cabinet and is used for Predicitive Life estimation of REAL

Power Cell cabinet fans.

Power Cell Cabinet Fan Contactor Command,
Val_PwrCellFanCtctr Displays the status of the command to start the INT
power cell cabinet fan VFD.

Power Cell Fan Feedback,

Val_PwrCellFanFdbk Displays the status of the power cell cabinet fan DINT
contactor/VFD.
Power Configuration Status,
Val_PwrConfigStatus Indicates the status of the Power Configuration DINT
function.
Val_PwrConfigSts Device Diagnostics Power Configuration Status DINT
Val_PwrDeviceCmd Device Diagnostics Power Device Command DINT
Val_PwrDeviceSts Device Diagnostics Power Device Status DINT
Val_PwrDvcCmdPIOB Device Diagnostics Power Device Command PI0B DINT
Val_PwrDvcStsPIOB Device Diagnostics Power Device Status PI0B DINT
Val_ReactiveCurrent Reactive Current (A) REAL

Displays the measured reactive current.

Reactive Power (kVar),

Displays the instantaneous reactive power in kVAR REAL
measured using Line side voltage and current

feedbacks.

Real Power (kw),

Displays the instantaneous real power in kW REAL
measured using Line side voltage and current

feedbacks.

Redundant Fan Control Mode,
Val_RednFanCtriMode This parameter defines the behavior of the INT
redundant fan.

Redundant Fan Option,

Displays whether the redundant fan option is INT
supplied in the drive and is read from the Drive

Hardware Configuration File (DHCF).

Val_ReactivePower

Val_RealPower

Val_RednFanQOption

Val_Reference Device Diagnostics Reference REAL
R(L1) Phase Current (A),
Val_RPhaseCurrent Displays the R(L1) Input phase current for the entire ' REAL

line side converter in Amperes RMS.

R(L1)- S(L2) Line Voltage (VAC),
Val_RSLineVolts Displays the measured line-to-line voltage between  REAL
phase R(L1) and phase S (L2).

Secondary Motor Control Mode Actual,
Val_SecMtrCtrlAct Displays the actual motor control mode in the DINT
secondary motor control port.
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Output

Val_SecMtrCtrIMode

Val_SFIBBoardTemp

Val_SPhaseCurrent

Val_STLineVolts

Val_TorqueStep

Val_TPhaseCurrent

Val_TRLineVolts

Val_TrgCommanded

Val_TrqRefFiltered

Val_TrgRefLimited

Val_TrqRefOut

Val_TrgRefSelected

Val_UODCBusVoltage

Val_UOFWBuUild

Val_UOMajrMinrFWRev

Val_UOStatus_Word

Val_U1DCBusVoltage

Val_UTIFWBUild

Val_UTMajrMinrFWRev

Val_U1StatusWord

Val_U2DCBusVoltage

Val_U2FWBuild

Val_U2MajrMinrFWRev

| Function/Description

Secondary Motor Control Mode,
Enter a value to select the mode for the secondary
motor side inverter control.

Device Diagnostics SFIB Board Temperature (C).

S(L2) Phase Current (A),
Displays the S (L2) Input phase current for the entire
line side converter in Amperes RMS.

S(L2) - T(L3) Line Voltage (VAC),
Displays the measured line-to-line voltage between
phase S (L2) and phase T(L3).

Torque Step (%),
Enter a value to determine the amount of Step
change in the Torque Reference.

T(L3) Phase Current (A),
Displays the T (L3) Input phase current for the entire
line side converter in Amperes RMS.

T(L3)- R(L1) Line Voltage (VAC),
Displays the measured line-to-line voltage between
phase T (L3) and phase R(L1).

Torque Commanded (%),

Displays the external Torque Reference.

The value of this parameter is the output of the logic
that selects and calculates the Torque Reference.

Torque Reference Filtered (%),
Displays the output of the torque filters.

Torque Reference Limited (%),
Displays the Torque Reference Limiting function.

Torque Reference Output (%),
Displays the product of the limited Acceleration
Reference and the Torque Scalar.

Torque Reference Selected (%),
Displays the dynamic selected Torque Reference.

U0 Power Cell DC Bus Voltage (VDC),
Displays in real time, the measured DC Bus Voltage
read from Power Cell UO.

U0 Power Cell Firmware Build,
Displays the Build number of the Power Cell Control
Board (PCCB) firmware in Power Cell U0.

UO Power Cell Firmware MajorMinorRev,
Displays the Major and Minor revision of the Power
Cell Control Board (PCCB) firmware in Power Cell UO.

U0 Power Cell Status,
Displays the Online status word read from Power Cell
ua.

U1 Power Cell DC Bus Voltage (VDC),
Displays in real time, the measured DC Bus Voltage
read from Power Cell U1.

U1 Power Cell Firmware Build,
Displays the Build number of the Power Cell Control
Board (PCCB) firmware in Power Cell U1.

U1 Power Cell Firmware MajorMinorRev,
Displays the Major and Minor revision of the Power
Cell Control Board (PCCB) firmware in Power Cell U1.

U1 Power Cell Status,
Displays the Online status word read from Power Cell
u1.

U2 Power Cell DC Bus Voltage (VDC),
Displays in real time, the measured DC Bus Voltage
read from Power Cell U2.

U2 Power Cell Firmware Build,
Displays the Build number of the Power Cell Control
Board (PCCB) firmware in Power Cell U2.

U2 Power Cell Firmware MajorMinorRev,
Displays the Major and Minor revision of the Power
Cell Control Board (PCCB) firmware in Power Cell U2.
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Output Function/Description DataType
U2 Power Cell Status,

Val_U2StatusWord Displays the Online status word read from Power Cell | INT
2.
VO Power Cell DC Bus Voltage (VDC),

Val_VODCBusVoltage Displays in real time, the measured DC Bus Voltage  REAL

read from Power Cell V0.

VO Power Cell Firmware Build,
Val_VOFWBuild Displays the Build number of the Power Cell Control  INT
Board (PCCB) firmware in Power Cell V0.

VO Power Cell Firmware MajorMinorRev,
Val_VOMajrMinrFWRev Displays the Major and Minor revision of the Power ~ REAL
Cell Control Board (PCCB) firmware in Power Cell V0.

VO Power Cell Status,

Val_V0StatusWord Displays the Online status word read from Power Cell |INT
VO.
V1 Power Cell DC Bus Voltage (VDC),

Val_VIDCBusVoltage Displays in real time, the measured DC Bus Voltage  REAL

read from Power Cell V1.

V1 Power Cell Firmware Build,
Val_VIFWBuild Displays the Build number of the Power Cell Control  INT
Board (PCCB) firmware in Power Cell V1.

V1 Power Cell Firmware MajorMinorRev,
Val_ViMajrMinrFWRev Displays the Major and Minor revision of the Power  REAL
Cell Control Board (PCCB) firmware in Power Cell V1.

V1 Power Cell Status,
Val_V1StatusWord Displays the Online status word read from Power Cell ' INT
Vi,

V2 Power Cell DC Bus Voltage (VDC),
Val_V2DCBusVoltage Displays in real time, the measured DC Bus Voltage ~ REAL
read from Power Cell V2.

V2 Power Cell Firmware Build,
Val_V2FWBUild Displays the Build number of the Power Cell Contral | INT
Board (PCCB) firmware in Power Cell V2.

V2 Power Cell Firmware MajorMinorRev,
Val_V2MajrMinrFWRev Displays the Major and Minor revision of the Power  REAL
Cell Control Board (PCCB) firmware in Power Cell V2.

V2 Power Cell Status,

Val_V2StatusWord Displays the Online status word read from Power Cell | INT
V2.
Velocity Feedback Active (Hz, RPM),

Val_VelFbActive Displays the unfiltered active motor velacity REAL
feedback.

Val_VelacityError Velocity Error (Hz, RPH) REAL

Displays the velocity error signal.

VFD Cabinet Temperature (°C),
. Displays temperature feedback in the VFD cabinet
Val_VFDCabinetTemp and is used for Predicitive Life estimation of VFD REAL
cabinet fans.

VFD Cabinet Fan Contactor Command,
Val_VFDFanCtctr Displays the status of the command to start the VFD |INT
cabinet fan VFD.

VFD Cabinet Fan Feedback,
Val_VFDFanFdbk Displays the status of the VFD cabinet fan contactor/ INT
VFD.

Velocity Reference Commanded (Hz, RPM),
Val_VRefCommanded Displays the value of the Velocity Reference after the ' REAL
Skip Speed function.

Velocity Reference Final (Hz, RPM),
Val_VRefFinal Displays the final Velocity Reference, after all the REAL
modifications, to be used by the Velocity Regulator.

Velocity Reference Source,
Val_VRefSource Displays the port number and parameter number of  DINT
the source of the present velocity reference.

Velocity Requlator Integrator Output (R/s2),
Val_VRegIntOut Displays the contribution of the Integral Gain to the  REAL
Velocity Regulator output.
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Output
Val_VRegOutput

Val_WODCBusVoltage

Val_WOFWBuild

Val_WOMajrMinrFWRev

Val_WO0StatusWord

Val_W1DCBusVoltage

Val_W1FWBild

Val_W1MajrMinrFWRev

Val_W1StatusWord

Val_W2DCBusVoltage

Val_W2FWBuild

Val_W2MajrMinrFWRev

Val_W2StatusWord

Val_XfrmriCabTemp

Val_XfrmrIRTD1Fdbk

Val_XfrmrIRTD2Fdbk

Val_XfrmrIRTD3Fdbk

Val_XfrmrFanCtctr

Val_XfrmrFanFdbk

| Function/Description

Velocity Requlator Output (R/s2),
Displays the output of the Velocity Regulator.

WO Power Cell DC Bus Voltage (VDC),
Displays in real time, the measured DC Bus Voltage
read from Power Cell WO.

WO Power Cell Firmware Build,
Displays the Build number of the Power Cell Control
Board (PCCB) firmware in Power Cell WO.

WO Power Cell Firmware MajorMinarRev,
Displays the Major and Minor revision of the Power
Cell Control Board (PCCB) firmware in Power Cell WO.

WO Power Cell Status,
Displays the Online status word read from Power Cell
WO0.

W1 Power Cell DC Bus Voltage (VDC),
Displays in real time, the measured DC Bus Voltage
read from Power Cell W1.

W1 Power Cell Firmware Build,
Displays the Build number of the Power Cell Control
Board (PCCB) firmware in Power Cell W1.

W1 Power Cell Firmware MajorMinorRev,
Displays the Major and Minor revision of the Power
Cell Control Board (PCCB) firmware in Power Cell W1.

W1 Power Cell Status,
Displays the Online status word read from Power Cell
wi.

W2 Power Cell DC Bus Voltage (VDC),
Displays in real time, the measured DC Bus Voltage
read from Power Cell W2.

W2 Power Cell Firmware Build,
Displays the Build number of the Power Cell Control
Board (PCCB) firmware in Power Cell W2.

W2 Power Cell Firmware MajorMinorRev,
Displays the Major and Minor revision of the Power
Cell Control Board (PCCB) firmware in Power Cell W2.

W2 Power Cell Status,
Displays the Online status word read from Power Cell
Ww2.

Transformer 1Fan Temperature (°C),

Displays temperature feedback in the Transformer 1
cabinet and is used for Predicitive Life estimation of
Transformer 1 cabinet fans.

Transformer1 RTD1 Feedback (°C),
Displays temperature feedback from transformer 1
RTD#1.

Transformer1 RTD2 Feedback (°C),
Displays temperature feedback from transformer 1
RTD#2.

Transformer1 RTD3 Feedback (°C),
Displays temperature feedback from transformer 1
RTD#3.

Transformer Fan Contactor Command,
Displays the status of the command to start the
transformer cabinet fan VFD.

Transformer Fan Feedback,
Displays the status of the transformer cabinet fan
contactor/VFD.

DataType
REAL

REAL

INT

REAL

INT

REAL

INT

REAL

INT

REAL

INT

REAL

INT

REAL

REAL

REAL

REAL

INT

INT
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Data Types

The following Power Velocity Common Control Interface tags are the primary
device program tags to read and write to when interfacing to power velocity
devices. The value of using these tags in your specific application code is that
you may use a number of different power velocity devices such as ArmorStart®
and PowerFlex® drives without having to update your application device
interface tags.

Refer to the Interfaces section for detailed information on interfaces. Refer to
the Using Power Device Objects with PlantPAx® or Using Power Device Objects
with Machine Builder Libraries for more information on interfacing with
other Rockwell Automation® application code libraries.

For further information and examples on how to interface the power device
objects with your specific application code refer to the
“"How_To_Interface_with_Power_Device_Logix.mp4" video within the
Videos folder of the Power Device Library Download files.

raC_UDT_ItfAD_PwrVelocity_Inf

Member Description Data Type
ModulePath Module CIP Path. STR0O032

Object extension is present in the controller.
Bitwise representation: 0 = False, 1= True.

Object extension alert/notification is present.
Bitwise representation: 0 = False, 1= True.

bExtensionEnabled DINT

bExtensionAlert DINT

raC_UDT_ItfAD_PwrVelocity_Set

This is the Power Velocity Common Control Interface User-Defined Data Type
for device settings. Its members provide application program access to allow
or inhibit commands and settings from the device faceplate or other external
sources. The table below shows member names, descriptions, and tag data

types.

For example, to inhibit write commands from the device faceplate or other
external sources write a 1 to the ModuleName_AOI_CtlrSet.InhibitCmd
program tag from your application program. This would prevent a jog
command from the device faceplate. You may also set the speed for the device.

Member Description Data Type
binhibit Inhibits (Bit Overlay). DINT
InhibitCmd 1=Inhibit user Commands from external sources, 0 = Allow. BOOL
InhibitSet 1= Inhibit user Settings from external sources, 0 = Allow. BOOL
InhibitCfg 1=Inhibit user Configuration from external sources, 0 = Allow. BOOL
Speed Speed reference (Hz). REAL
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raC_UDT_ItfAD_ PwrVelocity _Cmd

This is the Power Velocity Common Control Interface User-Defined Data Type
for device commands. Its members provide application program access to
common device commands.

Only write to these common command members to control the device. If you
write directly to the device’s output command tags directly unexpected device
operation could occur.

For example, to start or activate the device write a 1 to the
ModuleName_AOI_CtlrCmd.Activate tag. Do not write to the
ModuleName:O.LogicCommand_Start tag. Although, you can write to the
uncommon command tags in the device’s output tag if a specific common
control interface tag does not exist.

The table below shows member names, descriptions, and tag data types.
All the commands are available whether operating the device physically or

virtually. Virtual Operation allows you to test your application code without
activating the device’s physical outputs.

Member Description Data Type
bCmd Commands (Bit Overlay). DINT
Physical 1= 0Operate as Physical Device. BOOL
Virtual 1= Operate as Virtual Device. BOOL
ResetWarn 1= Reset device warning. BOOL
ResetFault 1= Reset device trip or fault. BOOL
Activate 1= Activate output power structure. BOOL
Deactivate 1= Deactivate output power structure. BOOL
CmdDir Command Direction: 0 = Forward, 1= Reverse. BOOL

raC_UDT_ItfAD_PwrVelocity_Sts

This is the Power Velocity Common Control Interface User-Defined Data Type
for device status. Its members provide application program access to device
states, status, and diagnostic data. The table below shows member names,
descriptions, and tag data types.

Input Description Data Type

Enumerated state value: 0 = Unused, 1= Initializing, 2 =
eState Disconnected, 3 = Disconnecting, 4 = Connecting, 5 = Idle, 6 = DINT
Configuring, 7 = Available.

FirstWarning First Warning. raC_UDT_Event

FirstFault First Fault. raC_UDT_Event
Enumerated command failure code. 0= No Command Failure, 1=

eCmdFail Virtual Command Fail, 2= Physical Command Fail, 3= Start DINT

Command Fail, 4= Stop Command Fail, 5= Fault Reset Command
Fail,6= Operator Start Command Fail.
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Input Description Data Type
bSts Status (Bit Overlay). 0 = Connected, 1= Available, 2 = Warning, 3 = DINT
Faulted, 4 = Ready, 5 = Active, 6 = Zero Speed, 7 = Virtual.
Physical 1= Controlling physical device. BOOL
Virtual 1= Controlling virtual device. BOOL
Connected 1= PAC to device connection has been established. BOOL
Available 1=The device is available for interaction with the user program.  |BOOL
Warning 1= A warning is active on the device. BOOL
Faulted 1= Afault is active on the device. BOOL
Ready 1= Device is ready to be activated. BOOL
Active 1=Device power structure is active. BOOL
ZeroSpeed 1= Motor is at zero speed (not rotating). BOOL
CmdDir Command direction: 0 = Forward, 1= Reverse. BOOL
ActDir Actual direction: 0 = Forward, 1= Reverse. BOOL
Accelerating 1= Motor is accelerating. BOOL
Decelerating 1= Motor is decelerating. BOOL
AtSpeed 1=Motor is At Speed. BOOL
Speed Actual Speed (Hz). REAL

raC_UDT_Event

An array of size 4 is to be used to log the FirstWarning and FirstFault capture.
The data should be FIFO order. The same should be displayed on the Faceplate.

Member Description Data Type
Type Event type: 1= Status, 2 = Warning, 3 = Fault, 4...n = User. DINT

1D User definable event ID. DINT
Category (UESIErr:tdr?ggll,al"lbelgh[::;?c%?,rl‘}llateriaIs,UtiIity,etc.). DINT
Action User definable event action code. DINT
Value User definable event value or fault code. DINT
Message Event message text. STRING
EventTime_L Timestamp (Date/Time format). LINT
EventTime_D Timestamp (Y,M,D,h,m,s,us). DINT[7]

raC_UDT_LookupMember_STR0082

Member Description Data Type
Code Code DINT
Desc Code Description STRING
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Programming Example Fully configured device on a rung is provided below for reference. The first
rung is required and the others are optional. This example includes the device
and extensions objects for a PowerFlex® 525 (raC_Dvc_PF525).

Note that this programming example is the same code that is imported when
either importing the supplied rung .LsX files or when using Application Code
Manager or the Studio 5000® Import Library Objects wizard plug-in.

_InstanceMame Input _Instancelescription
Interface -PFs25

COp ral_Dwec_PFS25

Source  Mod_nstanceMame:| raC_Dwe_PFS25 _InstanceMame | ...

Dest _InstanceMame_Ingp Ref_Module Mod_Instancetame

Lencth 1 Ref_Ctrl_Inf _InstanceMame_Ctrlint
Ref_Ctrl_Set _Instanceiame_CtriSet
Ref_Ctrl_Cmd _InstanceName_CtriCmed
Ref_Ctrl_Sts _InstanceMame_CirlSts
Inp_| _InstanceMame_lnp
Inpy_Mdtor FLA 1.0
Inf_Lookup raC_Dwc_PFa25_InfTable
Cut_LogicComimandd Mod_Instanceiame: & LogicCommand
Cut_FregZommand hod_Instanceiame: O FregCommand
“al_Fregactual 004
al_OutputCurrent 0.0 4=

Sts_khlotReady 2#0000_0000_0000_0000_0000_0000_0000_0000 4

_Instancebescription
_Eneroy
raC_Opr_PFS25_Energy
rac_opr_PFS25_Energy _InstanceMame_Energy | ...
Fef_hsg_GetAftS DstOIMT raC_Dwe_PFS25_Energy_Msg | ...
Ref_Msylata_DINT raC_Dwo_PF525_Energy_MsgData
Ref_MzgCtriRezource  raC_Dwvc_PFS25_Energy_MsgCtrl

Ref_Ctrl_Inf _InstanceName_GCtrlinf
Inp_Crl_Sts _Instanceiame_CtrlSts
Out_EnergyBaze _InstanceMame_EnergyBaze
Set_Zamplelnterval S04
Cmd_ResetOdometers O4=
Stz_DatadcouistionCurstion 0d=

_Instancebescription
_State Monitor
raC_Tec_PuwrelocityStateMonitor
raC_Tec_Pwrvelocity=... _InstanceMame_Statebdon | ..

Reef_Cirl_Inf _InstanceMame_Ctrlinf
Impr_Ctrl_Set _Instanceiame_CtrlSet
Inpr_Cirl_Sts _Instancetame_Cirlsts
Irp_InhibitCig _InstanceMame_InhibitCig
O
Wal_Activations 0d=
Wal_CurfctiveHrs 004
“al_MaxActiveHrs 004
Wal_TotdctiveHrs 0.0 4=
Wal_Disconnections 04
“al_CurConnectedHrs 004
“al_MaxConnectedHrs 004
Wal_TotConnectedHrs 0.0 4=

The device (ie: PowerFlex® drive) must also be configured with the correct
device definition. Note that this configuration is completed automatically
when using Application Code Manager or the Studio 5000® Import Library
Objects wizard plug-in. For details on setting up the device, refer to the Device
Definition section.

Graphic Symbols Graphic Symbols are used as launch buttons within HMI applications to open
up faceplate displays. Alternatively, faceplates may also be launch from related
instructions such as the navigate to device faceplate buttons in the Process
Library PVSD faceplate or the Machine Builder Library raM_Dvc_Motor_VSD
faceplate.

All icons display the following information:
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- Device label (Tag.@Description or custom label entered in parameter

#104)

- Motor Speed (Hz)

- Connection Fault/Virtual Indication
- Device Warning/Fault Indication

- Device not ready indication

- Device Active (running)/Inactive (stopped) indication

See Launch Buttons for more general information on launch button
diagnostics and usage.

FactoryTalk® View ME/SE Graphic Symbols

Graphic Symbol Name

Graphic Symbol

Description

Global Object Parameter Values

GOLaunchFP

Device Label

Faceplate navigation button with string tag label.
This launch button graphic object allows the user to
navigate to the device object faceplate.

Fr7es Use with PowerFlex 525/753/756/765T Velocity
60_LaunchPowerFlexVel_TagString drives
Mator Speed (Hz) Shown as live value.
61.0 Hz
AZZO4E
= Use with ArmorStart 284E/294E Velocity Drives
60_LaunchArmorStartVel_TagString s oo
dam Motor Speed (Hz) Shown as live value.
0.0H:

G0_LaunchArmorPowerFlex_TagStri
ng

Armor PF35SE

ﬂ%—o

10.0 Hz

Use with Armor PowerFlex 35E/S Drives

Motor Speed (Hz) Shown as live value.

60_LaunchMVPowerFlex_TagString

PF&000T

50.0

Use with PowerFlex 60007/ 7000 Velocity drives.

Motor Speed (Hz) Shown as live value.

#102: Backing Tag
e

..
{:{ PACIProgram::Program._InstanceName})

#104: Custom button label. Leave blank to use

Tag.@Description

#120: Display's left position (e.g. 100, optional)

#121: Display's top position (e.g. 100, optional)
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Studio 5000 View Designer® Graphic Symbols

All Studio 5000 View Designer® graphic symbols must be configured with an
Event to open up the appropriate Popup screen. Select the graphic symbol and
in the Properties window navigate to the Events tab. Assign a Button Behavior
event to Open popup on release. Assign the required Popup screen (e.g. User-
Defined Screens\raC_Dvc_PFs525_FP). The required Property Configurations are
found in the following table where you may assign the AOI_Tag to the object’s
Add-On Instruction tag.

& | F
Properies | Animatons | Evemrs
%  Touch Press X
Open Popup: X
|User-Defined Screens\raC_Dve_PF525_FP x|
Property Configuration:
A0 Tag &4 iPAC
B ‘\MainProgram._InstanceMName
InitialTab €3 1
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Graphic Symbol Name Graphic Symbol Description Property Configuration

Faceplate navigation button with string tag label. Use

Launch ' | Properties > General > Text to modify the button label

FF755
Use with PowerFlex 525/753/755/755T Velocity drives
60_LaunchPowerFlexVel_TagString
Motor Speed (Hz) Shown as live value.
61.0 Hz
AZ2O4E
= Use with ArmorStart 284E/294E Velocity Drives
60_LaunchArmorStartVel_TagString 1 e
cun Motor Speed (Hz) Shown as live value.
0.0 Hz AOI_Tag: Object’s Add-On Instruction

Tag

Armor PF35E

1 0 Use with Armor PowerFlex 35E/S Drives
G0_LaunchArmorPowerFlex_TagString ﬂ %
T

Motor Speed (Hz) Shown as live value.

10.0 H=z

PF7000

Use with PowerFlex 6000T/ 7000 Velocity drives.
GO_LaunchMVPowerFlex_TagString
Motor Speed (Hz) Shown as live value.

FactoryTalk® Optix Graphic Symbols

Graphic Symbols are used as launch buttons within HMI applications to open
up faceplate displays. All graphical symbols for Power Devices display the
following information:

« - Device label (Tag.@Description or custom label)

« - Motor Speed (Hz)

« - Connection Fault/Virtual Indication

« - Device Warning/Fault Indication

« - Device not ready indication

« - Device Active (running)/Inactive (stopped) indication

See Basic Launch Button Attributes section for more general information on
launch button diagnostics and usage.
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Once the Objects have been imported into the FactoryTalk® Optix Studio
project, you can begin using them in your application. To add a new Launch
Button to a Main window, navigate to raC_3_xx_raC_Dvc_ObjectName_UI >
Graphic Symbols > raC_3_xx_raC_Dvc_ObjectName_GS_NavText Button to
insert a navigation launch button with a text label.

ME-|2¢|0% =4
: Project view <
Q, Search...

~ B3 Power_ApplicationExample
~Eu
B, DefaultStyleSheet

¢ NativePresentationEngine

Base controls
Containers
Contents

Data controls
Drawings
raC_Dvc_K5100
raC_Dvc_E300
raC_Dvc_SMC30

4
4
4

LK

L

- T — raC_Dvc_AS290E 4
i) Edit with Ul editor -DVeAS
= Screens y raC_Dvc_AS294E 4 GraphicSymbols b [] AS294E Text Button
~ [ Styleshe c raC_Dvc_PF755 b <PrivateElements> » [5] AS294E Graphical Button
opy
raC_Dvc_APF35 4
Bg, 1SASt paste _Dvc_A
raC_Dvc_PF7000 4
» lmrac_30 Delete _Dvc_Pl
Native presentation engine
= rasSDK1. Rename E p g
El rasSDK1. Ax web presentation engine

rarv nath tnonnda

After placing the graphic symbol on a UI panel, link the “Ref_Tag” property to
the targeted Asset under Asset tag.

Text label shown on button can be configured using “cfg_Label” property, If it
is not configured then description of the asset will be shown on the button
face.

OO / & ™ ® % o = Name AS294ETextButton1 (AS204E Text Button) =

Type AS294E Text Button

Cfg_CloseCurrentDisplay False
Cfg_DisplayType Faceplate

wing o - N
/ Cfg_Label ;

e Basic Advanced

Ul » Mainwindow » AS204E Text Button » Ref_Tag
Q Dvc_AS294E -— ° Qv
» [m Types

~ B3¢ Power_ApplicationExample | -
y E2U
~ = CommDrivers
~ &= RAEtherNet_IPDriverl
~ [#] RAEtherNet_IPStation1
~ [m Tags
» [ Controller Tags
~ [m Program:Program
» & Dvc_AS294E 4
» & Dve_AS294E_Ctricmd
» & Dve_AS294E_Ctriinf
» & Dve_AS294E_Ctriset
» & Dvc_AS294E_CtriSts °
9

4me Dra ACIQALC Inhihitrfa

™ E

Attribute (i)
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This is the only step needed to link the UI to the asset data model.For more
information on graphic symbols, refer to the Graphic Symbols section of the
Power Velocity device type in this manual.

Graphic Symbol Name Graphic Symbol Description Property Configuration
raC_3_xx_raC_Dvc_Devicename_GS_Na ® Faceplate navigation button. Use Cfg_Label Variable to
vText Dvc AS294E > modify the button label text.
o |
Dvc_PF755
. S Cfg_CloseCurrentDisplay: Set to ‘True’
raC-3-xx_raC_Dvc_Devicename_GS_Na ® Use with Powerflex 525/753/755/755T Velocity drives to close the previously open display
vGraphical Motor Speed (Hz) Shown as live value. when launching the object faceplate
° o Cfg_DisplayType: Faceplate to be
0.0 opened on button click. This should
Hz not be modified.
Ref_Tag: Object’s Add-On Instruction
Tag
Dvc AS294E Cfg_Label: Text label sh th
. Lo g-Label: Text label shown on the
raC_3_xx_raC_Dve_Devicename_GS_Na . . Use with ArmorStart 284E/294E Velocity Drives button face
vGraphical dam .
Motor Speed (Hz) Shown as live value.
o
0.0
Dvec_APF35E
- . .
raC_3 x_raC_Dvc_Devicename_GS Na [ g ‘{ (0] Use with Armor PowerFlex 35E/S Drives
vGraphical L e Motor Speed (Hz) Shown as live value.
0.0
Dvc_PF7000
ot Use with PowerFlex 6000T/ 7000 Velocity dri
raC-3-xx_raC_Dvc_Devicename_GS_Na Se With Fowerklex elocity Grives.
vGraphical (] a Motor Speed (Hz) Shown as live value.
0.0
Graphic Symbol Button Configuration Variables
Variable Name Description Default Value
Cfg_CloseCurrentDisplay Set to True' to close the previously open display when launching the object faceplate False
Cfg_DisplayType Faceplate to be opened on button click. This should not be modified. Faceplate
Ref_Tag Link to instance of desired target Asset model found in Model > Asset folder. N/A - User must configure
Text label shown on the button face. Defaults to the description of the asset but users may o
Cfg_Label . . . ..IRef_Tag@Description
replace in instances with other desired text.
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Faceplates

168

There are basic faceplate attributes that are common across all instructions.

The Home tab is the main tab of the faceplate. It contains two small trends
called sparklines and a jog control object.

On the top left is a Forward speed indicator that is a multi-state indicator and
changes text based on the device state. Other text for state changes includes,
“Reverse”, “Zero Speed”, and “Off”. The speed feedback is a large blue numeric
display that is read-only. The Gauge shows the actual speed of the device and a
numeric display showing Commanded frequency.

There are two spark lines to the right of the display for Speed and Current.
Below the spark lines is a numeric input for the user to set the Jog setpoint, and
two command buttons for Jog Forward and Jog Reverse.

Item Description
1 Banner

Device Action Forward/Reverse/0ff

Set and commanded speed on gauge

Actual speed sparkline trend

Jog reverse

Jog forward

Jog speed setpoint (Hz)

Actual current sparkline trend

V| N || S| NN

PowerFlex 525 X

1 ﬂ%* Bl Ready
) |£ | o Speed (Hz) Current (%FLA) ]

p Speed 0.0 =z
i v
i

Commanded 0.0 Hz Jog setpoint 30.0 | (H=z

4
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ASZH4E

1/0 Tab

The I/O tab is available on the APF35 Armor PowerFlex® and AS284E/AS294E
ArmorStart® devices only. This tab shows the status of inputs o-5. Exclusive to
the Armor PowerFlex® 35, if the product is a Safety model (e.g. Armor
PowerFlex® 35S) the I/O tab will additional show safety inputs 0-3. LED shows
no color when they are in the OFF position and shows blue when they are in the
ON position.

X

@ B Ready Virtual

’l
9

LY

[nputs/Outputs
o

1

2

m:

Trend Tab

Trends display values over time, often used to compare similar or related
values and to allow operators to predict future states to make control action
decisions. Two trends are displayed - Speed (Setpoint and Actual are traced)
and Current.

Configure Tab

The Configure tab contains configuration elements that a maintenance
technician would need to troubleshoot and adjust for an object on another tab,
i.e., numeric inputs to adjust trend min and max values.

Diagnostics Tab

The device diagnostics tab includes a list of information available in the drive
for troubleshooting. This tab is available on PF525, PF753 and PF755 drives only.
The amount and type of diagnostics included is dependent on the specific

Rockwell Automation Publication DEVICE-RM100D-EN-P - May 2024 169



Chapter 7 Power Velocity Objects (raC_Dvc_PFxxx, raC_Dvc_AS2x4E, raC_Dvc_APF35)
PowerFlex 525 X
. Bl Ready
Speed Setpoint 0.0(Hz) = Actual Speed 0.0 (Hz)
EE . .
. 10:32:48 AN 10:33:12 10:33:36 10:34:00 10:3424  10:34:48 AN
= Current 0.0 (%FLA
120
95
70 a
10:32:48 AN 10:33:12 10:33:36 10:34:00 10:34:24  10:34:48 AN
PowerFlex 525 X
. Bl Ready
Trend Limits
Speed Current
Minimum = 0.00 Minimum = 0.00
Maximum = 0.00 Maximum = 0.00
device model. These diagnostics may include drive start inhibits and drive
status.
Diagnostic Type AS284E |AS294E |APF35 |PF525 |PF753 |PF755 |PF755T |PF6000T |PF7000
Drive Faulted Drive Start Inhibits Yes Yes
Drive in Type 2 Alarm Drive Start Inhibits Yes Yes
Enable Input is open Drive Start Inhibits Yes Yes
Drive is in precharge Drive Start Inhibits Yes Yes
Drive is receiving a stop signal Drive Start Inhibits Yes Yes
Database performing a download Drive Start Inhibits Yes Yes
Startup is active and preventing a start Drive Start Inhibits Yes Yes
Safety module is preventing a start Drive Start Inhibits Yes Yes
Sleep function is issuing a stop Drive Start Inhibits Yes Yes
Profiler function is issuing a stop Drive Start Inhibits Yes Yes
Commutation not configured Drive Start Inhibits Yes Yes
Ready Drive Status Yes Yes
Active Drive Status Yes Yes
Command Direction Drive Status Yes Yes
Actual Direction Drive Status Yes Yes

170
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raC Croc_PFYS5 Device Object and Extensions implementation - FF755
B Ready Yirtual

. Drive Start Inhibits
Drive Faulted

. Drive In Type 2 Alarm
Enahble Input is open

"ﬁ‘f_' Drive 15 in precharge
Drive is receiving a stop signal

. Database performing a download
Startup is active and preventing a start

@I’j Safety Module is preventing a start
Sleep function is issuing a stop

Profiler function is issuing a stop
Commutation not configured

<l2 )

==

Diagnostic Type AS284E |AS294E |APF35 |PF525 |PF753 (PF755 |PF755T |PF6000T |PF7000
Accelerating Drive Status Yes Yes

Decelerating Drive Status Yes Yes

Mlarm Drive Status Yes Yes

Faulted Drive Status Yes Yes

At Speed Drive Status Yes Yes

Manual Drive Status Yes Yes

Running Drive Status Yes Yes

Jogging Drive Status Yes Yes

Stopping Drive Status Yes Yes

DC Braking Drive Status Yes Yes

DB Active Drive Status Yes Yes

Speed Mode Drive Status Yes Yes

Position Mode Drive Status Yes Yes

Torque Mode Drive Status Yes Yes

At Speed Drive Status Yes Yes

At Home Drive Status Yes Yes

At Limit Drive Status Yes Yes

Current Limit Drive Status Yes Yes

Bus Freq Regulation Drive Status Yes Yes

Enable On Drive Status Yes Yes

Motor Overload Drive Status Yes Yes

Drive Regen Drive Status Yes Yes

Digital Input 1 Drive Input Status Yes

Digital Input 2 Drive Input Status Yes

Digital Input 3 Drive Input Status Yes

Digital Input 4 Drive Input Status Yes

Common Logic Cmd Drive Status (Port0) Yes
Prod Logic Cmd Drive Status (Port0) Yes
Reference Drive Status (Port0) Yes
Common Logic Sts Drive Status (Port0) Yes
Prod Logic Sts Drive Status (Port0) Yes
Feedback Drive Status (Port0) Yes
Ctrl Pod Temp Drive Status (Port0) Yes
MPU Temp C Drive Status (Port0) Yes
DSP Temp C Drive Status (Port0) Yes
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Diagnostic Type AS284E |AS294E |APF35 |PF525 |PF753 (PF755 |PF755T |PF6000T |PF7000
SFIB Board Temp Drive Status (Port0) Yes

Pwr Dvc Cmd PIOB Drive Status (Port0) Yes

Pwr Dvc Sts PIOB Drive Status (Port0) Yes

Pwr Dvc Cmd Drive Status (Port0) Yes

Pwr Dvc Sts Drive Status (Port0) Yes

Pwr Config Sts Drive Status (Port0) Yes

Logic Cmd Drive Status (Port0) Yes

Out Vitg Trim Value Drive Status (Port10) Yes

Out Vitg Cmd Trim Drive Status (Port10) Yes

Motor Status 1 Drive Status (Port10) Yes

Motor Status 2 Drive Status (Port10) Yes

Out Vitg Trim Value Drive Status (PortT1) Yes

Out Vitg Cmd Trim Drive Status (Port11) Yes

Motor Status 1 Drive Status (Port11) Yes

Motor Status 2 Drive Status (PortT1) Yes

Prchrg Duty Cycle Drive Status (Port13) Yes

Prchrg Open Lvl Act Drive Status (Port13) Yes

Line Status1 Drive Status (Port13) Yes

Line Status 2 Drive Status (Port13) Yes

Num Xfrmr 1Fans Drive Status (Portl4) Yes

Num Xfrmr 2 Fans Drive Status (Portl4) Yes

Num Pwr Cell Fans Drive Status (Port14) Yes

Num Filter Fans Drive Status (Port14) Yes

Num VFD Fans Drive Status (Port14) Yes

Drive not Synched with Line Voltage Drive Start Inhibits Yes
Rectified Phase Check not Passed Drive Start Inhibits Yes
Line Filter Capacitor not Discharged Drive Start Inhibits Yes
Drive Input Isolation Switch 0K Drive Start Inhibits Yes
Drive Output Isolation Switch 0K Drive Start Inhibits Yes
Drive Bypass Isolation Switch 0K Drive Start Inhibits Yes
ggﬁ?a[élt[)crmt Mode does not has Output Drive Start Inhibits Yes
PS’I;;% Filter Capacitor not Discharged after Drive Start Inhibits Yes
Loss of Medium Voltage Drive Start Inhibits Yes
Loss of Control Power Drive Start Inhibits Yes
SCR Gate Boards not Charged Drive Start Inhibits Yes
Drive Input Contactor Open Drive Start Inhibits Yes
Rectified Self Powered Gate Supply OK Drive Start Inhibits Yes
Fans ON Drive Status Yes
Input Closed Drive Status Yes
Output Closed Drive Status Yes
Jog Drive Status Yes
Restart Required Drive Status Yes
Converter Fan2 ON Drive Status Yes
Drive Message Error Drive Status Yes
Input Isolation Switch Contactor Status Yes
Input Contactor Contactor Status Yes
Output Isolation Switch Contactor Status Yes
Output Contactor Contactor Status Yes
Bypass Isolation Switch Contactor Status Yes
Bypass Contactor Contactor Status Yes
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Diagnostic Type AS284E |AS294E |APF35 |PF525 |PF753 (PF755 |PF755T |PF6000T |PF7000
Line Frequency (Hz) B:atgnostlcs Process Yes
Line Current (Amps) g;atgnostlcs Process Yes
Line Power (kW) Bgatgnostics Process Yes
. 5 Diagnostics Process
Line Power (%) Data Yes
Line Voltage (V) glaatgnostlcs Process Yes
Line Voltage (%) Bgatgnostics Process Yes
Drive Overload Count (%) iagnastics Process Yes
Rectifier Voltage (%) B;atgnostms Process Yes
Motor Torque (%) Bgatgnostics Process Yes
Motor Current (Amps) gl:tgnostlcs Process Yes
Motor Current (%) B;atgnostms Process Yes
Motor Power (kW) Biazignostics Process Yes
Motor Power (%) Bl:tgnostlcs Process Yes
Motor Voltage (V) Bl:tgnostlcs Process Yes
Motor Voltage (%) Biazignostics Process Yes
Motor Overload Count (%) g;atgnostlcs Process Yes
Inverter Temperature (deg C) Blaatgnostlcs Process Yes
Rectifier Temperature (deg C) B;atgnostlcs Process Yes
Input Isolation Switch Hardware options Yes
Output Isolation Switch Hardware options Yes
Bypass Isolation Switch Hardware options Yes
Output Contactor Installed Hardware options Yes
Bypass Contactor Installed Hardware options Yes

Note: additional diagnostics for the PF755T are available through the

Predictive Maintenance Extension object.

Fault Warning Tab

The Fault Warning tab displays information for up to four faults for the device.
The fault table displays the Severity level (Fault, Warning or Active Fault), time

(and date) and a description of the fault.

Note, only row 1 will display the “Active Fault” in the severity column if there is

a current active fault, else it will display the last fault. Rows 2-4 only display

past faults and warnings, not an active fault.
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Severity Time Description
2 |
Active | 2021-08-12 | Control through the embedded EtherNet/IP H
3 Fault | 10:46:08 | adapter interrupted.
Fault 2021-08-11 | Control through the embedded EtherNet/IP
| 19:18:22 adapter interrupted.
Fault | 2021-08-11 | Control through the embedded EtherNel/IP
| 19:14:37 | adapter interrupted. _
Faut | 2021-03-24 | Control through the embedded EtherNet/IP
09:47:03 adapter interrupted.
4 5 6
Item Description
1 Banner
2 Last fault is in first row and show in bold if active
3 Yellow border visible when a fault is active
4 Fault severity
5 Fault event time
6 4 most recent fault/warning event messages
Click on any row in the fault table to view fault details. The details window
provides a more detailed description and possible action steps to remedy
condition.
PowerFlex 525 ><

. B Not Ready EN Network Los:

. Details X

2021-08-12 10:46:08

| || Description / Action
Control through the embedded EtherNet/IP adapter has been interrupted.

1. Cycle power

2. Check communications cabling
3. Check EtherMNet/IP setting

4. Check external network status
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Extension Tab

The Extension tab provides a navigation button to open Extension faceplates.
Extension faceplates are optional and may include:

« State Monitor Extension

« Energy Extension

«  Predictive Maintenance Extension

PowerFlex 525 ><

@ B Ready

4
&
!

rj"j

Energy

Note that extensions are currently only available in FactoryTalk® View Studio
and are not supported in Studio 5000 View Designer®.

For complete details on extensions, refer to the related sections of this manual:
«  State Monitor Extension
«  Energy Extension
«  Predictive Maintenance Extension

Extensions will be enabled through the device object's Information interface.
The interface contains a DINT member entitled ExtensionEnabled. Each bit of
ExtensionEnabled represents an extension location, thus a device object can
theoretically support 32 extensions.

Currently, extension names are reserved for the following locations:

Extension Name Location Tag Suffix
State Monitor Bit 0 | StateMon
Energy Bit 1 | Energy
Predictive Maintenance Bit 2 | PredMaint
Reserved Bits3-31
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b Instance_Name_Ctrlinf.ModulePath *$0150351280E1... {..} STRO032 Device Interface - Power Velocity Module CIP Path
4 Instance_Name_Ctrlinf.ExtensionEnabled Decimal DINT Device Interface - Power Velocity Object extension is present in the controller
Instance_MName_Ctrlinf.ExtensionEnabled.0 Decimal BOOL Device Interface - Power Velocity Object extension is present in the controller

o ofl=|lo ~m

I Instance_Mame_CtrlInf.ExtensionEnabled.1 Decimal BOOL Device Interface - Power Velocity Object extension is present in the controller I
Instance_Mame_Ctrlinf.ExtensionEnabled.2 Decimal BOOL Device Interface - Power Velocity Object extension is present in the controller
Instance_Mame_CtrlInf.ExtensionEnabled.3 Decimal BOOL Device Interface - Power Velocity Object extension is present in the controller

Extension Objects Energy Extension

Energy extension faceplates are available for compatible objects. Refer to the
raC_Opr_xxx_Energy section of this manual for more information.

PowerFlex 525_Energy X
@ == Metering
Resource Type Generic
Capabilities Proxy
Real Energy
Consumed 0.016
Generated 0.000
Net 0.016
Transfer Rate 0.040

State Monitor Extension

State Monitor extension faceplates are available for all objects. Refer to the
raC_Tec_PwrxxxStateMonitor section of this manual for more information.
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State Monitor

ﬁ Device Output Power Structure

Current active time
0.0 Hours

Maximum continuous active time
0.0 Hours

Total accumulated active time
0.0 Hours

Total number of device activations
0

(M2 )

>< State Monitor X

ﬁ Device Connection

Current connection time
0.3 Hours

Maximum continuous connection time
0.3 Hours

Total accumulated connected time
0.2 Hours

Total number of device disconnections
1

(M)

App'ication Code "anager All Power Velocity device objects have similar configuration parameters in
Application Code Manager. The following section defines the common
parameters. “xxxxx” is used in place of the specific device name (e.g. PF525).

Refer to the section Using Application Code Manager for complete details.

Definition Object: raC_Dve_xxxxx

This object contains the AOI definition and used as linked library to
implement object. This gives flexibility to choose to instantiate only definition
and create custom implement code. User may also create their own implement
library and link with this definition library object.

Parameter Name Default Value Instance Name  Definition

ObjectinterfaceDatatype UserDefinedDatatype

Description

Determine the interface datatype of the object.

Note: if using with the Pracess object library, select
PreDefinedDatatype.

PreDefinedDatatype selection can be used with L8 or 5069
controllers in V33 and later.

UserDefinedDatatype selection can used in any application that
does not utilize the Process abject library.
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Parameter Name

RoutineName

TagName

TagDescription

TagScope

Implementation Object: raC_LD_Dvc_xxxxx

Default Value Instance Name

{ObjectName} {RoutineName}

{ObjectName} {TagName}

{ObjectDescription} {TagDescription}

Program

ObjectinterfaceDatatype UserDefinedDatatype

Ref_DvcObj_Type

ModuleName

ModuleType

DriveRating

MotorFLA

IncludeHW

ModuleType

|PAddress

ParentModule

ChassisName

178

{ModuleName}
Mod_{ObjectName} {ModuleName}
Device Dependent

Device Dependent

10

PowerFlex525-E2P

192.168.1.0

Local

{ParentModule}

Definition

Routine

Backing Tag

Input Parameter

Input Parameter

Input Parameter

Input Parameter

Input Parameter

Input Parameter

Description

Enter Routine name. Routine will be created and Object
implement rung(s) inserted.

A JSR will be inserted in MainRoutine.

If routine name already exists, then object will be inserted into
existing routine.

By default, parameter is set to Object Name.

Enter the backing tag of the main AQL.
This will serve as the base tag name for other tags in this object
that are derived from the base.

Tag Description of the main AOI backing tag

Tags will be created at the assigned scope

Determine the interface datatype of the object.

Note: if using with the Process object library, select
PreDefinedDatatype.

PreDefinedDatatype selection can be used with L8 or 5069
controllers in V33 and later. UserDefinedDatatype selection can
used in any application that does not utilize the Process object
library.

Reference for PlantPAx objects.

Enter the Module Name. This is the name for the module that
appears in the Controller Organizer tree.

Select hardware module type. e.q. PowerFlex525-E2P. See Module
Options for full details.

Applicable to PowerFlex® drives. Select drive size rating. e.g.
208V TIA(HD) Compact. See Module Options for full details.

Applicable to PowerFlex® drives. Enter motor full load amps

Allow ACM to create the Hardware Module.
If the module already exists in the Controller Organizer, select
False or existing module properties will be overwritten.

Select hardware module type

Enter a valid network address for the hardware module. It must
be of form X.X.X.X

Select the Parent Module.

This represents the name of the communication adapter this
module will communicate through. If connecting to a non-library
object module, enter the name of the module only. If the module
is connected directly to the controller ethernet port, enter
"Local".

Note: entering non-library object modules will result in the
parameter displaying a red X. This will still generate praperly as
long as the entered name exists in the project.

Warning removal
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Parameter Name Default Value Instance Name  Definition Description
IncludeEnergy 0 Input Parameter Include the energy extension abject
IncludeStateMonitor 0 Input Parameter Include the State Monitor extension object

IncludePredictiveMainte Include the Predictive Maintenance extension object. Applicable
nance 0 Input Parameters . be7eet oniy.
Applicable to PF/5b1 with Predictive Maintenance extension only.

Drive_Firmware Greater than or Equal to VTl Greater than o Equal to VII/V.

Enter Tag name for Msg Services. This tag should be unique for

EnergyMsgTag raC_Dve_xox_Energy_Msg {EnergyMsgTag) Msg Service class. Multiple objects can share the tag.

raC._Dve_xwoxx_Energy_MsgC Message Services Control Tag. This tag provides the control

EnergyMsqCtrl trl {EnergyMsgCtrl} interface for the messaging services. This should be unique per
class. Multiple objects can share the tag.

atgiots DI g

SymbolStyle Icon HMI launch button symbol style. Icon/Text

SEAssocDisplay HMI Display FactoryTalk View SE Display reference. Launch button will be

generated on this display.

HMI Display FactoryTalk View ME Display reference. Launch button will be

MEAssocDisplay generated on this display.

Module Options

A detailed list of available DriveRatings and ModuleTypes is below:

ModuleType

Device Options

DriveRating Options

284LE-FVDIP4Z
284LE-FVD2P3S
284LE-FVD2P3Z
284E-FVD4POS
raC_Dvc_AS284E | 2B4E-FVD4POZ N/A
284E-FVD6POS
284E-FVD6POZ
284LE-FVDTPBS
284LE-FVDTPBZ

294E-FDIPSP
294E-FDIPSZ
294E-FD2P5P

294E-FD2P5Z N/A
294E-FD4P2P
294E-FD4P2Z

raC_Dvc_AS294E

Armor PowerFlex®

raC_Dvc_APF35 THP (0.75kW), 2HP (1.5kW), 3HP (2.2kW)

Armor PowerFlex®

1P 10V 1.0HP, 1P 110V 1.5HP, 1P 110V .50HP, 1P 240V 1.0HP, 1P 240V 2.0HP, 1P 240V 3.0HP, 1P 240V .50HP, 3P 230V 1.0HP, 3P 230V 2.0HP, 3P 230V 3.0HP, 3P 230V 5.0HP, 3P 230V
PowerFlex525-E2P 75HP, 3P 230V 10HP, 3P 230V 15HP, 3P 230V 20HP, 3P 230V .50HP, 3P 460V 1.0HP, 3P 460V 2.0HP, 3P 460V 3.0HP, 3P 480V 5.0HP, 3P 460V 7.5HP, 3P 460V 10HP, 3P 460V 15HP, 3P
PowerFlex525-EENET | 460V 20HP, 3P 460V 25HP, 3P 460V 30HP, 3P 460V .50HP, 3P 600V 1.0HP, 3P 600V 2.0HP, 3P 600V 3.0HP, 3P 600V 5.0HP, 3P 600V 7.5HP, 3P 600V 10HP, 3P 600V 15HP, 3P 600V
20HP, 3P 600V 25HP, 3P 600V 30HP, 3P 600V .50HP

raC_Dvc_PF525
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. ModuleType . . .
Device Options DriveRating Options

raC_Dvc_PF75
3

Powerflex_753_E
NETR

200V 4.8A(ND) Compact, 200V 4.8A(HD) Compact, 200V 4.8A(ND) Standard, 200V 4.8A(HD) Standard, 208V TIA(ND) Standard, 208V TIA(HD) Standard, 208V TIA(ND) Compact, 208V
78A(HD) Compact, 208V 120A(ND) Standard, 208V 92A(HD) Standard, 208V 15.3A(ND) Compact, 208V 11A(HD) Compact, 208V 150A(ND) Standard, 208V 120A(HD) Standard, 208V
17.5A(ND) Standard, 208V 11A(HD) Standard, 208V 177A(ND) Standard, 208V 150A(HD) Standard, 208V 2.5AND) Compact, 208V 2.5A(HD) Compact, 208V 2.5A(ND) Standard, 208V
2.5A(HD) Standard, 208V 22A(ND) Standard, 208V 17.5A(HD) Standard, 208V 221A(ND) Standard, 208V 177A(HD) Standard, 208V 260A(ND) Standard, 208V 221A(HD) Standard, 208V
260A(ND) NEMA 12, 208V 221A(HD) NEMA 12, 208V 32.2A(ND) Standard, 208V 22A(HD) Standard, 208V 359A(ND) Standard, 208V 260A(HD) Standard, 208V 4.8A(ND) Compact, 208V
2.5A(HD) Compact, 208V 4.8A(ND) Standard, 208V 4.8A(HD) Standard, 208V 414A(ND) Standard, 208V 359A(HD) Standard, 208V 43A(ND) Standard, 208V 32.2A(HD) Standard, 208V
4TTA(ND) Standard, 208V 359A(HD) Standard, 208V 60A(ND) Standard, 208V 43A(HD) Standard, 208V 7.8A(ND) Compact, 208V 4.8A(HD) Compact, 208V 7.8A(ND) Standard, 208V
78A(HD) Standard, 208V 78.2A(ND) Standard, 208V 60A(HD) Standard, 208V 92A(ND) Standard, 208V 78.2A(HD) Standard, 208V 92A(ND) NEMA 12, 208V 78.2A(HD) NEMA 12, 240V
104A(ND) Standard, 240V 80A(HD) Standard, 240V 130A(ND) Standard, 240V 104A(HD) Standard, 240V 15.3A(ND) Compact, 240V 9.6A(HD) Compact, 240V 15.3A(ND) Standard, 240V
9.6A(HD) Standard, 240V 154A(ND) Standard, 240V 130A(HD) Standard, 240V 192A(ND) Standard, 240V 154A(HD) Standard, 240V 2.2A(ND) Compact, 240V 2.2A(HD) Compact, 240V
2.2A(ND) Standard, 240V 2.2A(HD) Standard, 240V 22A(ND) Standard, 240V 15.3A(HD) Standard, 240V 260A(ND) Standard, 240V 192A(HD) Standard, 240V 260A(ND) NEMA 12, 240V
192A(HD) NEMA 12, 240V 28A(ND) Standard, 240V 22A(HD) Standard, 240V 312A(ND) Standard, 240V 260A(HD) Standard, 240V 360A(ND) Standard, 240V 312A(HD) Standard, 240V
4.2MND) Compact, 240V 2.2A(HD) Compact, 240V 4.2A(ND) Compact, 240V 4.2A(HD) Compact, 240V 4.2A(ND) Standard, 240V 4.2A(HD) Standard, 240V 4.2A(ND) Standard, 240V
4.2A(HD) Standard, 240V 42A(ND) Standard, 240V 28A(HD) Standard, 240V 477A(ND) Standard, 240V 312A(HD) Standard, 240V 54A(ND) Standard, 240V 42A(HD) Standard, 240V
6.8A(ND) Compact, 240V 4.2A(HD) Compact, 240V 6.8A(ND) Standard, 240V 6.8A(HD) Standard, 240V 70A(ND) Standard, 240V 54A(HD) Standard, 240V 80A(ND) Standard, 240V
70A(HD) Standard, 240V 80A(ND) NEMA 12, 240V 70A(HD) NEMA 12, 240V 9.6A(ND) Compact, 240V 6.8A(HD) Compact, 240V 9.6A(ND) Standard, 240V 9.6A(HD) Standard, 400V
104A(ND) Standard, 400V 85A(HD) Standard, 400V 104A(ND) NEMA 12, 400V 85A(HD) NEMA 12, 400V T1.5A(ND) Standard, 400V T1.5A(HD) Standard, 400V T1.5A(ND) Compact, 400V
8.7A(HD) Compact, 400V 140A(ND) Standard, 400V 104A(HD) Standard, 400V 15.4A(ND) Compact, 400V 11.5A(HD) Compact, 400V 15.4A(ND) Standard, 400V T1.5A(HD) Standard, 400V
170A(ND) Standard, 400V 140A(HD) Standard, 400V 2.1A(ND) Compact, 400V 1.3A(HD) Compact, 400V 2.1A(ND) Standard, 400V 2.1A(HD) Standard, 400V 205A(ND) Standard, 400V
T70A(HD) Standard, 400V 22A(ND) Standard, 400V 15.4A(HD) Standard, 400V 260A(ND) Standard, 400V 205A(HD) Standard, 400V 260A(ND) NEMA 12, 400V 205A(HD) NEMA 12, 400V
3.5A(ND) Compact, 400V 2.JA(HD) Compact, 400V 3.5A(ND) Standard, 400V 3.5A(HD) Standard, 400V 30A(ND) Standard, 400V 22A(HD) Standard, 400V 302A(ND) Standard, 400V
260A(HD) Standard, 400V 367A(ND) Standard, 400V 302A(HD) Standard, 400V 37A(ND) Standard, 400V 30A(HD) Standard, 400V 43A(ND) Standard, 400V 37A(HD) Standard, 400V
456A(ND) Standard, 400V 367A(HD) Standard, 400V 477A(ND) Standard, 400V 367A(HD) Standard, 400V 5A(ND) Compact, 400V 3.5A(HD) Compact, 400V 5A(ND) Standard, 400V
5A(HD) Standard, 400V 60A(ND) Standard, 400V 43A(HD) Standard, 400V 72A(ND) Standard, 400V B0A(HD) Standard, 400V 72A(ND) NEMA 12, 400V 60A(HD) NEMA 12, 400V 8.7A(ND)
Compact, 400V 5A(HD) Compact, 400V 8.7A(ND) Standard, 400V 8.7A(HD) Standard, 400V 85A(ND) Standard, 400V 72A(HD) Standard, 480V TIA(ND) Standard, 480V TIA(HD)
Standard, 480V TIA(ND) Compact, 480V 8A(HD) Compact, 480V 125A(ND) Standard, 480V 96A(HD) Standard, 480V 14A(ND) Compact, 480V TIA(HD) Compact, 480V 14A(ND) Standard,
480V TIA(HD) Standard, 480V 156A(ND) Standard, 480V 125A(HD) Standard, 480V 186A(ND) Standard, 480V 156A(HD) Standard, 480V 2.JA(ND) Compact, 480V 1.JA(HD) Compact,
480V 2.1A(ND) Standard, 480V 2.1A(HD) Standard, 480V 22A(ND) Standard, 480V 14A(HD) Standard, 480V 248A(ND) Standard, 480V 186A(HD) Standard, 480V 248A(ND) NEMA 12,
480V 186A(HD) NEMA 12, 480V 27A(ND) Standard, 480V 22A(HD) Standard, 480V 3.4A(ND) Compact, 480V 2.8A(HD) Compact, 480V 3 4A(ND) Standard, 480V 3.4A(HD) Standard,
480V 302A(ND) Standard, 480V 248A(HD) Standard, 480V 34A(ND) Standard, 480V 27A(HD) Standard, 480V 361A(ND) Standard, 480V 302A(HD) Standard, 480V 40A(ND) Standard,
480V 34A(HD) Standard, 480V 415A(ND) Standard, 480V 361A(HD) Standard, 480V 477A(IND) Standard, 480V 361A(HD) Standard, 480V 5A(ND) Compact, 480V 3.4A(HD) Compact,
480V 5A(ND) Standard, 480V 5A(HD) Standard, 480V 52A(ND) Standard, 480V 40A(HD) Standard, 480V 65A(ND) Standard, 480V 52A(HD) Standard, 480V 65A(ND) NEMA 12, 480V
52A(HD) NEMA 12, 480V 77A(ND) Standard, 480V 65A(HD) Standard, 480V 8A(ND) Compact, 480V 5A(HD) Compact, 480V 8AND) Standard, 480V 8A(HD) Standard, 480V 96A(ND)
Standard, 480V 77A(HD) Standard, 480V 96A(ND) NEMA 12, 480V 77A(HD) NEMA 12, 600V 0.9A(HD) Standard, 600V 0.9A(HD) Standard, 600V 0.9A(HD) Standard, 600V 0.9A(HD)
Standard, 600V 9A(HD) Standard, 600V 9A(HD) Standard, 600V 9A(HD) Standard, 600V 9A(HD) Standard, 600V 12A(ND) Standard, 600V 9.1A(HD) Standard, 600V 125A(ND) Standard,
600V 99A(HD) Standard, 600V 144A(ND) Standard, 600V 125A(HD) Standard, 600V TIA(HD) Standard, 600V TIA(HD) Standard, 600V IA(HD) Standard, 600V TIA(HD) Standard, 600V
18A(ND) Standard, 600V 11.1A(HD) Standard, 600V 192A(ND) Standard, 600V 144A(HD) Standard, 600V 1.7A(HD) Standard, 600V 1.7A(HD) Standard, 600V 1.7A(HD) Standard, 600V
1.7A(HD) Standard, 600V 17A(HD) Standard, 600V 17A(HD) Standard, 600V 17A(HD) Standard, 600V 17A(HD) Standard, 600V 23A(ND) Standard, 600V 18A(HD) Standard, 600V 24A(ND)
Standard, 600V 22A(HD) Standard, 600V 242A(ND) Standard, 600V 192A(HD) Standard, 600V 22A(HD) Standard, 600V 22A(HD) Standard, 600V 22A(HD) Standard, 600V 22A(HD)
Standard, 600V 28A(ND) Standard, 600V 23A(HD) Standard, 600V 289A(ND) Standard, 600V 242A(HD) Standard, 600V 2.7A(HD) Standard, 600V 2.7A(HD) Standard, 600V 2.7A(HD)
Standard, 600V 2.7A(HD) Standard, 600V 27A(HD) Standard, 600V 27A(HD) Standard, 600V 27A(HD) Standard, 600V 27A(HD) Standard, 600V 33A(ND) Standard, 600V 28A(HD)
Standard, 600V 32A(HD) Standard, 600V 32A(HD) Standard, 600V 32A(HD) Standard, 600V 32A(HD) Standard, 600V 42A(ND) Standard, 600V 33A(HD) Standard, 600V 41A(HD)
Standard, 600V 41A(HD) Standard, 600V 41A(HD) Standard, 600V 41A(HD) Standard, 600V 53A(ND) Standard, 600V 42A(HD) Standard, 600V 3.9A(HD) Standard, 600V 3.9A(HD)
Standard, 600V 3.9A(HD) Standard, 600V 3.9A(HD) Standard, 600V 63A(ND) Standard, 600V 52A(HD) Standard, 600V 77A(ND) Standard, 600V 63A(HD) Standard, 600V 6.1A(HD)
Standard, 600V 6.1A(HD) Standard, 600V 6.1A(HD) Standard, 600V 6.1A(HD) Standard, 600V 99A(ND) Standard, 600V 77A(HD) Standard, 690V TISA(ND) Standard, 690V 98A(HD)
Standard, 690V 12A(ND) Standard, 630V 9A(HD) Standard, 630V 142A(ND) Standard, 630V TI9A(HD) Standard, 690V 15A(ND) Standard, 630V 12A(HD) Standard, 690V 171A(ND)
Standard, 690V 142A(HD) Standard, 630V 20A(ND) Standard, 630V 15A(HD) Standard, 630V 212A(ND) Standard, 630V 171A(HD) Standard, 630V 23A(ND) Standard, 630V 20A(HD)
Standard, 630V 263A(ND) Standard, 690V 212A(HD) Standard, 630V 30A(ND) Standard, 690V 23A(HD) Standard, 690V 34A(ND) Standard, 690V 30A(HD) Standard, 630V 46A(ND)
Standard, 690V 34A(HD) Standard, 690V 50A(ND) Standard, 690V 46A(HD) Standard, 690V 61A(ND) Standard, 630V 50A(HD) Standard, 690V 82A(ND) Standard, 630V 61A(HD)
Standard, 690V 98A(ND) Standard, 630V 82A(HD) Standard
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Device

ModuleType
Options

DriveRating Options

raC_Dvc_PF755

Powerflex_755_EENE
1
Powerflex_755_ENET
R

200V 4.8A(HD) Compact, 200V 4.8A(HD) Standard, 200V 4.8A(ND) Compact, 200V 4.8A(ND) Standard, 208V TIA(HD) Compact, 208V TIA(HD) Standard, 208V TIA(HD) Standard, 208V
TIA(ND) Compact, 208V TIA(ND) Standard, 208V 120A(HD) Standard, 208V 120A(ND) Standard, 208V 15.3A(ND) Compact, 208V 150A(HD) Standard, 208V 150A(ND) Standard, 208V
17.5AHD) Standard, 208V 17.5A(ND) Standard, 208V 177A(HD) Standard, 208V 177A(ND) Standard, 208V 2.5A(HD) Compact, 208V 2.5A(HD) Compact, 208V 2.5A(HD) Standard, 208V
2.5A(ND) Compact, 208V 2.5A(ND) Standard, 208V 221A(HD) NEMA 12, 208V 221A(HD) Standard, 208V 221A(ND) Standard, 208V 22A(HD) Standard, 208V 22A(ND) Standard, 208V
260A(HD) Standard, 208V 260A(ND) NEMA 12, 208V 260A(ND) Standard, 208V 32.2A(HD) Standard, 208V 32.2A(ND) Standard, 208V 353A(HD) Standard, 208V 359A(HD) Standard,
208V 359A(ND) Standard, 208V 4.8A(HD) Compact, 208V 4.8A(HD) Standard, 208V 4.8A(ND) Compact, 208V 4.8A(ND) Standard, 208V 414A(ND) Standard, 208V 43A(HD) Standard,
208V 43A(ND) Standard, 208V 477A(ND) Standard, 208V 60A(HD) Standard, 208V 60A(ND) Standard, 208V 7.8A(HD) Compact, 208V 7.8A(HD) Standard, 208V 7.8A(ND) Compact,
208V 7.8A(ND) Standard, 208V 78.2A(HD) NEMA 12, 208V 78.2A(HD) Standard, 208V 78.2A(ND) Standard, 208V 92A(HD) Standard, 208V 92A(ND) NEMA 12, 208V 92A(ND) Standard,
240V 104A(HD) Standard, 240V 104A(ND) Standard, 240V 130A(HD) Standard, 240V 130A(ND) Standard, 240V 15.3A(HD) Standard, 240V 15.3A(ND) Compact, 240V 15.3A(ND)
Standard, 240V 154A(HD) Standard, 240V 154A(ND) Standard, 240V 192A(HD) NEMA 12, 240V 192A(HD) Standard, 240V 192A(ND) Standard, 240V 2.2A(HD) Compact, 240V 2.2A(HD)
Compact, 240V 2.2A(HD) Standard, 240V 2.2A(ND) Compact, 240V 2.2A(ND) Standard, 240V 22A(HD) Standard, 240V 22A(ND) Standard, 240V 260A(HD) Standard, 240V 260A(ND)
NEMA 12, 240V 260A(ND) Standard, 240V 28A(HD) Standard, 240V 28A(ND) Standard, 240V 312A(HD) Standard, 240V 312A(HD) Standard, 240V 312A(ND) Standard, 240V 360A(ND)
Standard, 240V 4.2A(HD) Compact, 240V 4.2A(HD) Compact, 240V 4.2A(HD) Standard, 240V 4.2A(HD) Standard, 240V 4.2A(ND) Compact, 240V 4.2A(ND) Compact, 240V 4.2A(ND)
Standard, 240V 4.2A(ND) Standard, 240V 42A(HD) Standard, 240V 42A(ND) Standard, 240V 477A(ND) Standard, 240V 54A(HD) Standard, 240V 54A(ND) Standard, 240V 6.8A(HD)
Compact, 240V 6.8A(HD) Standard, 240V 6.8A(ND) Compact, 240V 6.8A(ND) Standard, 240V 70A(HD) NEMA 12, 240V 70A(HD) Standard, 240V 70A(ND) Standard, 240V 80A(HD)
Standard, 240V 80A(ND) NEMA 12, 240V 80A(ND) Standard, 240V 9.6A(HD) Compact, 240V 9.6A(HD) Standard, 240V 9.6A(HD) Standard, 240V 9.6A(ND) Compact, 240V 9.6A(ND)
Standard, 400V 1.3A(HD) Compact, 400V 104A(HD) Standard, 400V 104A(ND) NEMA 12, 400V 104A(ND) Standard, 400V 11.5A(HD) Compact, 400V T1.5A(HD) Standard, 400V 11.5A(HD)
Standard, 400V T1.5A(ND) Compact, 400V T1.5A(ND) Standard, 400V 140A(HD) Standard, 400V 140A(ND) Standard, 400V 15.4A(HD) Standard, 400V 15.4A(ND) Compact, 400V
15.4A(ND) Standard, 400V 170A(HD) Liquid Cooled, 400V T70A(HD) Liguid Cooled, 400V 170A(HD) Liquid Cooled, 400V 170A(HD) Liquid Cooled, 400V T70A(HD) Standard, 400V
T70A(ND) Standard, 400V 186A(ND) Liquid Cooled, 400V 186A(ND) Liquid Cooled, 400V 2.1A(HD) Compact, 400V 2.1A(HD) Standard, 400V 2.1A(ND) Compact, 400V 2.1A(ND) Standard,
400V 205A(HD) Liquid Cooled, 400V 205A(HD) Liquid Cooled, 400V 205A(HD) NEMA 12, 400V 205A(HD) Standard, 400V 205A(ND) Liquid Cooled, 400V 205A(ND) Liquid Cooled, 400V
205A(ND) Standard, 400V 22A(HD) Standard, 400V 22A(ND) Standard, 400V 260A(HD) Liquid Cooled, 400V 260A(HD) Liquid Cooled, 400V 260A(HD) Standard, 400V 260A(ND) Liquid
Cooled, 400V 260A(ND) Liquid Cooled, 400V 260A(ND) NEMA 12, 400V 260A(ND) Standard, 400V 3.5A(HD) Compact, 400V 3.5A(HD) Standard, 400V 3.5A(ND) Compact, 400V
3.5A(ND) Standard, 400V 302A(HD) Liquid Cooled, 400V 302A(HD) Liquid Cooled, 400V 302A(HD) Liquid Cooled, 400V 302A(HD) Standard, 400V 302A(ND) Liquid Cooled, 400V
302A(ND) Liquid Cooled, 400V 302A(ND) Standard, 400V 30A(HD) Standard, 400V 30A(ND) Standard, 400V 367A(HD) Liquid Cooled, 400V 367A(HD) Liquid Cooled, 400V 367A(HD)
Liquid Cooled, 400V 367A(HD) Liquid Cooled, 400V 367A(HD) Standard, 400V 367A(HD) Standard, 400V 367A(ND) Liquid Cooled, 400V 367A(ND) Liquid Cooled, 400V 367A(ND)
Liquid Cooled, 400V 367A(ND) Standard, 400V 37A(HD) Standard, 400V 37A(ND) Standard, 400V 415A(ND) Liquid Cooled, 400V 415A(ND) Liquid Cooled, 400V 43A(HD) Standard,
400V 43A(ND) Standard, 400V 450A(ND) Liquid Cooled, 400V 456A(ND) Standard, 400V 477A(ND) Liquid Cooled, 400V 477A(ND) Standard, 400V 5A(HD) Compact, 400V 5A(HD)
Standard, 400V 5A(ND) Compact, 400V 5A(ND) Standard, 400V 60A(HD) NEMA 12, 400V 60A(HD) Standard, 400V 60A(ND) Standard, 400V 72A(HD) Standard, 400V 72A(ND) NEMA 12,
400V 72A(ND) Standard, 400V 8.7A(HD) Compact, 400V 8.7A(HD) Standard, 400V 8.7A(ND) Compact, 400V 8.7A(ND) Standard, 400V 85A(HD) NEMA 12, 400V 85A(HD) Standard, 400V
85A(ND) Standard, 480V 1.1A(HD) Compact, 480V 11A(HD) Compact, 480V TIA(HD) Standard, 480V TIA(HD) Standard, 480V TIAND) Compact, 480V TIA(ND) Standard, 480V 125A(HD)
Standard, 480V 125A(ND) Standard, 480V 14A(HD) Standard, 480V 14A(ND) Compact, 480V 14A(ND) Standard, 480V 156A(HD) Liquid Cooled, 480V 156A(HD) Liquid Cooled, 480V
156A(HD) Liquid Cooled, 480V 156A(HD) Liquid Cooled, 480V 156A(HD) Standard, 480V 156A(ND) Standard, 480V 186A(HD) Liquid Cooled, 480V 186A(HD) Liquid Cooled, 480V
186A(HD) NEMA 12, 480V 186A(HD) Standard, 480V 186A(ND) Liquid Cooled, 480V 186A(ND) Liquid Cooled, 480V 186A(ND) Standard, 480V 2.1A(HD) Standard, 480V 2.1A(ND) Compact,
480V 2.7A(ND) Standard, 480V 2.8A(HD) Compact, 480V 205A(ND) Liquid Cooled, 480V 205A(ND) Liquid Cooled, 480V 22A(HD) Standard, 480V 22A(ND) Standard, 480V 248A(HD)
Liquid Cooled, 480V 248A(HD) Liquid Cooled, 480V 248A(HD) Standard, 480V 248A(ND) Liquid Cooled, 480V 248A(ND) Liquid Cooled, 480V 248A(ND) NEMA 12, 480V 248A(ND)
Standard, 480V 27A(HD) Standard, 480V 27A(ND) Standard, 480V 3.4A(HD) Compact, 480V 3.4A(HD) Standard, 480V 3.4A(ND) Compact, 480V 3.4A(ND) Standard, 480V 302A(HD)
Liquid Cooled, 480V 302A(HD) Liquid Cooled, 480V 302A(HD) Liquid Cooled, 480V 302A(HD) Standard, 480V 302A(ND) Liquid Cooled, 480V 302A(ND) Liquid Cooled, 480V 302A(ND)
Standard, 480V 34A(HD) Standard, 480V 34A(ND) Standard, 480V 361A(HD) Liquid Cooled, 480V 361A(HD) Liquid Cooled, 480V 36TA(HD) Liquid Cooled, 480V 361A(HD) Liquid Cooled,
480V 361A(HD) Standard, 480V 361A(HD) Standard, 480V 361A(ND) Liquid Cooled, 480V 361A(ND) Liquid Cooled, 480V 361A(ND) Liquid Cooled, 480V 36TA(ND) Standard, 480V
40A(HD) Standard, 480V 40A(ND) Standard, 480V 415A(ND) Liquid Cooled, 480V 415A(ND) Liquid Cooled, 480V 415A(ND) Standard, 480V 450A(ND) Liquid Cooled, 480V 477A(ND)
Liquid Cooled, 480V 477A(ND) Standard, 480V 52A(HD) NEMA 12, 480V 52A(HD) Standard, 480V 52A(ND) Standard, 480V 5A(HD) Compact, 480V 5A(HD) Standard, 480V 5A(ND)
Compact, 480V 5A(ND) Standard, 480V 65A(HD) Standard, 480V 65A(ND) NEMA 12, 480V 65A(ND) Standard, 480V 77A(HD) NEMA 12, 480V 77A(HD) Standard, 480V 77A(ND) Standard,
480V BA(HD) Compact, 480V 8A(HD) Standard, 480V 8A(ND) Compact, 480V 8A(ND) Standard, 480V 96A(HD) Standard, 480V 96A(ND) NEMA 12, 480V 96A(ND) Standard, 600V
0.9A(HD) Standard, 600V 0.9A(HD) Standard, 600V 0.9A(HD) Standard, 600V 0.9A(HD) Standard, 600V 1.7A(HD) Standard, 600V 1.7A(HD) Standard, 600V 1.7A(HD) Standard, 600V
1.7A(HD) Standard, 600V 11.1A(HD) Standard, 600V 11A(HD) Standard, 600V TIA(HD) Standard, 600V TTA(HD) Standard, 600V TIA(HD) Standard, 600V 125A(HD) Standard, 600V 125A(ND)
Standard, 600V 12A(ND) Standard, 600V 144A(HD) Standard, 600V 144A(ND) Standard, 600V 17A(HD) Standard, 600V 17A(HD) Standard, 600V 17A(HD) Standard, 600V T7A(HD)
Standard, 600V 18A(HD) Standard, 600V 18A(ND) Standard, 600V 192A(HD) Standard, 600V 192A(ND) Standard, 600V 2.7A(HD) Standard, 600V 2.7A(HD) Standard, 600V 2.7A(HD)
Standard, 600V 2.7A(HD) Standard, 600V 22A(HD) Standard, 600V 22A(HD) Standard, 600V 22A(HD) Standard, 600V 22A(HD) Standard, 600V 22A(HD) Standard, 600V 23A(HD)
Standard, 600V 23A(ND) Standard, 600V 242A(HD) Standard, 600V 242A(ND) Standard, 600V 24A(ND) Standard, 600V 27A(HD) Standard, 600V 27A(HD) Standard, 600V 27A(HD)
Standard, 600V 27A(HD) Standard, 600V 289A(ND) Standard, 600V 28A(HD) Standard, 600V 28A(ND) Standard, 600V 3.9A(HD) Standard, 600V 3.9A(HD) Standard, 600V 3.9A(HD)
Standard, 600V 3.9A(HD) Standard, 600V 32A(HD) Standard, 600V 32A(HD) Standard, 600V 32A(HD) Standard, 600V 32A(HD) Standard, 600V 33A(HD) Standard, 600V 33A(ND)
Standard, 600V 41A(HD) Standard, 600V 41A(HD) Standard, 600V 41A(HD) Standard, 600V 41A(HD) Standard, 600V 42A(HD) Standard, 600V 42A(ND) Standard, 600V 52A(HD)
Standard, 600V 53A(ND) Standard, 600V 6.1A(HD) Standard, 600V 6.1A(HD) Standard, 600V 6.1A(HD) Standard, 600V 6.1A(HD) Standard, 600V 63A(HD) Standard, 600V 63A(ND)
Standard, 600V 77A(HD) Standard, 600V 77A(ND) Standard, 600V 9.1A(HD) Standard, 600V 99A(HD) Standard, 600V 99A(ND) Standard, 600V 9A(HD) Standard, 600V 9A(HD)
Standard, 600V 3A(HD) Standard, 600V 9A(HD) Standard, 690V TI9A(HD) Standard, 690V 119A(ND) Standard, 630V 12A(HD) Standard, 630V 12A(ND) Standard, 630V 142A(HD)
Standard, 690V 142A(ND) Standard, 690V 15A(HD) Standard, 630V 15A(ND) Standard, 690V 171A(HD) Standard, 690V 171A(ND) Standard, 630V 20A(HD) Standard, 690V 20A(ND)
Standard, 690V 212A(HD) Standard, 690V 212A(ND) Standard, 690V 23A(HD) Standard, 690V 23A(ND) Standard, 690V 263A(ND) Standard, 690V 30A(HD) Standard, 690V 30A(ND)
Standard, 690V 34A(HD) Standard, 690V 34A(ND) Standard, 690V 46A(HD) Standard, 630V 46A(ND) Standard, 630V 50A(HD) Standard, 690V 50A(ND) Standard, 630V 61A(HD)
Standard, 630V 61A(ND) Standard, 690V 82A(HD) Standard, 690V 82A(ND) Standard, 630V 98A(HD) Standard, 630V 98A(ND) Standard, 690V 9A(HD) Standard

Powerflex_755_HiPwr
_EENET
Powerflex_755_HiPwr
_ENETR

400V 385A(HD) Standard, 400V 456A(HD) Standard, 400V 460A(ND) Standard, 400V 472A(HD) Standard, 400V 540A(HD) Standard, 400V 540A(LD) Standard, 400V 540A(ND)
Standard, 400V 567A(ND) Standard, 400V 585A(HD) Standard, 400V 585A(LD) Standard, 400V 612A(LD) Standard, 400V 642A(HD) Standard, 400V 650A(ND) Standard, 400V
750A(HD) Standard, 400V 750A(LD) Standard, 400V 750A(ND) Standard, 400V 770A(ND) Standard, 400V 796A(LD) Standard, 400V 832A(LD) Standard, 400V 880A(HD) Standard,
400V 910A(HD) Standard, 400V 910A(ND) Standard, 400V 1040A(HD) Standard, 400V 1040A(LD) Standard, 400V 1040A(ND) Standard, 400V 1090A(HD) Standard, 400V 1090A(LD)
Standard, 400V 1090A(ND) Standard, 400V T175A(HD) Standard, 400V TI75A(LD) Standard, 400V TI75A(ND) Standard, 400V 1325A(HD) Standard, 400V 1465A(LD) Standard, 400V
1485A(ND) Standard, 400V 1480A(LD) Standard, 400V 1480A(ND) Standard, 400V 1590A(ND) Standard, 400V 1600A(LD) Standard, 400V 1715A(LD) Standard, 400V 1800A(HD)
Standard, 400V 2150A(ND) Standard, 400V 2330A(LD) Standard, 480V 370A(HD) Standard, 480V 414A(HD) Standard, 480V 430A(ND) Standard, 480V 454A(HD) Standard, 480V
485A(HD) Standard, 480V 485A(LD) Standard, 480V 485A(ND) Standard, 480V 545A(HD) Standard, 480V 545A(LD) Standard, 480V 545A(ND) Standard, 480V 590A(LD) Standard,
480V B17A(HD) Standard, 480V 617A(ND) Standard, 480V 710A(HD) Standard, 480V 710A(LD) Standard, 480V 710A(ND) Standard, 480V 740A(ND) Standard, 480V 765A(LD) Standard,
480V 795A(HD) Standard, 480V 800A(HD) Standard, 480V 800A(LD) Standard, 480V 800A(ND) Standard, 480V 960A(HD) Standard, 480V 960A(LD) Standard, 480V 960A(ND)
Standard, 480V 1045A(HD) Standard, 480V 1045A(LD) Standard, 480V 1045A(ND) Standard, 480V 1135A(HD) Standard, 480V 1135A(LD) Standard, 480V TI35A(ND) Standard, 480V
1270MHD) Standard, 480V 1365A(LD) Standard, 480V 1365A(ND) Standard, 480V 1420A(LD) Standard, 480V 1420A(ND) Standard, 480V 1525A(ND) Standard, 480V 1540A(LD)
Standard, 480V 1655A(LD) Standard, 480V 1730A(HD) Standard, 480V 2070A(ND) Standard, 480V 2240A(LD) Standard, 600V 272A(HD) Standard, 600V 295A(HD) Standard, 600V
295A(ND) Standard, 600V 329A(HD) Standard, 600V 355A(HD) Standard, 600V 355A(LD) Standard, 600V 355A(ND) Standard, 600V 395A(HD) Standard, 600V 395A(LD) Standard,
600V 395A(ND) Standard, 600V 425A(HD) Standard, 600V 435A(LD) Standard, 600V 435A(ND) Standard, 600V 460A(LD) Standard, 600V 460A(ND) Standard, 600V 510A(HD)
Standard, 600V 510A(LD) Standard, 600V 510A(ND) Standard, 600V 545A(LD) Standard, 600V 535A(HD) Standard, 600V 535A(ND) Standard, 600V 630A(HD) Standard, 600V
630A(ND) Standard, 600V 690A(LD) Standard, 600V 700A(HD) Standard, 600V 760A(HD) Standard, 600V 760A(LD) Standard, 600V 760A(ND) Standard, 600V 815A(HD) Standard,
600V 825A(ND) Standard, 600V 835A(LD) Standard, 600V 300A(LD) Standard, 600V 300A(ND) Standard, 600V 920A(HD) Standard, 600V 380A(LD) Standard, 600V 980A(ND)
Standard, 600V 1045A(LD) Standard, 600V TOA(ND) Standard, 600V TI90A(HD) Standard, 600V 1220A(LD) Standard, 600V 1430A(ND) Standard, 600V 1530A(LD) Standard, 690V
215A(HD) Standard, 690V 265A(HD) Standard, 630V 265A(ND) Standard, 690V 308A(HD) Standard, 690V 330A(LD) Standard, 690V 330A(ND) Standard, 690V 370A(HD) Standard,
690V 370A(LD) Standard, 630V 370A(ND) Standard, 630V 390A(HD) Standard, 690V 410A(LD) Standard, 630V 413A(HD) Standard, 630V 415A(ND) Standard, 630V 460A(HD) Standard,
690V 460A(LD) Standard, 630V 460A(ND) Standard, 690V 500A(HD) Standard, 690V 500A(LD) Standard, 690V 500A(ND) Standard, 630V 530A(LD) Standard, 690V 590A(HD)
Standard, 690V 530A(ND) Standard, 690V 650A(HD) Standard, 690V 650A(LD) Standard, 690V 650A(ND) Standard, 630V 710A(LD) Standard, 690V 710A(ND) Standard, 690V
750A(HD) Standard, 630V 765A(ND) Standard, 630V 790A(LD) Standard, 630V 735A(HD) Standard, 690V 795A(ND) Standard, 690V 860A(LD) Standard, 690V 865A(HD) Standard,
690V 960A(LD) Standard, 690V 960A(ND) Standard, 630V 1020A(LD) Standard, 630V 1040A(ND) Standard, 630V 1150A(LD) Standard, 630V TIBOA(HD) Standard, 630V 1400A(ND)
Standard, 690V 1485A(LD) Standard
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Chapter 7

Power Velocity Objects (raC_Dvc_PFxxx, raC_Dvc_AS2x4E, raC_Dvc_APF35)

Device

ModuleType
Options

DriveRating Options

raC_Dvc_PF765T

PowerFlex755TR

400V 260A Heavy Duty, 400V 367A Light Duty, 400V 302A Normal Duty, 400V 302A Heavy Duty, 400V 460A Light Duty, 400V 367A Normal Duty, 400V 367A Heavy Duty, 400V 540A
Light Duty, 400V 460A Normal Duty, 400V 460A Heavy Duty, 400V 585A Light Duty, 400V 540A Normal Duty, 400V 500A Heavy Duty, 400V 617A Light Duty, 400V 600A Normal
Duty, 480V 248A Heavy Duty, 480V 361A Light Duty, 480V 302A Normal Duty, 480V 302A Heavy Duty, 480V 430A Light Duty, 480V 361A Normal Duty, 480V 361A Heavy Duty, 480V
485A Light Duty, 480V 430A Normal Duty, 480V 430A Heavy Duty, 480V 545A Light Duty, 480V 505A Normal Duty, 480V 500A Heavy Duty, 480V 617A Light Duty, 480V 600A Normal
Duty, 600V 144A Heavy Duty, 600V 242A Light Duty, 600V 192A Normal Duty, 600V 192A Heavy Duty, 600V 295A Light Duty, 600V 242A Normal Duty, 600V 242A Heavy Duty, 600V
355A Light Duty, 600V 295A Normal Duty, 600V 295A Heavy Duty, 600V 395A Light Duty, 600V 355A Normal Duty, 600V 355A Heavy Duty, 600V 435A Light Duty, 600V 395A Normal
Duty, 690V 142A Heavy Duty, 690V 215A Light Duty, 690V 171A Normal Duty, 630V 171A Heavy Duty, 630V 265A Light Duty, 630V 215A Normal Duty, 630V 215A Heavy Duty, 630V 330A
Light Duty, 690V 265A Normal Duty, 690V 265A Heavy Duty, 630V 370A Light Duty, 690V 330A Normal Duty, 690V 330A Heavy Duty, 690V 415A Light Duty, 630V 370A Normal Duty,
400V 11.5A Heavy Duty, 400V 22A Light Duty, 400V 15.4A Normal Duty, 480V 11A Heavy Duty, 480V 22A Light Duty, 480V 14A Normal Duty, 400V 15.4A Heavy Duty, 400V 30A Light
Duty, 400V 22A Normal Duty, 480V 14A Heavy Duty, 480V 27A Light Duty, 480V 22A Normal Duty, 400V 22A Heavy Duty, 400V 37A Light Duty, 400V 30A Normal Duty, 480V 22A
Heavy Duty, 480V 34A Light Duty, 480V 27A Normal Duty, 400V 30A Heavy Duty, 400V 43A Light Duty, 400V 37A Normal Duty, 480V 27A Heavy Duty, 480V 40A Light Duty, 480V 34A
Normal Duty, 400V 37A Heavy Duty, 400V 60A Light Duty, 400V 43A Normal Duty, 480V 34A Heavy Duty, 480V 52A Light Duty, 480V 40A Normal Duty, 400V 43A Heavy Duty, 400V
72A Light Duty, 400V 60A Normal Duty, 480V 40A Heavy Duty, 480V 65A Light Duty, 480V 52A Normal Duty, 400V 60A Heavy Duty, 400V 85A Light Duty, 400V 72A Normal Duty,
480V 52A Heavy Duty, 480V 77A Light Duty, 480V 65A Normal Duty, 400V 72A Heavy Duty, 400V 104A Light Duty, 400V 85A Normal Duty, 480V 65A Heavy Duty, 480V 96A Light
Duty, 480V 77A Normal Duty, 400V 85A Heavy Duty, 400V 104A Light Duty, 400V 104A Normal Duty, 480V 77A Heavy Duty, 480V 96A Light Duty, 480V 96A Normal Duty, 400V 104A
Heavy Duty, 400V 170A Light Duty, 400V 140A Normal Duty, 480V 96A Heavy Duty, 480V 156A Light Duty, 480V 125A Normal Duty, 400V 140A Heavy Duty, 400V 205A Light Duty,
400V 170A Normal Duty, 480V 125A Heavy Duty, 480V 186A Light Duty, 480V 156A Normal Duty, 400V 170A Heavy Duty, 400V 260A Light Duty, 400V 205A Normal Duty, 480V 156A
Heavy Duty, 480V 248A Light Duty, 480V 186A Normal Duty, 400V 205A Heavy Duty, 400V 302A Light Duty, 400V 260A Normal Duty, 480V 186A Heavy Duty, 480V 302A Light Duty,
480V 248A Normal Duty, 400V 11.5A Heavy Duty, 400V 22A Light Duty, 400V 15.4A Normal Duty, 480V T1A Heavy Duty, 480V 22A Light Duty, 480V 14A Normal Duty, 400V 15.4A Heavy
Duty, 400V 30A Light Duty, 400V 22A Normal Duty, 480V 14A Heavy Duty, 480V 27A Light Duty, 480V 22A Normal Duty, 400V 22A Heavy Duty, 400V 37A Light Duty, 400V 30A
Normal Duty, 480V 22A Heavy Duty, 480V 34A Light Duty, 480V 27A Normal Duty, 400V 30A Heavy Duty, 400V 43A Light Duty, 400V 37A Normal Duty, 480V 27A Heavy Duty, 480V
40A Light Duty, 480V 34A Normal Duty, 400V 37A Heavy Duty, 400V 60A Light Duty, 400V 43A Normal Duty, 480V 34A Heavy Duty, 480V 52A Light Duty, 480V 40A Normal Duty,
400V 43A Heavy Duty, 400V 72A Light Duty, 400V 60A Normal Duty, 480V 40A Heavy Duty, 480V 65A Light Duty, 480V 52A Normal Duty, 400V 60A Heavy Duty, 400V 85A Light
Duty, 400V 72A Normal Duty, 480V 52A Heavy Duty, 480V 77A Light Duty, 480V 65A Normal Duty, 400V 72A Heavy Duty, 400V 104A Light Duty, 400V 85A Normal Duty, 480V 65A
Heavy Duty, 480V 96A Light Duty, 480V 77A Normal Duty, 400V 85A Heavy Duty, 400V 104A Light Duty, 400V 104A Normal Duty, 480V 77A Heavy Duty, 480V 96A Light Duty, 480V
96A Normal Duty, 400V 104A Heavy Duty, 400V 170A Light Duty, 400V 140A Normal Duty, 480V 96A Heavy Duty, 480V 156A Light Duty, 480V 125A Normal Duty, 400V 140A Heavy
Duty, 400V 205A Light Duty, 400V 170A Normal Duty, 480V 125A Heavy Duty, 480V 186A Light Duty, 480V 156A Normal Duty, 400V 170A Heavy Duty, 400V 260A Light Duty, 400V
205A Normal Duty, 480V 156A Heavy Duty, 480V 248A Light Duty, 480V 186A Normal Duty, 400V 205A Heavy Duty, 400V 302A Light Duty, 400V 260A Normal Duty, 480V 186A Heavy
Duty, 480V 302A Light Duty, 480V 248A Normal Duty, 600V 9A Heavy Duty, 600V 17A Light Duty, 600V 1A Normal Duty, 690V 12A Heavy Duty, 690V 20A Light Duty, 690V 15A Normal
Duty, 600V T1A Heavy Duty, 600V 22A Light Duty, 600V 17A Normal Duty, 630V 15A Heavy Duty, 630V 23A Light Duty, 630V 20A Normal Duty, 600V 17A Heavy Duty, 600V 27A Light
Duty, 600V 22A Normal Duty, 630V 20A Heavy Duty, 690V 30A Light Duty, 630V 23A Normal Duty, 600V 22A Heavy Duty, 600V 32A Light Duty, 600V 27A Normal Duty, 630V 23A
Heavy Duty, 630V 34A Light Duty, 630V 30A Normal Duty, 00V 27A Heavy Duty, 600V 41A Light Duty, 600V 32A Normal Duty, 630V 30A Heavy Duty, 690V 46A Light Duty, 630V 34A
Normal Duty, 600V 32A Heavy Duty, 800V 52A Light Duty, 600V 41A Normal Duty, 690V 34A Heavy Duty, 630V 50A Light Duty, 690V 46A Normal Duty, 600V 41A Heavy Duty, 600V
62A Light Duty, 600V 52A Normal Duty, 690V 46A Heavy Duty, 630V 61A Light Duty, 630V 50A Normal Duty, 600V 52A Heavy Duty, 600V 77A Light Duty, 600V 62A Normal Duty,
690V 50A Heavy Duty, 630V 82A Light Duty, 630V 61A Normal Duty, 600V 62A Heavy Duty, 600V 99A Light Duty, 600V 77A Normal Duty, 630V 61A Heavy Duty, 690V 98A Light Duty,
690V 82A Normal Duty, 600V 77A Heavy Duty, 600V 125A Light Duty, 600V 99A Normal Duty, 690V 82A Heavy Duty, 630V 119A Light Duty, 630V 98A Normal Duty, 600V 99A Heavy
Duty, 600V 144A Light Duty, 600V 125A Normal Duty, 690V 98A Heavy Duty, 630V 142A Light Duty, 630V 119A Normal Duty, 600V 125A Heavy Duty, 600V 192A Light Duty, 600V 144A
Normal Duty, 630V T19A Heavy Duty, 630V 171A Light Duty, 630V 142A Normal Duty, 600V 9A Heavy Duty, 600V 17A Light Duty, 00V TIA Normal Duty, 690V 12A Heavy Duty, 690V 20A
Light Duty, 690V 15A Normal Duty, 600V 11A Heavy Duty, 00V 22A Light Duty, 800V 17A Normal Duty, 690V 15A Heavy Duty, 690V 23A Light Duty, 630V 20A Normal Duty, 600V 17A
Heavy Duty, 600V 27A Light Duty, 600V 22A Normal Duty, 690V 20A Heavy Duty, 690V 30A Light Duty, 630V 23A Normal Duty, 600V 22A Heavy Duty, 600V 32A Light Duty, 600V 27A
Normal Duty, 690V 23A Heavy Duty, 690V 34A Light Duty, 690V 30A Normal Duty, 600V 27A Heavy Duty, 600V 41A Light Duty, 600V 32A Normal Duty, 690V 30A Heavy Duty, 690V
46A Light Duty, 690V 34A Normal Duty, 600V 32A Heavy Duty, 600V 52A Light Duty, 600V 41A Normal Duty, 690V 34A Heavy Duty, 630V 50A Light Duty, 690V 46A Normal Duty,
600V 41A Heavy Duty, 600V 62A Light Duty, 600V 52A Normal Duty, 630V 46A Heavy Duty, 630V 61A Light Duty, 890V 50A Normal Duty, 600V 52A Heavy Duty, 600V 77A Light Duty,
600V 62A Normal Duty, 690V 50A Heavy Duty, 690V 82A Light Duty, 690V 61A Normal Duty, 600V 62A Heavy Duty, 800V 99A Light Duty, 600V 77A Normal Duty, 690V 61A Heavy
Duty, 690V 98A Light Duty, 630V 82A Normal Duty, 600V 77A Heavy Duty, 600V 125A Light Duty, 600V 99A Normal Duty, 690V 82A Heavy Duty, 630V T19A Light Duty, 630V 98A
Normal Duty, 800V 99A Heavy Duty, 600V 144A Light Duty, 800V 125A Normal Duty, 630V 98A Heavy Duty, 690V 142A Light Duty, 630V 119A Normal Duty, 600V 125A Heavy Duty,
600V 192A Light Duty, 600V 144A Normal Duty, 690V 119A Heavy Duty, 630V 171A Light Duty, 630V 142A Normal Duty, 400V 920A Heavy Duty, 400V 1090A Light Duty, 400V 1040A
Normal Duty, 400V 1040A Heavy Duty, 400V T182A Light Duty, 400V 1112A Normal Duty, 400V 1090A Heavy Duty, 400V 1465A Light Duty, 400V 1175A Normal Duty, 400V 1175A Heavy
Duty, 400V 1581A Light Duty, 400V 1465A Normal Duty, 400V 1465A Heavy Duty, 400V 1715A Light Duty, 400V 1590A Normal Duty, 400V 1480A Heavy Duty, 400V 2150A Light Duty,
400V 1715A Normal Duty, 400V 1715A Heavy Duty, 400V 2330A Light Duty, 400V 2156A Normal Duty, 400V 2330A Heavy Duty, 400V 3078A Light Duty, 400V 2849A Normal Duty,
400V 260A Heavy Duty, 400V 367A Light Duty, 400V 302A Normal Duty, 400V 302A Heavy Duty, 400V 480A Light Duty, 400V 367A Normal Duty, 400V 3032A Heavy Duty, 400V
3846A Light Duty, 400V 3542A Normal Duty, 400V 367A Heavy Duty, 400V 540A Light Duty, 400V 480A Normal Duty, 400V 3575A Heavy Duty, 400V 4576A Light Duty, 400V 4235A
Normal Duty, 400V 460A Heavy Duty, 400V 585A Light Duty, 400V 540A Normal Duty, 400V 472A Heavy Duty, 400V 650A Light Duty, 400V 585A Normal Duty, 400V 4745A Heavy
Duty, 400V 6074A Light Duty, 400V 5621A Normal Duty, 400V 540A Heavy Duty, 400V 750A Light Duty, 400V 650A Normal Duty, 400V 585A Heavy Duty, 400V 796A Light Duty,
400V 750A Normal Duty, 400V 650A Heavy Duty, 400V 832A Light Duty, 400V 770A Normal Duty, 400V 5315A Heavy Duty, 400V 7571A Light Duty, 400V 7007A Normal Duty, 400V
T10A Heavy Duty, 400V 1040A Light Duty, 400V 920A Normal Duty, 480V 960A Heavy Duty, 480V T135A Light Duty, 480V 1045A Normal Duty, 480V 1045A Heavy Duty, 480V 1365A
Light Duty, 480V T135A Normal Duty, 480V T135A Heavy Duty, 480V 1520A Light Duty, 480V 1365A Normal Duty, 480V 1365A Heavy Duty, 480V 1655A Light Duty, 480V 1420A Normal
Duty, 480V 1420A Heavy Duty, 480V 2070A Light Duty, 480V 1655A Normal Duty, 480V 1655A Heavy Duty, 480V 2240A Light Duty, 480V 2072A Normal Duty, 480V 2240A Heavy
Duty, 480V 2960A Light Duty, 480V 2738A Normal Duty, 480V 248A Heavy Duty, 480V 361A Light Duty, 480V 302A Normal Duty, 480V 302A Heavy Duty, 480V 430A Light Duty, 480V
361A Normal Duty, 480V 2980A Heavy Duty, 480V 3696A Light Duty, 480V 3404A Normal Duty, 480V 361A Heavy Duty, 480V 485A Light Duty, 480V 430A Normal Duty, 480V 3394A
Heavy Duty, 480V 4400A Light Duty, 480V 4070A Normal Duty, 480V 430A Heavy Duty, 480V 545A Light Duty, 480V 505A Normal Duty, 480V 454A Heavy Duty, 480V 617A Light
Duty, 480V 545A Normal Duty, 480V 4504A Heavy Duty, 480V 5840A Light Duty, 480V 5402A Normal Duty, 480V 485A Heavy Duty, 480V 710A Light Duty, 480V 617A Normal Duty,
480V 5615A Heavy Duty, 480V 7280A Light Duty, 480V 6734A Normal Duty, 480V 545A Heavy Duty, 480V 765A Light Duty, 480V 710A Normal Duty, 480V B17A Heavy Duty, 480V
800A Light Duty, 480V 740A Normal Duty, 480V 740A Heavy Duty, 480V 960A Light Duty, 480V 800A Normal Duty, 480V 800A Heavy Duty, 480V 1045A Light Duty, 480V 960A
Normal Duty, 600V 980A Heavy Duty, 600V 1220A Light Duty, 600V 1045A Normal Duty, 600V 1045A Heavy Duty, 600V 1430A Light Duty, 600V 1220A Normal Duty, 600V 1220A
Heavy Duty, 600V 1624A Light Duty, 600V 1430A Normal Duty, 600V 192A Heavy Duty, 600V 295A Light Duty, 600V 242A Normal Duty, 600V 242A Heavy Duty, 600V 355A Light Duty,
600V 295A Normal Duty, 600V 1700A Heavy Duty, 600V 2146A Light Duty, 600V 1946A Normal Duty, 600V 2070A Heavy Duty, 600V 2668A Light Duty, 600V 2420A Normal Duty,
600V 2475A Heavy Duty, 600V 3190A Light Duty, 600V 2998A Normal Duty, 600V 295A Heavy Duty, 600V 395A Light Duty, 600V 355A Normal Duty, 600V 355A Heavy Duty, 600V
435A Light Duty, 600V 395A Normal Duty, 600V 3285A Heavy Duty, 600V 4234A Light Duty, 600V 3979A Normal Duty, 600V 395A Heavy Duty, 600V 510A Light Duty, 600V 435A
Normal Duty, 600V 4095A Heavy Duty, 600V 5278A Light Duty, 600V 4360A Normal Duty, 600V 450A Heavy Duty, 600V 580A Light Duty, 600V 545A Normal Duty, 600V 545A Heavy
Duty, 600V 690A Light Duty, 600V 580A Normal Duty, 600V 595A Heavy Duty, 600V 760A Light Duty, 600V 690A Normal Duty, 600V 690A Heavy Duty, 600V 825A Light Duty, 600V
760A Normal Duty, 600V 760A Heavy Duty, 600V 980A Light Duty, 600V 825A Normal Duty, 600V 825A Heavy Duty, 600V T102A Light Duty, 600V 980A Normal Duty, 630V 920A
Heavy Duty, 690V 1150A Light Duty, 630V 1030A Normal Duty, 690V 1030A Heavy Duty, 630V 1344A Light Duty, 690V 1150A Normal Duty, 690V 1162A Heavy Duty, 630V 1582A Light
Duty, 690V 1419A Normal Duty, 690V 1535A Heavy Duty, 890V 2091A Light Duty, 690V 1865A Normal Duty, 690V 171A Heavy Duty, 690V 265A Light Duty, 690V 215A Normal Duty,
690V 215A Heavy Duty, 630V 330A Light Duty, 630V 265A Normal Duty, 690V 2020A Heavy Duty, 690V 2599A Light Duty, 630V 2318A Normal Duty, 690V 2283A Heavy Duty, 630V
3108A Light Duty, 630V 2778A Normal Duty, 630V 265A Heavy Duty, 690V 370A Light Duty, 690V 330A Normal Duty, 630V 330A Heavy Duty, 690V 415A Light Duty, 690V 370A
Normal Duty, 690V 3030A Heavy Duty, 690V 4125A Light Duty, 690V 3687A Normal Duty, 690V 370A Heavy Duty, 690V 460A Light Duty, 690V 415A Normal Duty, 690V 3777A Heavy
Duty, 690V 51424 Light Duty, 690V 4536A Normal Duty, 690V 415A Heavy Duty, 630V 565A Light Duty, 630V 505A Normal Duty, 690V 505A Heavy Duty, 690V 650A Light Duty, 690V
565A Normal Duty, 690V 565A Heavy Duty, 630V 735A Light Duty, 630V 650A Normal Duty, 630V 650A Heavy Duty, 630V 820A Light Duty, 630V 735A Normal Duty, 630V 735A Heavy
Duty, 690V 920A Light Duty, 690V 820A Normal Duty, 630V 820A Heavy Duty, 630V 1074A Light Duty, 690V 920A Normal Duty
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Chapter 7 Power Velocity Objects (raC_Dvc_PFxxx, raC_Dvc_AS2x4E, raC_Dvc_APF35)

Device

ModuleType
Options

DriveRating Options

PowerFlex755TL

400V 104A Normal Duty, 400V 85A Heavy Duty, 400V 104A Light Duty, 400V 104A Normal Duty, 400V 85A Heavy Duty, 400V 104A Light Duty, 400V 85A Normal Duty, 400V 72A
Heavy Duty, 400V 104A Light Duty, 400V 85A Normal Duty, 400V 72A Heavy Duty, 400V 104A Light Duty, 400V 920A Normal Duty, 400V 770A Heavy Duty, 400V 1040A Light Duty,
400V 1040A Normal Duty, 400V 920A Heavy Duty, 400V 1090A Light Duty, 400V 1112A Normal Duty, 400V 1040A Heavy Duty, 400V T182A Light Duty, 400V 1175A Normal Duty, 400V
1090A Heavy Duty, 400V 1465A Light Duty, 400V 1465A Normal Duty, 400V 1175A Heavy Duty, 400V 1581A Light Duty, 400V 140A Normal Duty, 400V 104A Heavy Duty, 400V 170A
Light Duty, 400V 140A Normal Duty, 400V 104A Heavy Duty, 400V 170A Light Duty, 400V 1590A Normal Duty, 400V 1465A Heavy Duty, 400V 1715A Light Duty, 400V 170A Normal
Duty, 400V 140A Heavy Duty, 400V 205A Light Duty, 400V 170A Normal Duty, 400V 140A Heavy Duty, 400V 205A Light Duty, 400V 1715A Normal Duty, 400V 1480A Heavy Duty, 400V
2150A Light Duty, 400V 15.4A Normal Duty, 400V T1.5A Heavy Duty, 400V 22A Light Duty, 400V 15.4A Normal Duty, 400V 11.5A Heavy Duty, 400V 22A Light Duty, 400V 2156A Normal
Duty, 400V 1715A Heavy Duty, 400V 2330A Light Duty, 400V 205A Normal Duty, 400V 170A Heavy Duty, 400V 260A Light Duty, 400V 205A Normal Duty, 400V 170A Heavy Duty, 400V
260A Light Duty, 400V 22A Normal Duty, 400V 15.4A Heavy Duty, 400V 30A Light Duty, 400V 22A Normal Duty, 400V 15.4A Heavy Duty, 400V 30A Light Duty, 400V 260A Normal
Duty, 400V 205A Heavy Duty, 400V 302A Light Duty, 400V 260A Normal Duty, 400V 205A Heavy Duty, 400V 302A Light Duty, 400V 302A Normal Duty, 400V 260A Heavy Duty, 400V
367A Light Duty, 400V 302A Normal Duty, 400V 260A Heavy Duty, 400V 367A Light Duty, 400V 30A Normal Duty, 400V 22A Heavy Duty, 400V 37A Light Duty, 400V 30A Normal
Duty, 400V 22A Heavy Duty, 400V 37A Light Duty, 400V 37A Normal Duty, 400V 30A Heavy Duty, 400V 43A Light Duty, 400V 37A Normal Duty, 400V 30A Heavy Duty, 400V 43A
Light Duty, 400V 367A Normal Duty, 400V 302A Heavy Duty, 400V 460A Light Duty, 400V 367A Normal Duty, 400V 302A Heavy Duty, 400V 460A Light Duty, 400V 460A Normal
Duty, 400V 367A Heavy Duty, 400V 540A Light Duty, 400V 460A Normal Duty, 400V 367A Heavy Duty, 400V 540A Light Duty, 400V 540A Normal Duty, 400V 460A Heavy Duty, 400V
585A Light Duty, 400V 540A Normal Duty, 400V 460A Heavy Duty, 400V 585A Light Duty, 400V 43A Normal Duty, 400V 37A Heavy Duty, 400V 60A Light Duty, 400V 43A Normal
Duty, 400V 37A Heavy Duty, 400V 60A Light Duty, 400V 600A Normal Duty, 400V 500A Heavy Duty, 400V 617A Light Duty, 400V 585A Normal Duty, 400V 472A Heavy Duty, 400V
650A Light Duty, 400V 60A Normal Duty, 400V 43A Heavy Duty, 400V 72A Light Duty, 400V 60A Normal Duty, 400V 43A Heavy Duty, 400V 72A Light Duty, 400V 650A Normal Duty,
400V 540A Heavy Duty, 400V 750A Light Duty, 400V 750A Normal Duty, 400V 585A Heavy Duty, 400V 796A Light Duty, 400V 770A Normal Duty, 400V 650A Heavy Duty, 400V 832A
Light Duty, 400V 72A Normal Duty, 400V 60A Heavy Duty, 400V 85A Light Duty, 400V 72A Normal Duty, 400V 60A Heavy Duty, 400V 85A Light Duty, 480V 960A Normal Duty, 480V
800A Heavy Duty, 480V 1045A Light Duty, 480V 1045A Normal Duty, 480V 960A Heavy Duty, 480V 1135A Light Duty, 480V 1135A Normal Duty, 480V 1045A Heavy Duty, 480V 1365A
Light Duty, 480V 1365A Normal Duty, 480V T135A Heavy Duty, 480V 1520A Light Duty, 480V 125A Normal Duty, 480V 96A Heavy Duty, 480V 156A Light Duty, 480V 125A Normal Duty,
480V 96A Heavy Duty, 480V 156A Light Duty, 480V 1420A Normal Duty, 480V 1365A Heavy Duty, 480V 1655A Light Duty, 480V 156A Normal Duty, 480V 125A Heavy Duty, 480V 186A
Light Duty, 480V 156A Normal Duty, 480V 125A Heavy Duty, 480V 186A Light Duty, 480V 1655A Normal Duty, 480V 1420A Heavy Duty, 480V 2070A Light Duty, 480V 14A Normal Duty,
480V TIA Heavy Duty, 480V 22A Light Duty, 480V 14A Normal Duty, 480V TIA Heavy Duty, 480V 22A Light Duty, 480V 2072A Normal Duty, 480V 1655A Heavy Duty, 480V 2240A Light
Duty, 480V 186A Normal Duty, 480V 156A Heavy Duty, 480V 248A Light Duty, 480V 186A Normal Duty, 480V 156A Heavy Duty, 480V 248A Light Duty, 480V 22A Normal Duty, 480V
14A Heavy Duty, 480V 27A Light Duty, 480V 22A Normal Duty, 480V 14A Heavy Duty, 480V 27A Light Duty, 480V 248A Normal Duty, 480V 186A Heavy Duty, 480V 302A Light Duty,
480V 248A Normal Duty, 480V 186A Heavy Duty, 480V 302A Light Duty, 480V 27A Normal Duty, 480V 22A Heavy Duty, 480V 34A Light Duty, 480V 27A Normal Duty, 480V 22A Heavy
Duty, 480V 34A Light Duty, 480V 302A Normal Duty, 480V 248A Heavy Duty, 480V 361A Light Duty, 480V 302A Normal Duty, 480V 248A Heavy Duty, 480V 361A Light Duty, 480V 34A
Normal Duty, 480V 27A Heavy Duty, 480V 40A Light Duty, 480V 34A Normal Duty, 480V 27A Heavy Duty, 480V 40A Light Duty, 480V 361A Normal Duty, 480V 302A Heavy Duty, 480V
430A Light Duty, 480V 361A Normal Duty, 480V 302A Heavy Duty, 480V 430A Light Duty, 480V 430A Normal Duty, 480V 361A Heavy Duty, 480V 485A Light Duty, 480V 430A Normal
Duty, 480V 361A Heavy Duty, 480V 485A Light Duty, 480V 40A Normal Duty, 480V 34A Heavy Duty, 480V 52A Light Duty, 480V 40A Normal Duty, 480V 34A Heavy Duty, 480V 52A
Light Duty, 480V 505A Normal Duty, 480V 430A Heavy Duty, 480V 545A Light Duty, 480V 505A Normal Duty, 480V 430A Heavy Duty, 480V 545A Light Duty, 480V 545A Normal
Duty, 480V 454A Heavy Duty, 480V 617A Light Duty, 480V 600A Normal Duty, 480V 500A Heavy Duty, 480V 617A Light Duty, 480V 52A Normal Duty, 480V 40A Heavy Duty, 480V 65A
Light Duty, 480V 52A Normal Duty, 480V 40A Heavy Duty, 480V 65A Light Duty, 480V 617A Normal Duty, 480V 485A Heavy Duty, 480V 710A Light Duty, 480V 710A Normal Duty,
480V 545A Heavy Duty, 480V 765A Light Duty, 480V 65A Normal Duty, 480V 52A Heavy Duty, 480V 77A Light Duty, 480V 65A Normal Duty, 480V 52A Heavy Duty, 480V 77A Light
Duty, 480V 740A Normal Duty, 480V 617A Heavy Duty, 480V 800A Light Duty, 480V 77A Normal Duty, 480V 65A Heavy Duty, 480V 96A Light Duty, 480V 77A Normal Duty, 480V 65A
Heavy Duty, 480V 96A Light Duty, 480V 96A Normal Duty, 480V 77A Heavy Duty, 480V 96A Light Duty, 480V 96A Normal Duty, 480V 77A Heavy Duty, 480V 96A Light Duty, 480V
800A Normal Duty, 480V 740A Heavy Duty, 480V 960A Light Duty, 600V 980A Normal Duty, 600V 825A Heavy Duty, 600V T102A Light Duty, 00V 1045A Normal Duty, 600V 980A
Heavy Duty, 600V 1220A Light Duty, 600V 99A Normal Duty, 00V 77A Heavy Duty, 600V 125A Light Duty, 600V 99A Normal Duty, 600V 77A Heavy Duty, 600V 125A Light Duty, 600V
1220A Normal Duty, 600V 1045A Heavy Duty, 600V 1430A Light Duty, 600V 125A Normal Duty, 600V 99A Heavy Duty, 600V 144A Light Duty, 600V 125A Normal Duty, 600V 99A Heavy
Duty, 800V 144A Light Duty, 800V 1430A Normal Duty, 600V 1220A Heavy Duty, 600V 1624A Light Duty, 600V 11A Normal Duty, 800V 9A Heavy Duty, 600V 17A Light Duty, 600V 11A
Normal Duty, 600V 9A Heavy Duty, 600V 17A Light Duty, 600V 144A Normal Duty, 600V 125A Heavy Duty, 600V 192A Light Duty, 600V 144A Normal Duty, 600V 125A Heavy Duty,
600V 192A Light Duty, 600V 17A Normal Duty, 600V 1A Heavy Duty, 600V 22A Light Duty, 600V 17A Normal Duty, 600V T1A Heavy Duty, 600V 22A Light Duty, 600V 192A Normal Duty,
600V 144A Heavy Duty, 600V 242A Light Duty, 800V 22A Normal Duty, 600V 17A Heavy Duty, 600V 27A Light Duty, 600V 22A Normal Duty, 800V 17A Heavy Duty, 800V 27A Light
Duty, 600V 242A Normal Duty, 00V 192A Heavy Duty, 800V 295A Light Duty, 600V 242A Normal Duty, 800V 192A Heavy Duty, 600V 295A Light Duty, 600V 27A Normal Duty, 600V
22A Heavy Duty, 600V 32A Light Duty, 600V 27A Normal Duty, 600V 22A Heavy Duty, 600V 32A Light Duty, 00V 295A Normal Duty, 00V 242A Heavy Duty, 600V 355A Light Duty,
600V 295A Normal Duty, 600V 242A Heavy Duty, 600V 355A Light Duty, 600V 355A Normal Duty, 600V 295A Heavy Duty, 600V 395A Light Duty, 600V 355A Normal Duty, 600V 295A
Heavy Duty, 600V 395A Light Duty, 600V 32A Normal Duty, 600V 27A Heavy Duty, 600V 41A Light Duty, 600V 32A Normal Duty, 600V 27A Heavy Duty, 600V 41A Light Duty, 600V
395A Normal Duty, 600V 355A Heavy Duty, 800V 435A Light Duty, 600V 395A Normal Duty, 600V 355A Heavy Duty, 600V 435A Light Duty, 600V 435A Normal Duty, 600V 395A
Heavy Duty, 600V 510A Light Duty, 600V 41A Normal Duty, 600V 32A Heavy Duty, 600V 52A Light Duty, 600V 41A Normal Duty, 600V 32A Heavy Duty, 600V 52A Light Duty, 600V
545A Normal Duty, 00V 450A Heavy Duty, 600V 580A Light Duty, 600V 52A Normal Duty, 00V 41A Heavy Duty, 600V 62A Light Duty, 600V 52A Normal Duty, 600V 41A Heavy Duty,
600V 624 Light Duty, 600V 580A Normal Duty, 00V 545A Heavy Duty, 600V B30A Light Duty, 600V 690A Normal Duty, 600V 595A Heavy Duty, 600V 760A Light Duty, 600V 62A
Normal Duty, 600V 52A Heavy Duty, 600V 77A Light Duty, 600V 62A Normal Duty, 600V 52A Heavy Duty, 600V 77A Light Duty, 600V 760A Normal Duty, 600V 690A Heavy Duty,
600V 825A Light Duty, 600V 825A Normal Duty, 600V 760A Heavy Duty, 800V 980A Light Duty, 600V 77A Normal Duty, 600V 62A Heavy Duty, 600V 99A Light Duty, 600V 77A
Normal Duty, 600V 62A Heavy Duty, 600V 99A Light Duty, 690V 920A Normal Duty, 690V 820A Heavy Duty, 690V 1074A Light Duty, 690V 1030A Normal Duty, 690V 920A Heavy Duty,
690V 1150A Light Duty, 690V 98A Normal Duty, 690V 82A Heavy Duty, 690V 119A Light Duty, 690V 98A Normal Duty, 690V 82A Heavy Duty, 630V TI9A Light Duty, 690V 1150A Normal
Duty, 630V 1030A Heavy Duty, 630V 1344A Light Duty, 630V 119A Normal Duty, 630V 98A Heavy Duty, 630V 142A Light Duty, 690V T19A Normal Duty, 630V 98A Heavy Duty, 690V 142A
Light Duty, 690V 1419A Normal Duty, 690V T162A Heavy Duty, 690V 1582A Light Duty, 630V 142A Normal Duty, 690V T19A Heavy Duty, 630V 171A Light Duty, 690V 142A Normal Duty,
690V TI9A Heavy Duty, 690V 171A Light Duty, 690V 15A Normal Duty, 630V 12A Heavy Duty, 690V 20A Light Duty, 630V 15A Normal Duty, 690V 12A Heavy Duty, 690V 20A Light Duty,
690V 171A Normal Duty, 630V 142A Heavy Duty, 690V 215A Light Duty, 630V 20A Normal Duty, 630V 15A Heavy Duty, 630V 23A Light Duty, 630V 20A Normal Duty, 630V 15A Heavy
Duty, 690V 23A Light Duty, 690V 215A Normal Duty, 690V 171A Heavy Duty, 630V 265A Light Duty, 630V 215A Normal Duty, 690V 171A Heavy Duty, 690V 265A Light Duty, 690V 23A
Normal Duty, 630V 20A Heavy Duty, 630V 30A Light Duty, 690V 23A Normal Duty, 630V 20A Heavy Duty, 630V 30A Light Duty, 690V 265A Normal Duty, 630V 215A Heavy Duty, 690V
330A Light Duty, 690V 265A Normal Duty, 690V 215A Heavy Duty, 630V 330A Light Duty, 690V 30A Normal Duty, 630V 23A Heavy Duty, 60V 34A Light Duty, 630V 30A Normal Duty,
6890V 23A Heavy Duty, 690V 34A Light Duty, 630V 330A Normal Duty, 630V 265A Heavy Duty, 630V 370A Light Duty, 630V 330A Normal Duty, 890V 265A Heavy Duty, 630V 370A
Light Duty, 690V 370A Normal Duty, 690V 330A Heavy Duty, 690V 415A Light Duty, 690V 370A Normal Duty, 630V 330A Heavy Duty, 690V 415A Light Duty, 690V 34A Normal Duty,
690V 30A Heavy Duty, 690V 46A Light Duty, 690V 34A Normal Duty, 630V 30A Heavy Duty, 690V 46A Light Duty, 630V 415A Normal Duty, 690V 370A Heavy Duty, 690V 460A Light
Duty, 630V 46A Normal Duty, 690V 34A Heavy Duty, 630V 50A Light Duty, 690V 46A Normal Duty, 630V 34A Heavy Duty, 690V 50A Light Duty, 690V 505A Normal Duty, 630V 415A
Heavy Duty, 690V 565A Light Duty, 690V 50A Normal Duty, 630V 46A Heavy Duty, 690V 61A Light Duty, 630V 50A Normal Duty, 690V 46A Heavy Duty, 630V 61A Light Duty, 690V
565A Normal Duty, 630V 505A Heavy Duty, 630V 650A Light Duty, 690V 650A Normal Duty, 630V 565A Heavy Duty, 830V 735A Light Duty, 630V 61A Normal Duty, 690V 50A Heavy
Duty, B30V 82A Light Duty, 630V 61A Normal Duty, 690V 50A Heavy Duty, 630V 82A Light Duty, 690V 735A Normal Duty, 630V 650A Heavy Duty, 30V 820A Light Duty, 690V 820A
Normal Duty, 690V 735A Heavy Duty, 690V 920A Light Duty, 690V 82A Normal Duty, 690V 61A Heavy Duty, 630V 98A Light Duty, 690V 82A Normal Duty, 690V 61A Heavy Duty, 690V
98A Light Duty

raC_Dvc_PF6000T

PowerFlex6000T

N/A

raC_Dvc_PF7000

PowerFlex7000-E
PowerFlex7000-ER
PowerFlex7000 2-E
PowerFlex7000 2-ER

N/A

Link Name

raC_Dvc_xxxxx

Linked Libraries

Catalog Number Revision Solution Category

raC_Dvc_xxxxx 3 (RA-LIB) Device PowerVelocity

raC_Opr_xxxxx_Energy raC_Opr_xxxxx_Energy 3 (RA-LIB) Device PowerVelocity
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raC_Tec_PwrVelocityStateMonitor raC_Tec_PwrVelocityStateMonitor 3 (RA-LIB) Device PowerVelocity
raC_Opr_PF755T_PM raC_Opr_PF755T_PM 3 (RA-LIB) Device PowerVelocity
Configured HMI Content
HMI Content Instance Name Description
Launch Button {ObjectName}_G0_LaunchFP Global Object configured callout instance
Output Interface
Output Interface Linked Library Revision
raC_Itf_PowerVelacity - 10
raC_ltf_PowerVelocity
Member Name Description
PrgName Program Name
TagName Tag Name
ModuleName Module Name
TagScope Tag Scope
Attachments
Name Description File Name Extraction Path
V3_raC_Dvc_Global Graphic Symbols SE 12 gg}frapmc >ymbols - Fower {ProjectName}\Visualization\FTViewSE\GlobalObjects
V3_raC_Dvc_Global Graphic Symbols ME gg\l;i_céégggxuraphic Symbols - Fower {ProjectName}\Visualization\FTViewME\GlobalObjects
V3_raC_Dvc_Global Toolbox SE (raC-3-SE) Toolbox - Power Device.ggfx {ProjectName}\Visualization\FTViewSE\GlobalObjects
V3_raC_Dvc_Global Toolbox ME (raC-3-ME) Toolbox - Power Device.ggfx {ProjectName}\Visualization\FTViewME\GlobalObjects
V3_raC_Dvc_xxxxx Faceplate SE (raC-3_xx-SE) raC_Dvc_xxxxx-Faceplate.gfx  {ProjectName}\Visualization\FTViewSE\Displays
V3_raC_Dvc_xxxxx Faceplate ME (raC-3_xx-ME) raC_Dvc_xxxxx-Faceplate.gfx  {ProjectName}\Visualization\FTViewME\Displays
V3_raC_Dvc_PowerVelacity View Designer (raC-3_xx-VD) raC_Dvc_PowerVelocity.vpd {ProjectName}\Visualization\ViewDesigner
V3_Power_Manual Reference Manual DEVICE-RM100x-EN-P.pdf {ProjectName}\Documentation
V3_Power_Images HMI Image Set Power_Images.zip {ProjectName}\Visualization\Images
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Chapter 8

Power Motion Objects (raC_Dvec_Kxxxx,
raC_Dvc_PF527, raC_Dvc_PF755CM)

Overview The Power Motion device objects are a group of objects that include Kinetix®
CIP Motion Drives (raC_Dvc_Kxxxx), and PowerFlex® CIP Motion
Drives(raC_Dvc_PFs27, raC_Dvc_K350CM). In addition to the base device
objects, several extension objects are provided which provide additional
information as an option.

In the Library there is a folder named Videos which contains many How-To and
Q Operational Overview Videos which walk step-by-step through each process. You
can refer to the following videos for this section:

“Operational_Overview_of _CIP_Motion_Faceplates_in_FTViewME_SE”
“Operational _Overview_of_CIP_Motion_Faceplates_in_ViewDesigner”

Supported devices include:

Device Object Name State Monitor Extension |Energy Monitor Extension Predictive Maintenance Extension
Kinetix® 5300 raC_Dvc_K5300 Yes

Kinetix® 5500 raC_Dvc_K5500 Yes Yes

Kinetix® 5700 raC_Dvc_K5700 Yes Yes

Kinetix® 6500 raC_Dvc_K6500 Yes

Kinetix® 350 raC_Dvc_K350 Yes

PowerFlex® 527 raC_Dvc_PF527 Yes Yes

PowerFlex® 755CM raC_Dvc_PF755CM Yes

Functional Description The Kinetix® 5300/5500/5700/6500/350 and PowerFlex® 527/755CM pre-

configured Device Objects:
«  Collect, Process and Deliver Data between Smart Devices and
Application Logic
«  Provide Device Status & Diagnostics Faceplates for Machine Startup,
Commissioning, Operations, and Maintenance

« Include Common HMI Faceplate Components, Device States, and
Control Interfaces providing Application Development and Operation
Efficiency

All these features provide quick feedback, shorten recovery time, and simplify
implementation.

Required Files Device Objects include Add-On Instructions (AOIs) and HMI faceplates. The
revision number (e.g. 3.01) used in filenames can change as new revisions are
created.
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Controller Files
Add-On Instructions are reusable code objects that contain encapsulated logic
that can streamline implementing your system. This lets you create your own
instruction set for programming logic as a supplement to the instruction set
provided natively in the ControlLogix® firmware. An Add-On Instruction is
defined once in each controller project, and can be instantiated multiple times
in your application code as needed.
The Add-On Instruction must be imported into the controller project to be
used in the controller configuration. These can be imported as Add-On
Instruction files, or as part of the Rung Import or Import Library Objects
wizard.
All Add-On Instruction and Rung Import files can be found in the /Studio 5000
Logix Designer Files - LsX/Standard Files/ folder in the library.

Device/ltem Application Add-On Instruction Rung Import

K5300 Standard raC_Dvc_K5300_3.04_A0I.L5X raC_Dvc_K5300_3.04_RUNG.L5X

K5500 Standard raC_Dvc_K5500_3.04_A0.L5X raC_Dvc_K5500_3.04_RUNG.L5X

K5700 Standard raC_Dvc_K5700_3.04_A0I.L5X raC_Dvc_K5700_3.04_RUNG.L5X

K6500 Standard raC_Dvc_K6500_3.04_A0I.L5X raC_Dvc_K6500_3.04_RUNG.L5X

K350 Standard raC_Dvc_K350_3.04_A0I.L5X raC_Dvc_K350_3.04_RUNG.L5X

PF527 Standard raC_Dvc_PF527_3.04_A0I.L5X raC_Dvc_PF527_3.04_RUNG.L5X

PF755CM Standard raC_Dvc_PF755CM_3.04_A0I.L5X raC_Dvc_PF755CM_3.04_RUNG.L5X

AK5700 Standard raC_Dvc_AK5700_3.05_A0I.L5X raC_Dvc_AK5700_3.05_RUNG.L5X

K5700

Energy Extension Standard raC_Opr_K5700_Energy_3.03_A0L.L5X raC_0Opr_K5700_Energy_3.03_RUNG.L5X

K5500

Energy Extension Standard raC_Opr_K5500_Energy_3.03_AOI.LEX raC_Opr_K5500_Energy_3.03_RUNG.LEX

PF527

Energy Extension Standard raC_Opr_PF527_Energy_3.04_AOI.L5X raC_Opr_PF527_Energy_3.04_RUNG.L5X

AK5700

Energy Extension Standard raC_Opr_AK5700_Energy_3.05_A0L.L5X raC_Opr_AK5700_Energy_3.05_RUNG.L5X

State Monitor Extension | Standard raC_Tec_PwrMotionStateMonitor_3.04_A0I.L5X raC_Tec_PwrMotionStateMonitor_3.04_RUNG.L5X
FactoryTalk® View HMI Files
FactoryTalk® View ME or SE applications require importing the desired device
faceplates in addition to all Global Object (ggfx) files and all images located in
the /HMI FactoryTalk® View Images - png/ folder of the library. FactoryTalk®
View ME files are stored in the /HMI - FactoryTalk® View ME/ library folder and
FactoryTalk® View SE files are stored in the /HMI - FactoryTalk® View SE/ library
folder.

. FactoryTalk® View ME FactoryTalk® View SE

Device/ltem Type Faceplate Faceplate

K5300 Display (raC-3_03-ME) raC_Dvc_K5300-Faceplate.gfx (raC-3_03-SE) raC_Dvc_K5300-Faceplate.gfx

K5500 Display (raC-3_03-ME) raC_Dvc_K5500-Faceplate.gfx (raC-3_03-SE) raC_Dvc_K5500-Faceplate.gfx

K5700 Display (raC-3_03-ME) raC_Dvc_K5700-Faceplate.gfx (raC-3_03-SE) raC_Dvc_K5700-Faceplate.gfx
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Device/Item Type ::sg:g‘{:lk‘” View ME F:gg;rg‘:‘:lk@ View SE
K6500 Display (raC-3_03-ME) raC_Dvc_K6500-Faceplate.gfx (raC-3_03-SE) raC_Dvc_K6500-Faceplate.gfx
K350 Display (raC-3_03-ME) raC_Dvc_K350-Faceplate.gfx (raC-3_03-SE) raC_Dvc_K350-Faceplate.gfx
PF527 Display (raC-3_03-ME) raC_Dvc_PF527-Faceplate.gfx (raC-3_03-SE) raC_Dvc_PF527-Faceplate.gfx
PF755CM Display (raC-3_03-ME) raC_Dvc_PF755CMFaceplate.gfx (raC-3_03-SE) raC_Dvc_PF755CM-Faceplate.gfx
AK5700 Display (raC-3_05-ME) raC_Dvc_AK5700-Faceplate.gfx (raC-3_05-SE) raC_Dvc_AK5700-Faceplate.gfx
Energy Base Extension Display (raC-3_01-ME) raC_Opr_EnergyBase-Faceplate.gfx (raC-3_01-SE) raC_Opr_EnergyBase-Faceplate.gfx
Energy Electrical Extension | Display (raC-3_01-ME) raC_Opr_EnergyElectrical-Faceplate.gfx (raC-3_01-SE) raC_Opr_EnergyElectrical-Faceplate.gfx
State Monitor Extension Display (raC-3_03-ME) raC_Tec_PwrDvcStateMonitor-Faceplate.gfx  |(raC-3_03-SE) raC_Tec_PwrDvcStateMonitor-Faceplate.gfx

Graphic Symbols

Global Object

(raC-3-ME) Graphic Symbols - Power Device

(raC-3-SE) Graphic Symbols - Power Device.ggfx

Toolbox

Global Object

(raC-3-ME) Toolbox - Power Device.ggfx

(raC-3-SE) Toolbox - Power Device.ggfx

Studio 5000 View Designer® HMI Files

All Studio 5000 View Designer® Files can be found in the /HMI - ViewDesigner -

vpd/ folder of the library.

Device/ltem

Studio 5000 View Designer® Faceplate

K300

K5500

K5700

K6500

K350

PF527

PF755CM

AK5700

(raC-3_03-VD) raC_Dvc_PowerMation.vpd

FactoryTalk® Optix Library Files

FactoryTalk® View Optix applications require importing the desired library
objects located in the PowerDevice_v3R library folder.

Device/ltem FactoryTalk® Optix Library Object
K5300 raC_3_03_raC_Dvc_K5300_UI
K5500 raC_3_03_raC_Dvc_K5500_UI
K5700 raC_3_03_raC_Dvc_K5700_Ul
K6500 raC_3_03_raC_Dvc_K6500_UI

K350 raC_3_03_raC_Dvc_K350_Ul

PF527 raC_3_03_raC_Dvc_PF527_UI
PF755CM raC_3_03_raC_Dvc_PF755CM_UI
AK5700 raC_3_05_raC_Dvc_AK5700_UI
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Studio 5000° Application Code Manager Files

Studio 5000® Application Code Manager (ACM) can be optionally used if it is
installed. All devices can be easily registered in the ACM repositories by
running the setup.cmd file located in the root folder of the library.

Individual HSL4 files are provided as an alternative to running the setup.cmd
to allow users to manually register specific implementation objects. Each
object has two files - an Asset Control file and a Device file. The Asset Control
files include attachments of all required files for that object. The Device files
are used to actually add that device into a Studio 5000° project and these
reference the Asset Control files.

All Studio 5000® Application Code Manager files can be found in the /
ApplicationCodeManagerLibraries/ folder of the library. The files included are as
follows:

Implementation Object |Asset Control File (.HSL4) Device File (.HSL4)

K5300 (RA-LIB)_Device_Asset-Control_PowerMotion_raC_Dvc_K5300_(3.4) (RA-LIB)_Device_Device_PowerMotion_raC_LD_Dvc_K5300_(3.4)

K5500 (RA-LIB)_Device_Asset-Control_PowerMotion_raC_Dvc_K5500_(3.4) (RA-LIB)_Device_Device_PowerMotion_raC_LD_Dvc_K5500_(3.4)

K5700 (RA-LIB)_Device_Asset-Control_PowerMotion_raC_Dvc_K5700_(3.4) (RA-LIB)_Device_Device_PowerMotion_raC_LD_Dvc_K5700_(3.4)

K6500 (RA-LIB)_Device_Asset-Control_PowerMotion_raC_Dvc_K6500_(3.4) (RA-LIB)_Device_Device_PowerMotion_raC_LD_Dvc_K6500_(3.4)

K350 (RA-LIB)_Device_Asset-Control_PowerMotion_raC_Dvc_K350_(3.4) (RA-LIB)_Device_Device_PowerMotion_raC_LD_Dvc_K350_(3.4)

PF527 (RA-LIB)_Device_Asset-Control_PowerMotion_raC_Dvc_PF527_(3.4) (RA-LIB)_Device_Device_PowerMotion_raC_LD_Dvc_PF527_(3.4)
] . ] . (RA-

PF755CM (RA-LIB)_Device_Asset-Control_PowerMotion_raC_Dvc_PF755CM_(3.4) LIB)_Device_Device_PowerMotion_raC_LD_Dve_PF755CM_(3.4)

AK5700 (RA-LIB)_Device_Asset-Control_PowerMotion_raC_Dvc_AK5700_(3.5) (RA-LIB)_Device_Device_PowerMotion_raC_LD_Dvc_AK5700_(3.5)

Egg?gy Extension (RA-LIB)_Device_Asset-Control_PowerMotion_raC_Opr_K5700_Energy_(3.3)

EEE?& Extension (RA-LIB)_Device_Asset-Control_PowerMotion_raC_Opr_K5500_Energy_(3.3)

Eggggy Extension (RA-LIB)_Device_Asset-Control_PowerMotion_raC_Opr_PF527_Energy_(3.4)

AK5700

Energy Extension

(RA-LIB)_Device_Asset-Control_PowerMotion_raC_Opr_AK5700_Energy_(3.5)

State Monitor Extension

(RA-LIB)_Device_Asset-

Control_PowerMotion_raC_Tec_PwrMotionStateMonitor_(3.4)

Device Definition

Operations

190

Power Motion devices do not require specific device definition configuration
to work with the Power Motion add-on instructions. Additionally, using
Application Code Manager or the Studio 5000® Import Library Objects Wizard
does not import hardware modules into an application. It is the responsibility
of the user to create the correct Power Motion device (e.g. K5700, PF755CM) in
their application.

The Power Motion objects provide two modes of operation - physical and
virtual.

Physical Device Operation

The following functions are applied when device object is selected as physical.
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«  Activate: Activate the drive power structure. Drive will follow the speed
and direction setpoints from control interface.

« Deactivate: Deactivate the drive power structure by issuing Stop
command. Reset active status.

« Jog: This function is possible from HMI faceplate only. When Jog
command is 1, Activate drive power structure and speed reference will
follow Jog set point. Once the command is 0, deactivate the drive power
structure by issuing stop command. Individual Jog forward and Jog
reverse command are used to jog in either direction. Unlike other
command bits, this command should not be unlatched by the device
object.

«  Fault Reset: Command to fault reset the device and also reset remove
this status bits in device object. Command can be initiated from control
interface and also HMI interface.

Virtual Device Operation

The following functions are applied when drive object is selected as virtual.

« Activate: Set status to reflect successful activate command. Set status
output to reflect frequency set point, drive related signals like Logic
command and Speed Reference should not be altered.

« Deactivate: Reset the active status and actual speed status.

« Jog: This function is possible from HMI faceplate only. When Jog
command is 1, set status to reflect successful jog command. Set status
output to reflect jog speed set point. Once the command is o, reset the
active status and actual speed status. Individual Jog forward and Jog
reverse command are used to jog in either direction. Update the
direction status based on jog forward and jog reverse.

«  Fault Reset: Command to reset status bits in device object. Command
can be initiated from control interface and also HMI interface.

Faults & Warnings
«  First Warning: This function helps in capturing the first warning
triggered in the device. Display the respective description in faceplate.

«  First Fault: Capture the first fault from device. Display the respective
description in faceplate.

« Eventlog: Log Warning and Fault the last 4 events in a log queue. The
queue contains fault code, description, and time stamp. Display the
same in faceplate.

Execution

The following table explains the handling of instruction execution conditions.

Condition Description

Enableln False (false rung) Processing for Enableln False (false rung) is handled the same as if the device were taken out
of service by Command. The device outputs are de-energized and the device is shown as
Program Out of Service on the HMI. All alarms are cleared.
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Add-O0n Instruction 1/0 Data

Condition

Description

Powerup (prescan, first scan)

‘unknown/powerup’state.

On prescan, any commands that are received before first scan are discarded. The device is de-
energized. On first scan, the device is treated as if it were returning from Hand command
source: the instruction state is set based on the position feedback that is received from the
device. If the feedback is valid for one position, the device is set to that position. If the device
does not have position feedback or the position feedback is invalid, the device is set to the

The command source is set to its default, either Operator or Program (unlocked).

Postscan No SFC Postscan logic is provided.
InOut Data
InOut Function / Description DataType
Ref_MotionGroup Reference to Motion Group in project MOTION_GROUP
Ref_Module Reference to module in 1/0 tree MODULE
Ref_Ctrl_Cmd Power Motion Device Command Interface raC_UDT_ItfAD_PwrMotion_Cmd
Ref_Ctrl_Set Power Motion Device Setting Interface raC_UDT_ItfAD_PwrMotion_Set
Ref_Ctrl_Sts Power Motion Device Status Interface raC_UDT_ItfAD_PwrMotion_Sts
Ref_Ctrl_Inf Power Motion Device Information Interface | raC_UDT_ItfAD_PwrMotion_Inf
Ref_Axis Reference to CIP Axis in Motion Group AXIS_CIP_DRIVE
Inf_Lookup Code / Description List Entry raC_UDT_LookupMember_STR0082[2]
Input Data
Input Function/Description DataType
Enableln Enable Input - System Defined Parameter BOOL

; Low tolerance limit for No Motion or

Cfg-ZeroVLimLO ZeroSpeed REAL
Cfg_ZeroVLimHl High tolerance limit for No Motion or REAL

ZeroSpeed
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Output Data

Output | Function/Descritpion DataType
Val_ActualVelocity Device Actual Velocity REAL
Val_ActualPosition Device Actual Position REAL

Device zero speed status: 1= device is within BOOL

Sts_ZeroSpeed zero speed tolerance

Sts_Warning Device warning status: 1= an active alarm or BOOL
warning exists

Sts_Virtual Virtual device status: 1= Device is operating  gggL

Sts_Ready Device ready status: 1=ready to activate BOOL
power structure

Sts_NoMotion Device is Active with no active motion BOOL
instructions

Sts_Faulted Device faulted status: 1= an active fault BOOL
exists

Sts_Connected Device is connected to the Programmable BOOL
Controller
Bitwise device not ready' reason
0 = Reserved

1= Device not connected

2 = Device not available

3 = Device Faulted

4 = Safety Demand

5= Motion Group is not synchronized

6= DC bus power not up

7= Axis is shutdown

8 = Axis is faulted

9 = Axis start inbihited

10- 15= Reserved

16 = Missing enable input

17= Motor not configured
Sts-bNotReady 18 = Feedback not configured DINT

19 = Commutation not configured

20 = Safety demand

21=Volts Hz curve definition

22 = Motor feedback required

23 = Speed limit configuration

24 = Torque prove configuration

25 = Safety demand

26 = Safety reset required

27 = Safety not configured

28 = Stop command active

29 = Feedback device reset

30 = Brake malfunction

31=Reserved
Sts_Available Device is available for interaction with user  ggq
- code
Sts_Active Device active status: 1= output power BOOL
- structure is active
raC_Dvc_xxxx Unique Parameter Name for auto - discovery | BOOL
EnableQut Enable Output - System Defined Parameter ~ BOOL
Data Types The following Power Motion Common Control Interface tags are the primary

device program tags to read and write to when interfacing to power Motion
devices. The value of using these tags in your specific application code is that
you may use a number of different power motion devices such as Kinetix®
5300, 5500, 5700, 6500, 350 and PowerFlex® 527 & PowerFlex® 755CM without
having to update your application device interface tags.

Rockwell Automation Publication DEVICE-RM100D-EN-P - May 2024 193



Chapter 8 Power Motion Objects (raC_Dvc_Kxxxx, raC_Dvc_PF527, raC_Dvc_PF755CM)

Refer to the Interfaces section for detailed information on interfaces. Refer to
the Using Power Device Objects with Machine Builder Libraries for more
information on interfacing with other Rockwell Automation® application code
libraries.

For further information and examples on how to interface the power device
objects with your specific application code refer to the
“How_To_Interface_with_Power_Device_Logix.mp4" video within the
Videos folder of the Power Device Library Download files.

raC_UDT_ItfAD_PwrMotion_Inf

Member Description Data Type
ModulePath Module CIP Path. STR0O032

: Object extension is present in the controller.
bExtensionE nabled Bitwise representation: 0 = False, 1= True. DINT

. Object extension alert/notification is present.
bExtensionAlert Bitwise representation: 0 = False, 1= True. DINT
AxisID Axis identification unique with a controller DINT

raC_UDT_ItfAD_PwrMotion_Set

This is the Power Motion Common Control Interface User-Defined Data Type
for device settings. Its members provide application program access to allow
or inhibit commands and settings from the device faceplate or other external
sources. The table below shows member names, descriptions, and tag data

types.

For example, to inhibit write commands from the device faceplate or other
external sources write a 1 to the ModuleName_AOI_CtlrSet.InhibitCmd
program tag from your application program. This would prevent a jog
command from the device faceplate.

Member Description Data Type
binhibit Inhibits (Bit Overlay). DINT
InhibitCmd 1=Inhibit user Commands from external sources, 0 = Allow. BOOL
InhibitSet 1= Inhibit user Settings from external sources, 0 = Allow. BOOL
InhibitCfg 1=Inhibit user Configuration from external sources, 0 = Allow. BOOL

raC_UDT_ItfAD_ PwrMotion _Cmd

This is the Power Motion Common Control Interface User-Defined Data Type
for device commands. Its members provide application program access to
common device commands.
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Only write to these common command members to control the device. If you
write directly to the device’s output command tags directly unexpected device
operation could occur.

For example, to start or activate the device write a 1 to the
ModuleName_AOI_CtlrCmd.Activate tag. Do not write to the
ModuleName:O.LogicCommand_Start tag. Although, you can write to the
uncommon command tags in the device’s output tag if a specific common
control interface tag does not exist.

The table below shows member names, descriptions, and tag data types.
All the commands are available whether operating the device physically or

virtually. Virtual Operation allows you to test your application code without
activating the device’s physical outputs.

Member Description Data Type
bCmd Commands (Bit Overlay). DINT
Physical 1= Operate as Physical Device. BOOL
Virtual 1= Operate as Virtual Device. BOOL
ResetWarn 1=Reset device warning. BOOL
ResetFault 1=Reset device trip or fault. BOOL
Activate 1= Activate output power structure. BOOL
Deactivate 1= Deactivate output power structure. BOOL

raC_UDT_ItfAD_PwrMotion_Sts

This is the Power Motion Common Control Interface User-Defined Data Type
for device status. Its members provide application program access to device
states, status, and diagnostic data. The table below shows member names,
descriptions, and tag data types.

Input Description Data Type
Enumerated state value: 0 = Unused, 1= Initializing, 2 =

eState Disconnected, 3 = Disconnecting, 4 = Connecting, 5 = Idle, 6 = DINT
Configuring, 7 = Available.

FirstWarning First Warning. raC_UDT_Event

FirstFault First Fault. raC_UDT_Event

eCmdFail Egms::gaodnc\gmsand failure code. See extended help for DINT

bSts Status (Bit Overlay). DINT

Physical 1= Controlling physical device. BOOL

Virtual 1= Controlling virtual device. BOOL

Connected 1= PAC to device connection has been established. BOOL

Available 1=The device is available for interaction with the user program.  |BOOL

Warning 1= A warning is active on the device. BOOL

Faulted 1= Afault is active on the device. BOOL

Ready 1= Device is ready to be activated. BOOL
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Input Description Data Type
Active 1= Device power structure is active. BOOL
ZeroSpeed 1= Motor is at zero speed (not rotating). BOOL
NoMotion 1= Axis has no active motion instructions in the planner. BOOL
raC_UDT_Event

An array of size 4 is to be used to log the FirstWarning and FirstFault capture.
The data should be FIFO order. The same should be displayed on the Faceplate.

Member Description Data Type
Type Event type: 1= Status, 2 = Warning, 3 = Fault, 4...n = User. DINT

D User definable event ID. DINT
Category (UESIEEtdr?glarll,?’lbelghc:rsFc%ol,rr}llateriaIs,UtiIity,etc.). DINT
Action User definable event action code. DINT
Value User definable event value or fault code. DINT
Message Event message text. STRING
EventTime_L Timestamp (Date/Time format). LINT
EventTime_D Timestamp (Y,M,D,h,m,s,us). DINT[7]

raC_UDT_LookupMember_STR0082

Member Description Data Type
Code Code DINT
Desc Code Description STRING
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Programming Example

Graphic Symbols

Fully configured device on a rung is provided below for reference. The first
rung is required and the others are optional. This example includes the device
and extensions objects for a K5700 (raC_Dvc_K5700).

ral_Uve_KsUU

ralC_Dwo_KST00 raC_LD_Dwe_KS700
Fef_hodule Mod_rac_LD_Dwc_KS700
Fef_hationGroup fdctionGraugp
Ref_Axis Axis rac_ LD Dwe KSTO00
Ref_Ctrl_Inf raC_LD_Dwve WS700_Ctrlinf
Ref_Ctrl_Zet raC_LD_Drc_RWST00_CriSet
Fef_Ctrl_Cmd rac_LD_Dwe WS700_CtriCmd
Ref_Ctrl_Sts rac_LD_Dwc WSTO00_Ctrists
Inf_Lookug ralC_Dwe_KST00_InfTable

Yal_Actualvelocity
Yal_ActuslPosition

Ste_hiotReady  2#0000_0000_0000_0000_0000_0000_0110_0110 4=

ral_Lrec_WST00 Device
Chject and
Extensions
implemertstion_Enery
i
raC_Opr_KS700_Energy
ralC_Opr_HS700_Energy raC_LD_Dwe_ KS700_Energy
Fef_Mzg_GetAtS _DstDINT - raC_Dwc_KS5700_Energy Msgl
Fef_hzgbata_DINT raC_Dwo_WE700_Energy_MsgDatal
Ref Mz Getotts DetREAL raC_Dwc_ HSF00_Energy_Msg2
Ref_MagData_REAL raC_Dwc_WSF00_Ernergy_MsgData2
Fef_hMzgCtriResource raC_Dwve WSTO0_Energy_MsgCirl

RFef_Ctrl_Inf rac_LD_Deec_WS700_Ctrlint
Irg_Cel _St= raC_LD_Dwe_ WS7F00_CtrlSts
Cig_ModuleType O
Cfg_Axis Odm
out_EnergyBasze rac_LD_Dwe_WS700_EnergyBaze
Set_Sampleintersl 3004
Crmid_ResetOdometers O
Stz DatatcguisitionDurstion 104

raic_Dwic_KST00 Device
Object and
Extenszions
implementation_=tate
hdonitor
ra’_Tec_PwrhiiotionStateMonitor
rac_Tec_PwyrhiotionSta... raC_LD_Dwo_ WES700_Statebon
raC_LD_Dwe_ KWS700_Ctrlinf
raC_LD_Dwe_HA700_CtriSet
raC_LD_Dweo KS700_CtrlSts

Ref_Ctrl_Inf
Inp_Ctrl_Set
Inp_Ctrl_Sts
Wal_Activations
Wal_CursctiveHrs
Wal_MaxActiveHrs
Wal_TotActiveHrs
Val_Dizconnections
Wal_CurConnectedHrs
Wal_MaxConnectedHrs
Wal_TotConnectedHrs

The device (ie: Kinetix® drive), Motion Group, and Motion Axis must be
configured to ensure this code works. In this example the device module is
called Mod_raC_LD_Dvc_K5700 and the Motion Group is called MotionGroup
and the Motion Axis is called Axis_ raC_LD_Dvc_Ks700.
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Note that this programming example is the same code that is imported when
either importing the supplied rung .LsX files or when using Application Code
Manager or the Studio 5000® Import Library Objects wizard plug-in.

Graphic Symbols are used as launch buttons within HMI applications to open
up faceplate displays. Alternatively, faceplates may also be launch from related
instructions such as the navigate to device faceplate buttons in the Machine
Builder Library raM_Motor_CD or raM_Conveyor_CD faceplates.
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All icons display the following information:

« - Device label (Tag.@Description or custom label entered in parameter
#104)

« - Motor Speed (Hz) or Position - selectable using global parameter #105
« - Connection Fault/Virtual Indication

« - Device Warning/Fault Indication

« - Device not ready indication

« - Device Active (running)/Inactive (stopped) indication

See Launch Buttons for more general information on launch button
diagnostics and usage.

FactoryTalk® View ME/SE Graphic Symbols

Graphic Symbol Name Graphic Symbol Description Global Object Parameter Values

Faceplate navigation button with string tag label.

GOLaunchFP : This launch button graphic object allows the user to
Device Label navigate to the device object faceplate.
#102: Backing Tag
e.g.
{:{ PACIProgram::Program._InstanceName})
PFo2? Use with PowerFlex 527/755CM Motion drives #104: CUStOm t_)utton label. Leave blank to use
G0_LaunchPowerFlexVMot_TagStrin 3 Tag.@Description
g lr;l\?g;lsupeeed (Hz) or Position selectable Shown as #105: Button value display; 0=Velocity;
00 ’ 1=Position

#120: Display's left position (e.g. 100, optional)

Use with Kinetix 350/5100/5300/5500/5700/6500 | #121: Display's top position (e.g. 100, optional)
k5700 Motion Drives
60-LaunchKinetix_Tagstring Motor Speed (Hz) or Position selectable Shown as
live value.

0.0 Hz

Studio 5000 View Designer® Graphic Symbols

All Studio 5000 View Designer® graphic symbols must be configured with an
Event to open up the appropriate Popup screen. Select the graphic symbol and
in the Properties window navigate to the Events tab. Assign a Button Behavior
event to Open popup on release. Assign the required Popup screen (e.g. User-
Defined Screens\raC_Dvc_Ks700_FP). The required Property Configurations are
found in the following table where you may assign the AOI_Tag to the object’s
Add-On Instruction tag.
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ey » | F
Properies | Animatons | Evemrs
% Touch Press X
Open Popup: X
|User-Defined ScreenshraC_Dwe PF525_FP x|
Property Configuration:
A0 Tag &4 iPAC
‘\MainProgram._InstanceMName
InitialTab ] n
Graphic Symbol Name Graphic Symbol Description Property Configuration
Faceplate navigation button with string tag label. Use
Launch Properties > General > Text to modify the button label

| Launch Faceplate

text.

Pra27 Use with PowerFlex 527/755CM Motion drives
G0-LaunchPowerFlexVMot_TagString Motor Speed (Hz) or Position selectable Shown as live
value.
0.0
Use with Kinetix 350/5100/5300/5500/5700/6500
k5700 Motion Drives
G0_LaunchKinetix TagString Motor Speed (Hz) or Position selectable Shown as live
value.
0.0H:

AOI_Tag: Object's Add-On Instruction
Tag

FactoryTalk® Optix Graphic Symbols

Graphic Symbols are used as launch buttons within HMI applications to open
up faceplate displays. All graphical symbols for Power Devices display the
following information:

« - Device label (Tag.@Description or custom label)
« - Position

« -Connection Fault/Virtual Indication
« - Device Warning/Fault Indication

« - Device not ready indication

« - Device Active (running)/Inactive (stopped) indication

See Basic Launch Button Attributes section for more general information on
launch button diagnostics and usage.
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Once the Objects have been imported into the FactoryTalk® Optix Studio
project, you can begin using them in your application. To add a new Launch
Button to a Main window, navigate to raC_3_xx_raC_Dvc_ObjectName_UI >
Graphic Symbols > raC_3_xx_raC_Dvc_ObjectName_GS_NavText Button to
insert a navigation launch button with a text label.
: Project view Contents b
Q, Search... Data controls »
~ 3¢ Power_ApplicationExample Drawings 3
~rEu raC_Dvc_K5100 )
B8 DefaultStyleSheet raC_Dvc_E300 3
A% NativePresentationEngine raC_Dvc_SMC50 b
B MainWingasaltesss raC_Dvc_AS290E )
Edit with Ul editor
I Screens raC_Dvc_AS294E )
New »
~ [ Styleshee raC_Dvc_PF755 3
Copy
B8 ISASty raC_Dvc_APF35 3
Paste
» Bm raC_3_01 raC_Dvc_PF7000 3
Delete
& raSDK1_ raC_Opr_PF755T_PMv11 3
Rename
E raSDK1_1 raC_Dvc_PF527 3
Copy path to node :
31 raSDK1_I raC_Dvc_K5700 3 GraphicSymbols » ] K5700 Text Button
» L rasDK1I Show References X Native presentation engine <PrivateElements= [ K5700 Graphical Button
It raspk1y  SnoW Instances X Web presentation engine
[ raspko1,  Refactor " Bp Stylesheet

200

After placing the graphic symbol on a UI panel, link the “Ref_Tag” property to
the targeted Asset under Asset tag

Text label shown on button can be configured using “cfg_Label” property, If it
is not configured then description of the asset will be shown on the button
face.
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O o - A == do og Mame K5700TextButtonl (K5700 Text Button)
Type K35700 Text Button

= | O q; Cfg_CloseCurrentDisplay False
CEEES Pl Cfg_DisplayType Faceplate
> (! =]
rerros . [
/ Cfg_Label
o — Appearance
Visible True
Basic Advanced Ul » MainWindow » K5700 Text But
Q_ Dvc_K5700 o Qv
» Bm Types Attribute (@)
- 2% Power_ApplicationExample |
p b= oul

~ = CommDrivers
- B3 RAEtherMet_IPDriverl
- [ RAEtherNet_IPStation
- [ Tags
» Bm Controller Tags
~ [m Program:Program
b < Dvc_K5700_CtriCmd
Dve_KS700_Ctrlinf
Dvc_KS5700_CtriSet
Dvc_KS700_Ctrists
Dvc_K5700_Energy
Dvc_KS700_EnergyBase
Dvc_KS700_StateMon
-~ [m Types

B Pt A SVt T

s O T

Cancel

This is the only step needed to link the UI to the asset data model. For more
information on graphic symbols, refer to the Graphic Symbols section of the
Power Motion device type in this manual.

Rockwell Automation Publication DEVICE-RM100D-EN-P - May 2024 201



Chapter 8 Power Motion Objects

(raC_Dvc_Kxxxx, raC_Dvc_PF527, raC_Dvc_PF755CM)

Graphic Symbol Name Graphic Symbol Description Property Configuration
raC_3_xx_raC_Dvc_Devicename_GS_Na o Faceplate navigation button. Use Cfg_Label Variable to
vText Dve_PF527 > modify the button label text.
o o
Cfg_CloseCurrentDisplay: Set to ‘True’
to close the previously open display
Dvc_PF527 when launching the object faceplate
®
raC_3_xx_raC_Dvc_Devicename_GS_Na Use with PowerFlex 527/755CM Motion drives Cfg_DisplayType: Faceplate to be
vGraphical opened on button click. This should
(] o not be modified.
Q'U Ref_Tag: Object’s Add-On Instruction
5 Tag
Cfg-Label: Text label shown on the
button face
Dvec_K5700
raC_3_xx_raC_Dve_Devicename_GS_Na ® Hztii;vgtgrli(dggtix 350/5100/5300/5500/5700/6500
vGraphical
o o
0.0
Graphic Symbol Button Configuration Variables
Variable Name Description Default Value
Cfg_CloseCurrentDisplay Set to True' to close the previously open display when launching the object faceplate False
Cfg_DisplayType Faceplate to be opened on button click. This should not be madified. Faceplate

Ref_Tag

Link to instance of desired target Asset model found in Model > Asset folder.

N/A - User must configure

Cfg_Label

Text label shown on the button face. Defaults to the description of the asset but users may

replace in instances with other desired text.

.IRef_Tag@Description

202
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Faceplates

—

There are basic faceplate attributes that are common across all instructions.
See Basic Faceplate Attributes on page 28.

The Home screen is visible when the Home tab button is selected in the tab
control object on the left side of the screen.

The Home screen is the main screen for the faceplate. It contains a Power
Group switch object, Group direction indication object, small trends called
spark, Position and velocity indication, Jog control object and Velocity, Accel,
Decel Set point.

On the top left is a speed multi-state indicator that changes text based on the
device state. Other text for state changes include, "Forward", "Reverse", "Zero
Speed", and "Off". The Position and Velocity feedback is a large blue numeric
display that is read-only. Below the numeric display is a Spark line to display
velocity. Here are two push buttons and one toggle button to the right of the
display for Power on/off and Jog forward and reverse. Below that three
numeric input for the user to set the Jog set point, Accel set point and Decel set
point

4 5 6
Kinetix 5500 x

B Ready
off Power { mm®
Position

0.00 ‘I I’
WVelocity

0.00 /<cc Velocity setpoint [ 20,00 ] sec

Accel setpoint Y:

Decel setpoint 250

Item Description
1 Banner

2 Device Action Forward/Reverse/Off

3 Velocity sparkline trend

4 Jog reverse
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Item Description
5 Jog forward
6 Toggle button for Power ON/OFF
7 Velocity (/sec). Accel (sec) and Decel (sec) setpoints

1/0 Tab

The I/O tab shows the ON/OFF status of the device’s I/O including Standstill,
Referenced, SafeOff, Reg 1, Reg 2, Enable, PosOT, NegOT, and Home. LED
shows no color when they are in the OFF position and shows blue when they
are in the ON position.

Kinetix 5500 X

@ B Ready

_)
|_) B Standstill Reg 1 PosOT
| f/ Referenced Reg 2 NegOT
p SafeOff Enable Home
!
&
Trend Tab

Trends display values over time, often used to compare similar or related
values and to allow operators to predict future states to make control action
decisions. Two trends are displayed - Position and Velocity.

Configure Tab

The Configure tab contains configuration elements that a maintenance
technician would need to troubleshoot and adjust for an object on another tab,
i.e.,, numeric inputs to adjust trend min and max values.

Fault Warning Tab

The Fault Warning tab displays information for up to four faults for the device.
The fault table displays the Severity level (Fault, Warning or Active Fault), time
(and date) and a description of the fault.
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Kinetix 5500 )(
. B Ready
= Position 0.0010)
10000.00
I— 0.00 .
. _1UUUU'UDE:SS:WAM 933 9:33:55 93419 9:34:43 9:35:07 AM
=— Velocity 0.00 (/sec)
100.00
.00 Y =]
-100'009:33:[}7AH 9:33:31 9:33:55 9:34:19 9:34:43 9:35:07 AM
Kinetix 5500 X
. B Ready
. Trend Limits
. Position Velocity
p Min -10000.00 Min -100.00
. Max 10000.00 Max 100.00
] e uris

Note, only row 1 will display the “Active Fault” in the severity column if there is
a current active fault, else it will display the last fault. Rows 2-4 only display
past faults and warnings, not an active fault.

Item Description
1 Banner
2 Last fault is in first row and show in bold if active
3 Yellow border visible when a fault is active
4 Fault severity
5 Fault event time
6 4 most recent fault/warning event messages

Click on any row in the fault table to view fault details. The details window
provides a more detailed description and possible action steps to remedy
condition.
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Kinetix 5500 X

Unrecognized Axis Fault.

. Motor current overload.
2021-01-02
§ Fault
alil 06:45:13
. o . 2021-01-02 | Phase current loss detected in one or more motor phases. I
e 05:57:38
e . 2021-01-02 | Power conductor or motor winding short to ground.
= 01:25:50
4 5 6
8
Kinetix 5500 X

. B Not Ready Unrecognized Axis Fault

Details X |

2021-10-27 13:11:23

Description / Action

The axis fault is not recognized by the Device Object. Refer to the appropriate User Manual
for fault definition / corrective actions.

Extension Tab

The Extension tab provides a navigation button to open Extension faceplates.
Extension faceplates are optional and may include:

« State Monitor Extension
«  Energy Extension
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Kinetix 5500 X

. B Ready
. State Monitor Energy

&’q

Note that extensions are currently only available in FactoryTalk® View Studio
and are not supported in Studio 5000 View Designer®.

For complete details on extensions, refer to the related sections of this manual:
« State Monitor Extension
« Energy Extension
«  Predictive Maintenance Extension

Extensions will be enabled through the device object's Information interface.
The interface contains a DINT member entitled ExtensionEnabled. Each bit of
ExtensionEnabled represents an extension location, thus a device object can
theoretically support 32 extensions.

Currently, extension names are reserved for the following locations:

Extension Name Location Tag Suffix
State Monitor Bit 0 | StateMon
Energy Bit 1 | Energy
Predictive Maintenance Bit 2 | PredMaint
Reserved Bits3-31
b Instance_Name_Ctrlinf.ModulePath *$0150351280E1... {..} STRO032 Device Interface - Power Velocity Module CIP Path
4 Instance_Name_Ctrlinf.ExtensionEnabled 2 Decimal DINT Device Interface - Power Velocity Object extension is present in the controller
Instance_MName_Ctrlinf.ExtensionEnabled.0 0 Decimal BOOL Device Interface - Power Velocity Object extension is present in the controller
I Instance_Mame_CtrlInf.ExtensionEnabled.1 1 Decimal BOOL Device Interface - Power Velocity Object extension is present in the controller I
Instance_Mame_Ctrlinf.ExtensionEnabled.2 0 Decimal BOOL Device Interface - Power Velocity Object extension is present in the controller
Instance_Mame_CtrlInf.ExtensionEnabled.3 0 Decimal BOOL Device Interface - Power Velocity Object extension is present in the controller
Extension Objects Energy Extension

Energy extension faceplates are available for compatible objects. Refer to the
raC_Opr_xxx_Energy section of this manual for more information.
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State Monitor

Kinetix 5500_Energy

ﬁ mm Metering

Resource Type

Capabilities

Real Energy
Consumed
Generated
Net

Transfer Rate

State Monitor Extension

Generic

Proxy

0.000 kWh
0.000 kWh
0.000 kWh
0.000 kW

State Monitor extension faceplates are available for all objects. Refer to the
raC_Tec_PwrxxxStateMonitor section of this manual for more information.

X State Monitor X

ﬁ Device Output Power Structure

Application Code Manager

208

Current active time
0.0 Hours

Maximum continuous active time
0.0 Hours

Total accumulated active time
0.0 Hours

Total number of device activations
0

(M2 )

ﬁ Device Connection

Current connection time
0.3 Hours

Maximum continuous connection time
@ 0.3 Hours

Total accumulated connected time
@ 0.2 Hours

Total number of device disconnections
1

(M)

B1616,

All Power Motion device objects have similar configuration parameters in

Application Code Manager. The following section defines the common
parameters. “xxxxx” is used in place of the specific device name (e.g. K5700).

Refer to the section Using Application Code Manager for complete details.
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Parameter Name

RoutineName

TagName

TagDescription

TagScope

ModuleName

MotionGroup

AxisName

CreatePhysicalAxis

IncludeEnergy

IncludeStateMonitor

EnergyMsgTag

EnergyMsgCtrl

EnergyMsgData

SymbolStyle

SEAssocDisplay

MEAssocDisplay

Definition Object: raC_Dvc_xxxxx

This object contains the AOI definition and used as linked library to
implement object. This gives flexibility to choose to instantiate only definition
and create custom implement code. User may also create their own implement
library and link with this definition library object.

Implementation Object: raC_LD_Dvc_xxxxx

Default Value Instance Name  Definition
{ObjectName} {RoutineName} Routine
{ObjectName} {TagName} Backing Tag
{ObjectDescription} {TagDescription}

Program Input Parameter

Mod_{ObjectName} {ModuleName} Input Parameter
{MotionGroupName}

Axis_{ObjectName}

0
0 Input Parameter
0 Input Parameter

raC_Dvc_xxxxx_Energy_Msg {EnergyMsgTag}

raC_Dvc_xxxxx_Energy_MsgC

l {EnergyMsgCtrl}

raC_Dvc_xxxxx_Energy_MsgD

ata {EnergyMsgData}

Icon

HMI Display

HMI Display

Rockwell Automation Publication DEVICE-RM100D-EN-P - May 2024

Description

Enter Routine name. Routine will be created and Object
implement rung(s) inserted.

A JSR will be inserted in MainRoutine.

If routine name already exists, then object will be inserted into
existing routine.

By default, parameter is set to Object Name.

Enter the backing tag of the main AQI.
This will serve as the base tag name for other tags in this object
that are derived from the base.

Tag Description of the main AOI backing tag

Tags will be created at the assigned scope

Enter the Module Name. This is the name for the module that
appears in the Controller Organizer tree.

Enter the motion group name.

Enter the Axis Name.

Create physical axis in project.

Include the energy extension object

Include the State Monitor extension object

Enter Tag name for Msg Services. This tag should be unique for
Msg Service class. Multiple objects can share the tag.

Message Services Control Tag. This tag provides the control
interface for the messaging services. This should be unique per
class. Multiple objects can share the tag.

Data tag for Messaging Services. This tag should be unique per
class. Multiple objects can share the tag.

HMI launch button symbol style. Icon/Text

FactoryTalk View SE Display reference. Launch button will be
generated on this display.

FactoryTalk View ME Display reference. Launch button will be
generated on this display.
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Linked Libraries
Link Name Catalog Number Revision Solution Category
raC_Dvc_xxxxx raC_Dvc_xxxxx 3 (RA-LIB) Device PowerMotion
raC_Opr_xxxxx_Energy raC_Opr_xxxxx_Energy 3 (RA-LIB) Device PowerMotion
raC_Tec_PwrMotionStateMonitor raC_Tec_PwrMotionStateMonitor 3 (RA-LIB) Device PowerMotion
Configured HMI Content
HMI Content Instance Name Description
Launch Button {ObjectName}_G0_LaunchFP Global Object configured callout instance
Output Interface
Output Interface Linked Library Revision
raC_Itf_PowerMotion 10
raC_Itf_PowerMotion
Member Name Description
PrgName Program Name
TagName Tag Name
ModuleName Module Name
TagScope Tag Scope
Attachments
Name Description File Name Extraction Path
V3_raC_Dvc_Global Graphic Symbols SE [ Zgifrapmc Symbols - Power {ProjectName}\Visualization\FTViewSE\GlobalObjects
V3_raC_Dvc_Global Graphic Symbols ME ‘Drgsi'g ’;;f’xﬁrap'“c Symbals - Fower {ProjectName}\Visualization\FTViewME\GlobalObjects
V3_raC_Dvc_Global Toolbox SE (raC-3-SE) Toolbox - Power Device.ggfx {ProjectName}\Visualization\FTViewSE\GlobalObjects
V3_raC_Dvc_Global Toolbox ME (raC-3-ME) Toolbox - Power Device.ggfx {ProjectName}\Visualization\FTViewME\GlobalObjects
V3_raC_Dve_xxxxx Faceplate SE (raC-3_xx-SE) raC_Dvc_xxxxx-Faceplate.gfx  {ProjectName}\Visualization\FTViewSE\Displays
V3_raC_Dve_xxxxx Faceplate ME (raC-3_xx-ME) raC_Dvc_xxxxx-Faceplate.gfx  {ProjectName}\Visualization\FTViewME\Displays
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V3_raC_Dvc_PowerMotion  View Designer (raC-3_xx-VD) raC_Dvc_PowerMotion.vpd {ProjectName}\Visualization\ViewDesigner
V3_Power_Manual Reference Manual DEVICE-RM100x-EN-P.pdf {ProjectName}\Documentation
V3_Power_Images HMI Image Set Power_Images.zip {ProjectName}\Visualization\Images
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Chapter 9

Kinetix® 5100 Objects (raC_Dvc_K5100)

Overview The Kinetix® 5100 device objects are a group of objects that include the
Kinetix® 5100 EtherNet/IP Indexing Servo Drives (raC_Dvc_K5100) device and
associated operational motion instructions (MSO, MSF, MAJ, MAT, MAM,
MAH, MAG, MAS, MAFR, MAI).

Device/Instruction Object Name Description

Kinetix® 5100 raC_Dvc_K5100 Kinetix® 5100 Device Base Object

Kinetix® 5100 Motion Axis Servo On

raC_Opr_K5100_MSO

Use the Motion Servo On instruction to activate the motor.

Kinetix® 5100 Motion Axis Servo Off

raC_Opr_K5100_MSF

Use the Motion Servo Off instruction to deactivate the drive output for the specified axis
and to deactivate the axis servo loop

Kinetix® 5100 Motion Axis Jog

raC_Opr_K5100_MAJ

Use the Motion Axis Jog instruction to move an axis at a constant speed until you tell it to
stop.

Kinetix® 5100 Motion Axis Torque

raC_Opr_K5100_MAT

Use the Motion Axis Torque instruction to move an axis at a constant torque with the
speed limit.

Kinetix® 5100 Motion Axis Move

raC_Opr_K5100_MAM

Use the Motion Axis Move instruction to move an axis to a specified position.

Kinetix® 5100 Motion Axis Home

raC_Opr_K5100_MAH

Use the Motion Axis Home instruction to home an axis.

Kinetix® 5100 Motion Axis Gear

raC_Opr_K5100_MAG

Use the Motion Axis Gear instruction to set the gear ratio between the PUU (Position of
User Unit) and encoder counts and specify the acceleration rate during gear ratio change
for the position control in the Kinetix® 5100 drive.

Kinetix® 5100 Motion Axis Stop

raC_Opr_K5100_MAS

Use the Motion Axis Stop instruction to stop a specific motion process on an axis or to
stop the axis completely.

Kinetix® 5100 Motion Axis Fault Reset

raC_Opr_K5100_MAFR

Use the Motion Axis Fault Reset instruction to clear some motion faults for an axis. Other
faults cannot be cleared until you power cycle the drive. The faults, which can be cleared
by raC_0Opr_K5100_MAFR, are listed in Fault list section.

Kinetix® 5100 Motion Axis Index

raC_Opr_K5100_MAI

Use the Motion Axis Index instruction to execute the index (PR) function of the drive. This
can be a Position Index or one of the other PR types available in the drive.

Functional Description

The Kinetix® 5100 pre-configured Device Objects provide the following
advantages:

Eliminating the need for synchronous copy and other correctly placed
interlocks, which were sometimes not obvious, to make the Motion
Operation Add-On Instructions operate as intended.

Robust operation that includes the interface of drive command/status
within the Motion Operation Add-On Instructions

Designed for integration with the Power Device Library and Machine
Builder Libraries and its framework for programming.

An HMI faceplate (optional) that is used with the Device Object Add-On
Instruction (required) to provide the status information as well as
simple control of the drive using View Designer or FactoryTalk® View
for programming.

The creation of Position Units. This allows the Kinetix® 5100 to use
native units of drive counts or to use Position units using a Conversion
Constant and Motion Resolution.
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Required Files

214

All these features provide quick feedback, shorten recovery time, and simplify
implementation.

The table below shows the differences between the Add-On Instruction
libraries and the use of the Device Object Add-On Instruction. The Device
Object Add-On Instruction (the unique instance of the K5100) will use the Dvc
tag naming (raC_Dvc_K5100); however the Add-On Instruction library will
change its naming as shown here.

Kinetix® Firmware Major Rev Device Object AOI used A0l Library Naming
1xxx NO raC_Dve_K5100_xxx
2.xxx (or later) YES raC_0pr_K5100_xxx

If using the Kinetix® 5100 with major revision 2.xxx (or later), the Device
Object and Motion Operation Add-On Instructions must be used. Add-On
Instructions Versions 1.xxx and 2.xxx (or later) are not interchangeable and
cannot be combined to perform motion control. The Add-On Instruction
library containing raC_Dvc instructions will continue to be available for legacy
applications. They can be downloaded from the Product Compatibility and
Download Centre (PCDC).

Any new applications that will be using the Kinetix® 5100 with major revision
2.002 or later should use the Device Object Add-On Instruction and the new
motion operation Add-On Instructions described in this document. Each
Kinetix® 5100 drive will require a unique instance of the Device Object Add-On
Instruction.

The Kinetix® 5100 Kinetix® 5100 Device Objects include Add-On Instruction
definitions, rung instances, and an HMI faceplate providing:

« Detailed Device Data Collection and Delivery

«  Enhanced Device Status and Diagnostics

« Common Control Interfaces maximizing flexible Automation Device
selection & application code reuse

Device Object Use Cases:

«  Basic Device Maintenance and Diagnostics
«  Virtual Device Operations for startup and commissioning

Device Objects include Add-On Instructions (AOILs) and HMI faceplates. The
revision number (e.g. 3.01) used in filenames can change as new revisions are
created.

Controller Files

Add-On Instructions are reusable code objects that contain encapsulated logic
that can streamline implementing your system. This lets you create your own
instruction set for programming logic as a supplement to the instruction set
provided natively in the ControlLogix® firmware. An Add-On Instruction is
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defined once in each controller project, and can be instantiated multiple times
in your application code as needed.

The Add-On Instruction must be imported into the controller project to be
used in the controller configuration. These can be imported as Add-On
Instruction files, or as part of the Rung Import or Import Library Objects

wizard.

All Add-On Instruction and Rung Import files can be found in the /Studio 5000
Logix Designer Files - LsX/Standard Files/ folder in the library.

Device/ltem Application Add-On Instruction Rung Import

Kinetix® 5100 Standard raC_Dvc_K5100_3.03_AOILBX raC_Dvc_K5100_3.03_RUNG.LEX

Kinetix” 100 Motion A4S | standard raC_Opr_K5100_MS0_3.01_AOLL5X raC_0Opr_K5100_MS0_3.01_RUNG.L5X

Kinetix" 100 Moton s | gtandard raC_0pr_K5100_MSF _3.01_AOI.L5X raC_0pr_K5100_MSF_3.01_RUNG.LEX

52;9“’@ 5100 Motion AXis | 1.1y jard raC_0pr_K5100_MAJ_3.02_AOLL5X raC_0pr_K5100_MAJ_3.02_RUNG.L5X

ﬁ?gﬂf 5100 Motion AXiS | ¢4 dard raC_Opr_K5100_MAT_3.01_AOLL5X raC_Opr_K5100_MAT _3.01_RUNG.L5X

netix 5100 Motion AXIs | andard raC_0pr_K5100_MAM_3.02_AOI.L5X raC_0pr_K5100_MAM_3.02_RUNGL6X

Hinetix® S100 Motion A4S | standard raC_0pr_K5100_MAH_3.02_AOLL5X raC_0pr_K5100_MAH_3.02_RUNG.L5X

Ainetix 5100 Hotion A4S | standard raC_Opr_K5100_MAG_3.01_AOLLEX raC_0Opr_K5100_MAG_3.01_RUNG.L5X

g{ggt“‘@ 5100 Motion AXis | o121 gard raC_0pr_K5100_MAS_3.01_AOI.L5X raC_0pr_K5100_MAS_3.01_RUNG.LEX

Kinetix” 5100 Hotion A4S | standard raC_0Opr_K5100_MAFR_3.01_AOLL5X raC_0pr_K5100_MAFR_3.01_RUNG.L5X

Hineti 5100 Hotion A4S | standard raC_Opr_K5100_MAL_3.01_AOL.L5X raC_Opr_K5100_MAL_3.01_RUNG.L5X
FactoryTalk® View HMI Files
FactoryTalk® View ME or SE applications require importing the desired device
faceplates in addition to all Global Object (ggfx) files and all images located in
the /HMI FactoryTalk® View Images - png/ folder of the library. FactoryTalk®
View ME files are stored in the /HMI - FactoryTalk® View ME/ library folder and
FactoryTalk® View SE files are stored in the /HMI - FactoryTalk® View SE/ library
folder.

. FactoryTalk® View ME FactoryTalk® View SE

Device/ltem Type Faceplate Faceplate

K5100 Display (raC-3_01-ME) raC_Dvc_K5100-Faceplate.gfx (raC-3_01-SE) raC_Dvc_K5100-Faceplate.gfx

Graphic Symbols Global Object  |(raC-3-ME) Graphic Symbols - Power Device (raC-3-SE) Graphic Symbols - Power Device.ggfx

Toolbox Global Object  |(raC-3-ME) Toolbox - Power Device.ggfx (raC-3-SE) Toolbox - Power Device.ggfx
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Studio 5000 View Designer® HMI Files

All Studio 5000 View Designer® Files can be found in the /HMI - ViewDesigner -
vpd/ folder of the library.

Device/ltem Studio 5000 View Designer® Faceplate

K5100 (raC-3_03-VD) raC_Dvc_PowerMotion.vpd

FactoryTalk® Optix Library Files

FactoryTalk® View Optix applications require importing the desired library
objects located in the PowerDevice_v3R library folder.

Device/ltem FactoryTalk® Optix Library Object

K5100 raC_3_01_raC_Dvc_K5100_Ul

Studio 5000° Application Code Manager Files

Studio 5000® Application Code Manager (ACM) can be optionally used if it is
installed. All devices can be easily registered in the ACM repositories by
running the setup.cmd file located in the root folder of the library.

Individual HSL4 files are provided as an alternative to running the setup.cmd
to allow users to manually register specific implementation objects. Each
object has two files - an Asset Control file and a Device file. The Asset Control
files include attachments of all required files for that object. The Device files
are used to actually add that device into a Studio 5000® project and these
reference the Asset Control files.

All Studio 5000 Application® Code Manager files can be found in the /
ApplicationCodeManagerLibraries/ folder of the library. The files included are as

follows:

Implementation Object Asset Control File (.HSL%) Device File (.HSL4)
K5100 (RA-LIB)_Device_Asset-Control_Kinetix5100_raC_Dvc_K5100_(3.3) (RA-LIB)_Device_Device_Kinetix5100_raC_LD_Dvc_K5100_(3.3)
K5100 Motion Axis Servo On | (RA-LIB)_Device_Asset-Control_Kinetix5100_raC_Opr_K5100_MS0_(3.1)

K5100 Motion Axis Servo Off | (RA-LIB)_Device_Asset-Control_Kinetix5100_raC_Opr_K5100_MSF (3.1)

K5100 Motion Axis Jog (RA-LIB)_Device_Asset-Control_Kinetix5100_raC_0pr_K5100_MAJ_(3.2)

K5100 Motion Axis Torque (RA-LIB)_Device_Asset-Control_Kinetix5100_raC_0pr_K5100_MAT (3.1)

K5100 Motion Axis Move (RA-LIB)_Device_Asset-Control_Kinetix5100_raC_0pr_K5100_MAM_(3.2)

K5100 Motion Axis Home (RA-LIB)_Device_Asset-Control_Kinetix5100_raC_Opr_K5100_MAH_(3.2)

K5100 Motion Axis Gear (RA-LIB)_Device_Asset-Control_Kinetix5100_raC_Opr_K5100_MAG_(3.1)

K5100 Motion Axis Stop (RA-LIB)_Device_Asset-Control_Kinetix5100_raC_Opr_K5100_MAS_(3.1)

K5100 Motion Axis Fault Reset

(RA-LIB)_Device_Asset-Control_Kinetix5100_raC_Opr_K5100_MAFR_(3.1)

K5100 Motion Axis Index

(RA-LIB)_Device_Asset-Control_Kinetix5100_raC_0Opr_K5100_MAI_(3.1)

216

Rockwell Automation Publication DEVICE-RM100D-EN-P - May 2024



Chapter 9 Kinetix® 5100 Objects (raC_Dvc_K5100)

Device Definition

Operations

The Kinetix® 5100 requires initial configuration of the drive using KNX5100C
software. Besides changing the drive’s IP address and operation mode, this
initial configuration includes a review of the Function List>Settings. The
settings within these categories will need to be modified depending on your
hardware and your application. The categories that require attention are
shown below:

Function List

v B start
v - Drive 1:Kinetix 518@(offline)
i Communication Setting
‘. Drive IP Address Setting

V?:&T settings

- ful Motor Selection

- General Setting
.mpﬁ Command Source
-wnz Pulse Qutput

= E-gear Ratio

- Filter

- Notch Filter

- Limit

-, Analog 1/0

-mﬁﬂ Full Closed Loop
v [l Tuning

: Manual Tuning
Auto Tuning
Inertia Estimation
System Analysis
: Position Loop
;m Velocity Loop
EMRL Current Loop

A minimal configuration is shown in the ‘How To’ video that came with this
package. KNX5100C software may be downloaded from the Product
Compatibility and Download Center. Search for “Kinetix® 5100”.

The device (ie: Kinetix® 5100) must be configured in the Studio 5000 Logix
Designer® project.
Note that module configuration is completed automatically when using

Alpplir_:ation Code Manager or the Studio 5000°® Import Library Objects wizard
plug-in.

The Kinetix® 5100 objects provide two modes of operation - physical and
virtual.

Physical Device Operation

The following functions are applied when device object is selected as physical.

«  Activate: Activate the drive power structure. This means the motor is
energized. The Kinetix® 5100 can perform motion when the drive state
is Active.

« Deactivate: This command will deactivate the drive power structure.
This means the motor is disabled. The motor cannot perform motion
when the drive is state is not Active.

«  Start Motion: A zero-to-one transition means the motion command is
issued from the external controller. There are additional settings that
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must be made in conjunction with this bit. These settings are
embedded in the Add-On Instruction Objects.

Stop Motion: A zero-to-one transition will stop any currently executing
motion and leave the drive activated.

Fault Reset: Command to fault reset the device and also reset remove
this status bits in device object. Command can be initiated from control
interface and also HMI interface.

Virtual Device Operation

The following functions are applied when drive object is selected as virtual.

Activate: Set status to reflect successful activate command. Set status
output to reflect frequency set point, drive related signals like Logic
command and Speed Reference should not be altered.

Deactivate: Reset the active status and actual speed status.

Jog: This function is possible from HMI faceplate only. When Jog
command is 1, set status to reflect successful jog command. Set status
output to reflect jog speed set point. Once the command is o, reset the
active status and actual speed status. Individual Jog forward and Jog
reverse command are used to jog in either direction. Update the
direction status based on jog forward and jog reverse.

Fault Reset: Command to reset status bits in device object. Command
can be initiated from control interface and also HMI interface.

Faults & Warnings

First Warning: This function helps in capturing the first warning
triggered in the device. Display the respective description in faceplate.

First Fault: Capture the first fault from device. Display the respective
description in faceplate.

Eventlog: Log Warning and Fault the last 4 events in a log queue. The
queue contains fault code, description, and time stamp. Display the
same in faceplate.

Execution

The following table explains the handling of instruction execution conditions.

Condition Description

Enableln False (false rung) Processing for Enableln False (false rung) is handled the same as if the device were taken out

of service by Command. The device outputs are de-energized and the device is shown as
Program Out of Service on the HMI. All alarms are cleared.

Powerup (prescan, first scan) | On prescan, any commands that are received before first scan are discarded. The device is de-

energized. On first scan, the device is treated as if it were returning from Hand command
source: the instruction state is set based on the position feedback that is received from the
device. If the feedback is valid for one position, the device i set to that position. If the device
does not have position feedback or the position feedback is invalid, the device is set to the
‘unknown/powerup’state.

The command source is set to its default, either Operator or Program (unlocked).

Postscan

No SFC Postscan logic is provided.
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Add-On Instruction 1/0 Data InOut Data

InOut Function / Description DataType

Ref_Module Reference to module in 1/0 tree MODULE

Ref_Ctrl_Cmd Kinetix® 5100 Device Command Interface raC_UDT_Itf_K5100_Cmd

Ref_Ctrl_Set Kinetix® 5100 Device Setting Interface raC_UDT_Itf_K5100_Set

Ref_Ctrl_Sts Kinetix® 5100 Device Status Interface raC_UDT_Itf_K5100_Sts

Ref_Ctrl_Inf Kinetix® 5100 Device Information Interface | raC_UDT_Itf_K5100_Inf

Ref_Ctrl_Cfg Kinetix® 5100 Device Configuration Interface |raC_UDT_Itf_K5100_Cfg

Ref_Axis Reference to CIP Axis in Motion Group AXIS_CIP_DRIVE

Inf_Lookup Code / Description List Entry raC_UDT_LookupMember_STR0O082[2 ]

Ref_I Reference to K5100 module input assembly | AB:2198_K51000_ERS:I:0

Ref_0 Reference to K5100 module output assembly |AB:2198_K51000_CAM_ERS:I:0

Input Data

Input Function/Description DataType

Enableln Enable Input - System Defined Parameter BOOL
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Output Data

Output | Function/Description DataType
Val_ActualVelocity Device Actual Velocity REAL
Val_ActualPosition Device Actual Position REAL
Sts._ZeroSpeed Pj\élr;?é:m speed status: 1=device is within zero speed BOOL

Position, velocity, acceleration, and deceleration member data is BOOL

Sts._DriveUnits provided in native drive units

Position, velocity, acceleration, and deceleration member data is

Sts_UserUnits provided in user configured units. (MAG supports ONLY drive BoOL
Sts_Warning Device warning status: 1= an active alarm or warning exists BOOL
Sts_Virtual Virtual device status: 1= Device is operating as a 'virtual' device  BOOL
Sts_Ready Device ready status: 1=ready to activate power structure BOOL
Sts_NoMotion Device is Active with no active motion instructions BOOL
Sts_Faulted Device faulted status: 1= an active fault exists BOOL
Sts_Connected Device is connected to the Programmable Controller BOOL

Bitwise device 'not ready' reason

0 = Reserved

1= Device not connected
Sts_bNotReady 2 = Device not available DINT

3 = Device Faulted

4 = Safety Demand

5= Motion Group is not synchronized
6 - 31 = Reserved

Sts_Available Device is available for interaction with user code BOOL
Sts_Active Device active status: 1= output power structure is active BOOL
raC_Dvc_K5100 Unique Parameter Name for auto - discovery BOOL
EnableOut Enable Output - System Defined Parameter BOOL
Data Types The following Kinetix® 5100 Common Control Interface tags are the primary

device program tags to read from and write to when interfacing to Kinetix®
5100 devices.

Refer to the Interfaces section for detailed information on interfaces.

For further information and examples on how to interface the power device
objects with your specific application code refer to the
“How_To_Interface_with_Power_Device_Logix.mp4” video within the
Videos folder of the Power Device Library Download files.
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raC_UDT_ItfAD_K5100_Inf

Member Description Data Type
ModulePath Module CIP Path. STR0032

. Object extension is present in the controller.
bExtensiont nabled Bitwise representation: 0 = False, 1= True. DINT

: Object extension alert/notification is present.
bExtensionAlert Bitwise representation: 0 = False, 1= True. DINT
AxisID Axis identification unique with a controller DINT

raC_UDT_ItfAD_K5100_Set

This is the Kinetix® 5100 Common Control Interface User-Defined Data Type
for device settings. Its members provide application program access to allow
or inhibit commands and settings from the device faceplate or other external
sources. The table below shows member names, descriptions, and tag data

types.

For example, to inhibit write commands from the device faceplate or other
external sources write a 1 to the ModuleName_AOI_CtlrSet.InhibitCmd
program tag from your application program. This would prevent a move
command from the device faceplate.

Member Description Data Type
binhibit Inhibits (Bit Overlay). DINT
InhibitCmd 1= Inhibit user Commands from external sources, 0 = Allow. BOOL
InhibitSet 1=Inhibit user Settings from external sources, 0 = Allow. BOOL

Determines the drive operating mode when “Start Motion” has a
zero-to-one transition.

1- Position mode

2 - Speed mode

3 - Home mode

OperatingMode 4 - Torque mode DINT
5 - Gear mode (Fixed Ratio, based on present E-Gear ratio)

6 - Index mode

7-Reserved

8 - Gear Mode (Variable Ratio, based on Master/Slave tag values)
9 - Enhanced MAT mode

Specify the type of move.
0 = Absolute
1=Incremental

2 = Rotary Shortest Path

MoveType 3 = Rotary Positive DINT

4 = Rotary Negative

7= Relative

8 = Capture
EosnmnCommandeerla Allows overlapping of successive movements. BOOL
PositionCommandOverri |Allows interruption of current movement, replacing it with a new BOOL
de movement.
CapturedPositionSelect | Capture position selection (First capture or second capture). BOOL
Position Determines the command position. REAL
Velocity Determines the command speed. REAL
Accel Determines the command acceleration. REAL
Decel Determines the command deceleration. REAL
Torque Determines the command torque. DINT
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Member Description Data Type
TorqueRampTime Determines the command torque ramp time. DINT
StartingIndex This entry is the PR (Position Register) the drive should execute. | DINT
HomingMethod Homing Method. DINT
HomeReturnSpeed Determines the command home return speed. REAL
CamMasterReference | Future: Determines the master position reference of CAM. DINT
CamExecutionSchedule | Future: Determines the method used to execute the CAM profile. | DINT
. Future: Determines if the cam profile is executed only one time or
CamExecutionMode repeatedy. DINT
CamStopMode Future: Determines the stop mode of CAM. BOOL
. Future: Scales the total distance covered by the slave axis through
CamSlaveScaling the cam profile. DINT
CamLockPosition Future: Determines the starting location in the cam profile DINT
o Future: Determines the master location where the slave axis locks
CamMasterLackPosition to the mater axis. DINT
CamMasterLeadingCount | Future: Determines the leading counts (master axis) before the DINT
S cam profile is executed.
Future: Determines the unlock counts (master axis) when the cam
CamMasterUnlockCounts profile s executed. DINT
CamMasterCyclicLeading | Future: Determines the cyclic leading counts (master axis) during DINT
Counts the cam profile is executed.
. Integer value representing slave counts. This value is P1.044 Gear
GearRatioSlaveCounts Ratio Follower Counts from the E-Gear ratio in KNX5100C software. DINT
Integer value representing master counts. This value is P1.045
GearRatioMasterCounts | Gear Ratio Master Counts from the E-Gear ratio in KNX5100C DINT
software.
raC_UDT_ItfAD_ K5100 _Cmd
This is the Kinetix® 5100 Common Control Interface User-Defined Data Type
for device commands. Its members provide application program access to
common device commands.
The table below shows member names, descriptions, and tag data types. All the
commands are available whether operating the device physically or virtually.
While it is possible, it is not typical to modify any of these UDT values directly.
The motion operation add on instructions will manipulate these values as a
result of their operation.
Member Description Data Type
bCmd Commands (Bit Overlay). DINT
Physical 1= 0Operate as Physical Device. BOOL
Virtual 1= Operate as Virtual Device. BOOL
ResetWarn 1=Reset device warning. BOOL
ResetFault 1=Reset device trip or fault. BOOL
Activate 1= Activate output power structure. BOOL
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Member Description Data Type
Deactivate 1= Deactivate output power structure. BOOL
. A zero-to-one transition means the motion command is issued
StartHotion from the external controller. BOOL
StopMation A zero-to-one transition will stop any active motion command in BOOL

the drive.

raC_UDT_ItfAD_K5100_Sts

This is the Kinetix® 5100 Common Control Interface User-Defined Data Type

for device status. Its members provide application program access to device

states, status, and diagnostic data. The table below shows member names,
descriptions, and tag data types.

Configuring, 7= Available.

Input Description Data Type
Enumerated state value: 0 = Unused, 1= Initializing, 2 =
eState Disconnected, 3 = Disconnecting, 4 = Connecting, 5 = Idle, 6 = DINT

FirstWarning

First Warning.

raC_UDT_Event

motor torque.

FirstFault First Fault. raC_UDT_Event
eCmdFail Egﬂmsggeodnc\gmr:snd failure code. See extended help for DINT
bSts Status (Bit Overlay). DINT
Physical 1= Controlling physical device. BOOL
Virtual 1= Controlling virtual device. BOOL
Connected 1="PAC to device connection has been established. BOOL
Available 1=The device is available for interaction with the user program. | BOOL
Warning 1=Awarning is active on the device. BOOL
Faulted 1=Afault is active on the device. BOOL
Ready 1="Device is ready to be activated. BOOL
Active 1=Device power structure is active. BOOL
ZeroSpeed 1= Motor is at zero speed (not rotating). BOOL
Homed Indicate whether the drive completed the home operation. BOOL

Depending on the motion command (position, speed, torque),
AtReference AtReference will be 1when the actual reference = command BOOL

reference

Toggles state when a motion command is active in the drive. This

bit changes state (toggles between 0 & 1) when a new command is
CommandinProgress fﬁ?ﬁﬁrﬁomgs Ehr:: %it changes state, it remains in that state BOOL

for the duration of the command; it will toggle to the opposite

state (and remain in that state) once a new command is received.
FaultCode Active Fault Code in the drive DINT
WarningCode Active Warning Code in the drive DINT
OperatingMode Indicate which operating mode is currently used. DINT
MotorType Ir;lggg?t:e]wﬂﬁ:g\atryﬁgt%fr TZOE?L Ls”cec;nnected to the drive. Rotary DINT
ActualPoston These tan bsdrive bounts & Positon it |REAL
ActualTorque When the operating mode is 4, Torque Mode, this represents the % REAL
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Input Description Data Type
Activelndex Indicates the currently executing Position Register PR) DINT

Parameter monitor variable 1value. These are Parameter ID's
ParameterMonitor1Value | mapped using Function List>Parameter Editor>Status Monitor in | DINT

KNX5100C software

Parameter monitor variable 2 value. These are Parameter ID's
ParameterMonitor2Value | mapped using Function List>Parameter Editor>Status Monitor in | DINT

KNX5100C software

Parameter monitor variable 3 value. These are Parameter ID's
ParameterMonitor3Value | mapped using Function List>Parameter Editor>Status Monitor in | DINT

KNX5100C software

Parameter monitor variable 4 value. These are Parameter ID's
ParameterMonitor4Value | mapped using Function List>Parameter Editor>Status Monitor in | DINT

KNX5100C software

Parameter monitor variable 5 value. These are Parameter ID's
ParameterMonitor5Value | mapped using Function List>Parameter Editor>Status Monitor in | DINT

KNX5100C software
raC_UDT_Itf_K5100_Cfg
raC_UDT_Itf_Ks100_Cfg is the Power Motion Common Control Interface
User-Defined Data Type for device configuration. Its members provide
selection between Drive units (counts) or User units with settings for user
units.
This is very useful because the Kinetix® 5100 natively supports only drive units.
When the Operating Units =1, the Motion Resolution and
ConversionConstant values are used. Position Scaling originates from the
KNXs5100C software and is used together with the Cfg tags here to derive user
scaling units.
Member Description Data Type
OperatingUnits 0 = Drive Units; 1= UserUnits DINT
MotionResolution Motion Counts per Motor Revolution DINT
ConversionConstant Motion Counts per Position Unit REAL
Example Configuration with Position Units
The E-Gear ratio (KNXs5100C>Function List>E-Gear Ratio) is always used to
provide a representation of positioning (units or counts) or to define a Pulse-
Pulse Following relationship (MAG/PT). When the E-Gear ratio is changed, the
positioning of the axis is changed. When not using the MAG Add-On
Instruction, the E-Gear ratio is used to define position scaling.
When Operating Units =1, Position Units are used, and we can define
application units instead of using drive counts. In KNX5100C software, the E-
Gear ratio is defined to provide Position Scaling. This is encoder counts (or
pulses) / motor rotation.
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Function List

I~ & start

v B prive 1:kinetix 51e@(offline)
By Communication Setting
;M Drive IP Address Setting
v 3 settings

£ Motor Selection

-4} General Setting

~4¥) Command Source

ot Pulse Output

E-gear Ratio
Filter
I Notch Filter
=] Limit
~Y Analog I/0
~%# Full Closed Loop
v Bl Tuning

- [ manual Tuning
L. Z¥ auto Tuning

Lo(4) Inertia Estimation
4 System Analysis
{8 Position Loop

Velocity Loop
L£3 Current Loop

M scope
-{P,| Parameter Editor
-gly Digital 10 / Jog Control
/A Fault Information
E& ronitoring Status
v &P Motion Control

PR Mode Editor
~§k E-CANM Editor
~Ju] Capture(CaP)/Compare(CHP)

& Drive 2:

4 K3100_MNeodeXxx_CtriCfg

& 3

(GNUMO,GNUM1)

Gear Ratic Follower Counts (NL)

=EEE=E]

Default Par¥ Description

Gear Ratio Follower Counts (N1)

P1.844 |16777216 Counts (1~53687891

Gear 1
18777216

=167.77
1eeeae

Gear Ratio Master Counts (M)

P1.845 (186600 Counts (1~214748364

h
delzlelzizlzlzlala al | lnlelslzlole o pnls] | | elelz x B 5

& Motor Selection [Kinetix 5100]

Motor Feedback Device Specification
Device Function:
Feedback Channel:
Type:

Units:

Digital AqB with UVW

Motor Mounted Feedback

Feedback 1

Digital AgB with U

4194384 Feedback Cycles/Rev

4 Feedback Counts per Cycle

Cycle Resolution:
Cycle Interpolation:
| Effective Resolution:

Feedback Counts per Rev

Startup Method:

Commutation

All Position Unit configurations must:

IIncremental

«  Configure P1.044 Gear Ratio Follower Counts to be the same as the
motor feedback resolution.

«  Configure P1.045 Gear Ratio Master Counts to provide motor feedback
counts / motor rotation.

«  This value is user defined and can be any count value, default values
with high-resolution encoders are 100,000 counts/motor rotation. The
E-Gear configuration is used with the Device Object Cfg tags.

b K5100_Nodex}K_CtrlCfg.OperatingUnits
b K5100_NodexXK_CtrlCfg.MotionResolution
K5100_ModeXxX_CtrlCfg.ConversionConstant

100000
100000.0

{on} {w} Automation Device Interface
1 Automation Device Interface 0 = Drive Units; 1 = Userlnits
Automation Device Interface Motion Counts per Motor Revolution
Automation Device Interface Motion Counts per Position Unit

The Device Object Cfg values must:

« SetCfg.MotionResolution = P1.045 Gear Ratio Master Counts -> Motion
Counts / Motor Revolution

« Set Cfg.ConversionConstant based on the Counts/Position Unit ->
Motion Counts / Position Unit that is required for your application.

The example above will result in Position Units = motor rotations. Now, entry
values that originally used drive counts can be entered as motor rotations.

raC_UDT_Event

An array of size 4 is to be used to log the FirstWarning and FirstFault capture.
The data should be FIFO order. The same should be displayed on the Faceplate.
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Motion Operation
Instructions

Member Description Data Type
Type Event type: 1= Status, 2 = Warning, 3 = Fault, 4...n = User. DINT
ID User definable event ID. DINT

User definable category
Category (Electrical,Mechanical Materials,Utility etc.). DINT
Action User definable event action code. DINT
Value User definable event value or fault code. DINT
Message Event message text. STRING
EventTime_L Timestamp (Date/Time format). LINT
EventTime_D Timestamp (Y,M,D,h,m,s,us). DINT[7]
raC_UDT_LookupMember_STR0082
Member Description Data Type
Code Code DINT
Desc Code Description STRING

These Motion Operation add-on instructions are designed to simplify the
programming for your motion application. Consider that the Kinetix® 5100 is
not an Integrated Motion on Ethernet/IP (CIP) drive and is not part of the
Motion Group. The drive communication (Class 1 Ethernet/IP) for these
instructions is based on the RPI of your Kinetix® 5100 in the Add-On Profile.
Typical values for this communication rate are 20ms with a maximum of

1o00ms.

IMPORTANT: While these add-on instructions were developed to look and
operate similarly to CIP motion instructions, they do not behave the same as
instructions from the CIP Motion Library. The Kinetix® 5100 is not an
Integrated Motion on Ethernet/IP (CIP) motion drive.

Member

Description

Motion Axis Servo On.

raC_0pr_K5100_MS0 Use the Motion Servo On instruction to activate the motor.

Motion Axis Servo Off.
raC_Opr_K5100_MSF Use the Motion Servo Off instruction to deactivate the drive output for the specified axis
and to deactivate the axis servo loop

Motion Axis Jog
raC_Opr_K5100_MAJ Use the Motion Axis Jog instruction to move an axis at a constant speed until you tell it
to stop.

Motion Axis Torque
raC_Opr_K5100_MAT Use the Motion Axis Torgue instruction to move an axis at a constant torque with the
speed limit.

Motion Axis Move
raC_Opr_K5100_MAM Use the Motion Axis Move instruction to move an axis to a specified position.
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Motion Axis Home
raC.0pr-K5100_HAH Use the Motion Axis Home instruction to home an axis.
Motion Axis Gear
Use the Motion Axis Gear instruction to set the gear ratio between the PUU (Position of
User Unit) and encoder counts and specify the acceleration rate during gear ratio
change for the position control in the Kinetix® 5100 drive.

Motion Axis Stop
raC_Opr_K5100_MAS Use the Mation Axis Stop instruction to stop a specific motion process on an axis or to
stop the axis completely.

Motion Axis Fault Reset

Use the Motion Axis Fault Reset instruction to clear some motion faults for an axis. Other
raC_0pr-KST00_MAFR faults cannot be cleared until you power cycle the drive. The faults, which can be
cleared by raC_Opr_K5100_MAFR, are listed in Fault list section.

Motion Axis Index
raC_Opr_K5100_MAI Use the Motion Axis Index instruction to execute the index (PR) function of the drive.
This can be a Position Index or one of the other PR types available in the drive.

raC_Opr_K5100_MAG

raC_0pr_K5100_MSO0 - Motion Axis Servo On

Use the Motion Servo On instruction to activate the motor. This instruction
must be used while there are no active faults on the drive and the drive isin a
Ready State.

Kinetix 5100 -

Motion Servo On
raC_Opr_K5100_MSO
raC_Opr_K5100_MS50 K5100_NodeX20{_MSO |...
Ref Ctrl Set K5100_NodeX_CtriSet

Ref_Ctrl_Cmd K5100_NodeX(0(_CtriCmd
Ref_Ctrl_Sts K5100_NodeX3_CtriSts
Status Bit Tag Type Description

Enable. This bit is set when the rung makes a false-to-true transition
and remains set as the message transaction to activate the drive is

Sts-EN BOOL initiated and in process. It remains set while the rung-in condition is
true and no faults are active.
Sts_DN BOOL Done. This bit is set when the rung makes a false-to-true transition
- and the cmd to activate the drive is being acknowledge.
Error. This bit is set when the rung makes a false-to-true transition
Sts_ER BOOL and there is an error that has occurred with the instruction. (This

instruction error can be as a result of a fault on the drive itself). See
Sts_ERR for details on the cause of the error.

Ref_Ctrl_Set  [raC_UDT_Itf_K5100_Set |Use the associated Device Object Settings control interface for this AOI

Reg_Ctrl_Cmd | raC_UDT_Itf_K5100_Cmd R[S]IE the associated Device Object Command control interface for this

Ref_Ctrl_Sts  |raC_UDT_Itf_K5100_Sts |Use the associated Device Object Status control interface for this AOI

This example shows the Motion Operation Add-On Instruction
(raC_Opr_Ks100_MSO). The Device Object status bits should be used in your
application logic, when possible, for Kinetix® 5100 status instead of using the
specific instance bits: in this case Sts_EN/DN. The Device Object Sts.Ready
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Cmd_Drivel1_MS0

<_Drived1_Cmd.0=

228

state checks additional states like valid Ethernet/IP communication with the

drive.

Before the Rung-In condition is TRUE, be sure that y

ou evaluate that CtriSts. Ready

=1. This instruction will ER when the Drive is not Ready.

Kinetic 5100 -

Motion Serve On

100_MSO _Drive01_MSO [
_Drivel1_CtriSet

_Drived1_CtriCmd
_Drivel1_CtriSts

structure i tive Cmd_Drivedd_MSO
_Drivel1_CtriSts. Active <_Drived1_Cmd.0=
Kinetix 5100 -
lotion 5 )
is e
that the instruction
detected an error. Cmd_Drived1_MS0

_Drive01_MS0.5ts_ER  _Drive01_InstrErr  <_Drive01_Cmd. 0=

raC_0pr_K5100_MSF - Motion Axis Servo OFF

Use the Motion Servo Off instruction to de-activate the motor. This
instruction must be used while there are no active faults on the drive and the

drive is in a Ready state.

Kinetex 5100 -
Motion Servo Off

raC_Opr_KS5100_MSF
raC_Opr_K5100_MSF K5100_ModeX_MSF | .. -

Ref_Ctr|_Set
Ref Ctrl Cmd
Ref Ctrl Sts

K5100_Nodex_CtriSet
K5100_ModeXXX_CtriCmd
K5100_MNodeXX_CtriSts

Status Bit Tag Type

Description

Sts_EN BOOL

Enable. This bit is set when the rung makes a false-to-true transition
and remains set as the message transaction to de-activate the drive
isinitiated and in process. It remains set while the rung-in condition
is true and no faults are active.

Sts_DN BOOL

Done. This bit is set when the rung makes a false-to-true transition
and the message transaction to de-activate the drive (Sts_EN)is
complete.

Sts_ER BOOL

Error. This bit is set when the rung makes a false-to-true transition
and there is an error that has occurred with the instruction. (This
instruction error can be as a result of a fault on the drive itself). See
Sts_ERR for details on the cause of the error.

Ref_Ctrl_Set raC_UDT_Itf_K5100_Set

Use the associated Device Object Settings control interface for this
A

Reg_Ctrl_Cmd  |raC_UDT_Itf_K5100_Cmd

Use the associated Device Object Command control interface for this
Aal

Ref_Ctrl_Sts raC_UDT_Itf_K5100_Sts

Use the associated Device Object Status control interface for this AQI

This example shows the Motion Operation Add-On Instruction

(raC_Opr_Ks100_MSEF).
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Before the Rung-In condition is TRUE, be sure that you evaluate that CtriSts.Ready=1. This instruction will ER when the Drive is not Ready.
Kinetix
Cmd_Drive01_MSF Motion S

<_Drive01_Cmd.1=

raC_Opr_K5100_MSF

raC_Opr_KS100_MSF _Drive01_MSF
Ref_Cirl_Set _Drive01_CtriSet
Ref_Cirl_Cmd _DriveD1_CtriCmd
Ref_Cirl_Sts _Drive01_CtriSts

Device Interface
1=Device power
structure is active Cmd_Drive01_MSF
<_Drived1_Cmd.1>

pr— )

_Drived1_CtriSts. Active

that the ins: ion
detected an error.
_DriveD1_MSF.Sts_ER

Cmd_Drive1_MSF
_Drived1_InstrErr  <_Drived1_Cmd.1>
L U

raC_0pr_K5100_MAJ - Motion Axis Jog

Use the Motion Axis Jog to accelerate or decelerate the motor to a constant
speed without termination.

raC_Opr_KS100_MAJ
raC_Opr_K5100_MAJ
Ref_Ctrl_Cfg
Ref_Ctrl_Set

Ref _Ctrl_Cmd
Ref_Ctrl_St=
Set_SpeedReference

Set_AccelReference K51

Set_DecelReference

Kinetix 5100 -

Motion Axis Jog

K5100_NodeXxx_MAJ
K5100_NodeX0¢_CiriCfg
K5100_NodeXId_CirlSet

K5100_NodeX2O<_CtriCmd

K5100_NodeX33_CtriSts

KS100_NodeX2K_Jog_Speed

S04
00_ModeXXX_Jog_Accel
100.0 4=

K5100_NodeXx¥_Jog_Decel

100.04=

Status Bit

Tag Type

Description

Sts_EN

BOOL

Enable. This bit is set when the rung makes a false-to-true
transition and the message transaction to Jog is initiated and in
process. It remains set while the rung-in condition is true and no
faults are active.

Sts_DN

BOOL

Done. This bit is set when the rung makes a false-to-true
transition and the message transaction to Jog the drive (Sts_EN)
is complete.

Sts_ER

BOOL

Error. This bit is set when the rung makes a false-to-true
transition and there is an error that has occurred with the
instruction. (This instruction error can be as a result of a fault on
the drive itself). See Sts_ERR for details on the cause of the error.

Sts_IP

BOOL

In Process. This bit is set when the rung makes a false-to-true
transition, the Jog message transaction is successful, and the
motor begins to move. This bit will remain set as the motor is
moving towards the target speed (Accel or Decel). It remains set
while the Jog is active, regardless of the rung-in condition

Sts_AtSpeed

BOOL

This bit is set when the rung makes a false-to-true transition, the
Sts_IP is set, and the Target Speed is reached. This bit will remain
set while the Jog is active and AtSpeed condition is true.

Ref_Ctrl_Cfg

raC_UDT_Ift_K5100_Cfq

Use the associated Device Object Configuration control interface
for this AOI

Ref_Ctrl_Set

raC_UDT_Itf_K5100_Set

Use the associated Device Object Settings control interface for
this AOI

Reg_Ctrl_Cmd

raC_UDT_Itf_K5100_Cmd

Use the associated Device Object Command control interface for
this AQI

Ref_Ctrl_Sts

raC_UDT_Itf_K5100_Sts

Use the associated Device Object Status control interface for this
A
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Set_SpeedReference | REAL Target speed for the jog. Units: 0.1 RPM, Range: +/-80,000

Accel rate used for the jog. Units: 0.1RPM/s,
Set_AccelReference |REAL Range:458...30,000,000

Decel rate used for the jog. Units: 0.1RPM/s,

Set-DecelReference | REAL Range:458...30,000,000

This example shows the Motion Operation Add-On Instruction
(raC_Opr_Ks100_MA]). The rung-in condition is reset once the motor is
moving.

Before the Rung-In condition is TRUE, be sure that you evaluate that CtriSts_Active=1. This instruction wil ER when the Drive is not Active
The Sts_IP bit is high when the instruction begins Jogging
The Sts_aAtSpeed bit is high when the motor reaches target speed

Kinetc 5100 -
Cmd_Drive01_MAJ Motion Axis Jog
<_Drive01_Cmd.5> raC_Opr_K5100_MAJ
raC_Opr_K5100_MAJ _Drive01_MAJ [
Ref_Ctrl_Cfg _Drived1_CtriCfg
Ref_Ctrl_Set _Drive01_CtriSet
Ref_Ctrl_Cmd _Drive01_CtriCmd
Ref_Ctrl Sis _Drivel1_CirlSts
Set_SpeedReference _Drive01_JogSpeed
0.04
Set_AcceReference _Drive01_JogAccel
004
Set_DeceReference _Drivel1_JogDecel
0.04
Kinetix 5100 -
Motion Axis Jog
is set when the axis
input
CommandinProgress
bit is true, and it
is cleared when the
axis input
AtReference bit or
Fault bit is true. Cmd_Drive01_MMaJ
_Drived1_MALSts_IP <_Drivel1_Cmd 5=
u
Kinetix 5100 -
Motion Axis Jog It
is =et to indicate
that the instruction
detected an error. Cmd_Drive01_MaJ
_Drive01_M&l).Sts_ER _Drive01_InstrErr  <_Drived1_Cmd.5=
L u

raC_0pr_K5100_MAT - Motion Axis Torque

The Motion Axis Torque instruction allows you to use torque limiting while a
pre-defined speed is used to move the motor. The first time the pre-defined
torque limit is reached, the Sts_TorqueReached bit is set. While the
Sts_TorqueReached bit is set, the MAT operation remains active until it is
terminated by an raC_Opr_Ks5100_MAS (Motion Axis Stop)/MSF (Motion Axis
Servo Off), or fault of some kind. The torque and speed entries are bi-
directional.

Kinetix 5100 -
Motion Axis Torgue
raC_COpr_K5100_NAT

raC_Opr_K5100_MAT K5100_NodeXC_MAT |..
Ref_Cirl_Cfg K5100_NodexXC{_CtriCfg
Ref Ctrl_Set K5100_NodeXO0(_CtriSet
Ref_Ctrl_Cmd K5100_ModeX0{_CtriCmd
Ref Ctrl_Sts K5100_NodeXXC_CtriSts
Set TorgueReference RA_MAT_TorqueReference
O
Set_TorgueRampTime RA_MAT_TorqueRampTime:
O
Set_SpeedLimit RA_MAT_SpeedLimit
0.04
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Status Bit

Tag Type

Description

Sts_EN

BOOL

Enable. This bit is set when the rung makes a false-to-true
transition and remains set as the message transaction to

execute the MAT is initiated and in pracess. It remains high
until the rung-in condition is false and no faults are active.

Sts_DN

BOOL

Done. This bit is set when the rung makes a false-to-true
transition and the message transaction to the drive (Sts_EN)is
complete.

Sts_ER

BOOL

Error. This bit is set when the rung makes a false-to-true
transition and there is an error that has occurred with the
instruction. (This instruction error can be as a result of a fault
on the drive itself). See Sts_ERR for details on the cause of the
error.

Sts_IP

BOOL

In Process. This bit is set when the rung makes a false-to-true
transition, the MAT message transaction is successful, and the
motor begins to move. This bit remains set while the MAT
operation is active.

Sts_TorqueReached

BOOL

This bit is set when the rung makes a false-to-true transition,
the Sts_IP is set, and the Set_TorqueReference value is
reached. This bit is set (and remains set) on the first
occurrence of this condition.

Use the associated Device Object Configuration control

Ref_Ctrl_Cfg raC_UDT_Ift_K5100-Cfg {0 ¢ tor this AOI

Ref_Ctrl_Set raC_UDT_Itf_K5100_Set IEJosretHi]s Eglsociated Device Object Settings control interface
Reg_Ctrl_Cmd raC_UDT_Itf_K5100_Cmd %Josretms Eglsociated Device Object Command control interface
Ref_Ctrl_Sts raC_UDT_Itf_K5100_Sts Use the associated Device Object Status control interface for

this ACI

Set_SpeedReference  |REAL Target speed for the jog. Units: 0.1 RPM, Range: +/-80,000
Set_TorqueReference | DINT [Tioorgge Limit used. Units: 0.1 % motor torque, Range: +/-
Set_TorqueRampTime | DINT 1Thl[eistirsrb%to reach the Torque Limit. Units: ms; Range:
Set_SpeedLimit REAL Speed Limit during the MAT operation. Units: 0.1 RPM.

Range:=/-80,000

This example shows the Motion Operation add-on instruction
(raC_Opr_Ks5100_MAT). Once Sts_IP is set, the rung-in condition is reset.
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Before the Rung-In condition is TRUE, be sure that you evaluate that CtriSts Active=1. Thiz instruction will ER when the Drive is not Active
The Sts_|P bit is high when the instruction begins executing
The Ste_PC bit iz high when the speed is met - Mot the Tergue Limit -
The Torgue Limit units are /10 - for example, 20 = 2% of motor torgue
Kinetix 5100 -
Motion Axis Torgue
raC_Opr_KS100_WMAT
raC_Opr_K5100_WMAT _Drive01_MAT [...
Ref_Ctrl_Cfg _Drived1_CiriCfg
Ref_Cirl_Set _Drive01_CtriSet
Ref_Cirl_Cmd _Drive01_Ciricmd
Ref_Ctr|_Sis _Drived1_CtriSts.
Set_TorgueReference _Drive01_TorqueRef
0.
Set_TorqueRampTime _Drive01_RampTime
0.
Set_SpeedLimit _Drive01_SpeedLimit
0.0
Kinetix 5100 -
Motion Axis Torque
It is set when the
axis input
CommandinProgress
bit is true, and it
is cleared when the
axis input
AtReference bit or
Fault bit is true. Cmd_Drive01_MAT
_Drived1_MAT.Stz_IP <_Drive01_Cmd.8>
]
Kinetix 5100 -
Motion Axis Torque
Itis set to
indicate that the
instruction detected
an error. Cmd_Drive01_MAT
_Drive01_MAT.Sts_ER _Drive01_InstrErr < _Drive01_Cmd.8=
L ]
4
L] .
raC_0pr_K5100_MAM - Motion Axis Move
Use the Motion Axis Move to execute an index based on the instruction’s
configuration.
Kinet< 3100 -
Motion Axis Move
raC_Opr_K5100_KMAM
raC_Opr_KS100_MAM K5100_NodeX300_MAM
Ref_Ctr| Cfg K5100_Nodex3X_CiriCfg
Ref_Ctr|_Set K5100_NodeXX_CirlSet
Ref_Ctrl_Cmd K5100_Node}3C_CtriCmd = =
Ref_Ctr| Sts K5100_NodedX_CirlSts
Set_PositionReference RA_MAM_Set PositionReference
10.0 4=
Set_SpeedReference RA_MAN_Speed
40.0 4
Set_AccelReference RA_MAM_Set AccelReference = =
100.0 4=
Set_DecelReference RA_MAN_Set_DecelReference
100.0 4=
Set_MoveType R&_MAM_Type
14
Set PositionCommandOverride Ra&_MAN_COWRDE
14
Set_PositionCommandOverlap RA_MAN_OVLP
Q4=
Set_CapturedPositionSelect RA_WMAN_PosSel
Od=
Status Bit Tag Type Description
Enable. This bit is set when the rung makes a false-to-true
Sts_EN BOOL transition and the message transaction to Index is initiated and
- in process. |t remains high until the rung-in condition is false
and no faults are active.
Done. This bit is set when the rung makes a false-to-true
Sts_DN BOOL transition and the message transaction to Index the drive
(Sts_EN) is complete.
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Sts_ER

BOOL

Error. This bit is set when the rung makes a false-to-true
transition and there is an error that has occurred with the
instruction. (This instruction error can be as a result of a fault
on the drive itself). See Sts_ERR for details on the cause of the
error.

Sts_IP

BOOL

In Process. This bit is set when the rung makes a false-to-true
transition, the Index message transaction is successful, and the
motor begins to move. This bit will remain set as the motor is
executing the index.

Sts_PC

BOOL

Process Complete. This bit is set when the rung makes a false-
to-true transition, the Sts_IP is set, and the Target Position is
reached.

Ref_Ctrl_Cfg

raC_UDT_Ift_K5100_Cfg

Use the associated Device Object Configuration control interface
for this AOI

Ref_Ctrl_Set

raC_UDT_Itf_K5100_Set

Use the associated Device Object Settings control interface for
this AQI

Reg_Ctrl_Cmd

raC_UDT_Itf_K5100_Cm
d

Use the associated Device Object Command control interface for
this AQI

Ref_Ctrl_Sts

raC_UDT_Itf_K5100_Sts

Use the associated Device Object Status contral interface for
this AQI

Target speed for the MAM. Units: 0.1 RPM, Range: +/-80,000;

Set _SpeedReference |REAL Position Units are converted into RPM using the Device Object AQI
Accel rate used for the Index. Units: 0.1RPM/s,
Set_AccelReference |REAL Range:458...30,000,000; Position Units are converted into RPM/s
using the Device Object AQI
Decel rate used for the Index. Units: 0.1RPM/s,
Set_DecelReference |REAL Range:458...30,000,000; Position Units are converted into RPM/s
using the Device Object AQI
Specify the type of index.
0=Absolute
T=Incremental
2=Rotary Shortest Path
Set_MoveType INT 3=Rotary Positive
4=Rotary Negative
7=Relative
8=Capture
o 0=Feature not used
Set_PositionComman BOOL T1=Any index executing is terminated and the current index is
dOverride
executed.
0=Feature not used
Set_PositionComman BOOL T=This index is overlapped (or blended) with an executing index
dOverlap at the end of that executing index (during the deceleration
portion)
This is used with the Capture (CAP) MoveType and specifies
Set_CapturedPositio BOOL which High Speed input is used.
nSelect 0=DI9
1=DI10

Set_MoveType

Below is an example of the move types. This entry specifies the index type to be
executed. In this example, 60,000 is used as Set_PositionReference.
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Motor's current position Target
(Fb_PUU) position

Absolute command

(h8S) \ | 1 | | | 1 | | | | -
60000 PUU -
0 10000 20000 30000 40000 50000 |60000{70000 80000 90000 100000
Motor's current Target
-
. e, H 60000
Relative command —
REL l 1
e 1 I . L
60000 PUU >
0 10000 |20000] 30000 40000 50000 60000 70000 |80000] 90000 100000
Motor” it Endpoint of
Dp‘;:ig;l;ren previous command + 60000
Incremental (Fb_PUU) (Cmd_E) position
command (INC) | | | 1 | | | ‘ ‘ l |
60000 PUU >

0 10000 20000 {30000} 40000 50000 60000 70000 80000 |20000] 100000

. Motor's current
High-speed position posttan (Fo_PUL) position
capturing (CAP)

60000 PUU \ l | | | l\ | 1 | | | >

1] 10000f 20000 30000 40000 50000 60000|70000] 80000 20000 100000

The Rotary move types are used to provide a way to index while observing the
natural rollover of the feedback device. For example, if the motor could only
index positive, the Rotary Positive is used. When the feedback device
transitions through its natural unwind (typically 2.1billion counts), the
movements will always index positive.

IMPORTANT

At this time, the Kinetix® 5100 does not have an Unwind function. The rotary selections in this AQI do not refer to rotary axis

234

Position (PUU)

231 1 Motor's feedback
position

Total index moving
distance ID234 (P2.052) -1

Motor’s index position
B /|/]/|/VI//I/ »Motor's running

direction

-(2%-1)

Total index moving distance

Indexing
coord‘nates
Total index
moving [— — — — — —
distance , 9
5 /
5 e
4 e
e
3/ Motor’s
g’ running
1 > direction
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Set_PositionOverride
The executing index (Index 1) is terminated. The new index (Index 2) is

executed using its dynamics. This is shown in the graphic below. The red arrow
is the point where the command for Index 2 is received by the drive.

\ Time

Speed
Index 1 Index 2

Set_PositionCommandQverlap

The executing index is interrupted during its deceleration. The new index is
started before the deceleration is complete.

Speed
Motion

command
generator

Time

Deceleration time of the 1% command s different from
acceleration time of the 2™ command

This example shows the Motion Operation Add-On Instruction
(raC_Opr_Ks100_MAM). The rung-in condition is reset once the motor is
moving to its target position.
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Before the Rung-In condition is TRUE, be sure that you evaluate that CtriSts Active=1. This instruction will ER when the Drive is not Active.
The Sts_IP bit is high when the instruction begins Indexing
The Sts_PC bit is high when the motor reaches the target position

Kinetix 5100 -
Cmd_Drived1_MAN Motion Axis Move
<_Drived1_Cmd.5= raC_Opr_K5100_MAM
raC_Opr_K5100_MAM _Drive01_MAM [...
Ref_Cirl Cfg _Drive01_CtriCfg
Ref_Cirl_Set _Drived1_CtriSet
Ref_Cirl_Cmd _Drive01_CtriCmd
Ref_Cirl_Sts _Drive01_CtriSts
Set_PositionReference _Drive01_MovePosition
0.0
Set SpeedReference _Drived1_MoveSpeed
0.0
Set_AccelReference _Drived1_MoveAccel
0.0
Set DecelReference _Drived1_MoveDecel
0.0
Set MoveType _Drived1_MoveType
O
Set_PositionCommandOverride _Drived1_MovePosOverride
O
Set_PositionCommandOverlap _Drived1_MoveOverlap
O
Set_CapturedPositionSelect _Drived1_MovePosSel
O
Kinetix 5100 -
Motion Axis Move i
is set when the axis
input
CommandinProgress
bit is true, and it
is cleared when the
axis input
AtReference bit or
Fault bit is true. Cmd_Drive01_MAM
_Drive01_MAM.Sts_IP «_Drive01_Cmd.6=
u
Kinetix 5100 -
Motion Axis Move i
is set to indicate
that the instruction
detected an error. Cmd_Drive01_MAM
_Drived1_MAM Sts_ER _Drived1_InstrErr  <_Drivel1_Cmd.5>
L. u

raC_Opr_K5100_MAH - Motion Axis Home

Use the Motion Axis Home Add-On Instruction to command a Homing
Procedure in the drive. Homing is used to define an origin for your motor and
to establish an absolute positioning reference for the motor. Once homing is
complete, the Sts.Homed bit in the CtrlSts UDT is set.

Kinetix 5100 -
Maotion Axis Home
raC_Opr_K5100_MAH

raC_Opr_K5100_MAH K5100_ModeXC{_MAH
Ref_Ctrl_Cfg K5100_NodeX2O(_Ctricfg
Ref_Ctrl_Set K5100_ModeX3CK_CtriSet
Ref_Ctrl_Cmd K5100_NodeX0{_Ctricmd = =
Ref_Ctrl_Sts K5100_ModeX30(_CtriSts
Set HomingMethod RA_MAH_HomingMethod
3o
Set_PositionReference RA_MAH_Set_PositionReference
0.04=
Set SpeedReference RA_MAH_Set SpeedReference = =
S04
Set_HomeReturnSpeed R&_MAH_HomeReturnSpeed
Q4=
Set AccelReference RA_MAH_AccelReference
10.04
Set DecelReference RA_MAH_DecelReference
10.04=
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Status Bit

Tag Type

Description

Sts_EN

BOOL

Enable. This bit is set when the rung makes a false-to-true
transition and the message transaction to Home is initiated
and in process. It remains high until the rung-in condition is
false and no faults are active.

Sts_DN

BOOL

Done. This bit is set when the rung makes a false-to-true
transition and the message transaction to Home the drive
(Sts_EN)is complete.

Sts_ER

BOOL

Error. This bit is set when the rung makes a false-to-true
transition and there is an error that has occurred with the
instruction. (This instruction error can be as a result of a fault
on the drive itself). See Sts_ERR for details on the cause of the
error.

Sts_IP

BOOL

In Process. This bit is set when the rung makes a false-to-true
transition, the Home message transaction is successful, and
the homing begins. This bit will remain set if the homing is
executing.

Sts_PC

BOOL

Process Complete. This bit is set when the rung makes a false-
to-true transition and the Homing Sequence is completed.

Ref_Ctrl_Cfg

raC_UDT_Ift_K5100_Cfq

Use the associated Device Object Configuration control
interface for this AQI

Ref_Ctrl_Set

raC_UDT_Itf_K5100_Set

Use the associated Device Object Settings control interface for
this AOI

Reg_Ctrl_Cmd

raC_UDT_Itf_K5100_Cmd

Use the associated Device Object Command control interface
for this AOI

Ref_Ctrl_Sts

raC_UDT_Itf_K5100_Sts

Use the associated Device Object Status control interface for
this AOI

Set_HomingMethod

SINT

Set this value for the Homing Method used with your drive.
These entries can be found in the Kinetix® 5100 User Manual,
Appendix C. They are also listed when you use F1on the
MAH_AQI.

Set_PositionReference

REAL

The home position the drive will use.

Set_SpeedReference

REAL

The Homing Speed used with the MAH (when required by the
HomingMethod). Units: 0.1 RPM, Range: 1...20,000; Position Units
are converted into RPM using the Device Object AQI

SetHomeReturnSpeed

REAL

The Low-Speed homing setting (when required by
HomingMethod) Units: 0.1 RPM; Range: 1...5000; Position Units
are converted into RPM using the Device Object AQI

Set_AccelReference

REAL

Accel rate used by HomingMethod. Units: 0.1 RPM/s,
Range:458...30,000,000; Position Units are converted into RPM/
s using the Device Object AQI

Set_DecelReference

REAL

Decel rate used by HomingMethod. Units: 0.1 RPM/s,
Range:458...30,000,000; Position Units are converted into RPM/
s using the Device Object AOI

This example shows the Motion Operation Add-On Instruction
(raC_Opr_Ks5100_MAH). The rung-in condition is reset once the Homing
Sequence is in process. Depending on the Homing Method, the homing
sequence may complete away from the Home Position specified. This is
because of the Homing Deceleration. You may need to execute a
raC_Opr_K5100_MAM Absolute type back to the Home Position.
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Before the Rung-In condition is TRUE, be sure that you evaluate that CtriSts.Active=1. This instruction will ER when the Drive is not Active.

Kinetix 5100 -
Cmd_Drived1_MAH Motion Axis Home
<_Drive01_Cmd.3> raC_Opr_K5100_MAH
raC_Opr_K5100_MAH _Drived1_WAH [...
Ref_Ctr_Cfg _Drive0d1_CtriCfg
Ref _Ctr|_Set _Drive01_CtriSet
Ref_Ctrl_ Cmd _Drive01_CtriCmd
Ref_Cirl_Sts _Drived1_CtriSts
Set_HomingMethod _Drive01_HomeMethod
O
Set_PositionReference _Drive01_HomePosition
0.0@
Set_SpeedReference _Drive01_HomeSpeed
00
Set_HomeReturnSpeed _Drive01_HomeReturnSpeed
0.0
Set_AccelReference _Drive01_HomeAccel
0.0@
Set_DecelReference _Drive01_HomeDecel
0.0
Kinetix 5100 -
Motion Axis Home It
is set when the axis
input
CommandinProgress
bit is true, and it
is cleared when the
axis input
HomedStatus bit or
Fault bit is true Cmd_Drive01_MAH
_Drivel1_MAH Sts_IP «_Drived1_Cmd 3=
u
Kineti< 5100 -
Motion Axis Home: It
is set to indicate
that the instruction
detected an error. Cmd_Drive01_MAH
_DriveD1_MAH Sts_ER _Drive01_instrErr  <_Drive01_Cmd 3»
L u

raC_0pr_K5100_MAG - Motion Axis Gear and E-Gear Ratio

Use the Motion Axis Gear Add-On Instruction to execute a pulse-pulse
relationship with the drive. The MAG Add-On Instruction uses the E-Gear ratio
configured in the KNX5100C software. The E-Gear ratio window is shown
below. When the MAG Add-On Instruction is used, the drive behaves like it is
in PT (Position Terminal — or Pulse Train) mode and the drive will use the E-
Gear ratio to respond to master pulses.

1) Gear Ratio Selection pull-down. (GNUMO,GNUM1)
You can choose from four different (0,0)
ratos (V1 )  a—] cear |—
-7 00 S
= ear2
" PUU 4 - Pulse

2) Gear Ratio Follower Counts (N1) ° -

(0,1)
Set this value as the motor feedback
resolution. (1.1)
3) Gear Ratio Master Counts (M).
Set this value as the counts/motor Gear Ratio Follower Counts (N1) ~ o E-gear ratio numerator selection via DI setting

olution. Thi be set fi
revoluion. This can be setior Gear Ratio Follower Counts (N1) GNUMe
whatever your application requires.

Typical values are 100,000 counts for P1.844 (16777216 Counts (1~5368708911) one .
a high-resolution encoder GNUML o

4) GNUMO/1 Gear 1 tone ’
16777216

These are mapped to the Digital Inputs ———————— =1677.72

that represent binary weighted values 10000

to select the Gear Ratio value

Gear Ratio Master Counts (M)

P1.645 |1lgeee Counts (1~2147483647)
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The PT Mode is a pulse-pulse relationship. When the variable ratio is used and
the ratio is changed, there is NO positioning ability. This means when you are
finished using the MAG Add-On Instruction, your position scaling (which also
uses the E-Gear ratio) may have changed if you used variable GearingMode
and changed the Master ratio because of your application requirements.

The MAG SetSlaveCounts is sometimes called the numerator (Shown as 2
above). This is because when you look at how it is used in the drive, it is used to
determine the drive’s internal ‘ratio’ (shown as 1677.72 above). For our
purposes, the E-Gear ratio Follower = MAG SetSlaveCounts = motor feedback
resolution (from the KNXs5100C>Function List>Motor Selection>Feedback

window).
- FERUDDLE LHannes: reRuUdLR L
-7 10
- *—
PUU - Type: Nikon Serial
*—
(0,1) .
>— Units: Rev
(1.1} Nikon Serial
*—
Cycle Resolution: 16777216 Feedback Cycles/Rev
Gear Ratio Follower Counts (N1) ~ Cycle Interpolation: 1 Feedback Counts per Cycle
Gear Ratio Follower Counts (N1) SR Effective Resolution: 16777216 Feedback Counts per Rev
| Pl.844 15777216 Counts Il_, 368789 Startup Method: Incremental ~

The MAG Set_MasterCounts is sometimes called the denominator (shown as 3
above). Any gearing relationship must consider the actual motor mechanics,
like a gearbox, actuator pitch, etc. and use this to relate back to a motor
rotation. Gear Ratio Master counts is desired counts | motor rotation. Desired
counts are not used for positioning; but defines how many counts your motor
will move in one rotation based on the number of feedback pulses you expect
to receive from the source input; this is used to determine your gearing
relationship. So, this Master counts value is used to define the pulse-pulse
relationship.

IMPORTANT  The MAG AOI can affect your positioning. The issuing Kinetix® 5100 (slave) uses the E-Gear ratio to define how it follows pulses
from a source (a master). While the result is that the issuing Kinetix® 5100 (slave) follows pulses from another source (master),
the way the function operates can affect positioning of the drive. Regardless of []Feration Mode, the E-Gear ratio is always
used to provide a representation of positioning (units or counts) or to define a Pulse-Pulse Following relationship (MAG/PT).
When the E-Gear ratio is changed, the positioning of the axis is changed.
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Gearing Example:

K5100
Slave1

Master Encoder _
4000 PPR

The master in our system is a 4000 ppr encoder. This means, when the encoder
makes one revolution, we expect the Slave1 drive to see: 4000 pulses.

Our application requirement is that we want to follow this encoder at a 1:2
relationship. This means when the master encoder moves 1 encoder
revolution, the motor rotates 2 times.

The Master PPR is not entered anywhere, but is required that we know this
value. We calculate the MAG SetMasterCounts value knowing the Master PPR
counts and the relationship we want in Slaver’s motor.

We set the MAG SetSlaveCounts = Motor Feedback Resolution =16,777,216

When we set MAG Set_MasterCounts = 2,000, this means as the Slavei drive
sees 2000 master pulses, the motor moves 1 rotation, and thus, as the Master
encoder moves 4,000 pulses, Slave1 would have moved 2 rotations.

There are two modes of the MAG function that can be used. These are defined
by the Cfg_GearingMode entry. This is not visible and is set for Fixed initially.
The user must intentionally change this setting. Fixed mode will not impact
positioning since it uses the existing E-Gear ratio in the Kinetix® 5100. This
means that we can follow a master source at this fixed ratio and when gearing
is disabled, we can continue positioning without losing the position scaling for
the drive.

Variable mode means we can change the E-Gear ratio by manipulating the
master/slave counts values. This changes the ratio which the issuing drive
(slave) follows the master. However, the positioning is affected since the E-
Gear ratio defines the position scaling. This is the same as using the Kinetix®
5100 PT sub mode of operation. This mode is useful when your application
must follow a Master with different ratios and positioning is not important; or
if you can issue a Homing Sequence to re-establish an origin when gearing is
completed.
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Ref_Ctrl_Set
Ref Ctrl Cmd
Ref_Ctrl_Sts

Kinetix 5100 -

Motion Axis Gear
raC_Opr_K5100_MAG
raC_Opr_K5100_MAG

K5100_NodeX3i{_MAG | ..
K5100_NodeX20(_CiriSet

K5100_NodeX2C(_CiriCmd

K5100_NodeX20{_CtriSts

Status Bit

Tag Type

Description

Sts_EN

BOOL

Enable. This bit is set when the rung makes a false-to-true
transition and the message transaction to MAG is initiated and in
process. It remains high until the rung-in condition is false and no
faults are active.

Sts_DN

BOOL

Done. This bit is set when the rung makes a false-to-true transition
and the message transaction to MAG (Sts_EN) is complete.

Sts_ER

BOOL

Error. This bit is set when the rung makes a false-to-true transition
and there is an error that has occurred with the instruction. (This
instruction error can be as aresult of a fault on the drive itself).
See Sts_ERR for details on the cause of the error.

Sts_IP

BOOL

In Process. This bit is set when the rung makes a false-to-true
transition, the MAG message transaction is successful, and the
drive begins following. This bit will remain set as the motor is
executing the gearing. It remains set while the MAG is active,
regardless of the rung-in condition

Ref_Ctrl_Set

raC_UDT_Itf _K5100_Set

Use the associated Device Object Settings control interface for this
AOI

Reg_Ctrl_Cmd

raC_UDT_Itf_K5100_Cm
d

Use the associated Device Object Command control interface for
this AQI

Ref_Ctrl_Sts

raC_UDT_ltf_K5100_Sts

Use the associated Device Object Status control interface for this
A0l

Cfg_GearingMode

BOOL (Not visible)

0=Fixed
1=Variable

Set_AccelReference

REAL (Not visible)

Accel rate used for the MAG. Units: 0.1RPM/s,
Range:458...30,000,000; Position Units are converted into RPM/s
using the Device Object AQI

Set_MasterCounts

DINT (Not visible)

the desired counts / motor rotation. Desired counts are not used
for positioning; but defines how many counts your motor will move
in one rotation based on the number of feedback pulses you expect
to receive from the source input. Range:1-536870911 counts

Set_SlaveCounts

DINT (Not visible)

Set to the motor feedback resolution. Range:1-2147483647

This example shows the Motion Operation Add-On Instruction
(raC_Opr_Ks5100_MAG). The rung-in condition is reset once the Gearing is in

process.
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“==TE!efcre the Rung-In condition is TRUE, be sure that you evaluate the CirlSts. Active=1. This instruction will ER '.‘,'he=r|=t=h=e=[2ri-.-e iz not Active. -
The Sts_IP bit is high when the instruction begins executing
__________ ki_netix 5100 - a
Cmd_Drive01_MAG Motion Axis Gear
<_Drivel1_Cmd.9= raC_Opr_K5100_MAG
raC_Opr_K5100_MAG _Drive01_MAG [...
Ref_Cirl_Set _Drived1_CtriSet
Ref_Ctrl_Cmd _Drived1_CtriCmd
Ref_Ctrl_Sts _Drived1_CtriSts
Kinetix 5100 -
Motion Axis Gear it
is set when the axis
input
CommandinProgress
bit is true. Cmd_Drived1_MAG
_Drivel1_MAG.Sts_IP «_Drivel1_Cmd.9=
u
Kinetix 5100 -
Motion Axis Gear It
iz set to indicate
that the instruction
detected an error. Cmd_Drived1_MAG
_Drived1_MAG.Sts_ER  _Drive01_InstrErr  =_Drivel1_Cmd 5=
L u
raC_Opr_K5100_MAS - Motion Axis Stop
Use the Motion Axis Stop to command the drive to stop any motion. The drive
remains active when the stop function is complete.
Kinetix 5100 -
Motion Axis Stop
raC_Opr_K5100_MAS
raC_0Opr_K5100_MAS K5100_NodeXO0(_MAS | ..
Ref_Ctrl_Cfg KK5100_NodeXXXX_CtriCfg
Ref_Ctrl_Set K5100_NodeX)X_CtriSet = =
Ref_Ctrl_Cmd KE100_ModeXXX_CtriCmd
Ref_Ctrl_Sts 1K5100_NodeXoOK_CtriSts
Set_DecelReference K5100_NodeX2XX_Jog_Decel = -
100.04
Status Bit Tag Type Description
Enable. This bit is set when the rung makes a false-to-true
Sts_EN BOOL transition and the message transaction to Stop is initiated and in
- process. It remains high until the rung-in condition is false and
no faults are active.
Done. This bit is set when the rung makes a false-to-true
Sts_DN BOOL transition and the message transaction to Stop the drive (Sts_EN)
is complete.
Error. This bit is set when the rung makes a false-to-true
Sts_ER BOOL transition and there is an error that has occurred with the
- instruction. (This instruction error can be as a result of a fault on
the drive itself). See Sts_ERR for details on the cause of the error.
In Process. This bit is set when the rung makes a false-to-true
Sts_|P BOOL transition, the Stop message transaction is successful, and the
- motor begins to decelerate. This bit will remain set as the motor
is executing the stop.
Pracess Complete. This bit is set when the rung makes a false-to-
Sts_PC BOOL true transition, the Sts_IP is set, and Zero Speed is reached. Zero
Speed is defined using KNX5100C software>General Setting
Ref_Ctrl_Cfg raC_UDT_Ift_K5100_Cfg Use the associated Device Object Configuration control interface
for this AQI
Ref_Ctrl_Set raC_UDT_Itf_K5100_Set tJhsls; %el associated Device Object Settings control interface for
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Reg_Ctrl_Cmd

raC_UDT_Itf_K5100_Cmd Use the associated Device Object Command control interface for

this AQI

Ref_Ctrl_Sts

raC_UDT_Itf_K5100_Sts

Use the associated Device Object Status control interface for this
Adl

Set_DecelReference |REAL

Decel rate used for the jog. Units: 0.1RPM/s,
Range:458...30,000,000; Position Units are converted into RPM/s
using the Device Object AOI

This example shows the Motion Operation Add-On Instruction
(raC_Opr_Ks100_MAS). The rung-in condition is reset once the Stop is in

process.

Before the Rung-In condition iz TRUE, be sure that you evaluate that CiriSts. Active=1. This instruction wil ER when the Drive is not Active.
The St=_IP bit is high when the instruction is executing
The Sts_PC bit is high when the Command is completed and Zero Speed is true

Cmd_Drive01_MAS
=_Drived1_Cmd.4=

Kinetix 5100 -
Motion Axis Stop
raC_Opr_K5100_MAS

raC_Opr_K5100_MAS _Drived1_MAS [
Ref_Ctrl Cfg _Drive01_CtriCfg
Ref_Ctrl_Set _Drivel1_CtriSet
Ref_Ctrl_Cmd _Drive1_CtriCmd
Ref_Cirl_Sts _Drivel1_CtriSts
Set_DecelReference _Drivel1_StopDecel
0.04=

Kinetix 5100 -

Motion Axis Stop
is set when the axis
input
CommandinProgress
bit is true, and it
is cleared when the
axis input Stopped
bit or Fault bit is

true. Cmd_Drivel1_MAS
_Drivel1_MAS Sts_IP <_Drive01_Cmd. 4=
U
Kinetix 5100 -

Motion Axis Stop |t
is set to indicate
that the instruction
detected an error. Cmd_Driveld1_MAS
_Drive01_MAS.Sts_ER  _Drived1_InstrErr < Drivel1_Cmd. 4=
L u

raC_Opr_K5100_MAFR - Motion Axis Fault Reset

Use the Motion Axis Fault Reset to clear drive faults. When the fault is no
longer active in the drive, this instruction will clear the fault. This will not clear
any active alarms.

raC_Opr_K5100_MAFR

Kinetix 5100 -
otion Axis Fault
Reset

raC_Opr_K5100_MAFR K5100_NodeXXXX_MAFR

Ref_Ctrl_Set K5100_MNodeXxXX_CtriSet
Ref_Ctrl_Cmd K5100_NodeXoCK_Ctricmd = -
Ref_Cirl_Sts K5100_NedeXo0(_CiriSts
Status Bit Tag Type Description
Enable. This bit is set when the rung makes a false-to-true transition
Sts_EN BOOL and the message transaction to Reset is initiated and in process. It
- remains high until the rung-in condition is false and no faults are
active.
Sts_DN BOOL Done. This bit is set when the rung makes a false-to-true transition
- and the message transaction to Reset the drive (Sts_EN) is complete.
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Error. This bit is set when the rung makes a false-to-true transition
Sts_ER BOOL and there is an error that has occurred with the instruction. (This
- instruction error can be as a result of a fault on the drive itself). See
Sts_ERR for details on the cause of the error.
Ref_Ctrl_Set  |raC_UDT_Itf_K5100_Set  |Use the assaciated Device Object Settings control interface for this AQI
Use the associated Device Object Command control interface for this
Reg_Ctrl_Cmd |raC_UDT_Itf_K5100_Cmd AOI
Ref_Ctrl_Sts  |raC_UDT_Itf_K5100_Sts  |Use the associated Device Object Status control interface for this AQI
This example shows the Add-On Instruction for clearing faults. The rung-in
condition is reset once the fault is cleared.
Cmd_Drivel1_MAFR
«_Drived1_Cmd.2= raC_Opr_K5100_MAFR
raC_Opr_K5100_MAFR _Drive01_MAFR [
Ref Ctrl_Set _Drived1_CtriSet
Ref_Ctrl_Cmd _Drive01_CtriCmd
Ref_Ctrl_Sts _Drived1_CtriSts
Device Interface 1=A
fault is active on
the device Cmd_Drivel1_MAFR
_Drived1_CtriSts. Faulted =_Drive01_Cmd.2>
ir":n:,ate that the
instruction detected
an error. Cmd_Drivel1_MAFR
_Drived1_MAFR.Sts_ER  _Drivel1_InstrErr <=_Drivel1_Cmd.2=
raC_0pr_K5100_MAI - Motion Axis Index
Use the Motion Axis Index Add-On Instruction to execute a pre-defined PR
(Position Register) in the drive. This Motion Operation Add-On Instruction
will execute any PR type, including indexes, statements, or Parameter read/
writes.
Kinetix 5100 -
Motion Axis Index
raC_Opr_K5100_WAI
raC_Opr_K5100_MAI K5100_NodeXXX_MAI [
Ref_Ctrl_Set K5100_NodeX_CirlSet
Ref_Ctrl_Cmd K5100_NodeX30_CtriCmd = =
Ref_Ctrl_Sts K5100_NodeX_CirlSts
Set Startingindex  RA_MAHN_Startingindex
1« = =
Sts_Activelndex G
Status Bit Tag Type Description
Enable. This bit is set when the rung makes a false-to-true
Sts_EN BOOL transition and the message transaction to MAI is initiated and in
- process. It remains high until the rung-in condition is false and no
faults are active.
Sts_DN BOOL Done. This bit is set when the rung makes a false-to-true transition
- and the message transaction to MAI the drive (Sts_EN)is complete.
Error. This bit is set when the rung makes a false-to-true transition
Sts_ER BOOL and there is an error that has occurred with the instruction. (This
- instruction error can be as a result of a fault on the drive itself).
See Sts_ERR for details on the cause of the error.
In Process. This bit is set when the rung makes a false-to-true
Sts_|P BOOL transition, the MAI message transaction is successful, and the PR
- command has been sent to the drive. This bit will remain set until
the AtReference bit is set.
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Process Complete. This bit is set when the rung makes a false-to-
Sts_PC BOOL true transition, the Sts_IP is set, and the MAI has sent the PR
execution and the AtReference bit is set.

Ref_Ctrl_Set raC_UDT_Itf_K5100_Set g[s”e the associated Device Object Settings control interface for this
Reg_Ctrl_Cmd raC_UDT_Itf_K5100_Cmd Phsfs HE]E; associated Device Object Command control interface for
Ref_Ctrl_Sts raC_UDT_Itf_K5100_Sts RSIE the associated Device Object Status control interface for this
Set_Starting_Index |INT The PR selection to execute in the drive

Sts_Active_Index  |INT Shows the recently executed PR in the drive

This example shows the Motion Operation Add-On Instruction

(raC_Opr_Ks100_MAI). The rung-in condition is reset once the MAI is in
process.

Before the Rung-In condition is TRUE, be sure that you evaluate that CiriSts Active=1. Thiz instruction wil ER when the Drive is not Active.

Kinetix 5100 -

Cmd_Drived1_MAI Motion Axis Index

<_Drived1_Cmd.7> raC_Opr_K5100_MAI
raC_Opr_K5100_MAl _Drive01_MAl [
Ref_Ctrl_Set _Drived1_CtriSet
Ref_Ctrl_Cmd _Drive01_CtriCmd
Ref_Ctrl_Sts _Drivel1_CtriSts
Set_Startingindex _Drive01_Startingindex
04
Sts_Activelndex D=
Kinetix 5100 -

Motion Axis Index
It is set when the
axis input
CommandinProgress
bit is true, and it
is cleared when the

axis input
AtReference bit or
Fault bit is true. Cmd_Drived1_MAI
_Drived1_MALSts_IP =_Drived1_Cmd. 7>
]
Kinetix 5100 -
Motion Axis Index
Itis set to
indicate that the
instruction detected
an error. Cmd_Drived1_MAI
_Drived1_MAILSts_ER _Drive01_InstrErr  <_Drivel1_Cmd. 7=
L. u
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Programming Example Fully configured device on a rung is provided below for reference. The base
raC_Dvc_K5100 instruction is required along with mandatory instructions for
MSO, MSF, MAFR, MAH, MAS, MA]. Additional instructions for MAM, MAI,
MAT and MAG are optional. This example includes the device and all
additional motion instructions.

Note that this programming example is the same code that is imported when
either importing the supplied rung .L5X files or when using Application Code
Manager or the Studio 5000® Import Library Objects wizard plug-in.

Before the: Rung-In condition iz TRUE, be sure that vou evaluate that CiriSts Beady=1. This instruction will ER when the Drive is not Ready.

rac_Dwo_HES100 Device

Ohject
Cmdrac_LD_Dwve_KS100_MS0O implementation_M0
=pEC_LD_Dwve_KS100_Cmd 0= raC_Cpr_K5100_MSO
raC_Cpr_KE100_WE0 raC_LD_Dve_KS100_MS0
Ref_Ctrl_Set raC_LD_Dyve_KS100_CtriSet
Ref_Cirl_Cimd raC_LD_Dwe KS100_CtriCmad
Ref_Ctrl_St=s raC_LD_Dhc_HS100_ClriSts
Device Interface -
K5100 1 = Device
povwer structure is
active. CmdraC_LD_Dve_KS100_MS0
raC_LD Dwc_HS100_CtriSts Active =ra_LD_Dwe KS100_Cmid. 0=
]
rac_Dwo_HES100 Device
Ohject
implementation_MS0
It i= =&t to
indicate that the
instruction detecte
an errar. CmdraC_LD_Dvo_iKS100_MS0
raC_LD_Dvo_KS100_MS0Sts_ER raC_LD_Dwo_KS100_InstrEre =raC_ LD Do KS100_Cmd 0=
L i

Before the Rung-In condition iz TREUE, be sure that you evaluate that CtriSts Ready=1. Thiz instruction will ER when the Drive is not Ready.

raC_Dwe_KS100 Device

COhject
CrdraC_LD_Dwe_H5100_MSF implementation_tSF
=raC_LD_Dwo_KS100_Cmd 1= raC_Cpr_WS100_MSF
raC_Opr_HS100_MSF raC_LD_Drvo_WS100_MSF
Ref_Ctrl_Set raC_LD_Devo_KS5100_CiriSet
Ref_Ctrl_Cmd raC_LD_Dec_HS100_CtrlCme
Ref_Ctrl_Sts raC_ LD Doc WS100_Cirists
Device Interface -
K100 1 = Device
poswer structure is
active. CmdraC_LD_Dwe_WKS100_MSF
raC_LD_Dwc_KS100_CtriSts Active =raC_LD_Dwe_KS100_Cmd. 1=
i ]
raC_Dwo_WE100 Device
Chject
implemerntation_M=F
Itis =t to
indicate that the
instruction detected
& error. CmoraC_LD_Dwe_WS100_MSF
raC_LD_Dyc_KS100_MSF.5te_ER raC_ LD _Dwve KS100_InstrBrr =raC D _Dwe WKS100_Cmodl=
L u
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raC_Cwc_WS100 Device

Cject
CmdraC_LD_Dwe_H3100_MWMAFR implementstion_MAFF
<ral_LD_Dwe_KS100_Cmd 2= raC_Opr_KS100_MAFR
raC_Opr_KS100_MAFR raC_LD_Dwe_KS100_MAFR
Ref_Ctrl_Set raC_LD_Dwie_K5100_CtriSet
Ref_Ctrl_Cmd raC_LD_Dec_KWS100_CtrlCmed
Fef_Ctrl_Sts raC_LD Dwc WS100_Ctrists

Device Interface -
K100 1 = & fault is
active on the
device.
raC_LD_Dwe_WS5100_CtriSts Fautted
J

rac_Dwo_HES100 Device
COhject
implementation_MWAFR
It iz setto
indicate that the
instruction detected
an error.
taC_LD_Dve _HS100_MAFR Stz ER rac_LD_Dwo_KS100_nstrErr
L

CmdraC_LD_Dwe_KS100_MAFR
=ralC_LD_Dwo_ HS100_Cmd. 2=
u

CmdraC_LD_Dvc_KS100_MAFR
=kaC_LD_Dwie Ho100_Cmid 2=
il

Before the Rung-In condition is TRUE, be sure that vou evaluate that CiriSts Active=1. This instruction will ER when the Drive is not Sctive.

raC_Dwo_WS100 Device

Object
CmdraC_LD_Dwe_KS100_MAH implemertation_kiAH
=raC_LD_Crvo_KWS100_Cmd. 3= raC_Opr_K5100_MaH
raC_Opr_k5100_taH raC_LD_Dwvie_l5100_taH
Ref_Ctrl_Cfg raC_LD_Dwe_ KWS100_CtriCiy
Ref_Ctrl_Set raC_LD_ Do KS100_Ciriset
Ref_Ctrl_Cmd raC_LD_ Do HS100_CtrCmd
Ref_Ctrl_St= raC_LD_Drnc_RS100_Clrists
Set_Hominghlethod raC_LD_Dwe_WS100_Homehlethod
O
Set_PostionReference raC_LD_Dwe_WS100_HomePosition
004
Set_SpeedReference raC_LD_Dwe_H3100_HomeSpeed
004«
Set_HomeReturnSpesd  raC_LD_Dye_KS100_HomeReturnSpeed
004
Set_AccelReference raC_LD_Dwc_WS5S100_Homelccel
004«
Set_DecelReference raC_LD_Dwe_WS100_HomeDecel
004

raC_Dwve_WS100 Device
Ohkject
implementstion_kAH
It iz =et when the
axis input
CommandinProgress
bit iz true, and it
iz cleared when the
axis input
HomedZtatus bit or
Fault bit iz true.
raC_LD_Devc_KS100_taH Sts_IP

ral_[wo_HS100 Device
Object
implementation_k4H
It iz =t to
indicate that the
instruction detected
an error.
raC_LD_Dwc_KWS100_MAHSts_ER raC_LD_Dwo_WS100_InstrErr
L
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=raC_LD_Dvo_WS100_Cmd. 3=
]

CmdraC_LD_Dwe_Ha100_MAH
=ra_LD_Drvo_WS100_Cmd. 3=
]
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Before the Rung-In condition is TRUE, be sure that vou evaluate that CiriSts Active=1. This instruction will ER when the Drive is not Sctive.

The Stz_P hit is high when the instruction is executing

The Stz_PC hit iz high when the Command iz completed and Zero Speed is true

CrmdraC_LD_Dwc_KS100_MAS
=raC_LD_Drvo WS100_Cmd.d=

rac_Dwo_WS100 Device
Chject
implementation_MAS
raC_Opr_KS100_MAS
raC_Opr_KS100_MAS raC_LD_Dwvi_KS100_MAS

Ref_Cirl_Cfy raC_LD_Dwe_KS100_CtriCfy
Ref_Ctrl_Set raC_LD_Dwie_K5100_ChriSet
Ref_Ctrl_Cmd rac_LD_ Do KS100_Ctricmd
Ref_Ctrl_Sts raC_LD Dwe_ 5100 _Ctrlsts
Set_DecelReference  raC_LD_Dwe_ KS100_StopDecel
004

raC_Dwi_KS100 Device
Chject
implemertstion_MAs
It iz =et when the
axis input
CommandinProgress
bit i true, and it
iz cleared when the
axis input Stopped
hit or Fault bit iz
true. CmdraC_LD_Dwc_K5100_MAS
raC_LD_Dwe_ KS100_MAS Stz P araC_LD_Dve_WS100_Cmd 4=
]

ras_[wo_KS100 Device
Chject
implementation_k45S
Itis =et to
indicate that the
inztruction detected
an errar. CmdraC_LD_Dwc_K5100_MAS
raC_LD_Dwe WS100_MAS Sts ER - raC_LD_Dwc_WS100_InstrErr =ra_LD_Dweo_KS100_Cmd.4=
L ]

Before the Rung-In condition iz TRUE, ke sure that vou evaluate that CiriSts Active=1. Thiz instruction will ER when the Drive is not Sctive,

The Stz_IP bit is high when the instruction is executing
The Stz_PC bit iz high when the Command iz completed and Zero Speed is true

CrmdraC_LD_Dwe_Ka100_MAS
=raC_LD_Drvo_WS100_Cmod. 4=

rals_Lwo_KS100 Device
Ohject
implementstion_A%
raC_Opr_K3100_MAS
raC_Opr_KS100_Mas raC_LD_Dwve_KS100_MAS

Ref_Ctrl_Cfy raC_LD_Dwe_KS100_CtriCiy
Ref_Ctrl_Set raC_LD_Dwi_K5100_CtriSet
Ref_Ctrl_Cmd raC_LD_Dwe_KWS100_CtriCmed
Ref_Ctrl_Sts raC_LD Dwo 5100 _Ctrists
Set_DecelReference  raC_LD_Dve_KS100_StopDecel
004

raC_Dwve_WS100 Device
Chject
implemertstion_MAs
It iz =et when the
axis input
CommandinProgress
bit i true, and it
iz cleared when the
axis input Stopped
hit or Fault bit iz
true. CmdraC_LD_Dwc_K5100_MAS
raC_LD_Dwe_ KS100_MAS Stz P araC_LD_Dve_WS100_Cmd 4=
]

ras_[wo_KS100 Device
Chject
implementation_k45S
Itis =et to
indicate that the
inztruction detected
an errar. CmdraC_LD_Dwc_K5100_MAS
raC_LD_Dwe_WS100_MAS Sts ER raC_LD_Dwc_WS100_InstrErr =raC LD Dwo KS100_Cmd.d=
L ]
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Before the: Rung-In condition iz TRUE, be sure that vou evaluate that CiriSts Active=1. This instruction will ER when the Drive is not Sctive.
The St=_IP bit is high when the instruction begins Jogging
The Stz_AtSpeed bit iz high when the mator reaches target speed

ra_Dwe_ 5100 Device

Okject
CrmdraC_LD_Drwe_HS100_tAJ itmplementation_td.
=raC_LD_Dwo_KS100_Cmd 5= raC_Opr_KS100_MaJd
raC_Opr_KS100_had raC_LD_Dwve_KS100_ta)
Ref_Ctrl_Cfg raC_LD_Dwe_K5100_CtriCty
Ref_Cirl_Set raC_LD_Drc_W5100_CtriSet
Ref_Ctrl_Cmd raC_LD Dve WS100_CtrlCmd
Ref_Ctrl_Sts rac_LD Do WS100_Ctrists
Set_SpesdReference raC_LD_Dwe KS100_JogSpesd
004
Set_AccelReference  raC_LD_Dwe H5100_JogAcoel
004
Set_DecelReference  raC_LD_Dwc_HS100_JogDecel
004
rais_Dve_K5100 Device
Ohject
implementstion_hia.
It iz =et when the
axis input
CommandinProgress
bit iz true, and it
iz cleared when the
axis input
AtReference bit or
Fault bit iz true. CmdraC_LD_Dwvc_KS100_MAJ
raC_LD_Dwe_H5100_tAJ St P araC_LD_Dve_W5100_Cmd.S5=
]
raC_Dvc_W5100 Device
Cbject
implementation_hdL.
It iz 2et to
indicate that the:
instruction detected
A error. CmdraC_LD_Drvc_KS100_MAJ
raC_LD_Dwc_WS100_MAJSts_ER raC_LD_Dwe_KS100_InstrErr =raC_LD_Dwve WS100_Cmd 5=
L ]
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Before the Rung-In condition iz TRUE, be sure that vou evaluate that CiriSts Active=1. Thiz instruction will ER when the Crive iz not Sctive,
The Stz_IP bit is high when the instruction begins Indexing
The Stz_PC hit is high when the motor resches the target position

CmraC_LD_Drec_HS100_tAM
=raC_LD_Dwi_ WS100_Cmd G=

ra_Cpr_HS100_MA
rac_Cpr_KS100_hish
Ref_Crl_Cfy
Ref_Ctrl_Set
Ref_Ctrl_Cmd
Ref_Ctrl_Sts
Set_PostionReference

Set_SpeedReference
Set_AccelReference
Set_DecelReference

Set_MaoveType

Set_PositionCommand Overlap

Set_CapturedPositionSelect

raC_Dwe _HES100 Device
Object
implementstion_kl.amM

raC_LD_Drec_HS100_tAk
raC_LD_Dewc KS100_Ctriciy
raC_LD_Devo_KS5100_CiriSet
raC_LD_Dec_HS100_CtrlCme
raC_LD Dwe_R5100_Ctrists
rac_LD_Dwe KS100_MovePosition

004

ral_LD_Dwe_KS100_MoveSpeed
004

raC_LD Dwo_ WS100_Movelccel
004

ral_LD_Dwe_HS5100_MoveDece!
004

rac_LD_Dwo KS100_toveType
O

Set_PostionCommandCverride raC_LD_Dve_KS100_MovePosOwverride
O

raC_LD_Dwe_WS100_hoveOwverlap
O

raC_LD_Dwe_HS100_MovePosSel
O

ras_Cewe_KS100 Device
Ohject
implemertation_kdam
Itis =&t when the
axis input
CommandinProgress
bt i true, and it
iz cleared when the
axis input
AtReference bit or
Fault bit iz true.
raC_LD_Dve_KS100_MAM Stz_IF

ral_Lwo_RWS100 Device
Chiject
implementstion_hom
Itis =t to
indlicate that the
instruction detected
an error.
raC_LD_Drc_R5100_MAM Sts_ER

CmdraC_LD_Dwve_H5100_tMAM
<rall_LD_Dwe_KS100_Cmd G=
]

CmdraC_LD_Dwe_H5100_MAM
raC_LD Do WS100_InstrErr =ral LD Dwe WS100_Cmd G=
L ]
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Before the: Rung-In condition iz TRUE, be sure that vou evaluate that CiriSts Active=1. This instruction will ER when the Drive is not Sctive.

rac_Dwo_HS100 Device

Ohject
CmoraC_LD_Drvc_ WS100_ha) implementation_hial
=raC_LD_Dwo_KS100_Cmd 7= raC_Opr_KS100_ka)
raC_Opr_KS100_hdal raC_LD_Dwi_K5100_hal
Ref_Ctrl_Set raC_LD_Dnc_KS100_CtriSet
Ref_Cirl_Cmicd paC_LD D KS100_CtriCmed
Ref_Ctrl_Sts raC_LD Dwe_HS5100_CrlSts
Set_Startinoindex  raC_LD_Dwe_K5100_Startinglnde:
O
Stz _Activelndex Q4
rac_Dwe_HS100 Device
Object
implementation_fdal
It iz 2et whenthe
Fxis input
CommandinProgress
bit i= true, and it
iz cleared when the
Sis input
AtReference hit or
Faut bit is true. CrnraC_LD_Dve_KS100_tAl
raC_LD_Drvc_KS100_MALSts_IP =raC_LO_Crec_HS100_Cmd 7=
1]
raC_Dwo_HS100 Device
Ohject
implementation_hkial
Itis =et to
indicate that the
instruction detected
AN error. CmddraC_LD_Dvwe_HS100_tAI
rals_LD_Dwo_WS100_MAISts_ER raC_LD_Dwc_KS100_nstrErr =raC_ LD _Ceec_HS100_Cmd 7=
L 1]

Before the Rung-In condition iz TRUE, be sure that vou evaluate that CiriSts Active=1. Thiz instruction will ER when the Crive iz not Sctive,
The Stz_IP kit i= high when the instruction begins executing
The St=_PC bit is high wwhen the speed is met - Mot the Torgue Limit -
The Torgue Limit units are M0 - for example, 20 = 2% of motor targue

raC_[wve_ WS100 Device
Cject
CmoraZ_LD_Crec_KH5100_MAT implementation_MAT
=raC_LD_Dwe_K3100_Cmd &= rac_Opr_KS100_WAT
ras_Opr_KS100_MAaT raC_LD_Dwe_HS100_MAT
Ref_Ctrl_Cfy raC_LD_Dwe_ WS100_CtriCiy
Ref_Ctrl_Set raC_LD_Dwi_5100_CtriSet
Ref_Ctrl_Cmd rac_LD_Dwe_WS100_CtriCmd
Ref_Ctrl_Sts rac_ LD Dwec S100_Ctrlsts
Set_TorgueReference raC_LD_Dwe_HS5100_TorgueRef
Ot
Set_TorgueRampTime  raC_LD_Dwe_KS100_RampTime
O
Set_Speedlimit raC_LD_Dwe_HS100_Speedlimit
00«

ral_Dwo_RHS100 Device
COhject
implemeritation_kAT
It iz zet when the
axis input
CommandinProgress
bit is true, and it
iz cleared when the
axis input
AtReference bit or
Fault bit iz true. CmdraC_LD_Dwe_W5100_MAT
raC_LD_Dve_KS100_MAT. Stz IP araC_LD_Dve_WS100_Cmd 8=
]

raC_Dwve_KS100 Device
Object
implementstion_waT
It is =t to
indicate that the
inztruction detected
an errar. CmdraC_LD_Dwe_W5100_MAT
raC LD Dvo WS100_MAT Stz ER raC_ LD Dwvoc KS100_InstrErr =raC LD Dwve WS100_Cmd 8=
L ]
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Before the Rung-In condition i= TRUE, be sure that vou evaluate the CirlSts Active=1. This instruction will ER when the Drive iz not Active.
The Stz_IP bit i high when the instruction begins executing
raC_Dwo_WS100 Device
Ohject
CmdraC_LD_Drec_RWS100_MAG implementation_MAs
=ralC_LD_Dwie_WS100_Cmd.9= raC_Opr_K5100_MAG
raC_Opr_KE100_MAG raC_LD_Dwo_HS100_MAG
Ref_Ctrl_Set raC_LD_Dwi_K5100_CtriSet
Ref_Ctrl_Cmed raC_LD_Dwe_KWS100_CtriCmed
Ref_Ctrl_Sts raC LD Dwc 5100 _Crlsts
ral_[we_KS100 Device
Object
implementation_kc
Itis =et when the
axis input
CommandinProgress
hit iz true. CmdraC_LD_Dwve_H5100_MAG
raC_LD_Dwi_k5100_MAG Ste_IP <raC_LD_Lwc_KS100_Cmd 9=
]
ral_[rwo_WS100 Device
Object
implementstion_Wac
Itis =t to
indlicate that the
instruction detected
an errar. CmdraC_LD_Dwve_H5100_MAG
raC_LD Do WS100_MAG Stz ER raC LD _Dwvc_ KS100_InstrBrr =raC LD Deec WS100_Cmd 9=
L ]
AUTOMATICON DEWICE CBJECT
el
ras_Cewe_KS100 Device
Ohject
implemertstion -
Ka100
raC_Dwe_KS100
raC_Dwe_KS100 ral_LD_Dwec_KS100
Ref_hodule Module_raC_LD_Dwe_ KS100
Ref_| Module_raC_LD Dwc_p0S1 0000
Ref_ O Module_raC_LD_Dywe_ WS100:0
Fef_Ctrl_Inf ras_LD_Dwec_WS100_Ctrlinf
Fef_Ctrl_Cfg rac_LD_Dwe_ W31 00_CtriCty
Ret_Ctrl_Set raC_LD_Dwic_KS100_Ciriset
Ref_Ctrl_Cmd raC_LD Do WS100_CtrlCmdd
Ref_Ctrl_St= raC_LD_Dwe_WS100_CirlSts
Inf_Lookugp rac_Dwe_KS100_InfTakle
Wal_Actuslvelocity 004
“al_ActuslPosition 004
Stz_bhotReady  2#0000_0000_0000_0000_0000_0000_0000_0000 4
Common Error Codes
The Add-On Instructions use common error codes as much as possible.
252 Rockwell Automation Publication DEVICE-RM100D-EN-P - May 2024



Chapter 9 Kinetix® 5100 Objects (raC_Dvc_K5100)

Description Instruction Name
Error
o

2B 2 2 EIE 21 H] =
100 Drive is not ready X X X X X X X X X X
101 Drive is faulted X X X X X X X X X X
102 raC_0Opr_K5100_MS0 is executing X
103 raC_Opr_K5100_MSF is executing X X X X X X X X
104 Another raC_0pr_K5100_MSF is executing X
105 Drive is disabled X X X X X X X
106 Another raC_0pr_K5100_MAFR message is executing X
107 raC_Opr_K5100_MAS is executing X X X X X X X
108 Lc\grc;]trr:]e;nFéA motion Add-On Instructions is sending the X X X X X X
m SpeedReference is out of range X X X
2 AccelReference is out of range X X X X
3 DecelReference is out of range X X X X
15 Startinglndex is higher than 99 X
16 Torque is out of range X
n7 NonCyclicMoveType is higher than 3 X
18 CyclicMoveType is higher than 2 X
19 TravelMode is not either 2 or 10 X
122 HomingMethod is out of range X
125 TorqueRampTime is out of range X
126 Homing is not completed X
127 Previous command has not completed X X X X X X X
129 Motor is not connected X X X X X X X X X X
131 Gear slave counts is out of range X
132 Gear master count is out of range X
133 Gear ratio is out of range X
140 Operation is not supported when device is virtual X X X X X X X
141 Motor type not supported (Linear) X X X X X X X
Graphic 3ymb0|s Graphic Symbols are used as launch buttons within HMI applications to open

up faceplate displays. Alternatively, faceplates may also be launch from related
instructions such as the navigate to device faceplate buttons in the Machine
Builder Library raM_Motor_CD or raM_Conveyor_CD faceplates.

Allicons display the following information:

« - Device label (Tag.@Description or custom label entered in parameter
#104)

« - Motor Speed (Hz) or Position - selectable using global parameter #105

Rockwell Automation Publication DEVICE-RM100D-EN-P - May 2024 253



Chapter 9 Kinetix® 5100 Objects (raC_Dvc_K5100)

« - Connection Fault/Virtual Indication

« - Device Warning/Fault Indication

« - Device not ready indication

« - Device Active (running)/Inactive (stopped) indication

See Launch Buttons for more general information on launch button
diagnostics and usage.

FactoryTalk® View ME/SE Graphic Symbols

Graphic Symbol Name Graphic Symbol Description Global Object Parameter Values

Faceplate navigation button with string tag label. #102: Backing Tag

This launch button graphic object allows the user to
navigate to the device object faceplate.

GOLaunchFP

e.g.
Biewiem Lafael {::[ PAC]Program::Program._InstanceName})

#104: Custom button label. Leave blank to use
Tag.@Description

o #105: Button value display; 0=Velocity;
Use with Kinetix 350/5100/5300/5500/5700/6500  |1=pgsition

kE700 Motion Drives

G0_LaunchKinetix_TagString #120: Display's left position (e.g. 100, optional)

Motor Speed (Hz) or Position selectable Shown as
live value. #121: Display's top position (e.g. 100, optional)
0.0Hz

Studio 5000 View Designer® Graphic Symbols

All Studio 5000 View Designer® graphic symbols must be configured with an
Event to open up the appropriate Popup screen. Select the graphic symbol and
in the Properties window navigate to the Events tab. Assign a Button Behavior
event to Open popup on release. Assign the required Popup screen (e.g. User-
Defined Screens\raC_Dvc_Ks100_FP). The required Property Configurations are
found in the following table where you may assign the AOI_Tag to the object’s
Add-On Instruction tag.

= ‘ # |7

Propertes | Animarons | Fuemrs
% Touch Press X
Open Popup:
\User-Defined Screens\raC_Dve_PF525_FP -

Property Configuration:

A0 Tag &4 iPAC
‘\MainProgram._InstanceMName
InitialTab €3 11
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Graphic Symbol Name Graphic Symbol Description Property Configuration

Faceplate navigation button with string tag label. Use

Launch ' | Properties > General > Text to modify the button label

Use with Kinetix 350/5100/5300/5500/5700/6500 | AOI_Tag: Object's Add-On Instruction
G700 Motion Drives Tag

GO_LaunchKinetix_TagString Motor Speed (Hz) or Position selectable Shown as live
value.

0.0H:

FactoryTalk® Optix Graphic Symbols

Graphic Symbols are used as launch buttons within HMI applications to open
up faceplate displays. All graphical symbols for Power Devices display the
following information:

« - Device label (Tag.@Description or custom label)

« - Position

« - Connection Fault/Virtual Indication

« - Device Warning/Fault Indication

« - Device not ready indication

« - Device Active (running)/Inactive (stopped) indication

See Basic Launch Button Attributes section for more general information on
launch button diagnostics and usage.

Once the Objects have been imported into the FactoryTalk® Optix Studio
project, you can begin using them in your application. To add a new Launch
Button to a Main window, navigate to raC_3_xx_raC_Dvc_ObjectName_UI >
Graphic Symbols > raC_3_xx_raC_Dvc_ObjectName_GS_NavText Button to
insert a navigation launch button with a text label.

: Project view < > »— + 8§ @ |
Q, Search... Y

~ 3% power_ApplicationExample
~ B u ot

B DefaultStyleSheet

Ax NativePresentationEngine

B0 MainWind quasbass
- Edit with Ul editor
I Screens
New b Base controls 4
~ [ Stylesheet
Copy Containers 4
Be 1SAStyle
Paste Contents »
~ B raC_3_01_
Delete Data controls 4
EraC3.0 3
Rename Drawings »
~ [ Graphic
Olc Copy path to node raC_Dvc_K5100 4 GraphicSymbols } 31 K5100 Text Button
raC_:
Fro Show References Ax Native presentation engine <PrivateElements> b [3] K5100 Graphical Button
raC_:Z ]
£ Show Instances * Web presentation engine I
~ [m <Private ~
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After placing the graphic symbol on a Ul panel, link the “Ref_Tag” property to
the targeted Asset under Asset tag.

Text label shown on button can be configured using “cfg_Label” property, If it
is not configured then description of the asset will be shown on the button
face.

: Properties E a2 + @ O i
Name K5100TextButton1 (K5100 Text Button)
Type K5100 Text Button

Cfg_CloseCurrentDisplay False
a - % Cfg_DisplayType Faceplate
e B
=} = L =)
v Basic Advanced Ul » MainWindow » K5100 Text Button » Ref_Tag
Ena Q, dvc_K5100 [ 4
opd PR T T attribute @
} & Dvc_K5100_MSF
Roti -
. } & DVc_K5100_MSO
Hiig } g Dvc_K5100_RampTime
Mo } g Dve_K5100_SpeedLimit
— Si2 } g Dvc_K5100_Startingindex
Horl } g Dvc_K5100_StopDecel
Wert } =g Dvc_K5100 TorgueRef
Heig } & Dvc_K5100_Ctrlinf
Lefl + [ Types
w [ Data types (DataTypes)
Tog A raC_Dve_KS100 (type)
~ [y Variable types (VariableTypes)
&, raC_Dvc_K5100 (type) )
|
This is the only step needed to link the UT to the asset data model. For more
information on graphic symbols, refer to the Graphic Symbols section of the
Kinetix 5100 device type in this manual.
Graphic Symbol Name Graphic Symbol Description Property Configuration
) ® o ) Cfg_CloseCurrentDisplay: Set to ‘True’
raC_3_xx_raC_Dvc_Devicename_GS_Na Faceplate navigation button. Use Cfg_Label Variable to |to close the previously open display
vText Dvc_K5100 2 modify the button label text. when launching the object faceplate
© o Cfg_DisplayType: Faceplate to be
opened on button click. This should
not be modified.
D"C—K'ﬂgo Use with Kinetix 350/5100/5300/5500/5700/6500 | Rf_Tag: Object's Add-0n Instruction
raC_3_xx_raC_Dvc_Devicename_GS_Na Motion Drives Tag
vGraphical
(-] o Cfg_Label: Text label shown on the
0.0 button face
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Graphic Symbol Button Configuration Variables

Variable Name Description Default Value
Cfg_CloseCurrentDisplay Set to True' to close the previously open display when launching the object faceplate False

Cfg_DisplayType Faceplate to be opened on button click. This should not be madified. Faceplate

Ref_Tag Link to instance of desired target Asset model found in Model > Asset folder. N/A - User must configure
Text label shown on the button face. Defaults to the description of the asset but users may .
Cfg_Label o . ) ../Ref_Tag@Description
replace in instances with other desired text.
Facep'ates There are basic faceplate attributes that are common across all instructions.

See Basic Faceplate Attributes on page 28.

The Home screen is visible when the Home tab button is selected in the tab
control object on the left side of the screen.

The Home screen is the main screen for the faceplate. It contains a Power
Group switch object, Group direction indication object, small trends called
spark, Position and velocity indication, Jog control object and Velocity, Accel,
Decel Set point.

On the top left is a speed multi-state indicator that changes text based on the
device state. Other text for state changes include, "Forward", "Reverse", "Zero
Speed", and "Off". The Position and Velocity feedback is a large blue numeric
display that is read-only. Below the numeric display is a Spark line to display
velocity. Here are two push buttons and one toggle button to the right of the
display for Power on/off and Jog forward and reverse. Below that three
numeric input for the user to set the Jog set point, Accel set point and Decel set
point
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4 6 5
Kinetix 5100
_. Position
. -1 cnts ‘I I’
. Velocity Velocity setpoint| 600.00 |0.1rpm
000 0.1rpm >
Accel setpoint 600.00 ‘0. 1rpml/...
Decel setpoint
T
1
Item Description
1 Banner
2 Device Action Forward/Reverse/Off
3 Velocity sparkline trend
4 Jog reverse
5 Jog forward
6 Toggle button for Power ON/OFF
7 Velocity (/sec), Accel (sec) and Decel (sec) setpoints
1/0 Tab
The I/O tab shows the ON/OFF status of the device’s I/O including Standstill,
Referenced, and Enabled. LED shows no color when they are in the OFF
position and shows blue when they are in the ON position.
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Kinetix 5100 )4

. mmm  Ready

=Y
I" @ Standstill Enabled Referenced
Trend Tab

Trends display values over time, often used to compare similar or related
values and to allow operators to predict future states to make control action
decisions. Two trends are displayed - Position and Velocity.

Kinetix 5100

e
- — Position

-1 cnts

0

]
1|
1

_.§
u|
|

1
1

-10000
4:25:04 pm
11/25/2020

4:25:10 pm 4:25:16 pm 4:25:22 pm

10000 -
[ad

— \elocity
100

0 0.1rpm

]

4:25:28 pm 4:25:34 pm

4:25:04 pm 4:2510 pm 4:25116 pm 4:25:22 pm

11/25/2020

4:25:28 pm 4:25:34 pm

Configure Tab

The Configure tab contains configuration elements that a maintenance
technician would need to troubleshoot and adjust for an object on another tab,
i.e., numeric inputs to adjust trend min and max values.
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| Kinetix 5100 X

. s  Ready

. Trend Limits

. Position Velocity

ﬁ Minimum -10000.00 Minimum -100.00

. Maximum 10000.00 Maximum [ 100.00 ]

_____________

Engineering Units [ deg

Fault Warning Tab

The Fault Warning tab displays information for up to four faults for the device.
The fault table displays the Severity level (Fault, Warning or Active Fault), time
(and date) and a description of the fault.

Note, only row 1 will display the “Active Fault” in the severity column if there is
a current active fault, else it will display the last fault. Rows 2-4 only display
past faults and warnings, not an active fault.

Kinetix 5500 X
1 4.' B NotReady Unrecognized Axis Fault
. Severity Time Description
9 . | Active 2021.10-27 Unrecognized Axis Fault.
. Fault | 1311:23
3 | | 2021-01-02 Motor current overload.
— Fault
| 06:45:13
. . 2021-01-02 Phase current loss detected in one or more motor phases.
05:57:38
e | 2021-01-02 Power conductor or motor winding short to ground.
= 01:25:50
4 5 6
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Item Description
1 Banner
2 Last fault is in first row and show in bold if active
3 Yellow border visible when a fault is active
4 Fault severity
5 Fault event time
6 4 most recent fault/warning event messages

Click on any row in the fault table to view fault details. The details window

provides a more detailed description and possible action steps to remedy
condition.

Kinetix 5500 )(

B Not Ready Unrecognized Axis Fault g)

Details X

2021-10-27 13:11:23

Description / Action

The axis fault is not recognized by the Device Object. Refer to the appropriate User Manual
for fault definition / corrective actions.

% - SR ED

App'ication Code "anager This section explains the use of the Kinetix® 5100 device object and associated
move instructions in Studio 5000® Application Code Manager.

Refer to the section Using Application Code Manager for complete details.

Definition Object: raC_Dvc_K5100

This object contains the Add-On Instruction definition and used as linked
library to implement object. This gives flexibility to choose to instantiate only
definition and create custom implement code. User may also create their own
implement library and link with this definition library object.
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Implementation Object: raC_LD_Dvc_K5100

Parameter Name Default Value Instance Name | Definition Description
Enter Routine name. Routine will be created and Object
implement rung(s) inserted.
. . - . A JSR will be inserted in MainRoutine.
RoutineName {ObjectName} {RoutineName} Routine If routine name already exists, then object will be inserted into
existing routine.
By default, parameter is set to Object Name.
Enter the backing tag of the main AOI.
TagName {ObjectName} {TagName} Backing Tag This will serve as the base tag name for other tags in this object
that are derived from the base.
TagDescription {ObjectDescription} {TagDescription} Tag Description of the main AOI backing tag
TagScope Program Input Parameter Tags will be created at the assigned scope
. Enter the Module Name. This is the name for the module that
ModuleName Mod_{ObjectName} {ModuleName} Input Parameter appears in the Controller Organizer tree,
IncludeMAM 1 Select this parameter to include Move (MAM) operation
IncludeMAI 1 Select this parameter to include Index (MAI) operation
IncludeMAT 1 Select this parameter to include Torque (MAT) operation
IncludeMAG 1 Select this parameter to include Gear (MAG) operation
Allow ACM to create the Hardware Module. If the module already
IncludeHardware 1 exists in the Controller Organizer, select False or existing
module properties will be overwritten.
ModuleType 2198-E1004-ERS/A Select hardware module type
Enter a valid network address for the hardware module. It must
IPAddress 192.168.1.0 be of form X.X.X.X
ChassisName Local Warning Removal
Enter Communication adapter name from Controller Organizer
ParentModule {ChassisName} that this module resides under. If it resides directly under
controller, enter "Local".
SymbolStyle Icon HMI launch button symbol style. Icon/Text
. . FactoryTalk View SE Display reference. Launch button will be
SEAssocDisplay HMI Display generated on this display.
. . FactoryTalk View ME Display reference. Launch button will be
MEAssocDisplay HMI Display generated on this display.
Linked Libraries
Link Name Catalog Number Revision Solution Category
raC_Dvc_K5100 raC_Dvc_K5100 3 RA-LIB) Device Kinetix5100
raC_Opr_K5100_MSO raC_Opr_K5100_MSO 3 RA-LIB) Device Kinetix5100
raC_Opr_K5100_MSF raC_Opr_K5100_MSF 3 RA-LIB) Device Kinetix5100
raC_Opr_K5100_MAFR raC_Opr_K5100_MAFR 3 RA-LIB) Device Kinetix5100
raC_Opr_K5100_MAH raC_Opr_K5100_MAH 3 RA-LIB) Device Kinetix5100
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raC_Opr_K5100_MAS raC_Opr_K5100_MAS 3 RA-LIB) Device Kinetix5100
raC_Opr_K5100_MAJ raC_Opr_K5100_MAJ 3 RA-LIB) Device Kinetix5100
raC_Opr_K5100_MAM raC_Opr_K5100_MAM 3 RA-LIB) Device Kinetix5100
raC_Opr_K5100_MAI raC_Opr_K5100_MAI 3 RA-LIB) Device Kinetix5100
raC_Opr_K5100_MAT raC_Opr_K5100_MAT 3 RA-LIB) Device Kinetix5100
raC_Opr_K5100_MAG raC_Opr_K5100_MAG 3 RA-LIB) Device Kinetix5100

HMI Content

Launch Button

Output Interface

Instance Name

{ObjectName}_G0_LaunchFP

Linked Library

raC_Itf_Kinetix5100_SA raC_Dvc_K5100

Member Name
PrgName
TagName
ModuleName

TagScope

Description

3_raC_Dvc_PowerMotion

View Designer

Configured HMI Content

Description

Output Interface

Revision

10

raC_Itf_Kinetix5100

Description
Program Name
Tag Name
Module Name

Tag Scope

Attachments

File Name

raC-3_xx-VD) raC_Dvc_PowerMation.vpd

V3_raC_Dvc_Global

Graphic Symbols ME

raC-3-ME) Graphic Symbols - Power
Device.ggfx

V3_raC_Dvc_Global

Toolbox ME

raC-3-ME) Toolbox - Power Device.ggfx

VV3_raC_Dvc_K5100

Faceplate ME

raC-3_xx-ME) raC_Dvc_K5100-Faceplate.gfx

V3_raC_Dvc_Global

Graphic Symbols SE

raC-3-St) Graphic Symbols - Power

Device.ggfx
VV3_raC_Dvc_Global Toolbox SE raC-3-SE) Toolbox - Power Device.ggfx
V3_raC_Dvc_K5100 Faceplate SE raC-3_xx-SE) raC_Dvc_K5100-Faceplate.gfx

V3_Power_Manual

V3_Power_Images

Reference Manual

HMI Image Set

DEVICE-RM100x-EN-P.pdf

Power_Images.zip

Global Object configured callout instance

Extraction Path

ProjectName}\Visualization\FTViewSE\GlobalObjects
ProjectName}\Visualization\FTViewME\GlobalObjects
ProjectName}\Visualization\FTViewSE\GlobalObjects
ProjectName}\Visualization\FTViewME\GlobalObjects

ProjectName}\Visualization\FTViewME\Displays

ProjectName}\Visualization\ViewDesigner

ProjectName}\Documentation

{
{
{
{
{ProjectName}\Visualization\FTViewSE\Displays
{
{
{
{

ProjectName}\Visualization\Images
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Overview

Functional Description

Required Files

PowerMonitor™ Objects (raC_Dvc_PM500,
raC_Dvc_PM1000, raC_Dvc_PM5000)

The PowerMonitor device objects are a group of objects that include the
PowerMonitor™ 500, 1000, and 5000 (raC_Dvc_PMs00, raC_Dvc_PM1000,
raC_Dvc_PM5000).

In the Library there is a folder named Videos which contains many How-To and
Operational Overview Videos which walk step-by-step through each process. You
can refer to the following videos for this section:

“Operational_Overview_of_PowerMonitor_Device_Object_Faceplates”

Supported devices include:

Device Object Name
PM500 raC_Dvc_PM500
PM1000 raC_Dvc_PM1000
PM5000 raC_Dvc_PM5000

The PowerMonitor™ is a compact, cost-effective, electric power, and energy
metering device intended for use in industrial control applications, such as
distribution centers, industrial control panels, and motor control centers. It
measures Voltage and Current in an electrical circuit, meeting revenue
accuracy standards. The PowerMonitor™ converts instantaneous Voltage and
Current values to digital values and uses the resulting digital values in
calculations of Voltage, Current, power, and energy.

The PowerMonitor™ 500/1000/5000 pre-configured Device Objects provide the
following benefits:

« Detailed calculations of Voltage, Current, Power, Energy and
Frequency

« Text based status and diagnostics

« Common Control Interfaces maximizing Flexible Device Selection &
Application Code Reuse

All these features provide quick feedback, shorten recovery time, and simplify
implementation.

Device Objects include Add-On Instructions (AOIs) and HMI faceplates. The
revision number (e.g. 3.01) used in filenames can change as new revisions are
created.
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Controller Files

Add-On Instructions are reusable code objects that contain encapsulated logic
that can streamline implementing your system. This lets you create your own
instruction set for programming logic as a supplement to the instruction set
provided natively in the ControlLogix® firmware. An Add-On Instruction is
defined once in each controller project, and can be instantiated multiple times
in your application code as needed.

The Add-On Instruction must be imported into the controller project to be
used in the controller configuration. These can be imported as Add-On
Instruction files, or as part of the Rung Import or Import Library Objects
wizard.

All Add-On Instruction and Rung Import files can be found in the /Studio 5000
Logix Designer Files - LsX/Standard Files/ folder in the library.

Device/ltem

Application

Add-On Instruction

Rung Import

PM500

Standard

raC_Dvc_PM500_3.04_A0L.L5X

raC_Dvc_PM500_3.04_RUNG.L5X

PM1000

Standard

raC_Dvc_PM1000_3.04_A0I.L5X

raC_Dvc_PM1000_3.04_RUNG.L5X

PM5000

Standard

raC_Dvc_PM5000_3.05_A0I.L5X

raC_Dvc_PM5000_3.05_RUNG.L5X

FactoryTalk® View HMI Files

FactoryTalk® View ME or SE applications require importing the desired device
faceplates in addition to all Global Object (ggfx) files and all images located in
the /HMI FactoryTalk® View Images - png/ folder of the library. FactoryTalk®

View ME files are stored in the /HMI - FactoryTalk® View ME/ library folder and
FactoryTalk® View SE files are stored in the /HMI - FactoryTalk® View SE/ library

folder.

Device/ltem

Type

FactoryTalk® View ME
Faceplate

FactoryTalk® View SE
Faceplate

PM500

Display

(raC-3_01-ME) raC_Dvc_PM500-Faceplate.gfx

(raC-3_01-SE) raC_Dvc_PM500-Faceplate.gfx

PM1000

Display

(raC-3_01-ME) raC_Dvc_PM1000-Faceplate.gfx

(raC-3_01-SE) raC_Dvc_PM1000-Faceplate.gfx

PM5000

Display

(raC-3_04-ME) raC_Dvc_PM5000-Faceplate.gfx

(raC-3_04-SE) raC_Dvc_PM5000-Faceplate.gfx

Graphic Symbols

Global Object

(raC-3-ME) Graphic Symbols - Power Device

(raC-3-SE) Graphic Symbols - Power Device.ggfx

Toolbox

Global Object

(raC-3-ME) Toolbox - Power Device.ggfx

(raC-3-SE) Toolbox - Power Device.ggfx

266

Studio 5000 View Designer® HMI Files

All Studio 5000 View Designer® Files can be found in the /HMI - ViewDesigner -

vpd/ folder of the library.
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Device/ltem Studio 5000 View Designer® Faceplate
PM500

PM1000 (raC-3_04-VD) raC_Dvc_PowerMonitor.vpd
PM5000

FactoryTalk® Optix Library Files

FactoryTalk® View Optix applications require importing the desired library
objects located in the PowerDevice_v3R library folder.

Device/ltem FactoryTalk® Optix Library Object
PM500 raC_3_01_raC_Dvc_PM500_UI
PM1000 raC_3_01_raC_Dvc_PM1000_UI
PM5000 raC_3_04_raC_Dvc_PM5000_UI

Studio 5000° Application Code Manager Files

Studio 5000® Application Code Manager (ACM) can be optionally used if it is
installed. All devices can be easily registered in the ACM repositories by
running the setup.cmd file located in the root folder of the library.

Individual HSL4 files are provided as an alternative to running the setup.cmd
to allow users to manually register specific implementation objects. Each
object has two files - an Asset Control file and a Device file. The Asset Control
files include attachments of all required files for that object. The Device files
are used to actually add that device into a Studio 5000° project and these
reference the Asset Control files.

All Studio 5000® Application Code Manager files can be found in the /
ApplicationCodeManagerLibraries/ folder of the library. The files included are as
follows:

Implementation Object | Asset Control File (.HSLZ) Device File (.HSL4)

PM500 (RA-LIB)_Device_Asset-Control_PowerMonitor_raC_Dvc_PM500_(3.4) (RA-LIB)_Device_Device_PowerMonitor_raC_LD_Dvc_PM500_(3.3)
PM1000 (RA-LIB)_Device_Asset-Control_PowerMonitor_raC_Dvc_PM1000_(3.4) (RA-LIB)_Device_Device_PowerMonitor_raC_LD_Dvc_PM1000_(3.3)
PM5000 (RA-LIB)_Device_Asset-Control_PowerMonitor_raC_Dvc_PM5000_(3.5) (RA-LIB)_Device_Device_PowerMonitor_raC_LD_Dvc_PM5000_(3.4)

Device Definition

PowerMonitor™ devices do not require specific device definition configuration
to work with the Power Motion add-on instructions. However, using
Application Code Manager or the Studio 5000® Import Library Objects Wizard
you can easily import hardware modules into an application.

Note module import can be completed automaticallg when using Application
Q Code Manager or the Studio 5000® Import Library Objects wizard plug-in.
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Operations

268

The PowerMonitor™ objects provide a single mode of operation - physical
device operation. At this time there is no virtual mode and there are no

commands or device
faceplate.

Faults & Warnings

configurations available from the instruction or

«  First Warning: This function helps in capturing the first warning
triggered in the device. Display the respective description in faceplate.

«  First Fault: Capture the first fault from device. Display the respective
description in faceplate.

« Eventlog: Log Warning and Fault the last 4 events in a log queue. The
queue contains fault code, description, and time stamp. Display the
same in faceplate.

Execution

The following table explains the handling of instruction execution conditions.

Condition

Description

Enableln False (false rung)

Processing for Enableln False (false rung) is handled the same as if the device
were taken out of service by Command. The device outputs are de-energized and
the device is shown as Program Out of Service on the HMI. All alarms are cleared.

Powerup (prescan, first
scan)

On prescan, any commands that are received before first scan are discarded. The
device is de-energized. On first scan, the device is treated as if it were returning
from Hand command source: the instruction state is set based on the position
feedback that is received from the device. If the feedback is valid for one position,
the device is set to that position. If the device does not have position feedback or
the position feedback is invalid, the device is set to the ‘unknown/powerup’ state.
The command source is set to its default, either Operator or Program (unlocked).

Postscan

No SFC Postscan logic is provided.
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Add-On Instruction I/0 Data InOut Data
InOut Function / Description DataType
Ref_Module Reference to module in 1/0 tree MODULE
Ref_Ctrl_Cmd PowerMonitor™ Device Command Interface | raC_UDT_ItfAD_PwrMonitor_Cmd
Ref_Ctrl_Set PowerMonitor™ Device Setting Interface | raC_UDT_ItfAD_PwrMonitor_Set
Ref_Ctrl_Sts PowerMonitor™ Device Status Interface  |raC_UDT_ItfAD_PwrMonitor_Sts
Ref_Msg_GetAttS_DstINT Message used for device integer data MESSAGE
Energy Object type used in integer
Ref_MsgData_Int messages INT[40]
Ref_Msg_GetAttS_DstReal Message used for device real data MESSAGE
Ref_MsgData_Real Energy Object type used in real messages |REAL[40]

Ref_MsgCtrlResource

Message Control Resource

raC_UDT_ControlResource_Message

Inf_Lookup

Code/Description List Entry

EaC_UDT_LookupMember_STRUUSZ[Z

Out_EnergyBase

Base Energy Object

raC_UDT_EnergyBaseObject

Out_EnergyElectrical

Electrical Energy Object

raC_UDT_EnergyElectricalObject

Input Data

Input Function/Description DataType

Enableln Enable Input - System Defined Parameter BOOL

Output Data
Output Function/Descritpion DataType
Sts_Warning Device warning status: 1= an active alarm or warning exists BOOL
Sts_Ready Device ready status: 1=ready to activate power structure BOOL
Sts_Faulted Device faulted status: 1= an active fault exists BOOL
Sts_Connected Device is connected to the Programmable Controller BOOL
Sts_Available Device is available for interaction with user code BOOL
Sts_ER Instruction is in Error - See Sts_ERR/Sts_EXERR for Addition Error Information BOOL
Sts_ldle Device connected but idle BOOL
Sts_AcquiringData Device connected and acquiring data BOOL
Sts_WaitingForCtriResource Message control resource is being used by another instruction BOOL
Sts_DataAcquisitionDuration Scan time used for totalizing and rate functions DINT
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Output

Sts_bNotReady

Sts_Val_Voltage_Phase_1_Angle
Sts_Val_Voltage_Phase_2_Angle
Sts_Val_Voltage_Phase_3_Angle
Sts_Val_Current_Phase_1_Angle
Sts_Val_Current_Phase_2_Angle
Sts_Val_Current_Phase_3_Angle
Sts_Val_Status_1_Count_x1
Sts_Val_Status_2_Count_x1
Sts_Val_kWh_Net
Sts_Val_kVARh_Net
Sts_Val_kVAh_Net
Sts_Val_kW_Demand
Sts_Val_kVAR_Demand
Sts_Val_kVA_Demand
Sts_Val_Projected_kW_Demand
Sts_Val_Projected_kVAR_Demand
Sts_Val_Projected_kVA_Demand
Sts_OdometerResetServiced
Sts_ERR

Sts_EXERR

raC_Dvc_PMxxxx
Val_Samplelnterval

EnableOut

Data Types

270

| Function/Descritpion

Bitwise device ‘not ready’ reason
0 = Reserver

1=Device not connected

2 = Device not available

4 = Device faulted

4 - 31=Reserved

Voltage Phase 1Angle
Voltage Phase 2 Angle
Voltage Phase 3 Angle
Current Phase TAngle
Current Phase 2 Angle
Current Phase 3 Angle
Count x11

Count x12

kWh Net

kVARh Net

kVAh Net

kW Demand

kVAR Demand

kVA Demand

Projected kW Demand
Projected kVAR Demand
Projected kVA Demand

Odometers reset on intitialization

Instruction Error Code - See Instruction Help for Code Definition

Instruction Extended Error Code - See Instruction Help for Code Definition

Unique Parameter Name for auto - discovery

Sample Interval time to access data, it can be adjusted using Ref_MsgCtrlResource.Samplelnterval

Enable Output - System Defined Parameter

DataType

DINT

REAL
REAL
REAL
REAL
REAL
REAL
REAL
REAL
REAL
REAL
REAL
REAL
REAL
REAL
REAL
REAL
REAL
BOOL
DINT
DINT
BOOL
REAL

BOOL

The following PowerMonitor™ Common Control Interface tags are the
primary device program tags to read and write to when interfacing to
PowerMonitor™ devices. The value of using these tags in your specific

application code is that you may use a number of different PowerMonitor™
devices such as PM500/1000/5000 without having to update your application

device interface tags.

Refer to the Interfaces section for detailed information on interfaces.
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For further information and examples on how to interface the power device

objects with your specific application code refer to the
“"How_To_Interface_with_Power_Device_Logix.mp4" video within the
Videos folder of the Power Device Library Download files.

raC_UDT_ItfAD_PwrMonitor_Set

This is the PowerMonitor™ Common Control Interface User-Defined Data
Type for device settings.

This is reserved for future use and currently has no functionality.

Member Description Data Type
InhibitCmd 1= Inhibit user Commands from external sources, 0 = Allow. BOOL
InhibitSet 1=Inhibit user Settings from external sources, 0 = Allow. BOOL
InhibitCfg 1= Inhibit user Configuration from external sources, 0 = Allow. BOOL

raC_UDT_ItfAD_ PwrMonitor _Cmd

This is the PowerMonitor™ Common Control Interface User-Defined Data
Type for device commands.

This is reserved for future use and currently has no functionality.

Member Description Data Type
bCmd Commands (Bit Overlay). DINT
Physical 1= Operate as Physical Device. BOOL
Virtual 1= Operate as Virtual Device. BOOL

raC_UDT_ItfAD_PwrMonitor_Sts

This is the PowerMonitor™ Common Control Interface User-Defined Data
Type for device status. Its members provide application program access to
device states, status, and diagnostic data. The table below shows member
names, descriptions, and tag data types.

Input Description Data Type
Enumerated state value: 0 = Unused, 1= Initializing, 2 =

eState Disconnected, 3 = Disconnecting, 4 = Connecting, 5 = Idle, 6 = DINT
Configuring, 7 = Available.

FirstWarning First Warning. raC_UDT_Event

FirstFault First Fault. raC_UDT_Event

eCmdFail Enumerated command failure code. See extended help for DINT

enumeration values.

bSts Status (Bit Overlay). DINT
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Input Description Data Type
Physical 1= Controlling physical device. BOOL
Virtual 1= Controlling virtual device. (Not in use at this time) BOOL
Connected 1= PAC to device connection has been established. BOOL
Available 1=The device is available for interaction with the user program. | BOOL
Warning 1= A warning is active on the device. BOOL
Faulted 1= Afault is active on the device. BOOL
Ready 1=Device is ready to be activated. BOOL
Active 1=Device power structure is active. BOOL
raC_UDT_Event

An array of size 4 is to be used to log the FirstWarning and FirstFault capture.
The data should be FIFO order. The same should be displayed on the Faceplate.

Member Description Data Type
Type Event type: 1= Status, 2 = Warning, 3 = Fault, 4...n = User. DINT

D User definable event ID. DINT
Category (UESI:(r:tdr?ggll,?’lt:alghcaarziec%?,rr}llateriaIs,UtiIity,etc.). DINT
Action User definable event action code. DINT
Value User definable event value or fault code. DINT
Message Event message text. STRING
EventTime_L Timestamp (Date/Time format). LINT
EventTime_D Timestamp (Y,M,D,h,m,s,us). DINT[7]

raC_UDT_LookupMember_STR0082

Member Description Data Type
Code Code DINT
Desc Code Description STRING

raC_UDT_ControlResource_Message

Member Description Data Type
ResourcelnUse Resource in Use BOOL
Samplelnterval Sample Interval is adjustable as per user requirement REAL

raC_UDT_EnergyElectricalObject
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Member Description Data Type
RealEnergyConsumedOdo Total real energy consumed. INT[5]
RealEnergyGeneratedQdo Total real energy generated. INT[5]
RealEnergyNetOdo Total Real energy INT[5]
ReactiveEnergyConsumedOdo | Total Reactive energy consumed. INT[5]
ReactiveEnergyGenerated0do | Total Reactive energy generated. INT[5]
ReactiveEnergyNetOdo Total Reactive energy. INT[5]
ApparentEnergyOdo Total Apparent energy. INT[5]
KiloampereHours Kiloampere-Hours Odometer INT[5]
LineFrequency Last Frequency reading. REAL
CurrentL Phase 1 scaled RMS Current REAL
CurrentL2 Phase 2 scaled RMS Current REAL
CurrentL3 Phase 3 scaled RMS Current REAL
AverageCurrent Average RMS Current REAL
CurrentPercentUnbalanced Percent maximum deviation from Ave. / Ave. REAL
VoltageLIN Phase 1 scaled RMS Voltage REAL
Voltagel2N Phase 2 scaled RMS Voltage REAL
Voltagel3N Phase 3 scaled RMS Voltage REAL
VoltageAveragelN Averaged RMS Voltage REAL
VoltageL1L2 Line 1to Line 2 Volts REAL
Voltagel2L3 Line 2 to Line 3 Volts REAL
VoltageL3L1 Line 3 to Line 1 Volts REAL
VoltageAveragelL Average Line to Line Volts REAL
VoltagePercentUnbalanced Percent Maximum deviation from Ave. / Ave. REAL
RealPowerL1 Line TkW REAL
RealPowerl2 Line 2 kW REAL
RealPowerL3 Line 3 kW REAL
RealPowerTotal Total kW REAL
ReactivePowerL1 Line TkVAR REAL
ReactivePowerl2 Line 2 kVAR REAL
ReactivePowerL3 Line 3 kVAR REAL
ReactivePowerTotal Total kVAR REAL
ApparentPowerL1 Line TkVA REAL
ApparentPowerl2 Line 2 kVA REAL
ApparentPowerl3 Line 3 kVA REAL
ApparentPowerTotal Total kVA REAL
TruePowerFactorL1 Percent ratio between power and apparent power. REAL
TruePowerFactorl2 Percent ratio between power and apparent power. REAL
TruePowerFactorlL3 Percent ratio between power and apparent power. REAL
TruePowerFactorThreePhase Percent ratio between power and apparent power. REAL
PhaseRotation 0=None, 1=ABC, 2= ACB DINT

Note:
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«  For PowerMonitor 1000: KiloampereHours member is not applicable
«  For PowerMonitor 500: PhaseRotation member is not applicable

raC_UDT_EnergyBaseObject

Member Description Data Type

ResourceType 0 = Generic, 1= Electrical, 2 = Non-Electrical, INT

0 = Energy Measured,1 = Energy Derived,
Capabilities 2= Energy Proxy, 3 = Energy Aggregated, INT
4 = Energy Rate Fixed

Accuracy Specifies the accuracy of power and energy metering results. [ INT

Basis of the Energy Accuracy Attribute.
AccuracyBasis 0 = Per Cent of Reading, 1= INT
Per Cent of Full-Scale Reading, 2 = Absolute Error in kW

FullScaleReading Full Scale Energy Transfer Rate, e.g., Power (kW) REAL

Status of the Device or Aggregation Data. 0 = No Errors, 1= Not INT

DataStatus Metering

The consumed energy value in kWh. Array Elements:

0 = kWH *107-3,

ConsumedEnergyOdo 1= ki, INTIS]
2= kWH *1073,

3= kWH *1076,

4= kWH *10"9

The generated energy value in kWh. Array Elements:

0 = kWH *107-3,

GeneratedEnergyOdo 1=kWH, INT[5]
2=kWH *1013,

3=kWH *10"6,

4 =KWH *10"9

The total energy value in kWh. Array Elements:
0 = kWH *107-3,

1=KkWH,

TotalEnergyOdo 2 = KWH 1013, INT[5]
3 =kWH *10"6,
4 =KWH *10"9

EnergyTransferRate iTnhllz\;llme rate of energy consumption or production, e.g., power, REAL

Note:
«  For PowerMonitor 5000: AccuracyBasis member is not applicable
«  For PowerMonitor 1000: AccuracyBasis member is not applicable
« For PowerMonitor 500: ResourceType member’s Default value is 1
«  Capabilities member’s Default value is o

o Accuracy, AccuracyBasis, Full Scale Reading, DataStatus members are not
applicable
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Programming Example

Fully configured device on a rung is provided below for reference. The first
rung is required and the others are optional. This example includes the device
and extensions objects for a PowerMonitor™ 5000 (raC_Dvc_PM5000).

Note that this programming example is the same code that is imported when
either importing the supplied rung .LsX files or when using Application Code
Manager or the Studio 5000® Import Library Objects wizard plug-in.

Power_Program - raC_LD_Dwvc PM5000 x | Module Properties: Local (1420-V2-ENT 5.001) | Module Properties: Local (1408 4.010) %Cmss Referen

‘aa

Graphic Symbols

abrd :“‘J ab.. = fabd

Fht3000

rac_Dwe_ PMWSOO0

ra’_Dre_PRWS000 raC_LD_Drvo_PM3S000 | ...
Ref_maodule Module_raC_LD_Dwe_PrS000
Ref_Mzg_Getatts DstiMT rac_Dwo_ PMS000_Energy ksl
Ref_MagData_IMT raC_Dwe_ PMS000_Energy _MsgDatal
Ref_Mzg_GetstS DstReal raC_Dwe_ PMS000_Energy_Msg2 | ...
Ref_M=zgData_Real raC_Dwo_PMS000_Energy_MsgData2
Ref_MzgCtriResource raC_Dwe_PMS000_Energy _MsgCtrl

Ref_Ctrl_Set raC_LD_Dwe_PMS000_CriSet
Ref_Ctrl_Cmd ralC_LD_Deve_ PMS000_CtrlCmd
Ref_Ctrl_Sts raC_LD_Dwc_PM3S000_CtriSts
Inf_Lookup raC_Dwe_ PMS000_InfTakle

Out_EnergyBase rac_LD_Dwe_ PMSO00_EnergyBase
Ot _EnergyElectical rac_LD_ Do PMS000_EnerogyElectrical
Set_Sampleinteryal 300 4=
Stz _DatascguisitionDuration O
Ste bRotRescy 2#0000_0000_0000_0000_0000_0000_0000_1110 4

The device (ie: PM5000) must also be configured in the controller I/O
Configuration. Note that this configuration is completed automatically when
using Application Code Manager or the Studio 5000® Import Library Objects
wizard plug-in. For details on setting up the device, refer to the Device
Definition section.

Graphic Symbols are used as launch buttons within HMI applications to open
up faceplate displays. FactoryTalk® View ME/SE Graphic Symbols

All icons display the following information:

« - Device label (Tag.@Description or custom label entered in parameter
#104)

« - Connection Fault/Virtual Indication
« - Device Warning/Fault Indication
« - Device not ready indication

See Launch Buttons for more general information on launch button
diagnostics and usage.
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FactoryTalk® View ME/SE Graphic Symbols

Graphic Symbol Name Graphic Symbol

Description

Global Object Parameter Values

GOLaunchFP _
Device Label

Faceplate navigation button with string tag label.

This launch button graphic object allows the user to

navigate to the device object faceplate.

Pras000
| & &

60_LaunchPowerMonitor_TagString

Use with Power Monitor 500/1000/5000 Devices

#102: Backing Tag
(e.q.
{:{PACIProgram::Program._InstanceName})

#104: Custom button label. Leave blank to use
Tag.@Description

#120: Display's left position (e.g. 100, optional)
#121: Display's top position (e.g. 100, optional)

Studio 5000 View Designer® Graphic Symbols

All Studio 5000 View Designer® graphic symbols must be configured with an
Event to open up the appropriate Popup screen. Select the graphic symbol and
in the Properties window navigate to the Events tab. Assign a Button Behavior
event to Open popup on release. Assign the required Popup screen (e.g. User-
Defined Screens\raC_Dvc_PMsooo_FP). The required Property Configurations
are found in the following table where you may assign the AOI_Tag to the
object’s Add-On Instruction tag.

ey » | F
Properties | Animations | Events
% Touch Press X
Open Popup: X
[User-Drefined ScresnsraC. Dve. PF525.FP .
Property Cenfiguration:
A0 Tag &4 sPAC
K \MainProgram._InstanceMame
InitialTsb ¢ 1
Graphic Symbol Name Graphic Symbol Description Property Configuration

Faceplate navigation button with string tag label. Use
Properties > General > Text to modify the button label

Launch - |
Launch Faceplate ' text.

Pras000
| ¢ e

60_LaunchPowerMonitor_TagString

Use with Power Monitor 500/1000/5000 Devices

AOI_Tag: Object's Add-On Instruction
Tag
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FactoryTalk® Optix Graphic Symbols

Graphic Symbols are used as launch buttons within HMI applications to open
up faceplate displays. All graphical symbols for Power Devices display the
following information:

« - Device label (Tag.@Description or custom label)
« - Connection Fault/Virtual Indication

« - Device Warning/Fault Indication

« - Device not ready indication

See Basic Launch Button Attributes section for more general information on
launch button diagnostics and usage.

Once the Objects have been imported into the FactoryTalk® Optix Studio
project, you can begin using them in your application. To add a new Launch
Button to a Main window, navigate to raC_3_xx_raC_Dvc_ObjectName_UI >
Graphic Symbols > raC_3_xx_raC_Dvc_ObjectName_GS_NavText Button to
insert a navigation launch button with a text label.

i Base controls =
gl v 9 ¢ b % E A~ Containers »
1 Project view Contents b
Q, Search... Data controls 4
~ B¢ Power_ApplicationExample Drawings b
- FEu raC_Dvc_K5100 b
B8 DefaultStyleSheet raC_Dvc_E300 3
AX NativePresentationEngine raC_Dvc_SMC50 »
EA MainWindow (type) raC_Dvc_AS290E b
& Screens Edit with Ul editor raC_Dvc_ASZ294E b
~ Bo Stylesheete  NEW ¥ raC_Dvc_PF755 b
B ISAStyler  COPY raC_Dvc_APF35 b
} mrac3olr Paste raC_Dvc_PF7000 b
@ rasDK1_pi;  Delete raC_Opr_PF755T_PMv11 »
& raSDK1_Di;  Rename raC_Dvc_PF527 »
[ raSDK1_Ne  COPY pathto node raC_Dvc_K5700 b
» [ raSDK1_Nz  Show References raC_Dvc_PM500 » GraphicSymbols ~ » [ PM500 Text Button
It raSDK1_NC  Show Instances X Native presentation engine <PrivateElements= » [3] PM500 Graphical Button

M racnkni R

Refartor

b o% Weh nressntatinn pnnine

After placing the graphic symbol on a Ul panel, link the “Ref_Tag” property to
the targeted Asset under Asset tag.

Text label shown on button can be configured using “cfg_Label” property, If it
is not configured then description of the asset will be shown on the button
face.
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T
Hoo / # = 3 Propertes EHs 4

Name PMS500TextButtonl (PM500 Text Button)

Type PMS500 Text Button

CEREE 20 Cfg_CloseCurrentDisplay False
o = o Cfg_DisplayType Faceplate
i wn
Cfg_Label o
o .~ — Appearance
Basic Advanced Ul » MainWindow » PMS500 Text Button » Ref_Tag
Q, Dvc_PM500 <t e v
b Ba Types Attribute ®
~ B¢ Power_ApplicationExample | -
p Ul

« = CommbDrivers
« & RAEtherNet_IPDriverl
« [ RAEtherNet_IPStation1
~ [ Tags
» [m Controller Tags
~ [ Program:Program
b &% Dvc_PM500 a
b & Dvc_PM500_CtriCmd
b & Dvc_PM500_CtriSet
b & Dvc_PM500_CtriSts
» & Dvc_PMS500_EnergyBase o

L L Nu~ BMEAN EncrauElactrical

This is the only step needed to link the UI to the asset data model. For more
information on graphic symbols, refer to the Graphic Symbols section of the
Power Monitor device type in this manual.

Graphic Symbol Name Graphic Symbol Description Property Configuration
® Cfg_CloseCurrentDisplay: Set to ‘True’
raC_3_xx_raC_Dvc_Devicename_GS_Na Faceplate navigation button. Use Cfg_Label Variable to | to close the previously open display
vText Dvc PM500 > modify the button label text. when launching the object faceplate
(<] Cfg_DisplayType: Faceplate to be

opened on button click. This should
not be modified.

Dvc_PM500 FTQSf_Tag: Object’s Add-On Instruction
raC_3_Xx_raC_‘IlJélrc;_pDhE;g|aclename_GS_Na > @ | Use with Power Monitor 500/1000/5000 Devices k
”l o Cfg_Label: Text label shown on the

sssssssnns button face
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Graphic Symbol Button Configuration Variables

Variable Name Description Default Value
Cfg_CloseCurrentDisplay Set to True' to close the previously open display when launching the object faceplate False

Cfg_DisplayType Faceplate to be opened on button click. This should not be madified. Faceplate

Ref_Tag Link to instance of desired target Asset model found in Model > Asset folder. N/A - User must configure
Text label shown on the button face. Defaults to the description of the asset but users may .
Cfg_Label o . ) ../Ref_Tag@Description
replace in instances with other desired text.
Faceplates There are basic faceplate attributes that are common across all instructions.

See Basic Faceplate Attributes on page 28.

The Home tab is the main tab of the faceplate. The Home Tab Display consist
of 2 pages:
« Page1displays the Base energy object parameters like resource type,
capabilities, and real energy values in kilowatt hour.

« Page 2 displays the electrical energy object parameters that is Reactive
Energy in kilowatt amperes reactive hours and net Apparent energy in
kilo volt ampere hours.
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PM5000 ) 4

1 B Ready
4 Resource Type Electncal
Capabllllles Measured

. Real Energy
Consumed 0.281 KWh
. Generated 0.289 kWh
Net -0.009 kWh
Transfer Rate 0.000 kW

, m_e |

PM5000
L .ll |l = Ready
Reactive Energy
5 Consumed 0.003 kVARh

Generated 1.069 kKVARh

. Net -1.398 kVARh
. Apparent Energy 5526 kVAh

——  Kiloampere Hours 0.000 kAh

(Il

Item Description
1 Banner
Resource Type (Generic, Electrical, Non-Electrical, Other)
Capabilities (Measured, Derived, Proxy, Aggregated, Energy Rate Fixed)
Real Energy Data
Reactive Energy Data
Apparent Energy Data
Kiloampere Hours Data
Page navigation Data

([~]

V| N DO S| NN
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Power Tab

Power Screen provides the power status of the connected device. Real Power,
Reactive Power, Apparent Power and Power Factor for individual phase L1, L2,
L3 & sum of phases.

]

8
¢
i

M Ready
kw
L1 0.000
L2 0.000
L3 0.000
Total 0.000
Power Factor
L1 0.000
L2 0.000
L3 0.000
Total 0.000

S

kVAR
-0.000

-0.000
-0.000
-0.000

PM5000 % |

kVA
0.000

0.000
0.000
0.000

Voltage, Current, Frequency (VIF) Tab

The VIF tab provides a Voltage, Current, Frequency and Phase Rotation related
information.

Voltage parameter Displays the RMS line to Line Voltage of individual

phase & average of L1-L2, L2-L3, L3-L1in Volts.

Current parameter Displays the RMS line Current of individual phase
& average of L1, L2, L3 in amps.

% Unbalance parameters is the ratio of Negative Sequence by Positive
Sequence of Voltage and Current.

Frequency Parameter displays the Frequency of Voltage in Hertz.

Phase rotation can be either clockwise or counterclockwise rotation.
which is determined by A-B-C or A-C-B, respectively. If load is not

connected it will show as None.
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Voltage (Volts) Current (Amps)

L1-L2 424 318 L1 0.005

LZ2-L3 423 311 L2 0.005

L3-L1 4723613 L3 0.006
- AVG AZF3TAT AVG 0.005

HWUNB AL 0.292 S%UNBAL 18.023

Frequncy (Hz) 4991 Phase Rotation MNone

Phase Angle (PA) Tab

The Phase Angle tab provides Voltage and Current phase angle related
information. The Phase angle tab is available in PowerMonitor 5000 and 1000
faceplate but not available in PowerMonitor 500. The PowerMonitor unit
calculates phase angles of Voltage and Current. Which are represented in
different colors with respect to individual phase L1, L2 & L3.

\ , —Voltage - Current

e I L1 0.00 0.00
L2 120.00 0.00
L3 240.00 0.00

Fault Warning Tab

The Fault Warning tab displays information for up to four faults for the device.
The fault table displays the Severity level (Fault, Warning or Active Fault), time
(and date) and a description of the fault.
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Note, only row 1 will display the “Active Fault” in the severity column if there is
a current active fault, else it will display the last fault. Rows 2-4 only display
past faults and warnings, not an active fault.

PM5000 X

Time Description
/] 2021-03-12 CIP Message Error B
19:47:15
2021-03-12 | |EEE1159_Voltage_THD_Condition_V'1
3 19:08:09
— 2021-03-12 | ghortTerm_individual_Harmonic_Pass_Fail
%1 190750
S 2021-03-12 LongTerm_Individual_Harmonic_Pass_Fail
9 19.0724
4 5
Item Description
1 Banner
2 Last fault is in first row and show in bold if active
3 Yellow border visible when a fault is active
4 Fault severity
5 Fault event time
6 4 most recent fault/warning event messages
Click on any row in the fault table to view fault details. The details window
provides a more detailed description and possible action steps to remedy
condition.
202103-12 19:.47:15
Descnption/Action
1. Check communication path for message instruction in AOI
! 2 Check Output Parameter Tag Sts ERR
>
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Configurable Virtual Alarms in PowerMonitor 500
For PowerMonitor 500 the following steps needs to be considered for
configuring Virtual Alarms.
In TabPage_Fault, Expand TabPage_Fault1 in that select sd_FltDescR1, go to its
State table and you can configure Virtual Alarmi to Virtual Alarm4 as per user
Alarms.
This configuration is for row 1 of fault table.
 [Groptic Exiore Ex
4 raC_Dve_PMS00_FP -
MName: | sd_FltDescR1
b grp_DeviceSts o Tpe T
4 Fault_Tab o
Severity Time Description 4 TabPage Fault =y & |7
- Properties | Animations | Events
Active | Text Display ; 4 TabPage_Fault!
Text Displayr bt Qfaiay — 4 StateTable_001
e e .
Expression:
Ix g:zg::: sd_ActiveR1 ‘Agl_Tag‘Sts_EEVEntVEIUE[O]
=d_SeverityR1
Text Display
Text Display 5:‘:mdi11 Lalps
Text Displ sd_fms Expression Value State Name Text
Text D::;:: Default Default
=d_Severity
sd_YmdR2 0 Statel
sd_HmsR2 1 Statel Virtual Alarm1
sd_FltDescR2 2 State? Virtual Alarm2
sd_SeverityR3 3 State3 Virtual Alarm3
sd_YmdR3
P 4 Stated Virtual Alarm4
So, Copy the States text and paste it on the sd_FltDescR2, sd_FltDescR3 and
sd_FltDescR4 State tables.
Graphic Explorer >0 X
4 raC_Dvc PM500_FP -
[ grp_DeviceSts o
4 Fault_Tab (o)
Severity Time Description 4 TsbPage_Foult
Active | Text Display 4 TabPage_Fault!
Text Displa; -
m;:‘: ylgi)ﬁ‘gmy 4 b tbl_Fault
e gy % . sd_ActiveR1
Text Display -
., sd_SeverityR1
U e % . sd_¥mdR1
Text Display d_HrmeR1
Text Display % . sd_FltDescR1
Text Display -
sd_SeverityR2
sd_¥mdR2
sd_HmsR2
sd_SeverityR3
sd_¥mdR3
sd_HmsR3
---------------------------------------------------------------------------------
sd_SeverityR4
sd_¥YmdR4
sd_HmsR4
pata Tyee Descrition
nov FaultDetsils1
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For Alarm Description/Action, expand the grp_Details1 and then grp_Details1
and then select sd_DescAct1.

User can configure Virtual Alarmi Description to Virtual Alarm4 Description
as per your Alarm’s Description/Action. This configuration is for row 1 fault’s
Detail screen description.

1 Properties
C_Dvc_PMS500_FP
e ] I grp_DeviceSts “ W wpe  TextDisplay
- 4 Fault_Tab “ = & =
g 4
4 TabPage Fault Properties | Animations | Events
, _ [ TabPage_Faultl
Text Display Text Display ] % StateTable_001
T I thl_Details
Descri , - — Expression:
AQI_Tag.Sts_eEventValue[0]
sd_¥md1
; sd_Hms1 [
=d_Hdr_Descl Expression Value State Name Text
| sd_DescAct] | Default Default
b grp_Details2
0 StateD
> grp_Details3
o grp_Detailsd 1 Statel Virtual Alarm1 Description
TabCanvas_Fault 2 State2 Virtual Alarm2 Description
b nav_FitTab 3 State3 Virtual Alarm3 Description
> Home Tab “
| 4 Stated Virtual Alarmd Description

For Alarm Description/Action configuration for Row 2 to 4, copy the states text
and paste it on the sd_DescAct2, sd_DescAct3 and sd_DescAct4 State tables.
So, fault Details configuration will get complete for Row 2, Row 3 and Row 4.

Graphic Explorer *Aax
4 raC_Dvc_PM500_FP =

[ grp_DeviceSts k=]
4 Fault_Tab o

4 TabPage Fault

[» TabPage_Faultl

Text Display Text Display
Description/Action [+ thl_Details

|

!

|

|

|

|

|

|

| 4 grp_Details1

I sd_Ymd1

|

| . sd_Hms1

| sd_Hdr_Descl
|

| sd_DescAct]
I {1 4 grp_Details2

\

sd_Ymd2
sd_Hms2
sd_Hdr_Desc2
4 grp_Details3
sd_Ymd3
""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""" sd_Hms3
sd_Hdr_Desc3

sd_DescActd

4 grp_Detailsd
Data Type Description sd_Ymd4
sd_Hms4

=PAC.raC_Dvec_PM500 Legix ACI Name sd_Hdr_Descd

sd_Deschctd

TabCanvas_Fault
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Application Code Manager

286

Parameter Name

RoutineName

TagName

TagDescription

TagScope

ModuleName

ModuleType

IncludeHW

|PAddress

ParentModule

All PowerMonitor™ device objects have similar configuration parameters in

Application Code Manager. The following section defines the common
parameters. “xxx” is used in place of the specific device name (e.g. PM500).

Refer to the section Using Application Code Manager for complete details.

Definition Object: raC_Dvc_PMxxx

This object contains the AOI definition and used as linked library to
implement object. This gives flexibility to choose to instantiate only definition
and create custom implement code. User may also create their own implement
library and link with this definition library object.

Implementation Object: raC_LD_Dvc_PMxxx

Default Value

{ObjectName}

{ObjectName}

{ObjectDescription}

Program

Mod_{ObjectName}

Device Dependent

192.168.1.0

Local

Instance Name

{RoutineName}

{TagName}

{TagDescription}

{ModuleName}

Definition

Routine

Backing Tag

Input Parameter

Input Parameter

Input Parameter

Input Parameter

Description

Enter Routine name. Routine will be created and Object
implement rung(s) inserted.

A JSR will be inserted in MainRoutine.

If routine name already exists, then object will be inserted
into existing routine.

By default, parameter is set to Object Name.

Enter the backing tag of the main AQI.
This will serve as the base tag name for other tags in this
object that are derived from the base.

Tag Description of the main A0l backing tag

Tags will be created at the assigned scope

Enter the Module Name. This is the name for the module
that appears in the Controller Organizer tree.

Select hardware module type. e.g. 1426-M5E-A. See Module
Options for full details.

Allow ACM to create the Hardware Module.

If the module already exists in the Controller Organizer,
select False or existing module properties will be
overwritten.

Enter a valid network address for the hardware module. It
must be of form X.X.X.X

Select the Parent Module.

This represents the name of the communication adapter
this module will communicate through. If connecting to a
non-library object module, enter the name of the module
only. If the module is connected directly to the controller
ethernet port, enter "Local".

Note: entering non-library object modules will result in the
parameter displaying a red X. This will still generate
properly as long as the entered name exists in the project.
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Parameter Name

ChassisName

EnergyMsgiTag

EnergyMsg2Tag

EnergyMsgiData

EnergyMsg2Data

EnergyMsqCtrl

SymbolStyle

SEAssocDisplay

MEAssocDisplay

Link Name
raC_Dvc_PM500
raC_Dvc_PM1000

raC_Dvc_PM5000

Default Value Instance Name

{ParentModule}

raC_Dvc_PMxxx_Energy_Msgl

raC_Dvc_PMxxx_Energy_Msg2

raC_Dvc_PMxxx_Energy_MsglData
raC_Dvc_PMxxx_Energy_Msg2Data
raC_Dvc_PMxxx_Energy_MsgCtrl

Icon

Module Options

Definition

HMI Display

HMI Display

Description

Warning removal

Enter Tag name for Msgl Services. This tag should be
unique for Msg Service class. Multiple objects can share
the tag.

Enter Tag name for Msg2 Services. This tag should be
unique for Msg Service class. Multiple objects can share
the tag.

Data tag for Messaging Services. This tag should be unique
per class. Multiple objects can share the tag.

Data tag for Messaging Services. This tag should be unique
per class. Multiple objects can share the tag.

Message services control tag. This tag provides the control

interface for the messaging services.This should be
unique per class. Multiple objects can share the tag.

HMI launch button symbol style. lcon/Text

FactoryTalk View SE Display reference. Launch button will
be generated on this display.

FactoryTalk View ME Display reference. Launch button will
be generated on this display.

A detailed list of available ModuleTypes is below:

Device

ModuleType Options

raC_Dvc_PM500

1420-V2-ENT
1420-V1-ENT
1420-VIP-ENT
1420-V2P-ENT
1420-VIA-ENT
1420-V2A-ENT

raC_Dvc_PM1000 1408
1426-M5E-A
raC_Dvc_PM5000 1426-MBE-A
1426-MBE-A
Linked Libraries
Catalog Number Revision
raC_Dvc_PM500 3
raC_Dvc_PM1000 3
raC_Dvc_PM5000 3

Solution Category

(RA-LIB) Device PowerMonitor
(RA-LIB) Device PowerMonitor

(RA-LIB) Device PowerMonitor
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Configured HMI Content
HMI Content Instance Name Description

288

Launch Button

Output Interface
raC_Itf_PM500_SA
raC_Itf_PM1000_SA
raC_Itf_PM5000_SA

Member Name
PrgName
TagName
ModuleName

TagScope

Name
V3_raC_Dvc_Global
V3_raC_Dvc_Global
V3_raC_Dvc_Global
V3_raC_Dvc_Global
V3_raC_Dvc_PMxxx
V3_raC_Dvc_PMxxx

V3_raC_Dvc_PowerMonitor

V3_Power_Manual

V3_Power_Images

{ObjectName}_G0_LaunchFP

Output Interface
Linked Library Revision
- 10
- 10
- 10
raC_Itf_PMxxx_SA
Description
Program Name
Tag Name
Module Name
Tag Scope
Attachments
Description File Name
. (raC-3-SE) Graphic Symbals - Power
Graphic Symbols SE Device.ggfx
Graphic Symbals ME (raU'-é-l"II:) Graphic Symbols - Power
Device.ggfx
Toolbox SE (raC-3-SE) Toolbox - Power Device.ggfx
Toolbox ME (raC-3-ME) Toolbox - Power Device.ggfx
Faceplate SE (raC-3_xx-SE) raC_Dvc_PMxxx-Faceplate.gfx
Faceplate ME (raC-3_xx-ME) raC_Dvc_PMxxx-Faceplate.gfx

View Designer
Reference Manual

HMI Image Set

(raC-3_xx-VD) raC_Dvc_PowerMonitor.vpd
DEVICE-RM100x-EN-P.pdf

Power_Images.zip

Global Object configured callout instance

Extraction Path
{ProjectName}\Visualization\FTViewSE\GlobalObjects
{ProjectName}\Visualization\FTViewME\GlobalObjects
{ProjectName}\Visualization\FTViewSE\GlobalObjects
{ProjectName}\Visualization\FTViewME\GlobalObjects
{ProjectName}\Visualization\F TViewSE\Displays
{ProjectName}\Visualization\FTViewME\Displays
{ProjectName}\Visualization\ViewDesigner

{ProjectName}\Documentation

{ProjectName}\Visualization\Images
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Overview

Functional Description

Power Energy Extension Objects
(raC_Opr_xxx_Energy)

The Power Energy Extension device objects are a group of objects that include
the energy extensions for base power device objects. Energy Extensions
enables the user to monitor the Overall status of Voltage, Current, Power,
Energy and Frequency. The energy extension faceplates are only supported in
FactoryTalk® View ME/SE and not Studio 5000 View Designer.

In the Library there is a folder named Videos which contains many How-To and
Operational Overview Videos which walk step-by-step through each process. You
can refer to the following videos for this section:

“Operational_Overview_of_Energy_Extensions_Faceplates”

The Power Device Library includes the following energy extension objects:

Device Base Device Object Name | Object Group Energy Monitor Extension Object Name
E£300 raC_Dvc_E300 PowerDiscrete raC_Opr_E300_Energy

SMC-50  {raC_Dvc_SMC50 PowerDiscrete raC_Opr_SMC50_Energy

SMC-Flex  |raC_Dvc_SMCFlex PowerDiscrete raC_Opr_SMCFlex_Energy

PF525 raC_Dvc_PF525 PowerVelocity raC_Opr_PF525_Energy

PF755 raC_Dvc_PF755 PowerVelocity raC_Opr_PF755_Energy

PF527 raC_Dvc_PF527 PowerMotion raC_Opr_PF527_Energy

K5500[1] |raC_Dvc_K5500 PowerMotion raC_Opr_K5500_Energy

K5700 raC_Dvc_K5700 PowerMotion raC_Opr_K5700_Energy

[1] Note that the Kinetix® 5500 does not support Generate Real Energy at this
time.

The Preconfigured Energy Extension include an Add-On Instruction Rung and
FactoryTalk® View ME/SE HMI Faceplate provide the following benefits:

«  Detailed calculations of Voltage, Current, Power, Energy and
Frequency

« Textbased status and diagnostics

Use when:

« Using a Power Device object.

«  Require application access to extended diagnostics for energy
consumption

«  Require visualization access to extended diagnostics for activations
and connections with FactoryTalk® View ME/SE

Do NOT use when:
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Required Files

«  Not using Power Device object

«  Utilizing Studio 5000 View Designer® (PanelView™ sooo HMI) for
visualization

Device Objects include Add-On Instructions (AOIs) and HMI faceplates. The
revision number (e.g. 3.01) used in filenames can change as new revisions are
created.

Use of the Energy Extension objects requires the base device object as well.
Note that the Energy Extension object tag name is required to be named as
DeviceObjectTagName_Energy, where DeviceObjectTagName is the base tag
name for the associated Device Object.

e.g. If a base device object raC_Dvc_E300 named “MT100_Dvc” is used then the
Energy Extension object raC_Opr_E300_Energy should be named
“MT1o00_Dvc_Energy”.

Controller Files

Add-On Instructions are reusable code objects that contain encapsulated logic
that can streamline implementing your system. This lets you create your own
instruction set for programming logic as a supplement to the instruction set
provided natively in the ControlLogix® firmware. An Add-On Instruction is
defined once in each controller project, and can be instantiated multiple times
in your application code as needed.

The Add-On Instruction must be imported into the controller project to be
used in the controller configuration. These can be imported as Add-On
Instruction files, or as part of the Rung Import or Import Library Objects
wizard.

Instructions that are supported by PlantPAx® 5.xx are supplied with two
versions of the same instruction. Version 3.xx instructions are for use with
standard applications while version 10.xx instructions are for use with
PlantPAx® 5.xx applications. These alternate PlantPAx® supported versions use
pre-defined data types which are available exclusively in 5x80 series Logix
5000 controllers with firmware v33 or greater.

All Add-On Instruction and Rung Import files can be found in the /Studio 5000
Logix Designer Files - LsX/Standard Files/ and /Studio 5000 Logix Designer Files -
L5X/5x80v33 Files - Use with PlantPAx® 5.x/ folders in the library. Choose the /
5x80v33 Files - Use with PlantPAx® 5.x/ Folder for PlantPAx® 5.x applications;
otherwise choose the /Standard Files/ folder.

Device/ltem Application Add-On Instruction Rung Import

E300 Standard raC_Opr_E300_Energy_3.03_AQI.L5X raC_Opr_E300_Energy_3.03_RUNG.L5X

Energy Extension PlantPAx® vb.xx  |raC_Opr_E300_Energy_10.04_A0I_5x80v33.L5X raC_Opr_E300_Energy_10.04_RUNG_5x80v33.L5X
SMC50 Standard raC_0pr_SMC50_Energy_3.03_A0I.L5X raC_0pr_SMC50_Energy_3.03_RUNG.L5X

Energy Extension PlantPAx®vb.xx  [raC_Opr_SMC50_Energy_10.04_A0I_5x80v33.L5X raC_Opr_SMC50_Energy_10.04_RUNG_5x80v33.L5X
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Device/ltem Application Add-On Instruction Rung Import

SMCFlex Standard raC_Opr_SMCFlex_Energy_3.04_A0I.L5X raC_Opr_SMCFlex_Energy_3.04_RUNG.L5X

Energy Extension PlantPAx®vb.xx  [raC_Opr_SMCFlex_Energy_10.05_A0I_5x80v33.L5X raC_Opr_SMCFlex_Energy_10.05_RUNG_5x80v33.L5X

PF525 Standard raC_Opr_PF525_Energy_3.03_A0I.L5X raC_Opr_PF525_Energy_3.03_RUNG.L5X

Energy Extension PlantPAx®v5xx | raC_Opr_PF525_Energy_10.04_A0I_5x80v33.L5X raC_0pr_PF525_Energy_10.04_RUNG_5x80v33.L5X

PF755 Standard raC_Opr_PF755_Energy_3.03_A0I.L5X raC_Opr_PF755_Energy_3.03_RUNG.L5X

Energy Extension PlantPAx®vb.xx  |raC_Opr_PF755_Energy_10.04_A0I_5x80v33.L5X raC_Opr_PF755_Energy_10.04_RUNG_5x80v33.L5X

PF527

Energy Extension Standard raC_Opr_PF527_Energy_3.04_A0I.L5X raC_Opr_PF527_Energy_3.04_RUNG.L5X

K5500

Energy Extension Standard raC_Opr_K5500_Energy_3.03_A0I.L5X raC_Opr_K5500_Energy_3.03_RUNG.L5X

K5700

Energy Extension Standard raC_Opr_K5700_Energy_3.03_AQI.L5X raC_Opr_K5700_Energy_3.03_RUNG.L5X

AK5700

Energy Extension Standard raC_Opr_AK5700_Energy_3.05_A0I.L5X raC_Opr_AK5700_Energy_3.05_RUNG.L5EX
FactoryTalk® View HMI Files
FactoryTalk® View ME or SE applications require importing the desired device
faceplates in addition to all Global Object (ggfx) files and all images located in
the /HMI FactoryTalk® View Images - png/ folder of the library. FactoryTalk®
View ME files are stored in the /HMI - FactoryTalk® View ME/ library folder and
FactoryTalk® View SE files are stored in the /HMI - FactoryTalk® View SE/ library
folder.

. FactoryTalk® View ME FactoryTalk® View SE
Device/ltsm Type Faceplate Faceplate
Energy Base Extension Display (raC-3_01-ME) raC_Opr_EnergyBase-Faceplate.gfx (raC-3_01-SE) raC_Opr_EnergyBase-Faceplate.gfx

Energy Electrical Extension | Display (raC-3_01-ME) raC_Opr_EnergyElectrical-Faceplate.gfx (raC-3_01-SE) raC_Opr_EnergyElectrical-Faceplate.gfx

EMC Flex Energy Electrical Display (raC-3_04-ME) raC_Opr_SMCFlex_EnergyElectrical- (raC-3_04-SE) raC_Opr_SMCFlex_EnergyElectrical-
xtension Faceplate.gfx Faceplate.gfx

Graphic Symbols Global Object | (raC-3-ME) Graphic Symbols - Power Device (raC-3-SE) Graphic Symbols - Power Device.ggfx

Toolbox Global Object  |(raC-3-ME) Toolbox - Power Device.ggfx (raC-3-SE) Toolbox - Power Device.ggfx

FactoryTalk® Optix Library Files

FactoryTalk® View Optix applications require importing the desired library

objects located in the PowerDevice_v3R library folder.

Device/ltem

FactoryTalk® Optix Library Object

Energy Base Extension

raC_3_01_raC_Opr_BaseEnergy_UI

Energy Electrical Extension

raC_3_01_raC_Opr_EnergyElectrical_UI

SMC Flex Energy Electrical
Extension

raC_3_04_raC_Opr_SMCFlex_EnergyElectrical Ul
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Studio 5000° Application Code Manager Files

Studio 5000® Application Code Manager (ACM) can be optionally used if it is
installed. All devices can be easily registered in the ACM repositories by
running the setup.cmd file located in the root folder of the library.

Individual HSL4 files are provided as an alternative to running the setup.cmd
to allow users to manually register specific implementation objects. Each
object has two files - an Asset Control file and a Device file. The Asset Control
files include attachments of all required files for that object. The Device files
are used to actually add that device into a Studio 5000 project and these
reference the Asset Control files.

All Studio 5000® Application Code Manager files can be found in the /
ApplicationCodeManagerLibraries/ folder of the library. The files included are as
follows:

Implementation Object | Asset Control File (.HSL%)
Eﬁgsgy Extension (RA-LIB)_Device_Asset-Control_PoweDiscrete_raC_Opr_E300_Energy_(3.3)
Err;lgr_gyUExtension (RA-LIB)_Device_Asset-Control_PowerDiscrete_raC_Opr_SMC50_Energy(3.3)
Eﬂgr'gegxtension (RA-LIB)_Device_Asset-Control_PowerDiscrete_raC_0Opr_SMCFlex_Energy_(3.4)
Erﬁg?gy Extension (RA-LIB)_Device_Asset-Control_PowerVelocity_raC_Opr_PF525_Energy(3.3)
EEZE Extensi (RA-LIB)_Device_Asset-Control_PowerVelocity_raC_Opr_PF755_Energy_(3.3)
gy Extension
Eggfgy Extonsion (RA-LIB)_Device_Asset-Control_PowerMotion_raC_0pr_PF527_Energy (3.4)
EEEE@UY Extension (RA-LIB)_Device_Asset-Control_PowerMotion_raC_0pr_K5500_Energy_(3.3)
E%?gy Extension (RA-LIB)_Device_Asset-Control_PowerMotion_raC_Opr_K5700_Energy_(3.3)
éﬁgzngxtension (RA-LIB)_Device_Asset-Control_PowerMotion_raC_0pr_AK5700_Energy_(3.5)

Operations Execution

Rung in condition transition response:

False ->True

«  Energy related parameters are monitored and updated
«  Reset commands are accepted from application and HMI

True ->False

« Energy related parameters are not monitored and updated
«  Reset commands are not accepted from application and HMI
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Add-O0n Instruction 1/0 Data

Affected Device Object Inf (information) Interface

Ref_Ctrl_Inf Value
bExtensionEnabled.] 1
bExtensionAlert.] 0
InOut Data
InOut Function / Description DataType
. . raC_UDT_ItfAD_PwrDiscrete_Inf
Ref_Ctrl_Inf Power Energy Device Information Interface raC_UDT_ItfAD_PwrVelocity.Inf

Ref_MsgData_REAL
Ref_MsgData_DINT
Ref_MsgCtriResource
Ref_Msg_GetAttS_DstReal
Ref_Msg_GetAttS_DstDINT
Out_EnergyElectical
Out_EnergyBase

Inp_Ctrl_Sts

Datatype Depends on object group

Message data REAL

Message data DINT

Message Control Resource

Get Message data REAL

Get Message data DINT

Output Interface - Energy Electrical
Output Interface - Energy Base

Input Interface - Device control status
Datatype Depends on object group
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raC_UDT_ItfAD_PwrMotion_Inf

REAL

DINT[5]
raC_UDT_ControlResource_Message
MESSAGE

MESSAGE
raC_UDT_EnergyElectricalObject
raC_UDT_EnergyBaseObject

raC_UDT_ItfAD_PwrDiscrete_Inf
raC_UDT_ItfAD_PwrVelocity_Inf
raC_UDT_ItfAD_PwrMotion_Inf

293



Chapter 11 Power Energy Extension Objects (raC_Opr_xxx_Energy)

Input Data
Input | Function/Description DataType
Set_Samplelnterval Set sampling interval REAL
Set_PowerNominal_RPM ' Set Power Nominal RPM REAL
Set_PowerNominal_kW  Set Power Nominal KW REAL
Set_Inertia Set Inertia REAL
Inp_Speed_RPM Input Speed RPM REAL
Enableln Enable Input - System Defined Parameter BOOL
Cmd_ResetOdometers  Command Reset Odometers BOOL
Output Data
Output | Function/Descritpion DataType
Sts_WaitingForDevice  Waiting status for Device BOOL
Eé:_WaitingForCtrlResou Waiting Status for control Resource BOOL
Etez_ﬂdometerResetServi Status for Odometer Reset service BOOL
Sts_ldle Status Idle BOOL
Instruction Extended Error Code - See
Sts-EXERR Instruction Help for Code Definition DINT
Instruction Error Code - See Instruction Help
Sts_ERR for Code Definition DINT
Sts_ER Instruction is in Error - See Sts_ERR / BOOL

Sts_EXERR for Additional Error Information
Sts_DataAcquisitionDura

tion Data Acquisition duration DINT
Sts_AcquiringData Status Acquiring data BOOL
raC_Opr_E300_Energy | Instruction Identification Bit BOOL
EnableOut Enable Output - System Defined Parameter ~ BOOL

Data Types The following Power Energy Extension Common Control Interface tags are the
primary device program tags to read and write to when interfacing to power
Energy devices.

For further information and examples on how to interface the power device
objects with your specific application code refer to the
“How_To_Interface_with_Power_Device_Logix.mp4" video within the
Videos folder of the Power Device Library Download files.

raC_UDT_ControlResource_Message

Member Description Data Type
ResourcelnUse Message control resource is being used by another instruction. BOOL
Samplelnterval Message sample interval (sec). REAL
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raC_UDT_EnergyElectricalObject

Member Description Data Type
RealEnergyConsumedOdo Total real energy consumed. INT[5]
RealEnergyGeneratedOdo Total real energy generated. INT[5]
RealEnergyNetOdo Total real energy. INT[5]
ReactiveEnergyConsumedOdo Total reactive power consumed. INT[5]
ReactiveEnergyGeneratedOdo Total reactive power generated. INT[5]
ReactiveEnergyNetOdo Total reactive power. INT[5]
ApparentEnergyQdo Total apparent energy consumed. INT[5]
KiloampereHoursOdo Total accumulated current hours. INT[5]
LineFrequency Line frequency (Hz). REAL
CurrentL1 L1RMS line current (A). REAL
CurrentlL2 L2 RMS line current (A). REAL
CurrentL3 L3 RMS line current (A). REAL
AverageCurrent RMS line current of 3-phase average (A). REAL
CurrentPercentUnbalanced Current deviation between phases (Pct). REAL
VoltageLIN L1RMS line to neutral voltage (V). REAL
VoltageL2N L2 RMS line to neutral voltage (V). REAL
VoltageL3N L3 RMS line to neutral voltage (V). REAL
VoltageAveragelLN RMS line to neutral voltage of three-phase average (V). REAL
VoltagelL1L2 L1to L2 RMS voltage (V). REAL
Voltagel2L3 L2 to L3 RMS voltage (V). REAL
VoltageL3L1 L3 to L1RMS voltage (V). REAL
VoltageAveragelL RMS line to line voltage, 3-phase average (V). REAL
VoltagePercentUnbalanced Voltage deviation between phases (Pct). REAL
RealPowerl1 L1 real power, signed to show direction (W). REAL
RealPowerl2 L2 real power, signed to show direction (W). REAL
RealPowerl3 L3 real power, signed to show direction (W). REAL
RealPowerTotal Total real power (W) REAL
ReactivePowerL1 L1reactive power, signed to show direction (VAR). REAL
ReactivePowerL2 L2 reactive power, signed to show direction (VAR). REAL
ReactivePowerL3 L3 reactive power, signed to show direction (VAR). REAL
ReactivePowerTotal Total reactive power (VAR). REAL
ApparentPowerL1 L1apparent power (VA). REAL
ApparentPowerl2 L2 apparent power (VA). REAL
ApparentPowerlL3 L3 apparent power (VA). REAL
ApparentPowerTotal Total apparent power (VA) REAL
TruePowerFactorL1 L1ratio between power and apparent power (Pct). The value is signed to (+) leading and (-) lagging. | REAL
TruePowerFactorL2 ILazg;?rtlIg between power and apparent power (Pct). The value is signed to (+) leading and (-) REAL
TruePowerFactorL3 IL:a3g(rg?lt1i(;]. between power and apparent power (Pct). The value is signed to (+) leading and (-) REAL
TruePowerFactorThreePhase Ratio between power and apparent power (Pct). The value is signed to (+) leading and (-) lagging. |REAL
PhaseRotation Phase rotation of a 3-phase system: 0 = None, 1=ABC, 2 = ACB. DINT
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Faceplates
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raC_UDT_EnergyBaseObject

Member Description Data Type
0 = Generic, 1= Electrical, 2 = Non-Electrical, 3-99 = Reserved, 100-

ResourceType 199 - Vendor Specific, 200-65535 = Reserved. INT

—_ 0 = Energy Measured, 1= Energy Derived, 2 = Energy Proxy, 3=

Capabilities Energy Aggregated, 4 = Energy Rate Fixed. INT
Specifies the accuracy of power and energy metering results in .01

Accuracy percent of reading or .01 of units as specified by accuracy basis: 0 [INT
= Unknown.

: Basis of the Energy Accuracy Attribute: 0 = Percent of Reading, 1=
AccuracyBasis Percent of Full Scale Reading, 2 = Absolute Error in kW. INT
FullScaleReading Full Scale Energy Transfer Rate; Power (kW). REAL
DataStatus I‘S'It:tteur?nogf the Device or Aggregation Data: 0 = No Errors, 1= Not INT
cormergiso STt te kel iy Cenenie D8
soesgreytoo | o et e 1, ey Senenie D=ty [
| ey |5
EnergyTransferRate The time rate of energy consumption or production; Power (kW).  |REAL

There are basic faceplate attributes that are common across all instructions.

See Basic Faceplate Attributes on page 28.

The Home tab is the main tab of the faceplate and includes two pages.

«  Page 1: Displays the base energy object parameters including resource
type (Generic/Electrical/Non-Electric), capabilities (Energy Measured/
Energy Derived/Energy Proxy/Energy Aggregated/Energy Rate Fixed),
and real energy values in kilowatt-hours (kWh).

«  Page 2: Displays the electrical energy object parameters including
reactive energy in kilowatt-amperes-reactive-hours (kVARh) and net
apparent energy in kilovolt-ampere-hours (kVAh).

Rockwell Automation Publication DEVICE-RM100D-EN-P - May 2024




Chapter 11 Power Energy Extension Objects (raC_Opr_xxx_Energy)

1
2

5

6

Energy_E300

—:ﬁf B Metering

Resource Type Electrical

3 4. Capabilities Measured
Real Energy

X

Consumed 4304.818 kWh
— Generated 0.000 kKWh
Net 4304 818 KWh
Transfer Rate 0.000 kW
1 [ >
7
Energy_E300 X
Bl Metering
Reactive Energy
. Consumed 82021 KkVARh
Generated 4990.091 KkVARh
Net 4372 113 kVARh
— , Apparent Energy 83370 kVAh
( H|E
Item Description
1 Banner

2 Resource Type (Generic/Electrical/Non-Electric)

3 Capabilities (Energy Measured/Energy Derived/Energy Proxy/Energy

Aggregated/Energy Rate Fixed)

Real Energy data - Consumed, Generated, Net, Transfer Rate

Reactive Energy data - Consumed, Generated, Net

Apparent Energy

~N|oo| o B

Page navigation buttons
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In case of SMC Flex Energy Extension home tab is not available.
Power Tab
Power Tab provides the power status of the connected device. Real Power,
Reactive Power, Apparent Power and Power Factor for individual phase L1, L2,
L3 & sum of phases.
Energy_E300 X
A Bl Metering
kw kVAR kVA
L 46.000 0.219 0.224
| L2 0.032 0.210 0212
L3 0.035 0.229 0.232
Total 0.114 0.659 0.669
Power Factor
=1 -20.700
L2 -15.500
L3 -15.100
Total -17.100
In case of SMC Flex Energy Extension Power tab is not available.
Voltage, Current, Frequency (VIF) Tab
The VIF tab provides a Voltage, Current, Frequency and Phase Rotation related
information.
« Voltage: RMS line to Line Voltage of individual phase & average of Li-
L2, L2-L3, L3-L1 in Volts.
« Current: RMS line Current of individual phase & average of L1, L2, L3 in
amps.
« % Unbalance: Ratio of Negative Sequence by Positive Sequence of
Voltage and Current.
«  Frequency: Frequency of Voltage in Hertz.
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«  Phase rotation: Clockwise or counterclockwise rotation determined by
A-B-C or A-C-B, respectively. If load is not connected phase rotation

will display None.

Energy_E300 X

. Bl Metering
Voltage (Volts) Current (Amps)

@ L1-12 426900 L1 0.890
L2-13 426400 L2 0.870
L3-L11 428 900 L3 0.920
AVGL-L 427 400 AVG 0.890
% UNBAL 0.000 % UNBAL 3.000
Frequency (Hz) 49 900 Phase Rotation ACB

In case of SMC Flex following parameters are monitored into this tab.

«  Voltage: RMS line to Line Voltage of individual phase &
average of L1-L2, L2-L3, L3-L1 in Volts.

«  Current: RMS line Current of individual phase & average
of L1, L2, L3 in amps.

«  Power Factor: Overall Power Factor of the Motor.

App“cation Code "anager All Power Energy E)}ter}sion device objects have similar configuration
parameters in Application Code Manager. These parameters are configured as
part of the base object and do not need to be added directly to a project. The
following section defines the common parameters. “xxx” is used in place of the
specific device name (e.g. E300).

The enable an Energy Extension Object on a base object, simply set the

IncludeEnergy parameter in the o2 Extensions category to True. This is shown in
the example using an E300 base device below.
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HName: raC_ LD Dwe E300

Description: |raC_D wi_E300 Device Object and Extensions implementatio

Catalog HNumber: 1aC_LD_Dwe E300 [3.0) - Published

Solution: [R&-LIB] Device Task: | Task ~ | Prograr: | Program

Parameters  Linked Libraries

=l | =S|

v 00 General
RaoutineM ane raC_LD_Dwec E300
Taghame raC_LO_Drwve E300
TagDescription ralC_[Dwe_E300 Device Object and Extensions implementation
TagScope Progran
Objectinterfacel atatype UserDefinedD atatype

» 01 Module
ModuleM ame Mod_raC_LD_Dwc_E300
IncludeH True
ModuleT ype ECM_ETR
|IPaddress 192168.1.10
Par

02 Extenszions

TUE
» 11 Energy Parameters

Energyt =gl Tag raC_Dwe_E300_Energy Msgl

Energytzg2Tag raC_Dwe E300_Energy_Msg2

EnergytzgiData raC_Dve E300 Energy MsgDatal

Energyhdzg2ata raC_Dwe_E300_Energy Msglata?

EnergytdsgChl raC_Dwe E300_Energy_MsgChl

w HMI Configuration
SEdzzocDizplap
MEAzsocDizplay
Attachments

Name Description File Name Extraction Path
V3_Power_Manual Reference Manual DEVICE-RM100x-EN-P.pdf {ProjectName}\Documentation
V3_raC_Opr_xxx_Energy  |Faceplate ME (raC-3_01-ME) raC_Opr_xxx_Energy-Faceplate.gfx {ProjectName}\Visualization\FTViewME\Displays
V3_raC_Opr_xxx_Energy  |Faceplate SE (raC-3_01-SE) raC_Opr_xxx_Energy-Faceplate.gfx {ProjectName}\Visualization\FTViewSE\Displays
V3_Power_Images HMI Image set Power_Images.zip {ProjectName}\Visualization\Images
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Overview

Functional Description

Power State Monitor Extension Objects
(raC_Tec_PwrxxxStateMonitor)

The Power State Monitor Extension device objects are a group of objects that
include the State Monitor extensions for base power device objects. State
Monitor Extensions enables the user track, view, and reset activations and
network connections of a device. This information is available as visualization
in the HMI or for programmatic access in user applications.. The State
Monitor extension faceplates are only supported in FactoryTalk® View ME/SE
and not Studio 5000 View Designer®.

There are three different State Monitor extension objects - Discrete, Velocity,
and Motion. These are to be used with their respective base power device
object types. In this manual, the instruction name raC_Tec_PwrxxxStateMonitor
may be used where xxx represents either Discrete, Velocity, or Motion.

The Power Device Library includes the following State Monitor extension

objects:

Base Device Object Name | Object Group State Monitor Extension Object Name
All Power Discrete Objects PowerDiscrete raC_Tec_PwrDiscreteStateMonitor

All Power Velocity Objects PowerVelocity raC_Tec_PwrVelocityStateMonitor

All Power Motion Objects PowerMotion raC_Tec_PwrMotionStateMonitor

State monitor instructions will monitor a corresponding Power Device object
for connections and activations. This will include logging for event counts,
current duration, max duration, and cumulative duration. The pre-configured
State Monitor Extensions include an Add-On Instruction Rung and
FactoryTalk® View ME/SE HMI Faceplate provide the following benefits:

Track device activations (power structure on):

« Activation count

« Current time activated

« Maximum time activated
«  Cumulative time activated

Track device network connections:
. Connection count
« Current time connected
«  Maximum time connected
«  Cumulative time connected
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Required Files

302

Use when:

« Using a Power Device object.

«  Require application access to extended diagnostics for activations and
connections

«  Require visualization access to extended diagnostics for activations
and connections with FactoryTalk® View ME/SE

Do NOT use when:

«  Not using Power Device object

«  Utilizing Studio 5000 View Designer® (PanelView™ 5000 HMI) for
visualization

«  Using the PlantPAx® library (e.g. PMTR/PVSD) instructions. In this
case use the PRT (process run time and start counter) instruction.

Device Objects include Add-On Instructions (AOIs) and HMI faceplates. The
revision number (e.g. 3.01) used in filenames can change as new revisions are
created.

Use of the State Monitor Extension objects requires the base device object as

well. Note that the State Monitor Extension object tag name is required to be
named as DeviceObjectTagName_StateMon, where DeviceObjectTagName is
the base tag name for the associated Device Object.

e.g. If a base device object raC_Dvc_E300 named “MT100_Dvc” is used then the
StateMonitor Extension object raC_Tec_E300_StateMon should be named
“MTi100_Dvc_StateMon”.

Controller Files

Add-On Instructions are reusable code objects that contain encapsulated logic
that can streamline implementing your system. This lets you create your own
instruction set for programming logic as a supplement to the instruction set
provided natively in the ControlLogix® firmware. An Add-On Instruction is
defined once in each controller project, and can be instantiated multiple times
in your application code as needed.

The Add-On Instruction must be imported into the controller project to be
used in the controller configuration. These can be imported as Add-On
Instruction files, or as part of the Rung Import or Import Library Objects
wizard.

Instructions that are supported by PlantPAx® 5.xx are supplied with two
versions of the same instruction. Version 3.xx instructions are for use with
standard applications while version 10.xx instructions are for use with
PlantPAx® 5.xx applications. These alternate PlantPAx® supported versions use
pre-defined data types which are available exclusively in 5x80 series Logix
5000 controllers with firmware v33 or greater.
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All Add-On Instruction and Rung Import files can be found in the /Studio 5000
Logix Designer Files - LsX/Standard Files/ folder in the library.

Although PlantPAx® vb.xx versions of the State Monitor Extension are supplied, it
is encourage to instead use the PRT instruction in PlantPAx® applications. These
versions are included in the Power Device Library for special use cases.

Device/ltem Application Add-On Instruction Rung Import

Power Discrete Standard raC_Tec_PwrDiscreteStateMonitor_3.04_A0I.L5X raC_Tec_PwrDiscreteStateMonitor_3.04_RUNG.L5X

StateMonitor Extension | plantPAx® v6.xx | raC_Tec_PwrDiscreteStateMonitor_10.05_A01_5x80v33.L5X |raC_Tec_PwrDiscreteStateMonitor_10.05_RUNG_5x80v33.L5X

Power Velocity Standard raC_Tec_PwrVelocityStateMonitor_3.04_A0I.L5X raC_Tec_PwrVelocityStateMonitor_3.04_RUNG.L5X

StateMonitor Extension  |plantPAx® v.xx | raC_Tec_PwrVelocityStateMonitor_10.05_A01_5x80v33.L5X |raC_Tec_PwrVelocityStateMonitor_10.05_RUNG_5x80v33.L5X

gt";{gwﬁf;g&xten sion |Standard raC_Tec_PwrMotionStateMonitor_3.04_AOI.L6X raC_Tec_PwrMotionStateMonitor_3.04_RUNG.L5X
FactoryTalk® View HMI Files
FactoryTalk® View ME or SE applications require importing the desired device
faceplates in addition to all Global Object (ggfx) files and all images located in
the /HMI FactoryTalk® View Images - png/ folder of the library. FactoryTalk®
View ME files are stored in the /HMI - FactoryTalk® View ME/ library folder and
FactoryTalk® View SE files are stored in the /HMI - FactoryTalk® View SE/ library
folder.

. FactoryTalk® View ME FactoryTalk® View SE
Device/ltem Type Faceplate Faceplate
State Monitor Extension Display (raC-3_03-ME) raC_Tec_PwrDvcStateMonitor-Faceplate.gfx  |(raC-3_03-SE) raC_Tec_PwrDvcStateMonitor-Faceplate.gfx

Faceplate

Graphic Symbols

Global Object

(raC-3-ME) Graphic Symbols - Power Device

(raC-3-SE) Graphic Symbols - Power Device.ggfx

Toolbox

Global Object

(raC-3-ME) Toolbox - Power Device.ggfx

(raC-3-SE) Toolbox - Power Device.ggfx

FactoryTalk® Optix Library Files

FactoryTalk® View Optix applications require importing the desired library
objects located in the PowerDevice_v3R library folder.

Device/ltem

FactoryTalk® Optix Library Object

State Monitor Extension Faceplate

raC_3_03_raC_Tec_PwrDvcStateMonitor_Ul

Studio 5000° Application Code Manager Files

Studio 5000® Application Code Manager (ACM) can be optionally used if it is
installed. All devices can be easily registered in the ACM repositories by
running the setup.cmd file located in the root folder of the library.
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Individual HSL4 files are provided as an alternative to running the setup.cmd
to allow users to manually register specific implementation objects. Each
object has two files - an Asset Control file and a Device file. The Asset Control
files include attachments of all required files for that object. The Device files
are used to actually add that device into a Studio 5000® project and these
reference the Asset Control files.

All Studio 5000® Application Code Manager files can be found in the /
ApplicationCodeManagerLibraries/ folder of the library. The files included are as
follows:

Implementation Object | Asset Control File (.HSL4)

Power Discrete

State Monitor Extension (RA-LIB)_Device_Asset-Control_PoweDiscrete_raC_Tec_PwrDiscreteStateMonitor_(3.4)

Power Velocity

StateMonitor Extension (RA-LIB)_Device_Asset-Control_PowerVelocity_raC_Tec_PwrVelocityStateMonitor_(3.4)

Power Motion

StateMonitor Extension (RA-LIB)_Device_Asset-Control_PwrMotion_raC_Tec_PwrMotionStateMonitor_(3.4)

Operations Execution

Rung in condition transition response:

False ->True

« Connections and Activations are monitored and updated
«  Reset commands are accepted from application and HMI

True ->False

« Connections and Activations are not monitored and updated
«  Reset commands are not accepted from application and HMI

Affected Device Object Inf (information) Interface

Ref_Ctrl_Inf Value
bExtensionEnabled.0 1
bExtensionAlert.0 0
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Add-On Instruction I/0 Data InOut Data
InOut Function / Description DataType
Power State Monitor Device Information raC_UDT_ItfAD_PwrDiscrete_Inf
Ref_Ctrl_Inf Interface raC_UDT_ItfAD_PwrVelocity_Inf
Datatype Depends on object group raC_UDT_ItfAD_PwrMotion_Inf
. raC_UDT_ItfAD_PwrDiscrete_Inf
Inp_Ctrl_Sts :Jnaptl;tt IntEerEa ceen-dEi\gcoebpeocrltr%itatus raC_UDT_ItfAD_PwrVelocity_Inf
ype Lep Ject group raC_UDT_ItfAD_PwrMtion_Inf
: raC_UDT_ItfAD_PwrDiscrete_Set
Inp_Ctrl_Set |Dnaptl;tt InLeEf: c:n-dgi\:]lcoeb.ceocr;tr?[l)iet raC_UDT_ItfAD_PwrVelocity_Set
ype Uep Ject group raC_UDT_ItfAD_PwrMotion_Set
Input Data
Input | Function/Description DataType
raC_UDT_ItfAD_PwrDiscrete_Inf
Ref_Ctrl_Inf Power Device Information Interface raC_UDT_ItfAD_PwrVelocity_Inf
raC_UDT_ItfAD_PwrMotion_Inf
raC_UDT_ItfAD_PwrDiscrete_Set
Inp_Ctrl_Set Power Device Settings Interface raC_UDT_ItfAD_PwrVelocity_Set
raC_UDT_ItfAD_PwrMotion_Set
raC_UDT_ItfAD_PwrDiscrete_Sts
Inp_Ctrl_Sts Power Device Status Interface raC_UDT_ItfAD_PwrVelocity_Sts
raC_UDT_ItfAD_PwrMotion_Sts
Cmd_ClearCntActivation Command to reset Activation counts BOOL
. Command to reset maximum activation
Cmd_ClearMaxHrsActive duration BOOL
. Command to reset accumulated activation
Cmd_ClearTotHrsActive duration BOOL
Cmd_ClearCntDisconnect Command to reset Disconnection count BOOL
Cmd_ClearMaxHrsConne ' Command to reset maximum connected BOOL
cted duration
Cmd_ClearTotHrsConnec ' Command to reset accumulates connected BOOL
ed duration
Output Data
Output | Function/Descritpion DataType
;aM_Tec_XXXStateMonito Instruction Identification Bit BOOL
Val_Activations Number of activations since last reset DINT
Val_CurActiveHrs Duration of Current activated state REAL
Val_MaxActiveHrs rDeusrsttion of longest activated state since last REAL
. Duration of accumulated activated time since
Val_TotActiveHrs last reset REAL
Val_Disconnections Number of disconnections since last reset DINT
Val_CurConnectedHrs Duration of current connected state REAL
Val_MaxConnectedHrs Peusr:ttion of longest connected state since last REAL
Val_TotConnectedHrs Duration of accumulated connected state REAL

Faceplates

since last reset

See Basic Faceplate Attributes on page 28.
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The Home tab is the only tab of the faceplate and includes two pages.

«  Page1: Displays information related to Device Output Power Structure
(e.g. device activations/runtime). This includes current active time,
maximum continuous active time, total accumulated active time and
total number of device activations. The latter three parameters include
an accumulator reset button on the left.

[ =

E State Monitor El —_—
ﬁ Device Output Power Structure

Current active time
0.0 Hours

Maximum continuous active time
0.0 Hours

Total accumulated active time
0.0 Hours

Total nurmber of device activations
5

" (HE)

Item Description
1 Accumulator reset button - maximum continuous active time (hrs)
2 Accumulator reset button - total accumulated active time (hrs)
3 Accumulator reset button - total number of device activations
4 Page navigation buttons

Page 2: Displays information related to Device Connection (e.g. network
status). This includes current connection time, maximum continuous
connection time, total accumulated connection time and total number of
device disconnections. The latter three parameters include an accumulator
reset button on the left.
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Application Code Manager

=

E State Monitar

ﬁ Device Connection

Total number of device disconnections
3

-

(=] B (=)

Current connection time
0.0 Hours

Maximum continuous connection time
0.0 Hours

Total accumulated connected time
0.0 Hours

(A )

Item Description
1 Accumulator reset button - maximum continuous connection time (hrs)
2 Accumulator reset button - total accumulated connection time (hrs)
3 Accumulator reset button - total number of device disconnections
4 Page navigation buttons

All Power State Monitor Extension device objects have similar configuration
parameters in Application Code Manager. These parameters are configured as
part of the base object and do not need to be added directly to a project. The
following section defines the common parameters. “xxx” is used in place of the
specific device type (e.g. Discrete/Velocity/Motion).

The enable an State Monitor Extension Object on a base object, simply set the
IncludeStateMonitor parameter in the oz Extensions category to True. This is
shown in the example using an E300 base device below.

Rockwell Automation Publication DEVICE-RM100D-EN-P - May 2024 307



Chapter 12 Power State Monitor Extension Objects (raC_Tec_PwrxxxStateMonitor)
Mame: raC_LD_Dwve_E300
Description: | ral_Dwve_E300 Device Object and Extensions implementatio
Catalog Humber: raC_LD_Dewc E300
Solution: (RA-LIB] Device Tazk: | Task ~ | Program: | Program ~
Parameters  Linked Libraries
2B
v D0 General
Routinet ame ral_ LD D E300
TagMame raC_ L0 D E300
Tagl escription ral__Dwe_E300 Device Object and Estensions implementation
TagScope Program
Objectinterfacel atatype UszerDefinedD atatype
v 01 Module
M aduleM arme Mad_raC_LD_Dwe ES00
IncludeH True
ModuleT ype ECM_ETR
IP&4ddress 192.168.1.10
Parenth odule [€3] Local
v D2 Extensions
IncludeE nergy True
| IncludeStatet onitar True I
v 11 Energy Parameters
EnerguMzgl Tag ral_Dwe_E300_Energy Mzgl
EnergyMsg2T ag ralC_Dwvc_E300_Energy Msg?
EnergeMzglData 1alC_[we E300_Energy MegDatal
EnergebzgZData 1alC_[we_E300_Energy Mzghata?
EnergybsgChil ralC_Dwve_E300_Energy_MsgChl
v HMI Configuration
SEdzzocDizplay
MEdzzocDizplay
Attachments
Name Description File Name Extraction Path

V3_Power_Manual

V3_raC_Tec_Pwr_xxx_StateMonitor

Reference Manual ' DEVICE-RM100x-EN-P.pdf

(raC-3_03-ME) raC_Tec_PwrxxxStateMonitor-

Faceplate ME Faceplate.gfx

{ProjectName}\Documentation

{ProjectName}\Visualization\FTViewME\Displays

V3_raC_Tec_Pwr_xxx_StateMonitor

V3_Power_Images

308

(raC-3_03-SE) raC_Tec_PwrxxxStateMonitor-

Faceplate S Faceplate.gfx

{ProjectName}\Visualization\FTViewSE\Displays

HMI Image set Power_Images.zip

{ProjectName}\Visualization\Images
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Overview

Power Predictive Maintenance Extension Objects
(raC_Opr_PF755T_PM, raC_Opr_PF755T_PMvT1)

The Power Predictive Maintenance Extension object is an optional extension
of the PF755T (raC_Dvc_PF755T) that offers predictive maintenance related
parameters and diagnostics. The Predictive Maintenance Extension faceplates
are only supported in FactoryTalk® View ME/SE and not Studio 5000 View
Designer®.

There are two variations of the device object. raC_Opr_PF755T_PM is
compatible with PowerFlex 755TL/M/R drives with device firmware vé. For
PowerFlex 755TL/M/R/S drives using device firmware vi1 or greater please use
the raC_Opr_PF755T_PMv11 object variation.

In the Library there is a folder named Videos which contains many How-To and Operational Overview Videos which walk step-
Q by-step through each process. You can refer to the following videos for this section:

"How_To_Import_and_Configure_Predictive_Maintenance_in_FTViewME"
“Operational Overview_PF755T _Predictive_Maintenance_Extension_Object_Faceplates”
“Operational Overview_PF755T-v11_Predictive_Maintenance_Extension_Object_Faceplate”

The Power Device Library includes the following Predictive Maintenance
Extension objects

Device

Device Firmware

Predictive Maintenance Extension

Base Device Object Name Object Name

Object Group

PowerFlex 755TL
PowerFlex 755TM
PowerFlex 755TR

5.xx

raC_Dvc_PF755T PowerVelocity Not available

PowerFlex 755TL
PowerFlex 755TM
PowerFlex 755TR

B.xx

raC_Dvc_PF755T PowerVelocity raC_Opr_PF755T_PM

PowerFlex 755TL
PowerFlex 755TM
PowerFlex 755TR

10.xx

raC_Dvc_PF755T PowerVelocity Not available

PowerFlex 755TL
PowerFlex 755TM
PowerFlex 755TR
PowerFlex 755TS

Tl.xx or greater

raC_Dvc_PF755T PowerVelocity raC_Opr_PF755T_PMv1l

Functional Description

The PowerFlex® 755T Predictive Maintenance Extensions enable users to
monitor and configure all Predictive Maintenance parameters for the different
ports on the drive. Additionally, it maintains a list of recent alarms.
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Predictive maintenance models are built around a common framework where
the amount of life consumed by each component or component group is
tracked by the drive. Advanced physics-of-failure models are incorporated into
the drive to convert actual stressors (e.g., voltage, current, speed, switching
frequency, and temperature) into life consumption for critical components
like fans, power semiconductors, capacitors, and breakers.

When the consumed life exceeds the user-defined event level which is user
configurable (default is 80%), an alarm is generated indicating that
preventative maintenance is required for the specific component.

Predictive Maintenance Extensions Object provides:

«  Monitoring of all Predictive Maintenance parameters
« Configuration of all Predictive Maintenance parameters
« Maintains a log of several alarms/events that have occurred recently.

« The user can select an event and launch the "Event Detail overlay". The
overlay displays information about the selected event.

This object can be used to alert personnel when the components are nearing
the end of their lifespan so the components can be replaced before they fail.
For an overview of predictive maintenance, see the Predictive Maintenance
section in the PowerFlex® 750-Series Products with Total FORCE Control
Reference Manual, publication 750-RM100.

Use when:

«  Using the PF755T Power Device object (raC_Dvc_PF755T)
« Using A PowerFlex 755T Drive with firmware v6 or vi1+.

« Require application access to extended diagnostics for predictive
maintenance.

« Require visualization access to extended diagnostics for predictive
maintenance parameters with FactoryTalk® View ME/SE

Do NOT use when:

«  Notusing PF755T Power Device object
« Using PowerFlex 755T Drive with firmware v10 or vs or less.

«  Utilizing Studio 5000 View Designer® (PanelView™ sooo HMI) for
visualization

Required Files Device Objects include Add-On Instructions (AOIs) and HMI faceplates. The
revision number (e.g. 3.01) used in filenames can change as new revisions are
created.

Use of the Predictive Maintenance Extension objects requires the base device
object as well. Note that the Predictive Maintenance Extension object tag name
is required to be named as DeviceObjectTagName_PM, where
DeviceObjectTagName is the base tag name for the associated Device Object.
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e.g. If a base device object raC_Dvc_PF755T named “MT100_Dvc” is used then
the Predictive Maintenance Extension object raC_Opr_PF755T_PM should be
named “MT100_Dvc_PM”.

Controller Files

Add-On Instructions are reusable code objects that contain encapsulated logic
that can streamline implementing your system. This lets you create your own
instruction set for programming logic as a supplement to the instruction set
provided natively in the ControlLogix® firmware. An Add-On Instruction is
defined once in each controller project, and can be instantiated multiple times
in your application code as needed.

The Add-On Instruction must be imported into the controller project to be
used in the controller configuration. These can be imported as Add-On
Instruction files, or as part of the Rung Import or Import Library Objects
wizard.

Instructions that are supported by PlantPAx® 5.xx are supplied with two
versions of the same instruction. Version 3.xx instructions are for use with
standard applications while version 10.xx instructions are for use with
PlantPAx® 5.xx applications. These alternate PlantPAx® supported versions use
pre-defined data types which are available exclusively in 5x80 series Logix
5000 controllers with firmware v33 or greater.

All Add-On Instruction and Rung Import files can be found in the /Studio 5000
Logix Designer Files - LsX/Standard Files/ and /Studio 5000 Logix Designer Files -
L5X/5x80v33 Files - Use with PlantPAx® 5.x/ folders in the library. Choose the /
5x80v33 Files - Use with PlantPAx® 5.x/ Folder for PlantPAx® 5.x applications;
otherwise choose the /Standard Files/ folder.

task; however, if it is used in a periodic task then it is recommended to set the

ATTENTION: The add-on instruction can be imported into a continuous or periodic
periodic task time to a minimum time of 100 ms.

Device/ltem Device Firmware | Application Add-On Instruction Rung Import
" Standard raC_Opr_PF755T_PM_3.03_AOI.L5X raC_Opr_PF755T_PM_3.03_RUNG.L5X
PF755T PlantPAX® vB.xx | raC_Opr_PF755T_PM_10.04_A0I_5x80v33.L5X |raC_Opr_PF755T_PM_10.04_RUNG_5x80v33.L5X
Predictive Maintenance
Extension e Standard raC_Opr_PF755T_PMvT1_3.04_AOLL5X raC_Opr_PF755T_PMvTI_3.04_RUNG.L5X
PlantPAx® v5.xx raC_Opr_PF755T_PMv11_10.05_A01_5x80v33.L5X  |raC_Opr_PF755T_PMv11_10.05_.RUNG_5x80v33.L5X

FactoryTalk® View HMI Files

FactoryTalk® View ME or SE applications require importing the desired device
faceplates in addition to all Global Object (ggfx) files and all images located in
the /HMI FactoryTalk® View Images - png/ folder of the library. FactoryTalk®

View ME files are stored in the /HMI - FactoryTalk® View ME/ library folder and
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FactoryTalk® View SE files are stored in the /HMI - FactoryTalk® View SE/library

folder.

. FactoryTalk® View ME FactoryTalk® View SE
Devica/ltem Type Faceplate Faceplate
Predictive Maint .
E)r(?g:lcsgr? Fi?rlw?weanrgnvcﬁe Display (raC-3_02-ME) raC_Opr_PF755T_PM-Faceplate.gfx (raC-3_02-SE) raC_Opr_PF755T_PM-Faceplate.gfx
E;?S:]‘;E'gﬁ Efm‘;"rgnvﬁi Display (raC-3_04-ME) raC_Opr_PF755T_PMvTi-Faceplate.gfx (raC-3_04-SE) raC_Opr_PF755T_PMvTl-Faceplate.gfx
Graphic Symbols Global Object  |(raC-3-ME) Graphic Symbols - Power Device (raC-3-SE) Graphic Symbols - Power Device.ggfx
Toolbox Global Object  |(raC-3-ME) Toolbox - Power Device.ggfx (raC-3-SE) Toolbox - Power Device.ggfx

FactoryTalk® Optix Library Files

FactoryTalk® View Optix applications require importing the desired library
objects located in the PowerDevice_v3R library folder.

Device/ltem FactoryTalk® Optix Library Object

Predictive Maintenance Extension

hei raC_3_02-raC_Opr_PF755T_PH_U|

Predictive Maintenance Extension

Firmware vil+ raC_3_04_raC_Opr_PF755T_PMvTI_UI

Studio 5000° Application Code Manager Files

Studio 5000® Application Code Manager (ACM) can be optionally used if it is
installed. All devices can be easily registered in the ACM repositories by
running the setup.cmd file located in the root folder of the library.

Individual HSL4 files are provided as an alternative to running the setup.cmd
to allow users to manually register specific implementation objects. Each
object has two files - an Asset Control file and a Device file. The Asset Control
files include attachments of all required files for that object. The Device files
are used to actually add that device into a Studio 5000® project and these
reference the Asset Control files.

All Studio 5000® Application Code Manager files can be found in the /
ApplicationCodeManagerLibraries/ folder of the library. A single object is used in
Studio 5000® Application Code Manager to handle both device firmware
variations of the object. The files included are as follows:

Implementation Object Asset Control File (.HSL%)

PF755T

Predictive Maintenance (RA-LIB)_Device_Asset-Control_PowerVelocity_raC_Opr_PF755T_PM_(3.4)
Extension
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Operations

Execution

Rung in condition transition response:

False ->True

« Predictive Maintenance related parameters are monitored and updated
«  Reset commands are accepted from application and HMI

True ->False

«  Predictive Maintenance related parameters are not monitored and
updated

«  Reset commands are not accepted from application and HMI

Affected Device Object Inf (information) Interface

Ref_Ctrl_Inf Value
bExtensionEnabled.2 1
bExtensionAlert.2 0

Rockwell Automation Publication DEVICE-RM100D-EN-P - May 2024 313



Chapter 13

Power Predictive Maintenance Extension Objects (raC_Opr_PF755T_PM, raC_Opr_PF755T_PMv11)

Add-O0n Instruction 1/0 Data

- raC_Opr_PF755T_PM

314

InOut Data

InOut Function / Description DataType

Inp_Ctrl_Sts Power Device control status raC_UDT_ItfAD_PwrVelocity_Sts
Inf_Lookup Parameter Information List Entry raC_UDT_PF755T_PM_Par_Info[ 605]
Out_Eventlist Output Interface - Event List raC_UDT_Event_PF755_PM[10]
Ref_Ctrl_Inf Power Device Information Interface raC_UDT_ItfAD_PwrVelocity_Inf

Ref_Msg_Data

Messaging Data

raC_UDT_PF755T_PM_Msg_Data

Ref_Msg_GetSingle

Get Single Message Data

MESSAGE

Ref_Msg_Scat_Read

Get Message Data

MESSAGE

Ref_Msg_Scat_Write

Set Message Data

MESSAGE

Ref_MsgCtrlResource

Message Control Resource

raC_UDT_ControlResource_Message

Input Data
Input | Function/Description DataType
Enableln Enable Input - System Defined Parameter BOOL
Set_Samplelnterval Set sampling interval (seconds) REAL
Output Data
Output Function/Descritpion DataType
EnableOut Enable Output - System Defined Parameter | BOOL
raC_Opr_PF755_PM Instruction Identification Bit BOOL
Sts_AcquiringData ggfglé\cquirinq Status; 1=Data ACquiring, BOOL
Sts_Alarm._Port Bitwise Port Alarms: 1=Active Alarm, 0=No DINT
Alarm
Port 0 Control Alarm Status: 1=Active Alarm,
Sts_Alarm_Port0 0=No Alarm DINT
Port 10 Motor Side Control Alarm Status:
Sts_Alarm_Porti0 1=Active Alarm, 0=No Alarm DINT
Sts_AlarmPorti2 Port 12 Motor Side Alarm Status: 1=Active DINT

Alarm, 0=No Alarm

Port 14 Line Side Alarm Status: 1=Active Alarm,

Sts_Alarm_Port14 0=No Alarm DINT
Message Instruction Error: 1=CIP Error on

Sts_ER Message Instruction, 0=No Error on Message |BOOL
Instruction

Sts_Idle Idle Status BOOL

Sts_WaitingForDevice Waiting status for Device BOOL

Sts_WaitingForCtrlResource | Waiting Status for control Resource BOOL
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Add-On Instruction I/0 Data InOut Data
- raC_Opr_PF755T_PMVIl ..

Function / Description DataType
Inp_Ctrl_Sts Device Interface - Power Velocity raC_UDT_ItfAD_PwrVelocity_Sts
Ref_Ctrl_Inf Power Device Information Interface raC_UDT_ItfAD_PwrVelocity_Inf
Ref_Msg_Get_PMC_Data Get Predictive Maintenance Message MESSAGE

Ref_Msg_Get_PMCG_Data Get Predictive Maintenance Group Message | MESSAGE
Ref_Msg_Set_PMCG_Data Set Predictive Maintenance Group Message | MESSAGE

Ref_MsgData_PMC Get Predictive Maintenance Message Data |DINT[20]

Ref_MsgData_PMCG B:ttell’redictive Maintenance Group Message DINT[50]

Ref_PMCG_WriteData gzttgredictive Maintenance Group Message DIN[5]

Ref_MsgCtrlResource Message Control Resource raC_UDT_ControlResource_Message

Out_Eventlist Output Interface - Event List raC_UDT_Event_PF755_PMvTI[10]

Input Data

Input | Function/Description DataType

Set_Samplelnterval Set sampling interval (seconds) REAL

Enableln Enable Input - System Defined Parameter BOOL

Output Data

Output Function/Descritpion DataType

Sts_ldle Status Idle BOOL
Instruction is in Error - See Sts_ERR / Sts_EXERR for

Sts-ER Additional Error Information BOOL

Sts_AcquiringData Status Acquiring data BOOL

Sts_WaitingForDevice Waiting status for Device BOOL

Sts_WaitingForCtrlResource Waiting Status for control Resource BOOL

EnableOut Enable Output - System Defined Parameter BOOL

Sts_DataAcquisitionDuration Data Acquisition Duration DINT

bSts_ComponentPMEvent0 Bitwise Component # Predictive Maintenance Event 0-31 | DINT

bSts_ComponentPMEvent32 Bitwise Component # Predictive Maintenance Event 32-63 | DINT

bSts_ComponentPMEvent64 Bitwise Component # Predictive Maintenance Event 64-95 | DINT

bSts_ComponentPMEvent36 Bitwise Component # Predictive Maintenance Event 96-127 | DINT

Any Component Predictive Maintenance Event Active BOOL

Sts_AnyComponentPMEvent (1=Active)
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The bSts_ComponentPMEvent0/32/64/96 DINT variables are used to represent components 0 through 127. The component
numbers vary dependinﬁ on the exact model and configuration of the drive. You can correlate these numbers to the numbers
shown to the left of each component on the Home Tab of the HMI faceplate.

Examples of component numbers are shown circled below:

ﬁ Location Component Type Subtype
[~ V| N V| a v

L | L S— | = .|
.'_ Heatsink Fan - L0 Remaining Life 92503 Hrs

!0 Elapsed Life 18551 Hrs — :
Catalog: SK-RM-HSFAMN1-F& 00 Consumed | ik 55 3104 % 100.0
Stirring Fan - ST Remaining Life 162479 Hrs

30 | Elapsed Life 1653 Hrs S e
Catalog: SK-RM-MFAN1-F5 04 G D = 1.24 % 100.0
Bus Capacitor - L0 Remaining Life 85753 Hrs

61 Elapsed Life 0 Hrs L e |
Catalog: Mot a replaceable component 00 Consnimied Lifs o5 0.00 % 100.0

Data Types The following Power Predictive Maintenance Extension Common Control

Interface tags are the primary device program tags to read and write to when
interfacing to power Energy devices.

For further information and examples on how to interface the power device
objects with your specific application code refer to the
“How_To_Interface_with_Power_Device_Logix.mp4” video within the
Videos folder of the Power Device Library Download files.

raC_UDT_ControlResource_Message

Member Description Data Type
ResourcelnUse Message control resource is being used by another instruction. BOOL
Samplelnterval Message sample interval (sec). REAL
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raC_UDT_ItfAD_PwrVelocity_Inf

Member Description Data Type
ModulePath Module CIP Path. STR0032

. Object extension is present in the controller.
bExtensiont nabled Bitwise representation: 0 = False, 1= True. DINT
bExtensionlert Object extension alert/notification is present. DINT

Bitwise representation: 0 = False, 1= True.

raC_UDT_ItfAD_PwrVelocity_Sts

This is the Power Velocity Common Control Interface User-Defined Data Type

for device status. Its members provide application program access to device

states, status, and diagnostic data. The table below shows member names,
descriptions, and tag data types.

Input Description Data Type
Enumerated state value: 0 = Unused, 1= Initializing, 2 =
eState Disconnected, 3 = Disconnecting, 4 = Connecting, 5 = Idle, 6 = DINT
Configuring, 7 = Available.

FirstWarning First Warning. raC_UDT_Event
FirstFault First Fault. raC_UDT_Event
eCmdFail Err]lmg:geodnic;%?;nd failure code. See extended help for DINT

bSts Status (Bit Overlay). DINT
Physical 1= Controlling physical device. BOOL
Virtual 1= Controlling virtual device. BOOL
Connected 1= PAC to device connection has been established. BOOL
Available 1=The device is available for interaction with the user program. | BOOL
Warning 1= A warning is active on the device. BOOL
Faulted 1= Afault is active on the device. BOOL
Ready 1="Device is ready to be activated. BOOL
Active 1=Device power structure is active. BOOL
ZeroSpeed 1= Motor is at zero speed (not rotating). BOOL
CmdDir Command direction: 0 = Forward, 1= Reverse. BOOL
ActDir Actual direction: 0 = Forward, 1= Reverse. BOOL
Accelerating 1= Motor is accelerating. BOOL
Decelerating 1= Motor is decelerating. BOOL
AtSpeed 1= Motor is At Speed. BOOL
Speed Actual Speed (Hz). REAL
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raC_UDT_PF755T_PM_Par_Data

Member Description Data Type
Par_No Predictive Maintenance Parameter Number DINT
Par_Val Predictive Maintenance Parameter Value REAL

Parameter Alarm Code

0: No Alarm

4: Event Level Alarm

5: Temperature Over Alarm
Alarm_Code 6: Temperature Under Alarm SINT

7: Temperature Over Fault

8: Temperature Under Fault

9: Temperature NTC Short Fault

10: Temperature NTC Open Fault
raC_UDT_PF755T_PM_Par_Info
Member Description Data Type

Parameter Identifier: Bits:

0 to 3: Port Categorization

410 9: Parameters Categorization
Par_Identifier 10 to 15: Parameters section DINT

16 to 20: Parameter Type

21: Parameter Datatype - 0: DWORD 1: Real

22 to 31: Reserved

Predictive Maintenance Parameter Number for scattered read
Par_No messaging DINT
raC_UDT_Event_PF755T_PM
Member Description Data Type

Event type:

1=Status
Type 2 = Warning DINT

3 =Fault

4..n=User
ID User definable event ID. DINT

User definable category
Category (Electrical,Mechanical, Materials, Utilityetc. ). DINT
Action User definable event action code. DINT
Value User definable event value or fault code. DINT
Elapsed_Life Elapsed Life in Hrs REAL
Remaining_Life Remaining Life in Hrs REAL
Message Event message text. STRING
EventTime_L Timestamp (Date/Time format). LINT
EventTime_D Timestamp (Y,M,.D,hms,us). DINT[7]
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raC_UDT_Event_PF755T_PMvTl

Member Description Data Type
Elapsed_Life Elapsed Life in Hrs DINT
Remaining_Life Remaining Life in Hrs DINT
EventTime_L Timestamp (Date/Time format). LINT
EventTime_D Timestamp (Y,M,D,h,m.s,us). DINT[7]
Location Location of the component STRING
Sort_Location Location of the component for sorting INT
Component_Type Type of physical component INT
raC_UDT_LookupMember_STR_0082

Member Description Data Type
Code Stores the value of device fault code DINT

Desc Stores the Messages related to fault code STRING

raC_UDT_Dropdown_PF755T_PM

This is the Common Control User-Defined Data Type for drop-downs menus.
The below table shows detailed information of members used in this UDT tag.

Member Description Data Type
Slider_Min Slider Minimum SINT
Slider_Max Slider Maximum SINT
Total_ltem_Count Total Length of Dropdown SINT
List_Shift Slider Value for Total Length of Dropdown SINT
List_Select Slider Value for Visible rows of Dropdown SINT
Selected Selected Value SINT
Selected_ltem Selected Item from Dropdown INT
Animation_Active Dropdown List Visible INT
Set_Up Slider Up Command BOOL
Set_Down Slider Down Command BOOL
Trigger_Tag After Selection Trigger Bit BOOL
List_Display Dropdown List Item STR0020[5]
List_ltem Enter Dropdown item names. e.g. Option0, Optionl...etc STR0020[22]
Sel_Button_EN Iﬁ|s|§ Sﬁl;:;ta?:agr;[tjon enable/disable bit: 1: Button Enabled DINT
Dropdown item alarm status e.g.
Alarm Alarm.0 = 1: Active Alarm on ltem 1 DINT

Alarm.1=0: No Alarm on ltem 1
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raC_UDT_PF755T_PMC

This UDT is used to store the Predictive Maintenance Component data
available in device firmware vi1+.

Member Description Data Type
Instance_No Instance Number of component INT
Array_IDNo ID number of Data array INT
Sort_Location Location sort Identification INT
Sort_Type Type sort Identification INT
Sort_SubType SubType sort Identification INT
Component_Type Type of physical component INT
Predicted_Remaining_Life Predicted remaining life of the component DINT
Predicted_Remaining_Life_Units |Predicted remaining life of the component unit INT
Elapsed_Life Life of the component that has been in operation DINT
Elpased_Life_Units Unit to define the elapsed life of the component INT
Consumed_Life_Percentage Percentage of the total life of the component REAL

Remaining_Life_Below_Threshol |Indicates whether the remaining life of the component has BOOL
d fallen below threshold

Indicates whether the associated physical component is BOOL

Operating operating

Reset_Count Indicates the number of times the component has been reset DINT

Instance number of the identity object instance that represents DINT

Identity_Instance the device containing the physical compaonent

Differentiates between components when multiple components INT

Component_Number-Reference are associated with one identity instance

Location Identifies the location of the component within a device STRING

Replacement_Catalog_Number | Catalog number of the part that can be ordered to replace STRING

raC_UDT_PF755T_PMC_Group

This UDT is used to store the Predictive Maintenance Component Group data
available in device firmware vi1+.

Member Description Data Type
Instance_No Instance number of the component group INT
Component_Group_Type g[r)glj:;ﬂcities the type of components in the component INT
Number_0f_Components (IJ\I:JOrL\lt))er of components include in this component INT
Component_Instance_List List of Predictive Maintenance Components in group | INT[50]
Enabled Enable or disable the component group BOOL

Select a remaining life level below which companentsin DINT

Remaining_Life_Threshold this group report an event

Select the action that components in this group take
Remaining_Life_Threshold_Action when their remaining life falls below the configured INT
threshold: O=Ignore, 1=Event.
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Member Description Data Type
Indicates the engineering units being used for the
P . remaining life threshold attribute
Remaining_Life_Threshold_Units Specifies a user defined maximum life for all INT
components in the group
User_Maintenance__Maximum_Life Specifies a user defined maximum life for all DINT
- - - components in the group
User_Maintenance_Maximum_Life_Units Indicates the engineering units being used for the user INT

maintenance maximum life attribute

raC_UDT_PF755T_PM_Msg_Data

This UDT is used to store the Predictive Maintenance message configuration
data used with device firmware vi1+.

Member Description Data Type
Read_SCR DINT[2]
Read_DST DINT[2]
Write_SCR DINT[2]
Write_RES DINT[2]
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Programming Example

Faceplates -
raC_Opr_PF755T_PM (

Fully configured device on a rung is provided below for reference. This
example includes the device and extensions objects for a PF755T
(raC_Dvc_PF755T & raC_Opr_PF755T_PM).

Note that this programming example is the same code that is imported when
either importing the supplied rung .LsX files or when using Application Code
Manager or the Studio 5000® Import Library Objects wizard plug-in.
«  PF755T Device Object Tag name = Driveoo1
«  PF755T Device Object Interface tags
+ Driveoo1_CtrlInf
« Driveoo1_CtrlSts

«  Predictive maintenance tag name is derived from Device Object:
Driveool_PM

Drrivee 007 Ingut

Interface L0t - PFFSST
COP raC_Dwc_PF7S5T
— Source Drrivvesl — raC_Dwo_PFTSsT Crive001 | ... —
Dest Drive001 _np Ret_Module Drive
Length 1 Ref_Ctrl_Inf Drive001 _Ctrlint
Ref_Cirl_Set Drrive001 _ChrlSet
Ret_Cirl_Crmcd Drive00q _CtriCmd
Ref_Ctrl_Stz Dirire001 ngSts
Imp_l Drive0o _Inp
Inf_Laokup raC_Dve_PFT2aT_InfTakle
Out_LogicCommand Drive: O LogicComimand
Out_FregZommand Drive: 0 Reference
004
Wal_Fregfctual 0.0 4=
“al_OutputCurrent 0.04

Sts_bMotReady  2#0000_0000_0000_0000_0000_0000_0000_0000 4
Sts_bStartinhibits  2#0000_0000_0000_0000_0000_0000_0000_0000 4
Sts_pAlarmd  2#0000_0000_0000_0000_0000_0000_0000_0000 4
Sts_hAlarme 2#0000_0000_0000_0000_0000_0000_0000_0000 4

001 _Predictive

Mairtenance
raC_Opr_PFTSST_PM
raC_Opr_PFTSST_Ph Diriree001 _Phd | ...
Set_Samplelnterval L0
Inf_Lookup raC_Drve_P — Pt T
Out_Eventlist DriveQd] Ot rtlist
Ret_Ctrl_nf
Ref_Msg_Data D ElT _Wsg_Data
Ref_Msg_GetSingle Drive001 _hsg_GetSingle | ...

Ref_Msg_Scat_Read Drive001_h=sg_Scet_Read |..
Ref_Msg_Scat_Write Drive001 _Msg_Scat_\Wirite | ...
Fef_MzgCirlResource raC_Opr_PF7S5T_PM_MsgCtrl

There are basic faceplate attributes that are common across all instructions.
See Basic Faceplate Attributes on page 28.

Device Firmware v6.xx)
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The Home tab is the main tab of the faceplate and displays various predictive
maintenance related parameters with respect to different components and
port selections. The user can select the desired Port and Section to view the
relevant data. There is also an active event bell icon next to each port in the
drop-down menu that has an active event.

PowerFlex® 755T drive extension object automatically checks which sections
are available in different drive sizes and gives selection options in the second
drop-down. When a section is not present in the list, it will not be available for
selection and it will be grayed out.

Ports may include:

« Port o Controler

«  Port 10 Motor Side Control
. Port 12 Motor Side

« Port 14 Line Side

The section drop-down menu selections will vary depending on the port
selection type. The table below shows the section selection options based on
the port selection.

Port Selection Drop-down Section Selection Drop-down

Port 0 Control Roof Fans

Port 10 Motor Side Control Bearing / Lubrication

Port 12 Motor side MO, M1, M2, M3, M4, M5, M6, M7, M8, M9

Port 14 Line Side L0, L1, L2, L3, L4, L5, L6, L7, L8, L9, POMCB, PIMCB,

Components for each section may include:

- Fans and Blowers

« Insulated-Gate Bipoler Transistors (IGBT)
«  DC Bus Capacitors

«  Circuit Breakers

« LCL Capacitors

« Filters (airflow health)

» Temperature.
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1 2 3
Predictive Mai - PF755T_PM 5t
ﬁ Port 0 Control " ‘ Roof Fans
. Control Pod Fan Input Bay Roof Fan Power Bay Roof Fan
Percent Life 0.00 * Percent Life 0.00 * Percent Life 0.00 %
b —— S ¥ | Y s
A o ' : A A
0.0 100.0 0.0 1000 0.0 100.0
Elapsed Life 0.00 Hrs  Elapsed Life 0.00 Hrs  Elapsed Life 0.00 Hrs
Remaining Life 24437180.00 Hrs  Remaining Life 25692080.00 Hrs  Remaining Life 9076365.00 Hrs
Wiring Bay Roof Fan Control Bay Roof Fan Ambient Temp
Percent Life 0.00 % Percent Life 0.00 % Ambient Temp 2461 'C
A A v
| S ey B R | | S I O |
i Y 1 _ T i
0.0 100.0 0.0 100.0
Elapsed Life 0.00 Hrz  Elapsed Life 0.00 Hrs
Remaining Life 10817535.00 Hr=  Remaining Life 25692080.00 Hrs
Item Description

1 Port Selection drop-down menu
2 Section Selection drop-down menu
3 Data refresh button

Component predictive maintenance data includes compaonent name,
4 percent life, elapsed life, and remaining life. Bar graph indicates percent
life value (0-100%)

2 3
1 —>» Stirring Fan l
Percent Life 10.99 %

§ -
4 e i

0.0 100.0
5 — Elapsed Life 13625.90 Hrs
6 —» Remamng Life BT489.70 Hrs

F2 A 4
PiPCC A

Fo —7
- O

F4 v
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Item Description

Component name

Percent life bargraph

Percent life elapsed (%) shown on bargraph and as numeric value
Event level (%) shown on bargraph

Elapsed life (Hrs or Cycles)

Remaining life (Hrs or Cycles)

Event bell icon shown on section drop down

Section is present and available for selection

Section is not present and not available for selection (greyed out)

—_

OVl og| SN

Predictive Maintenance Parameters:

In each of the predictive maintenance functions, there are several parameters
that are used to configure levels, actions, inputs, and outputs. The following
sections describe those functions and parameters. The following descriptions
are the same for all parameters. For example, Event Level functions are the
same for all parameters, in that it determines when the event that it is
monitoring occurs based on percentage of life used.

There is an elapsed life, remaining life, percent life parameter for each
component that is covered by predictive maintenance home tab display.

Elapsed Life:

The elapsed life value displays the accumulated elapsed life of the component
(e.g. fan). The values of these parameters represent the accumulated damage
that the components experience.

The unit of measure is unique for each type of component.

« Hours for fans, bus capacitors, and filter capacitors.

«  Cycles for relay contacts, IGBTs, precharge contactors, switches, and
breakers.

Stirring Fan

Percent Life 10.99 %

A
|Etapsed Life 13629.10 Hrs |
Remaining Life 67469.20 Hrs

The values reflect the runtime on the components and the running conditions.
For example, elapsed life values for fans increment faster when the
temperature is higher and the fan speed is higher. Elapsed life values for IGBTs
increment faster when temperature, load, and carrier frequency are higher.
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Elapsed life values for bus capacitors increment faster when temperature,
load, and DC bus ripple are higher.

Remaining Life

The remaining life value displays the remaining life for the component (e.g.
fan). The value of this parameter represents a prediction of how much life is
remaining in the component. Changes you make to the event level for each
predictive maintenance function directly affect this value.

Stirring Fan

Percent Life 10.99 %

A
Elapsed Life 1362900 Hrs
| Remaining Life 6746930 Hrs |

The unit of measure for these parameters is always hours, regardless of the
component type. Measuring time in hours helps you schedule replacement
during planned downtime.

Predicted values are based on the rate of change of accumulated damage. For
example, remaining life values for fans are lower when recent temperature and
speed are higher. Remaining life values for IGBTs are lower when recent
temperature, load, and carrier frequency are higher. Remaining life values for
bus capacitors are lower when recent temperature, load, and DC bus ripple are
higher.

Percent Life:
The percent life value displays the consumed life of the component (e.g. Power

module heatsink fan) as a percentage of its total life. Same value I also shown
by bar graph from o to 100%.

Stirring Fan

Percent Life 10.89 %

F
Elapsed Life 13629.00 Hrs
Remaining Life 67469.40 Hrs

Temperature

There are five types of temperatures parameters displayed, if there is any type
of active event present, it will be highlighted by active event bell icon
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Predictive Maintenance - PF755T_PM

{0y

-%

Port 14 Line Side

Stirring Fan

Percent Life

-

Elapsed Life

Remaining Life

Buscap
Percent Life
Y
A
Elapsed Life

Remaining Life

VY |[w

10.99

A

1362940 Hrs
67466.80 Hrs

0.01

39.63 Hrs
29579.70 H

v O

Heatsink Fan IGBT
Percent Life 291 Percent Life 0.01
¥y v
A . A

Elapsed Life 13629 40 Hrs  Elapsed Life 0.00 H

Remaining Life 348310.00 Hrs  Remaining Life 196194.00 Hrs
Active Alarm

Heatsink Temp Ambient Temp A marked with
Alarm Bell icon

Heatsink Temp U 2410 Ambient Temp 2485 “C

Heatsink Temp V 2403 °C

Heatsink Temp W 23.94 C

Ambient Temperature: Displays the measured temperature of the air entering
the power module, in degrees Celsius.

An over temperature fault occurs if the value goes above 70 °C.
An over temperature alarm occurs if the value goes above 60 °C.
An under temperature fault occurs if the value falls below -30 °C.
An under temperature fault occurs if the value falls below -25 °C.

HeatsinkTempU: Displays the temperature of the heatsink in degrees Celsius.
This is measured by the Negative Temperature Coefficient (NTC) device on the
U (T1) phase.
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If the temperature rises to 108 °C, an over-temperature alarm occurs.

If the heatsink temperature rises to 118 °C, an over-temperature fault
occurs.

If the heatsink temperature falls to -25 °C, an under-temperature alarm
occurs.

If the heatsink temperature falls to -30 °C, an under-temperature fault
occurs.

If the heatsink temperature rises above 150 °C, an NTC short fault
occurs.

If the heatsink temperature falls below -40 °C, an NTC open fault
occurs.
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HeatsinkTempV: Displays the temperature of the heatsink in degrees Celsius.
This is measured by the Negative Temperature Coefficient (NTC) device on the
V (T2) phase.

. If the temperature rises to 108 °C, an over-temperature alarm occurs.

« Ifthe heatsink temperature rises to 118 °C, an over-temperature fault
occurs.

« Ifthe heatsink temperature falls to -25 °C, an under-temperature alarm
occurs.

« Ifthe heatsink temperature falls to -30 °C, an under-temperature fault
occurs.

« Ifthe heatsink temperature rises above 150 °C, an NTC short fault
occurs.

« Ifthe heatsink temperature falls below -40 °C, an NTC open fault
occurs.

HeatsinkTempW: Displays the temperature of the heatsink in degrees Celsius.
This is measured by the Negative Temperature Coefficient (NTC) device on the
W (T3) phase.

« Ifthe temperature rises to 108 °C, an over-temperature alarm occurs.

« Ifthe heatsink temperature rises to 118 °C, an over-temperature fault
occurs.

« Ifthe heatsink temperature falls to -25 °C, an under-temperature alarm
occurs.

« Ifthe heatsink temperature falls to -30 °C, an under-temperature fault
occurs.

« Ifthe heatsink temperature rises above 150 °C, an NTC short fault
occurs.

« Ifthe heatsink temperature falls below -40 °C, an NTC open fault
occurs.

Events

Each component on the home screen is highlighted with an active eventicon if
an active event is present.

In the case of the following components, the Percent life must be greater than
or equal to Event Level for an active event to be generated. The event will be
shown by the active event bell icon and the event will be recorded in the event
queue and visible on the event list tab.

«  Roof Fans

« Pod Fans

« Heatsink Fans

« Stirring Fans

«  Motor Bearings

« IGBT

« Buscap

+ DCPMCS
- MCB

«  Precharge Contactor
«  Filter Capacitor
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Active Event marked
with Event Bell Icon
Stirring Fan b 3
Percent Life Percent Life  12.48
greater than o F
Event Level A
Elapsed Life 13792.50
Rermaining Life 95991
Configuration Tab

The configuration screen is visible when the Config tab button is selected in
the tab control object on the left side of the screen.

The configuration screen is the 2nd screen for the faceplate. It displays
configuration parameters of Predictive Maintenance functions of various
components that are used in PowerFlex® 755T products with respect to
different Port selection.

Predictive Maintengnce - PF755T_PM X
‘ . Port 14 Line Side | | L0 A 4 gj

. Stirring Fan Heatsink Fan IGBT
Event Action Event Action Event Action l:l
Event Level ° Event Level 80.00] % Event Level
Fan Derate
Buscap Heatsink Temp
Event Action HI TR Event Action
Event Level Low TR Event Action
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Item Description
1 Port Selection drop-down menu
2 Section Selection drop-down menu
3 Data refresh button

4 Component event configuration settings including event action (1=
event), event level, and fan derate if applicable.

Event Parameter Configuration

Event Action: The event action determines what happens when the event
occurs. There are two choices: Ignore and Event.

Stirring Fan

Event Action
Event Level 70.00| %
Fan Derate

« Ignore (0) — causes the drive or bus supply to do nothing when the event
occurs: No event shown on component

« Event (1) — causes the drive or bus supply to produce an event when the event
occurs: Active event shown on component and same will be logged in event
queue.

The event notification occurs on component and event information appears on
the event log. They are also recorded in the event queue. Default Value: 1=
‘event’

Event Level: The event level determines when the event occurs. The level is
expressed in percent of life used.

Stirring Fan

Event Action
[ Event Level 7000 % |
Fan Derate 1.00

The event occurs when the component has used up this amount of predicted
life. The default is 80%. If you leave it at the default setting, the event occurs
when 80% of the component life is used. If you change a level to 50%, the event
occurs when half of the component life is used.
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You can change these values to almost any level. Select a level that is
appropriate for your application and drive section. If the drive section is
critical or the application cannot tolerate unplanned downtime, you can use
lower event level values.

«  Default Value: 80

« Min/Max: 0.000/100.000

o Unit: %

Note: For Motor Lubrication & Machine Lubrication components, Event Level
should be entered in hours, not in percentages.
For Motor Lubrication & Machine Lubrication components, Event
Q Level should be entered in hours, not in percentages.
«  Default Value: ooo
+  Min/Max: 0.000/220000000.000
o Unit: Hrs

Fan Derating Factor: Enter a value to derate the model of fan for all the fans in
the drive or bus supply. This includes heatsink fans, pod fans, door fans and
roof fans. This parameter is only available for heatsink fans, pod fans, door
fans and roof fans. If the environment is clean and there is no adverse
vibration, enter a value of one, which leads to a prediction for maximum life.

Stirring Fan

Event Action
Event Level 70.00
IFan Derate ]

If there are factors like vibration or air contamination that will reduce fan life,
enter a value less than one.

Avalue of 0.75 leads to a prediction of 75% of maximum life. A value of 0.50
leads to a prediction of 50% of maximum life.

«  Default Value: 1.00
. Min/Max: 0.01/1.00

Event Log Tab

The event log screen displays event information that recently occurred also it
maintains a log of several events that have occurred recently, and the size of
event list is user configurable. The queue contains Port type, event description,
and time stamp information.
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Predictive Maintenance - PF755T PM X
Port Event Message Time (YYYY:DD:MM H:M:S) gj
|

T —»1 Port 14 LO Stirring Fan Alarm 2022-04-11  11:13:26
2 Port 0 Roof Type Ambient Under Temperature Fault 2022-04-08 15:37:52
3 Port 0 Roof Type Ambient Under Temperature Alarm 20220408 15:37:04
4 Port 12 MO IGBT Alarm 2022-04-08 15:36:00
5 Port 0 Roof Type Ambient Over Temperature Fault 20220408 15:35:14
B Port 0 Roof Type Ambient Over Temperature Alarm 2022-04-08 15:34:12

~

7 Port 14 L9 IGBT Alarm 2022-04-08 13:45:54 S~
8 Port 14 L8 IGBT Alarm 2022-04-08 13:45:53

9 Port 14 L7 Ambient Under Temperature Fault 2022-04-08 13:45:53 S
10 Port 14 L7 IGBT Alarm 2022-04-08 13:45:53

2 3 4 5 6
Item Description

Most recent event

Event Numer

Event Port

Event Message

Event Timestamp (YYYY-DD-MM hh:mm:ss)

D || S| NN

Page up/page down navigation

Navigation buttons are available on the alarm list. You can navigate through
the historical alarms by using these buttons. When you open the alarm list, it
shows 10 recent alarm rows. If you want to view historical alarms, you can click
on the navigation button.

First Page: To jump to the first page of the alarm list, click this button
Page Up: The previous page can be accessed by clicking this button
Page Down: The next page can be accessed by clicking this button
Last Page: To jump to the last page of the alarm list, click this button

Note: The size of alarm list is user configurable, by default the minimum size is
kept to 10 alarms. User can define this size in AOI inout parameter
“Out_Eventlist”
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=~ NN

Out_Eventlist |Uutput Interface - Event List  |raC_UDT_Event_PF755_PM[10]

Event Details Screen

To view more details about an event, click on the particular row to launch the

detailed display. The Details Screen provides a more detailed description or
possible action steps to remedy condition with timestamp. In addition, it

displays snapshot values of Percent Life, Elapsed Life, and Remaining Life at
the time when the event was triggered.

Predictive Maintenance - PF755T_PM >
. Details W5
! Description | Action
——*Control Pod Fan Alamm 2022-04-04  17:54:55 6
——*Pearcent Life 0.00 ¢
———— *Elapsed Life 0.00 Hrs
———*Remaining Life 24437180.00 H
e
S
B Port 14 F2 Heat Sink Fan Alarm 20220404 17.54.23
] Fort 14 FO Heat Sink Fan Alarm 2022.04.04 17:64.23 S~
10 Port 14 LY Heatsink Fan Alarm 2022-04-04 175422
Item Description

1 Event description

Snapshot value at time of event - percent life

Snapshot value at time of event - elapsed life

Snapshot value at time of event - remaining life

Close details window button

Do BN

Event Timestamp (YYYY-DD-MM hh:mm:ss)
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Faceplates -
raC_Opr_PF755T_PMv11(
Device Firmware v11.001+)

There are basic faceplate attributes that are common across all instructions.
See Basic Faceplate Attributes on page 28.

The Home tab is the main tab of the faceplate and displays various predictive
maintenance related parameters with respect to different components and
location selections. The user can select the desired location, component type
and component sub-type to view the relevant data. Active events are showing
using an alarm bell icon and filling the bar graph in yellow.

PowerFlex® 755T drive extension object automatically checks which locations
and components are available in different drive sizes and gives selection
options in the drop-down menus accordingly.

Locations include:

+ Inverter

« Converter

« LCLFilter

« Power Bay

+ Input Bay

« Control Bay

« Wiring Bay

«  Control Pod

« AC Precharge

«  Primary Motor
«  Secondary Motor
« Stirring Fan

Component Type and Sub-Types Include:
« Fans:
- Heatsink Fans
- Roof Fans
- Door Fans
- PCB Fans
«  Capacitors:
- Bus Capacitors
- Filter Capacitors
- Power Devices
- IGBT
«  Switching Devices:
- Cont. S/W Device
- Circuit B S/W Device
« Bearings:
- Motor Bearings
- Machine Bearings
« Lubrications:
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- Motor Lubricants
- Machine Lubricants
1 2 3
E Device 2 EI_EI @
@ Location Component Type Subtype
All A 4 All A 4 Al A 4
Heatsink Fan - L0 Remaining Life 92503 Hrs i
' Elapsed Life 18551 Hrs m:l -
] Stirring Fan - ST Remaining Life 152479 Hrs
— *0" Elapsed Life 1653 Hrs e e
Catalog: SK-RM-MFAN1-F5§ 0.0 Consumed Life % 124 % 100.0
Fieatsink Fan - M2 Remaming L 225878800 T =
) A 4
61 Elapsed Life 6098 00 Hrs f ) E———— ==
e e 0.0 ConsumedLile% 311 % 100.0
IGBT - MO Remaining Life 217993 Hrs
E1 Elapsed Life 0 s e
Catalog: Mot a replaceable component 00 Consumed Life % 0.00 % 100.0
IGBT - LO Remaining Life 216687 Hrs
1 Elapsed Life 0 Hrs S S T,
Catalog: Not a replaceable component 0.0 Consumed Life % 0.00 % 100.0
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Item Description

Location Selection drop-down menu.
- Inverter

- Converter

- LCL Filter

- Power Bay

- Input Bay

1 - Control Bay

- Wiring Bay

- Control Pod

- AC Precharge

- Primary Motor

- Secondary Motor
- Stirring Fan

Component Type Selection drop-down menu
- Fans

- Capacitors

2 - Power Devices

- Switching Devices

- Bearings

- Lubrications

Component Subtype Selection drop-down menu
Fans:
- Heatsink Fans
- Roof Fans
- Door Fans
- PCB Fans
Capacitors:
- Bus Capacitors
- Filter Capacitors
3 Power Devices
- 1GBT
Switching Devices:
- Cont. S/W Device
- Circuit B S/W Device
Bearings:
- Motor Bearings
- Machine Bearings
Lubrications:
- Motor Lubricants
- Machine Lubricants

Component predictive maintenance data includes:
- Component name

- Elapsed Life (Hrs)

4 - Catalog Number

- Remaining Life (Hrs)

- Consumed Life (%)

Bar graph indicates consumed life value (0-100%)

5 Component number. This correlates the the Add-On Instruction output
parameters bSts_ComponentPMEvent0/32/64/96.

6 Components exceeding the companent event limit show an alarm icon
and the bar graph is filled in yellow.

Predictive Maintenance Parameters:

In each of the predictive maintenance functions, there are several parameters
that are used to configure levels, actions, inputs, and outputs. The following
sections describe those functions and parameters. The following descriptions
are the same for all parameters. For example, Event Level functions are the
same for all parameters, in that it determines when the event that it is
monitoring occurs based on percentage of life used.
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There is an elapsed life, remaining life, percent life parameter for each
component that is covered by predictive maintenance home tab display.

Elapsed Life:

The elapsed life value displays the accumulated elapsed life of the component
(e.g. fan). The values of these parameters represent the accumulated damage
that the components experience.

The unit of measure is unique for each type of component.

« Hours for fans, bus capacitors, and filter capacitors.
«  Cycles for relay contacts, IGBTs, precharge contactors, switches, and

breakers.
Heatsink Fan - LD Remaining Life 92503 Hrs
IEIapsed Life 18551 Hrs |
CEIE'DQ: SK-RM-HSFAN1-F5 K] Consumed Life % 3104 %

The values reflect the runtime on the components and the running conditions.
For example, elapsed life values for fans increment faster when the
temperature is higher and the fan speed is higher. Elapsed life values for IGBTs
increment faster when temperature, load, and carrier frequency are higher.
Elapsed life values for bus capacitors increment faster when temperature,
load, and DC bus ripple are higher.

Remaining Life

The remaining life value displays the remaining life for the component (e.g.
fan). The value of this parameter represents a prediction of how much life is
remaining in the component. Changes you make to the event level for each
predictive maintenance function directly affect this value.

Heatsink Fan - LD Remaining Life 92503 Hrs I
Elapsed Life 18551 Hrs . |
CEtE'UQ: SK-RM-HSFAN1-F5 ] Consumed Life % 3104 %

The unit of measure for these parameters is always hours, regardless of the
component type. Measuring time in hours helps you schedule replacement
during planned downtime.

Predicted values are based on the rate of change of accumulated damage. For
example, remaining life values for fans are lower when recent temperature and
speed are higher. Remaining life values for IGBTs are lower when recent
temperature, load, and carrier frequency are higher. Remaining life values for
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bus capacitors are lower when recent temperature, load, and DC bus ripple are
higher.

Consumed Life:
The percent life value displays the consumed life of the component (e.g. Power

module heatsink fan) as a percentage of its total life. Same value I also shown
by bar graph from o to 100%.

Heatsink Fan - L0 Remaining Life 92503 Hrs
Elapsed Life 18551 Hrs I
Catalog: SK-RM-HSFAN1-F5 00 | Consumed Life % 104% |
Events

Each component on the home screen is highlighted with an active event icon
and a bar graph filled in yellow if an active event is present.

In the case of the following components, the consumed life must be greater
than or equal to Event Level for an active event to be generated. The event will
be shown by the active event bell icon and the event will be recorded in the
event queue and visible on the event list tab.

PercentLife  pctive Event marked

greater than it Event Bell Icon
Event Level l

Heatsink Fan - M2 Remaining Life 225878800 '

Elapsed Life E098.00 =

Catalog: SH-RM-INVFAN1-FB& Consumed Lifa % 311

Configuration Tab

The configuration screen is visible when the Config tab button is selected in
the tab control object on the left side of the screen.

There are three pages within the configuration tab. These pages display
configuration parameters of Predictive Maintenance functions of various
components that are used in PowerFlex® 755T products.

Page 1 Configurations - Component Notification Settings:
+ Fans
«  Bus Capacitors
«  Filter Capacitors
« IGBT
+ Contactor
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« Circuit Breaker

Page 2 Configurations - Motor & Machine Notification Settings:

«  Motor Bearing

«  Machine Bearing

«  Motor Lubrication

«  Machine Lubrication

Page 3 Configurations - Environmental Settings:

« Enclosure Type
« Airborne Contaminants

Page 1 Configurations - Component Notification Settings

The first page allows users to set the remaining life threshold setpoint for each
component group and ignore or enable the alarm.

Notification Settings

Fans

Remaining Life Threshold: | 1 Month W|  Remaining Life Threshold Action - Ignore  —__)Device Alarm

Bus Capacitors
Remaining Life Threshold: | 2 Weeks v Remaining Life Threshold Action : Ignore CC)Device Alarm

Filter Capacitors

Remaining Life Threshold : 1 Week v Remaining Life Threshold Action : Ignore (ﬁ: Device Alarm
IGBT

Remaining Life Threshold : | 2 Weeks v Remaining Life Threshold Action : Ignore C()Device Alarm
Contactor

Remaining Life Threshold : 1 Week v Remaining Life Threshold Action : [gnore C):; Device Alarm

Circuit Breaker

Remaining Life Threshold : 1 Week v Remaining Life Threshold Action : |gnore C):: Device Alarm
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Item

Description

Component Group:
- Fans

- Bus Capacitors

- Filter Capacitors
- IGBT

- Contractor

- Circuit Breaker

Remaining Life Notification Setting Drop-down selector. Set to the
desired remaining life to trip an event.

-1Week
-2 Weeks
- 3 Weeks
-1Month
- 3 Months
- 6 Months
-9 Months
-1Year

Remaining Life Threshold Action. Use to enable/disable predictive
maintenance events for each component group.

- gnore
- Device Alarm (Enabled)

Page Select Navigation

Page 2 Configurations - Motor/Machine Notification Settings

The second configuration page allows users to set the remaining life threshold
setpoint for motor and machine bearings and lubrication, and ignore or enable
the alarm. Users may additional set a user defined maximum life (hrs) setpoint
and enable or disable this alarm.
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Motor Bearing
Remaining Life Threshold :

User Defined Maximum Life :

Machine Bearing
Remaining Life Threshold :

User Defined Maximum Life :

Motor Lubrication
Remaining Life Threshold :

User Defined Maximum Life :

Machine Lubrication

Remaining Life Threshold -

User Defined Maximum Life :

ol

=

2

=

[=]
I

Notification Settings

Remaining Life Threshold Action : Ignore

(%]

Weeks v:

30000 |Hrs

Remaining Life Threshold Action : Ignore

1 Week v

: 2 Weeks v: Remaining Life Threshold Action : lgnore
40000|Hrs Disable / Enable : Disable
1 Week vl Remaining Life Threshold Action - Ignore

10000]Hrs

CENE )

Disable / Enable : Disable

rs Disable / Enable : Disable

Disable / Enable : Disable

) Device Alarm
) Enable

1 Device Alarm
1 ) Enable

) Device Alarm
1 Enable

1 Device Alarm
1 Enable

Iltem

Description

Component Group:

- Motor Bearing

- Machine Bearing

- Motor Lubrication

- Machine Lubrication

User defined maximum life (hrs). Use this setpoint along with the
Disable/Enable toggle to set an additional maximum life alarm.

Remaining Life Notification Setting Drop-down selector. Set to the
desired remaining life to trip an event.

-1 Week

-2 Weeks

- 3 Weeks

-1Month

- 3 Months

- 6 Months

- 9 Months

-1Year

Remaining Life Threshold Action. Use to enable/disable predictive
maintenance events for each component group.

- Ignore

- Device Alarm (Enabled)

Page Select Navigation

Page 3 Configurations - Environmental Settings

The third configuration page allows users to set the environmental settings of
the drive. Users may set the enclosure type and airborne contaminants rating.
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Note that a drive reset is required for any changes to take effect. Refer to the
classification table on the display for more information on classification of

airborne contaminants.

- Environmental Settings

- Enclosure Type: IP54 / Type 12 v Airborne Contaminants:

Note: Drive needs to reset after changing any Enviornmental setting.

Classification of airborne contaminants

Copper Reactivity

G1 Mild 1to 299 A/ 30 days
G2 Moderate 300 to 999 A/ 30 days
G3 Harsh 1000 to 1999 A/ 30 days
GK Severe 2000 to 4999 A / 30 days
GX+ Extreme 5000 to 30000 A / 30 days

3 (EZN

G2 Moderate v

Silver Reactivity
1to 199 A/ 30 days

200 to 999 A/ 30 days

1000 to 1999 A/ 30 days

2000 to 4999 A/ 30 days

5000 to 30000 A/ 30 days

Item Description

Enclosure Type Selection:
- IPO0/0pen

1 - 1P20-21/Type 1

- IP54/Type 12

- |P65/Type 4x

Airborne Contaminants Selection:
- 61 Mild

- 62 Moderate

- G3 Harsh

- 6X Severe

- GX+ Extreme

3 Page Select Navigation

Event Log Tab

The event log screen displays event information that recently occurred also it
maintains a log of several events that have occurred recently, and the size of

342 Rockwell Automation Publication DEVICE-RM100D-EN-P - May 2024



Chapter 13 Power Predictive Maintenance Extension Objects (raC_Opr_PF755T_PM, raC_Opr_PF755T_PMv11)

event list is user configurable. The queue contains Port type, event description,
and time stamp information.

Sr.No. Location Event Message Time (YYYY:DD:MM H:M:S)
- f Primary Motor Motor Bearing - Primary Motor - Alarm 2023-01-10  17:10:48
2 I I
3
4
5
6 N
N
7
8 S
. 4
0
2 3 4 5 6
Item Description
1 Most recent event
2 Event Numer
3 Event Component Location
4 Event Message
5 Event Timestamp (YYYY-DD-MM hh:mm:ss)
6 Page up/page down navigation

Navigation buttons are available on the alarm list. You can navigate through
the historical alarms by using these buttons. When you open the alarm list, it
shows 10 recent alarm rows. If you want to view historical alarms, you can click
on the navigation button.

«  First Page: To jump to the first page of the alarm list, click this button

«  Page Up: The previous page can be accessed by clicking this button

«  Page Down: The next page can be accessed by clicking this button

«  Last Page: To jump to the last page of the alarm list, click this button
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Note: The size of alarm list is user configurable, by default the minimum size s
kept to 10 alarms. User can define this size in AOI inout parameter
“Out_Eventlist”

Qut_Eventlist |[]utput Interface - Event List  |raC_UDT_Event_PF755_PM[10]

Event Details Screen

To view more details about an event, click on the particular row to launch the
detailed display. The Details Screen provides a more detailed description or
possible action steps to remedy condition with timestamp. In addition, it
displays snapshot values of Percent Life, Elapsed Life, and Remaining Life at
the time when the event was triggered.

I Details X
Description / Action
1 ————— 2023-01-10 17:10:48
2 * Motor Bearing - Primary Motor - Alarm
3 » Elapsed Life 0.00 Hrs
b ———1 Remaining Life 3000000 Hrs
e
~
8 o
9
10
Item Description

1 Event Timestamp (YYYY-DD-MM hh:mm:ss)
Event description
Snapshot value at time of event - elapsed life

Snapshot value at time of event - remaining life
Close details window button

gl B NN
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App“cation Code "anager The PowerFlex® 755T Predictive Maintenance Extension device objects can be
configured using Application Code Manager. These parameters are configured
as part of the base object and do not need to be added directly to a project. The
following section defines the parameters.

The enable an Predictive Maintenance Extension Object on a PF755T base
object, simply set the IncludePredictiveMaintenance parameter in the 02
Extensions category to True. This is shown in the example below.

Hame: raC_LD_Dwec PF7RAET

Description: |laC_Dvc_F'F?55T Device Object and Extensions implementz

Catalog MNumber: raC_ LD _Cwe PFYSRT  [31] - Publizhed

Solution: (RéLIB) Device Tazk: |Task ~ | Program: | Program w

Parameters  Linked Libraries

=4l | B |
v 00 General
FoutineM arne ralC_LD_Dwc_PF7EET
Taghame raC_LD_Dwc_PF7ERT
TagDescription 1aC_[Dwe PFPBET Device Object and Exterzions implementation
TagScope Program
Objectinterfacel atatype UzerDefinedD atatype
v 01 Module
toduleM ame Mod_raC_LD_Dwe PF7EET
IncludeHW True
toduleType PowerFle:755TH
|Paddress 192.168.1.0
Parenttd odule Lacal
DrveR atingT A 4000 2604 Heawy Duty
v 02 Extensions
lreludeStatebd nritor True
IncludePredictived aintenance True I
AT CUm g IO
SEAszzocDizplay
ME fzzocDisplay
Attachments
Name Description File Name Extraction Path
V3_Power_Manual Reference Manual DEVICE-RM100x-EN-P.pdf {ProjectName}\Documentation
V3_raC_Opr_PF755T_PM  |Faceplate ME (raC-3_02-ME) raC_Opr_PF755T_PM-Faceplate.gfx {ProjectName}\Visualization\FTViewME\Displays
V3_raC_Opr_PF755T_PM  |Faceplate SE (raC-3_02-SE) raC_0pr_PF755T_PM-Faceplate.gfx {ProjectName}\Visualization\FTViewSE\Displays
V3_raC_Opr_PF755T_PM  |Faceplate ME (raC-3_02-ME) raC_Opr_PF755T_PMv1l-Faceplate.gfx {ProjectName}\Visualization\FTViewME\Displays
V3_raC_Opr_PF755T_PM  |Faceplate SE (raC-3_02-SE) raC_Opr_PF755T_PMvTl-Faceplate.gfx {ProjectName}\Visualization\FTViewSE\Displays
V3_raC_Opr_Contactor_PM | Faceplate ME (raC-3_04-ME) raC_Opr_Contactor-PM-Faceplate.gfx {ProjectName}\Visualization\FTViewME\Displays
V3_raC_Opr_Contactor_PM | Faceplate SE (raC-3_04-SE) raC_Opr_Contactor-PM-Faceplate.gfx {ProjectName}\Visualization\FTViewSE\Displays
V3_raC_0pr_Contactor_PM | Faceplate VD (raC-3_04-VD) raC_Opr_Contactor_PM-.vpd {ProjectName}\Visualization\ViewDesigner
V3_Power_Images HMI Image set Power_lmages.zip {ProjectName}\Visualization\Images
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Predictive Maintenance Object
(raC_Opr_Contactor_PM)

Overview The Contactor Predictive Maintenance object offers predictive maintenance
related parameters and diagnostics for 100-E series contactors. This device
object is compatible with 100-Eo9 through E750 contactors.

The Power Device Library includes the following Contactor Predictive
Maintenance object:

. . . . . Predictive Maintenance Extension
Device Device Firmware Base Device Object Name Object Group Object Name

100-E contactors - raC_Opr_Contactor_PM Contactor Not available

Functional Description The Contactor Predictive Maintenance object performs cycle counting and

predictive maintenance indications for contactors based on hardware type
selection. The device object provides:

« Configuration based on contactor hardware selection

«  Contactor cycle counts

« Indication of contactor maximum cycle counts exceeded

« Contactor fault (command/status mismatch)

Use when:

« Installed 100-E series contactors
«  Need to monitor to cycle counts for predictive maintenance.

Do NOT use when:

« Not using 100-E series contactors

For more information on maximum cycle count ratings for 100-E series

Q contactors, refer to the IEC Contactor Specifications Technical Data instructions
100-TDO13 and see pages 58-60 for contactor selection and pages 98-104 for
Life-Load Curves and electrical durability.

Required Files Device Objects include Add-On Instructions (AOIs) and HMI faceplates. The
revision number (e.g. 3.04) used in filenames can change as new revisions are
created.
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Controller Files

Add-On Instructions are reusable code objects that contain encapsulated logic
that can streamline implementing your system. This lets you create your own
instruction set for programming logic as a supplement to the instruction set
provided natively in the ControlLogix® firmware. An Add-On Instruction is
defined once in each controller project, and can be instantiated multiple times
in your application code as needed.

The Add-On Instruction must be imported into the controller project to be
used in the controller configuration. These can be imported as Add-On
Instruction files, or as part of the Rung Import or Import Library Objects

wizard.

All Add-On Instruction and Rung Import files can be found in the /Studio 5000
Logix Designer Files - LsX/Standard Files/ folder in the library.

A\

ATTENTION: Theadd-oninstructioncanbeimportedintoacontinuous or periodic task;
however, if itisused ina periodic task thenitis recommended to set the periodic task
time to @ minimum time of 100 ms.

Device/ltem

Application

Add-On Instruction

Rung Import

100-E contactors

Standard

raC_Opr_Contactor_PM_3.04_A0I.L5X

raC_Opr_Contactor_PM_3.04_RUNG.L5X

FactoryTalk® View HMI Files

FactoryTalk® View ME or SE applications require importing the desired device
faceplates in addition to all Global Object (ggfx) files and all images located in
the /HMI FactoryTalk® View Images - png/ folder of the library. FactoryTalk®

View ME files are stored in the /HMI - FactoryTalk® View ME/ library folder and
FactoryTalk® View SE files are stored in the /HMI - FactoryTalk® View SE/ library

folder.

Device/ltem

Type

FactoryTalk® View ME
Faceplate

FactoryTalk® View SE
Faceplate

100-E/104-E contactors

Display

(raC-3_04-SE) raC_Opr_Contactor_PM-Faceplate.gfx

(raC-3_04-ME) raC_Opr_Contactor_PM-Faceplate.gfx

Graphic Symbols

Global Object

(raC-3-ME) Graphic Symbols - Power Device

(raC-3-SE) Graphic Symbols - Power Device.ggfx

Toolbox

Global Object

(raC-3-ME) Toolbox - Power Device.ggfx

(raC-3-SE) Toolbox - Power Device.ggfx

348

Studio 5000° Application Code Manager Files

Studio 5000® Application Code Manager (ACM) can be optionally used if it is
installed. All devices can be easily registered in the ACM repositories by
running the setup.cmd file located in the root folder of the library.

Individual HSL4 files are provided as an alternative to running the setup.cmd
to allow users to manually register specific implementation objects. Each
object has two files - an Asset Control file and a Device file. The Asset Control
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files include attachments of all required files for that object. The Device files
are used to actually add that device into a Studio 5000® project and these
reference the Asset Control files.

All Studio 5000® Application Code Manager files can be found in the /
ApplicationCodeManagerLibraries/ folder of the library. The files included are as
follows:

Implementation Object

Asset Control File (.HSL4)

Device File (.HSL4)

100-E contactors

(RA-LIB)_Device_Asset-Control_Contactor_raC_Opr_Contactor_PM_(3.4)  [(RA-LIB)_Device_Device_Contactor_raC_LD_Opr_Contactor_PM_(3.4)

Operations

Execution
Rung in condition transition response:

False ->True
«  Predictive Maintenance related parameters are monitored and updated
«  Reset commands are accepted from application and HMI

True ->False

« Predictive Maintenance related parameters are not monitored and
updated

«  Reset commands are not accepted from application and HMI
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Add-0n Instruction I/0 Data

Input Data

Input

Cfg_ContactorType

| Function/Description DataType

Selecting the contactor series 100-EXX. e.g. REAL
Set to 750" for 100-E750

0 - Less than or equal to 440V
1- Greater than 440V AND less than or equal to

Cfg-Voltage 690V(this selection is applicable from BOOL
Application code manager)
Enableln Enable Input - System Defined Parameter BOOL
Inp_MotorCmd Motor On cmd BOOL
Inp_MotorSts Motor On Feedback BOOL
Output Data
Output Function/Descritpion DataType
EnableQut Enable OQutput - System Defined Parameter ~ |BOOL
Sts_LifetimeExceeded |0~ Healthy BOOL
1- Lifetime Exceeded
Command/Status mismatch Motor Fault.
Sts_MotorFault 1=Faulted BOOL
Val_CurrentCycles Current number of cycles DINT
Val_LifetimeThreshold  |Lifetime threshold REAL
Val_PercentElapsed Elapsed life used in percent REAL
Val_PercentRemaining  |Remaining life in percent REAL
Val_RemainingLifecycles | Remaining Life Cycle DINT

The following Predictive Maintenance Common Control Interface tags are the
primary device program tags to read and write to when interfacing to
contactor devices.

Data Types

For further information and examples on how to interface the power device
objects with your specific application code refer to the
“"How_To_Interface_with_Power_Device_Logix.mp4”video within the Videos
folder of the Power Device Library Download files.

raC_UDT_Event_Contactor_PM

Member Description Data Type
Event type:
1= Status
Type 2 =Warning DINT
3 =Fault
4..n=User
ID User definable event ID. DINT
Category Userdefinablecategory(Electrical, Mechanical,Materials,Utility,etc.). | DINT
Action User definable event action code. DINT
Value User definable event value or fault code. DINT
Elapsed_Life Elapsed Life in Hrs REAL
Remaining_Life Remaining Life in Hrs REAL
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Member Description Data Type

Message Event message text. STRING

EventTime_L Timestamp (Date/Time format). LINT

EventTime_D Timestamp (Y,M,D,h,m.s,us). DINT[7]

raC_UDT_LookupMember_STR_0082

Member Description Data Type

Code Stores the value of device fault code DINT

Desc Stores the Messages related to fault code STRING
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Programming Example A fully configured device on a rung is provided below for reference. This
example includes the device objects for Contactor Predictive Maintenance
(raC_Opr_Contactor_PM).

Note that this programming example is the same code that is imported when
either importing the supplied rung .LsX files or when using Application Code
Manager or the Studio 5000® Import Library Objects wizard plug-in.
«  Contactor PM Device Object Tag name: _InstanceNameSC
«  Contactor type used: 100-E09
«  Contactor Voltage: < 440V
«  Contactor Device Object Interface tags
+ Inp_MotorSts
« Inp_MotorCmd

_InstanceDescription

- Contactor_PM

raC_Opr_Contactor_PM
raC_Opr_Contactor_PM _InstanceNameSC ...
Inf_Lookup raC_Opr_Contactor_PM_InfTable
Inp_MotorSts _InstanceNameSP_MaotorSts

(e
Inp_MotorCmd _InstanceNameSP_MotorCmd

1@
Cfg_ContactorType _InstanceNameSP_ContactorType

e
Cfg_Voltage _InstanceNameSP_ContactorVoltage

Oe
Val_CurrentCycles 1
Val_LifetimeThreshold 1500000.04
Val_PercentElapsed 6.666666742-005«
Val_PercentRemaining 99.99993 «

Facep|ates There are basic faceplate attributes that are common across all instructions.

See Basic Faceplate Attributes on page 28.

The Home tab is the main tab of the faceplate and displays various predictive
maintenance related parameters with respect to different components and
location selections. Home screen for the Contactor Predictive Maintenance
device object includes following information:

«  Current Cycle Count

«  Reset Cycle counts Button

+  Motor Run Status

«  Motor Command

« Remaining Lifecycle

« Elapsed Lifecycle %
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1 2 4

_InstanceDescription - Contactor_PM X
ﬁ M Ready

| Device Connection

. Current Cycle: 1

y  — Motor Status
@ Motor Command
Remaining Lifecycles 1499999 Cycles
[
Elapsed Life 0.0001 =
Item Description

1 Contactor operating Cycles

2 Contactor operating Cycles reset

3 Motor status

4 Remaining operating cycle of Contactor

Predictive Maintenance Parameters:

In each of the predictive maintenance functions, there are several parameters
that are used to configure contactor type and voltage. The following sections
describe those functions and parameters. The following descriptions are the
same for all parameters. For example, Event Level functions are the same for
all parameters, in that it determines when the event that it is monitoring
occurs based on percentage of life used.

There is an elapsed life, remaining life, percent life parameter for each
component that is covered by predictive maintenance home tab display.

Elapsed Life:

The elapsed life value displays the accumulated elapsed life of the component
(e.g. Contactor). The values of these parameters represent the accumulated
damage that the components experience based on the number of executed
cycles.
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Remaining Lifecycles 1499999 Cycles

0.0 Elapsed Life 0.0007 =

Remaining Life

The remaining life value displays the remaining life for the component (e.g.
Contactor). The value of this parameter represents a prediction of how much
life is remaining in the component. This is based on the specific contactor
model maximum cycle count rating.

Remaining Lifecycles 1499999 Cycles

0.0 Elapsed Life 0.0001 =

Elapsed Life (%):

The Elapsed Life % value displays the consumed life of the component (e.g.
Contactor) as a percentage of its total expected life. This percentage is also
displayed on the bar graph.

Remaining Lifecycles 1499999 Cycles

0.0 Elapsed Life 0.0001 =
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Event Log Tab

The event log screen displays event information that recently occurred also it
maintains a log of several events that have occurred recently. including motor
faults and lifetime exceeded events.

_InstanceDescription - Contactor_PM X
@ Ready j
— : : o
« | Severity Time Description
2023-12-07
Status 15:24:30 Motor status fault.
Item Description

1 Event Description
2 Fault Reset

App“cation Code "anager The Contactor Predictive Maintenance device objects can be configured using
Application Code Manager. These parameters are configured as part of the
base object and do not need to be added directly to a project. The following
section defines the parameters.

Contactor type and Contactor input voltage should be configured by user as
shown in the following screenshot. The type and voltage rating will affect the
maximum cycle counts that is used in the device object for predictive
maintenance notifications.
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356

Mame:
Description:
Catalog Number:

Solution:

Contactor_1

E10%-XX Series Contactor - Predictive Maintainar

raC_LD_Opr_Contactor_PM (3.4) - Pending

(RA-LIB) Device

Task: Task

~ Program: Program =

Parameters Linked Libraries

o= |A

#= | L

~ 00 General

®| =

RoutineMame Contactor_1
TagMame Contactor_1
TagDescription E10X-XX Series Contactor - Predictive Maintainance
TagScope Program
~ 01 Module
ContactorType 100-E12-10
ContactorinputVoltage 440V
~ HMI Configuration
Symbol_style lcon
Attachments
Name Description File Name Extraction Path
V3_{LibraryName} Reference Manual RAC-RM100x-EN.pdf ProjectName}\Visualization\Reference Manuals
V3_{LibraryName} Faceplate ME raC-3_04-ME) raC_Opr_Contactor_PM-Faceplate.gfx{ProjectName}\Visualization\FTViewME\Displays - gfx
V3_{LibraryName} Faceplate SE raC-3_04-SE) raC_Opr_Contactor_PM-Faceplate.gfx {ProjectName}\Visualization\FTViewSE\Displays - gfx
3_{LibraryName} HMI Image set Power_Images.zip {ProjectName}\Visualization\Images - png
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Use these resources to access support information.

Find help with how-to videos, FAQs, chat, user forums, Knowledgebase, and product

i ey . i

Technical Support Center notification updates. rok.auto/support

Local Technical Support Phone Numbers Locate the telephone number for your country. rok.auto/phonesupport

Technical Documentation Center Quickly access and download technical specifications, installation instructions, and user rok auto/techdocs
manuals. E——

Literature Library Find installation instructions, manuals, brochures, and technical data publications. rok.auto/literature

Product Compatibility and Download Center Download firmware, associated files (such as AOP, EDS, and DTM), and access product

(PCDC) release notes. rok.auto/pedc

Documentation Feedback

Your comments help us serve your documentation needs better. If you have any suggestions on how to improve our content, complete the
form at rok.auto/docfeedback.

Waste Electrical and Electronic Equipment (WEEE)

At the end of life, this equipment should be collected separately from any unsorted municipal waste.

Rockwell Automation maintains current product environmental compliance information on its website at rok.auto/pec.
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Microsoft and Windows are trademarks of Microsoft.
Trademarks not belonging to Rockwell Automation are property of their respective companies.
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